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EXECUTIVE SUMMARY

1991

Because of a change in the NASA funding cycle, the present reporting period covers only
the six months from March to September 1991. Nevertheless, remarkable progress was
made in a number of areas, some of the most noteworthy of which are:

Engineering operation of a breadboard CO2-> 02 demonstration plant that produced
over 10 grams of oxygen per day during several runs of over 100 hours each with a
single electrolytic cell. Complete automation of controls, monitoring of various
inputs/outputs and critical internal variables, diagnostics, and emergency shutdown in
an orderly manner were also Included. Moreover, 4-cell and t6-cell units, capable of
much higher rates of production, were assembled and tested.

Demonstration of a 200 % increase in the carbothermal reduction of ilmenite through
vapor deposition of carbon layers on particles of that material.

Demonstration of the deposition of strong iron films from carbonyl chemical vapor
deposition, establishing the crucial role of additive gases in governing the process.

Discovery of an apparent 800% increase in the conversion rates of a modified ilmenite
simulant in a plasma-augmented reactor, Including direct enhancement by solar
radiation absorption.

Proof that test specimens of lunar soil with small amounts of metallic additives,
recrystallized at moderate temperatures, exhibit an improvement of several orders of
magnitude in ductility/tensile strength.

Experiments establishing the feasibility of producing silicon-based polymers from
indigenous lunar materials.

Application of CCD technology to the production of maps of TiO2 abundance, defining
primary ilmenite deposits, on the disk of the full moon.

Attainment of a discovery rate of approximately 3 new near-Earth asteroids per month
by Spacewatch, more than doubling the previous global rate.

Coordination of industry and university magma electrolysis Investigations ina workshop
designed to define remalning problem areas and propose critical experiments.

These, together with the accomplishments of a wide variety of other projects, led by
Professor Kumar Ramohalli, PI for Engineering, and Professor John Lewis, PI for Science,
are briefly discussed on the following pages.
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Full system operation of the breadboard oxygen plant was demonstrated by students led
bt professor Ramohalli. Extensive data were obtained on the oxygen output, temperature
and voltage control of the cell, post-test micro-examination of the uncontaminated cell
material, and a host of parameters related to plant efficiency. Another of his graduate
students then used these to extend the eadter concept of a Figure-of-Merit for space
missions in general, and ISRU/ISMU missions in particular, to develop a systematic
optimization methodology.

Proprietary restrictions of the sole Industrial supplier of the electrolytic cells required for the
CO2-> 02 reactor led to a breakthrough in cell production. Significant progress was made
in producing yittria-stabliized zirconia cells, and several other alternative types, in-house;
and the necessary technologies for leak-proofing electrodes and electrical leads through
the ceramic/metal interface were developed.

Concurrently, material selection and cell design were greatly improved by professor Sridhar,
who also completed the thermal design of 4-cell and 16-cell assemblies for scale-up, and
characterized candidate cell operations in terms of oxygen production rate as a function
of voltage, temperature, flow rate and pressure. The 16-celi assembly was shown to require
far less than sixteen times the power needed by a single tube to function; and the analysis
also suggested operating the reactor at a slightly lower temperature (900°C), which
demonstrated remarkable improvements in reliability and life expectancy, though at a slight
expense In production rates. This engineering tradeoff was optimized by further
experimentation.

Steps were also taken to expand the capabilities of this small pilot plant by adding
hydrogen to the C02-rich exhaust stream and interposing, at laboratory bench scale, a
Sabatier reactor to produce methane, and a water electrolysis unit to complete the cycle.
This work was sponsored by Martin Marietta and further supported by Hamilton Standard
through the loan of a full-scale water electrolysis unit, soon to be delivered. In effect, the
full range of possibilities available to organic chemistry will then become available, and it
is confidently expected that many new products, such as polymers and lubricants, can
easily be produced.

Ouantitative simulations of the entire pilot plant, capable of automatically calculating
changing values of key interface variables, were used by professors Nikravesh and Arabyan
to guide these advanced designs. The high-resolution graphical software required for the
purpose was also developed in-house, and some of the images generated have been
selected by NASA Headquarters for inclusion in a forthcoming USERC publication.

Closely related were the studies by Professor Lynch aimed at reducing the compression
requirements of carbon dioxide through recycling. Removal of carbon monoxide from the
spent stream was shown to be the most efficient way to reclaim the high pressure, high
temperature carbon dioxide. A number of ceramic and metallic materials were tested as
catalysts for the disproportionation of carbon monoxide to produce solid carbon and
carbon dioxide. Ruthenium was examined between 2000 and 600°C, and it was shown that
saturation occurred within 20 minutes. Copper chloride was identified as another promising
catalyst.

Professors Cellier and Schooley completely automated the breadboard oxygen production
plant through the use of smart sensors and digital controls. This included emergency
procedures - battery backup with graceful shutdown - and the dependability of the system
was successfully proven during several thunderstorms which caused power outages. An
event-based intelligent controller with time windows was set up to perform fault diagnoses.
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Communication protocols were modified to allow remote command/control of the oxygen
plant, with a choice of any of several remote VAX/VMS or SUN/UNIX commanders and
multiple observers. This will be used to monitor and control the oxygen plant from a
campus site six miles distant with no cable connections.

In other of his studies Professor Lynch demonstrated an 800% increase in the conversion
rates of ilmenite samples in a plasma augmented reactor. This was achieved with metal
ions which have a large cross-section. Also, direct augmentation through solar radiation
absorption was demonstrated for the first time, suggesting that ultra-compact reactors may
be possible for use in space. Specifically, sixty percent of the TiO2 was reduced to Ti203
in 11 minutes, and in the solar UV assisted reaction, significant rate enhancement (60%
contrasted with 40% reduction in 60 minutes) was proven between 260°C and 360°C.

In studies independent of the C02->02 plant, professor Shadman discovered an Increase
of more than 200% in the carbothermal reduction of ilmenite after successfully applying a
monolayer of carbon to the particles by vapor deposition. Because of the extraordinary
potential of the process, this concept has been chosen for Incorporation in a demonstration
unit that will produce scaled-up quantities of oxygen. A synthetic ilmenite with complete
Fe2/Fe 3 authenticity, also developed in his laboratory, will be used for the demonstration
unit.

Professor Singer continued his investigations into the distribution of lunar titanium dioxide,
defining the boundaries of rich ilmenite deposits. By utilizing the charge-coupled device
technology now in place, the project will produce the best possible Ti02 abundance maps.

Continuing his experiments and analyses of the thermodynamics and kinetics of
crystallization of simulated lunar glasses, professor Fabes formed large glass monoliths and
subjected them to a variety of heat treatments to produce polycrystalline, fine-grained
ceramics. For materials of small grain sizes, tensile strengths greater than 300 MPa were
demonstrated. Professors Calvert and Fabes also made an excellent start on producing
large area solar cells from lunar materials. Siloxane polymers were selected for synthesis
and a novel chlorosiloxane polymer was prepared and partly characterized.

Professor Desai obtained valuable new data on creating composites from lunar soil. Test
specimens of Minnesota slmulant, mixed with small percentages of metallic fibers and
recrystallized, were shown to exhibit enhanced ductility arising from Increased tensile
strength. In related studies SAIC, San Diego, conducted an extensive analysis of the
production techniques for solar concentrator dishes utilizing authentically simulated lunar
soils and, after demonstrating success for a 14"diameter dish, turned to formulating general
principles that could introduce greater economy in energy use.

In a close and fruitful interaction with consultant William C. Jenkin, professor Lewis has
addressed the problem of how best to handle iron carbonyl extracted from non-terrestrial
ferrous metal alloys-- iron being the dominant constituent of native metals in meteorites and
asteroidal fragments found in lunar regolith, the dominant metal in cathode deposits
produced by electrolysis of molten lunar silicates, and formed In large quantities during the
reduction of lunar ilmenite. Experiments using ammonia, water vapor, and especially
carbon dioxide as additives in the process produced direct deposition of thin iron films with
desirable physical properties. Further experiments involving lower pressures, outgassing
at higher temperatures, and codeposition of iron and nickel are underway.

Also, during this period the efforts of professor Frelser to develop efficient and economical
large-scale separation and recovery methods for platinum-group and other precious and
strategic metals resulted in the development of a novel process. Centrifugal Partition
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Chromatography, as he has named it, promises to be the most efficient separation method
known, well-suited for scale-up.

In early August a workshop devoted to magma electrolysis, a possible alternative process
for producing volatiles and metals in space, was held in Tucson. Professor Haskin and his
colleague Dr. Colson presented the latest results of their continuing research program at
Washington University, stressingrecently completed calculations of steady-state electrolysis
cell compositions, experiments focussed on the solubilities of metals In silicate melts--
especially the rote of iron, and studies directed toward identifying and determining the
behavior of gaseous components at the cathode.

Closely related Investigations underway at SERC by professors Lewis and Cutler, at EMEC
by Dr. Keller, at Rockwell Internationa| by Dr. Waldron and Mr. McCullough, and at the
University of North Dakota by Dr. Ness were also described. And in the discussion that
followed common problem areas, suggesting critical experiments that should be performed
to evaluate the process, were identified. For examplel emphasis was placed on closing the
system and measuring the quantities of oxygen actually produced at various power and
temperature levels. A SERC Workshop Report summarizing these findings will be published
in the near future.

Pursuing related aspects of space resource utilization, professor Ganguly performed studies
on the modal abundance of volatile-bearing phases in C2 carbonaceous chondrites, and
accumulated experimental data on the dehydration kinetics of talc preparatory to
development of a computer simulation of volatile release. And professor Swindle, in studies
defining the magnitude of systematic variations in solar wind influence with lunar location,
generated maps of estimated abundances of valuable solar wind-implanted volatiles such
as He-3, hydrogen, carbon and nitrogen.

Of special interest was a new low-level project led by Dr. Mignon Of ERL, which explored
the interrelationships of these In-space resource utilization processes with life support
systems through bloregenerative Interactions. A broad spectrum of by-products were
examined. It was shown that a high level of synergism exists, and that substantial economy
can be achieved through a propedy planned match of the ISRU/ISMU activities with life-
support systems.

This period also saw the automation of the neural network processing, ground-penetrating
radar system developed by professors Giassand Sternberg, with the intention of achieving
easy pattern recognition for precisely targeting extraterrestrial mining.

Major successes were also scored by other projects inthe SERC exploration program, most
notably by professor Gehrels. During this reporting period no less than 15 new near-Earth
asteroids were discovered by his spacewatch facility and fully confirmed by other observers
around the wodd. Also, studies conducted by professor Lebofsky to determine whether any
such asteroids contain hydrosilicate minerals resulted in a computational model which is
now being tested. In close support of this work professor Sykes completed an extensive
compilation of the data available on asteroids, and developed a single menu-driven
database program and interface for SERC Investigators. A browse capability was added
as well as a 12,000-entry bibliography.
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Theoretical studies of two methods of providing energy for Earth from space were also
conducted by professor Lewis and his students: building solar power satellites from
asteroidal materials in highly eccentric earth orbit, and returning He-3 from the atmosphere
of Uranus for use as a dean fusion fuel. Related studies of transportation system
architectures defined three bootstrapping schemes for the return of non-terrestrial
propellants and metals to near-Earth space: use of the stations in such orbits as fuel
manufacturing sites, near-Earth asteroids as sources of water, and both solar and nuclear
thermal "steam rockets" as means of transport.
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From the above it will be clear that our program of research has continued to prosper
during this reporting period, and that the integration of its engineering and science aspects
continues to increase. What may not be apparent is the effect the program is having on
science and technology education at the University of Arizona, in particular by preparing
outstanding young men and women for careers in space science and engineering. Each
of the professors whose work is described employs one or more graduate students as
assistants, and often several additional undergraduates - a total of nineteen of the former
and fifteen of the latter in 1991.

Not only do these students contribute significantly to the project work, in a regular seminar
series they learn to make technical presentations, and every year one issue of the SERC
Newsletter is devoted entirely to technical papers they have written. Remarkably often the
result is Improved academic performance as well, and a sense of mission not often found
in other fields. This we believe to be an equally important aspect of the Center's program.
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SERC/culpr PUBLICATIONS

The following publications of the Center are available without charge to qualified
organizations and may be obtained by written request to the Director.

Those marked with an asterisk are finished products featuring overviews for corporate,
government and university management, while those preceded by a dash are designed for
the primary purpose of attracting potential students. The remainder contain detailed
technical information on research and development projects, and are published in simplified
form, with standardized binding and slightly non-uniform format, to permit rapid
dissemination of results.
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*Newsletter

Program Brochure 1988-89
Annual Executive Report 1989-90
VoI.1, Nos. 1-4, 1989-90
Vol.2, Nos. 1-4, 1990-91

- AF-88
CP-88
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APR-89
APR-90
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Annual Progress Report 1988-89
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First Annual Symposium on Space Resources of
Near-Earth Space 1990

AIS-89/A Abstracts
AI8-89 Proceedings
Second Annual Symposium on Resources of

Near-Earth Space 1990
AIS-90/A Abstracts
WR-89/1 Automation of Extraterrestrial

Sources of Oxygen Production
Workshop (AESOP) Report

WR-91/1 Magmaelectrolysis of Indigenous
Space Materials (MISM) Report

TM-90/1 Mining Lunar Soils for He -3 1990
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Extraction of Volatiles and Metals from Extraterrestrial Materials
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J. S. Lewis

Lunar and Planetary Laboratory
University of Arizona
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Abstract:
We have made substantial progress in defining desirable transportation system architectures

for the use of non-terrestrial volatiles and metals, Including a) the delivery of propellants to near-
Earth space, b) the refuelling of SEI-type expeditions, c) the construction and resupply of Solar
Power Satellite constellations In various Earth orbits, including GEO and Highly Eccentric Earth
Orbit (HEEO), and d) the retrieval of large amounts of 3He for use as a clean fusion fuel on
Earth. Laboratory studies of volatilization and deposition of ferrous metal alloys have led to the
first successful demonstration of deposition of strong iron films from carbonyt chemical vapor
deposition (CVD), showing the crucial role of additive gases In governing the CVD process.
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General Research Program
This project Includes research into three basic areas: carbonyl processing of nonterrestrial

ferrous native metals; prospects for accelerating the development of non-terrestrial sources of
energy for Earth using non-terrestrial propellants and structural materials; and transportation
system studies on the most efficient return of non-terrestrial materials to near-Earth space for
use In large-scale future space activities. In addition, this project Includes oversight over SERC
science program activities and travel for the purposes of developing research collaborations at
other research centers and in industry. These activities are treated separately below.

Gaseous Carbonyl Process
The most important results arising in this project over the past few months have been the

result of a close and fruitful interaction with a consultant, William C. Jenkin, who is perhaps the
leading developer of carbonyl chemical vapor deposition (CVD) technology in the world. We
have been working with him for over a year on the problem of how best to handle iron car-
bonytextracted from non-terrestrial ferrous metal alloys. Iron is the dominant constituent (40 to
93%) of native metals found in meteorites and in asteroidal metal fragments found in the lunar
regolith. It is also the dominant metal inthe metallic cathode deposits produced by electrolysis
of molten lunar silicates, and is formed in large quantities and with a rather high degree of purity
(99%) during the reduction of lunar ilmenite. Carbonyt extraction of iron from native Fe-Ni alloy
has been demonstrated in our own laboratory, but the disposition of the resulting iron pentacar-
bonyl vapor and liquid is unclear. Iron carbonyl CVD is never used for manufacture of strong
metal components because of the tendency to precipitate a very fine-grained powder during
thermal decomposition. This iron powder is of exceptional purity and of great metallurgical In-
terest; indeed, it is the source of almost all the analytical-grade iron in the world market. How-
ever, the iron powder was something of a disappointment compared to the results of nickel
tetracarbonyt CVD, which can quickly fill molds with bright, full-density, very strong nickel. Un-
der similar circumstances, iron carbonyl leaves a mechanically weak, black deposit with a high
carbon content. Jenkin, however, brought to our attention some unpublished laboratory exper-
Iments in which ammonia is added to the iron carbonyl to suppress carbon codeposition during
production of analytical-grade iron powder. He suggested that we examine the effects of addi-
tion of ammonia during attempts to plate out tough iron films. Also, based on his own earlier
experience, he suggested a similar experiment with water vapor as an additive. (All runs have
added hydrogen and carbon dioxide).

The experiments with ammonia turned out promising results: two runs at 210 and 2300C with
both ammonia ancl carbon dioxide added both produced bright, tough films, but unfortunately
both developed stress cracks and partially peeled off the mandrel surface. BUt a run with water
vapor, carbon dioxide and no ammonia looked even better, without spalling, and remained
mirror-bright as long as deposition continued, but closer examination of the surface again
shows extensive cracking. The literature does not report reactions of ammonia with iron car-
bonyls to displace carbon monoxide (as happens with nickel carbonyt), and it is possible that
the participation of ammonia begins with partial decomposition of ammonia and leads to nitrid-
ing of the iron surface, and hence to embrittlement.

Analyses of the metal film deposited without ammonia show about 3.9% oxygen and 1.6%
carbon, nearly the same proportion as in carbon dioxide. Adsorbed and trapped carbon
dioxide gas, not a bizarre alloy, may be responsible for this contamination. Jenkin suggests
that deposition at lower pressures may alleviate this problem.

In general, carbon dioxide helps reduce the carbon content of the deposit, but increases the
oxygen content. Water, at high concentrations, of course also is an important source of
oxygen. Hydrogen suppresses the oxidation of the deposit by carbon dioxide, while helping
keep the carbon content low. The impurity then approaches a C:O molar ratio of 1:2.

It seemed reasonable to try a run with only carbon dioxide as the carrier gas. The resulting
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deposit was bright, tough, adherent, and had a high deposition rate-- the best yet! Again, the
Impurity had the stoichiometry of carbon dioxide, and may be susceptible to removal by ex-
posure to lower pressures or higher temperatures. A similar run with a little added hydrogen
produced chemically similar results but had an even higher deposition rate.

We are making clear progress toward the goal of direct deposition of iron with desirable
physical properties. Experiments involving lower pressures, outgassing at higher temperatures,
and codeposition of iron and nickel are all planned.

Energy for Earth from Space
We have carried out studies of two different schemes for providing energy for Earth from

space. We find that the energy needs of Earth in the 21st century can plausibly be met eco-
nomically and with diminished environmental impact by either building Solar Power Satellites
from asteroidal materials in Highly Eccentric Earth Orbit (HEEO) or by returning 3He from the
atmosphere of Uranus for use as a clean fusion fuel in reaction with terrestrial deuterium.

HEEO (in our reference example, 6000 to 400000 km altitude) has several considerable ad-
vantages relative to GEO as a site for construction of SPS constellations: 1) It is more acces-
sible than GEO via chemicaJ launch from Earth, the Moon, and near-Earth asteroids. 2) From
HEEO there is much easier access to Earth than from GEO (a delta V of under 100 m/s vs.
1461 m/s for return to atmospheric entry), easier access to the Moon than from GEO (2900 vs.
3500 m/s), and easier access to the typical NEA than from GEO (3000 vs. 5400 m/s). 3) The
radiation hazard in HEEO is no worse than in GEO, and the cost of providing shielding from any
source will always be less in HEEO. 4) The high MPBRs available for return of asteroidal
material suggested a careful look at a variety of boot-strapping schemes for return of large
masses of asteroidal material to HEEO, using propellants derived from asteroids. The missions
considered in this study are summarized in Table 1. The corresponding delta V requirements
and single-mission mass payback ratios are given in Tables 2 and 3, respectively.

Alternatively, commercial production of electric power from fusion of 3He with deuterium
may be shown to be technically feasible. If so, then: 5) the preferred source for the 3He is the
atmosphere of Uranus, 6) 3He return from Uranus requires two crucial items of new technol-
ogy: a nuclear rocket stage using hydrogen as the working fluid and a *hot air balloon" filled
with warm hydrogen to suspend the processing package in the uranian atmosphere. 7) Pro-
cessing of the ambient atmosphere to separate helium from hydrogen and methane and to
separate the isotopes of helium can be done using a small subset of the equipment required to
extract 3He from lunar regolith. Among the features of the lunar scheme that may be omitted
entirely are a) the need to mine 108 tonnes of dirt per tonne of 3He, b) the need to beneficiate
and size minerals, c) the energy needed to heat 10Ptonnes of regolith to roughly 1000°C, d) the
need for high process temperatures, e) the need to design around a two-week very hot day and
a two-week very cold night, which creates_severe temperature-cycling stresses and interrupts
continuous processes, and f) the need to handle a wide range of reactive gases along with the
3He.

Transportation System Architectures
Motivated in large part by the study of possible locations for SPS constellations summarized

above, we have looked at a variety of bootstrapplng schemes for return of nonterrestrial propel-
lants and metals to near-Earth space. These studies Involve the use of stations in highly ec-
centric Earth orbit as fuel-manufacture sites, near-Earth asteroids as sources of water, and both
solar thermal and nuclear thermal "steam rockets" as the means of transport. Constraining the
spacecraft specific impulse to 180 to 220 seconds (cool thrust chambers; very long operational
lifetimes) and allowing a spacecraft operational life of 10 to 15 years (three round trips to a car-
bonaceous NEA by each spacecraft) we can demonstrate that real mission sequences to know
near-Earth asteroids of probable C-type composition can provide mass payback ratios of 100:1.
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Near-Earth Asteroid Streams

During the present reporting period oversight of a special investigation of asteroid streams was also provided
by Dr. Jack Drummond.

The seminal paper reporting the discovery of three near-Earth asteroid streams Investigated 139 numbered
and unnumbered Earth-approaching asteroids known through June 1990 (Icarus 89, 14-25, 1991). Fourteen
asteroids comprised the three streams, i.e., 10% of NEAs were found to be members of streams. In the
current study 176 asteroids known through mid-May 1991 were examined for streaming. One new member
was added to Stream III, maintaining the ratio of asteroids in streams at about 10% (15/172.09).

Table 5 shows the members and orbital characteristics of the three streams, Including the changes in Stream
i11.With the addition of a new member for Stream III, all streams now have five members, there are no four-
member streams, and, interestingly, there are now three-member streams. However, these three-member
streams are not yet considered real. The lack of a four-member stream will serve as the dividing line between
real and random grouping. As more NEAs are discovered perhaps the number in these tentative streams
will increase sufficiently so that the streams might be Included among the major ones. At any rate, the three
streams in Table 5 appear to be a new type of Hirayama family available for near-Earth study.

A phenomenon apparent in all three streams Is that there is a bottlene near perihelion where the orbits of
all members pinch together. The size of these scrunch points is about 0.1AU in diameter. Located just
outside the orbit of the Earth, the scrunch points are an ideal place to search for new members since the
flux is greatest and most concentrated through these regions, which can be studied from anywhere along
the Earth's orbit. Search parameters are addressed in a chapter written as part of this investigation: "On the
Search for Near-Earth Asteroids" by J. Drummond, D. Rabinowitz and M. Hoffmann, to appear in Resources
of Near-Earth Space edited by J.S. Lewis et al.

Finally, as part of this investigation, an invitation for amateurs to join an early evening search for meteors
and fireballs from streams was extended in the May 1991 issue of Sky and Telescope. Thus far letters of
interest have been received from approximately 100 people. However, it will take at least a year for results
from these low-rate theoretical sunset meteor showers to come in, and few individuals may have the
perseverance to maintain a watch for that long with so little activity.
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Table 1
Mission Architectures Studied

Eerth leun_:h:
El. Direct rocket launch from Earth

Moon resource retrieval:

M1. Retrieval of lunar materials; all /_ Vs are propulsive, using Earth propellants,
M2. Retrieval of lunar materials; aerobraking is used where possible, and only Earth propellants are used
for the other A Vs,
M3. All A Vs are propulsive, with lunar-derived liquid oxygen (LLOX) used for all burns above LEO,
M4. Aerobraking Is used where possible, with LLOX used for all burns above LEO,
M5. Aerobrakes made from lunar material are used where possible; LLOX used for all burns above LEO

Near-Earth Asteroid resource retrieval:
A1. Retrieval of NEA materials; all Z_Vs are propulsive, using Earth propellants,
A2. Retrieval of NEA materials; aerobraking is used where possible, and only Earth propellants are used for
all the other A Vs,
A3. All A Vs are propulsive, with NEA-derived liquid water used for all A Vs above LEO,
A4. Aerobraking is used where possible, with water used for all A Vs above LEO,
A5. Aerobrakes made from NEA material are used where possible; water used for A Vs above LEO
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Table 2

Delta Vs for Eleven Mission Architectures

AV (m/s)

i

m
i

[]

i

Earth to LEO 8500 8500 8500 8500 8500

LEO to GTO 2491

GTO to GEO 1461

LEO to TO 3113

TO to HEEO

LEO to intercept

orbit match

landing

63

3113 3113 4000 4000

812 812 1000 1000

2100 2100 10 10

to E intercept

capture LEO
+trim to: GEO

HEEO

500 500

3925 872 4800 60

1538 1538 3729 1480

750 750 1690 63

Sum to LEO 8500 6025 2972 5310 570

Sum to GEO 12452 3638 3638 4239 1990

Sum to HEEO 11676 2850 2850 2200 573
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M-',_sPayhack Ratios for SelectedMission A.rchitcctures

(Sin_;Ic mission; typical "l_ood"asteroid)

Mission Return to LEO To GEO To HEEO
=============================================================

E l 1.000 0.334 0.418
..e.=.......=..e..=.....=....o.=e=e=e=='o=oe'=='eeeu_e===''="

MI 0.036 0.063 0.145
M2 0.I I fi'
M3 0.202 0.S02 0.70"/
M4 0.505' "
M5 0.7 IS'
.oe.io.o...._..= =...= = =oeooo._egmmaooooollel =ol_eeole=_la_i=_

A 1 0.068 0.134 0.292
A2 0.615"'" 0.226"* 0.804"
A3 1.672 2.7 |0 5.65
A4 1.431'*' 0.978'*" 1.86""

8.50"" Y.40"" _.48'"

• Assuming an aerobrake mass fraction of 0.1 (low cnerg,y dissipation)

• ' Assumingan aerobrake massfraction of 0.2 (modera_ ener_ dissipation)

•" * Assuming an aerobrake massfraction of 0.3 (high encr_ dissipaLion)

Table 4
Energy Consumption Comparison

for Lunar- and Uranus-Derived SHe

Gj per kg 31te

Operalion Moon a Uranus

Transportation
from Earth 2180 0.25

-Excavation 13 0

Conveyance/
Beneficlafion 4 0

Heating Regolith 4100b 0

Compressor/
Refrigerator 6"/ S.=

Return to Earth 0.005 0.5

TOTAL 6364 5.75

n University of Wisconsin data.
b Using a _He concentration of 10"a g/g, a heat capacity of
0.25 cal/g K, and delta T = 800 K, we calculale an energy
useof 103'10&.25'4x10"_'800= 80000 Gj/kg "_He. The total
would then be 85264. The Wisconsin studyvery nptimisli-
eally assumes 95% recovery of heat from hea_ed lunar
solids.

¢ Using rejected LIt 2 to precool thc ingesled E,as stream
with a thermal efficiency of _0%.



Table 5

Association I Orbital Elements

m

B

II

Asteroid

Orbital elements

q ¢ oJ n (, _" DSH D'

m

m

i

1989 RC
1972 RB
1987 SF3

QRS 3102
1987 QB

1.13 0.513 180.8 139.7 7.4 320.5 .059 .020
1.10 0.487 152.4 176.8 5.2 329.2 .082 .039
1.05 0.535 133.6 187.1 3.3 320.7 .086 .040
1.18 0.449 154.3 171.7 8.4 326.0 .113 .078
1.13 0.595 156.0 152.9 3.5 308.9 .146 .081

Average 1.12 0.516 156.8 164.2 5.4 321.0 .097 .052

Association II Orbital Elements

P_
II

|

Orbital elements

m
u
i

|

Asteroid q e _ n _ _ DsH D' m

V 3551 1.07 0.487 193.0 173.4 9.5 6.4 .118 .038
C 1989 VB 1.01 0.461 329.5 38.4 2.1 7.9 .128 .054
V 3908 1.04 0.458 125.5 261.4 2.2 26.9 .134 .055
TGC 2061 1.05 0.537 155.9 207.3 3.7 3.2 .114 .056

2202 1.12 0.512 217.3 169.7 8.8 27.0 .155 .057

Average 1.06 0.491 194.5 179.7 4.0 14.2 .130 .052

Association III Orbital Elements

|
_.i
m i

|!
i

!i

0rbit_l t_lem_nt_

Asteroid q e o) t3 _ _r DsH D'

Ill

!
!

Ill |S
S
QU

3757 1.02 0.447 16.8 74.5 3.9 9i .3 .080 .035
1980 AA 1.05 0.444 168.0 298.5 4.2 106.5 .145 .054
1980 WF 4688 1.08 0.514 212.8 241.1 6.4 93.9 .131 .063
1989 UP 0.98 0.473 17.2 52.8 3.9 70.0 .189 .063
1991 FA 1.095 0.447 91.5 339.0 3.1 70.5

Average 1.03 0.470 136.7 313.7 0.8 90.4 .136 .054

New Average 1.05 0.465 120.5 325.9 1.3 86.4 .420 .055
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PRODUCTION OF OXYGEN FROM LUNAR ILMENITE

F. Shadman, Y. Zhao, and C. Massleon
Department of Chemical Engineering

University of Arizona

Progress Report
August 30, 1991

Abstract

The high temperature reduction of ilmenite is investigated. The experiments were performed In a
microgravlmetric reactor system. The starting materials and products were characterized using X-ray
diffraction (XRD) with Cu Ko_source, high-resolution scanning electron microscopy (SEM), energy-dispersive
X-ray (EXD) and wavelength-dispersive X-ray ONDX) analyses, mercury porostmetry and Mossbauer
spectrometry.

The procedures for the synthesis of lunar ilmenite slmulant have been established. The simulants have been
successfully prepared with desired physical and chemical properties. The significance of this work is that
it is possible to generate the kinetics data even without having access to real lunar ilmenlte, which Is so
precious and difficult to obtain at the present time.

The results of ilmenite reduction by a mixture of H2 and CO indicate that the mechanism is similar to the
reduction of ilmenite by H2 or CO alone. However, the overall process is more complex because of the
reaction between H2 and CO2 generated from the CO reduction of ilmenite.

It seems that the MgTiO3 has some effect on the reduction of ilmenite. This depends on the reduction
temperature and conversion. The results indicate a very Important role for MgTiO3 which has not been
reported before. In addition to the expected Fe and TiO2 product phases in the partially reduced sample,
an unreduced core enriched in MgTiO3 is observed. The movement of MgTiO3 toward the core Is a very
significant factor affecting the reduction rate.

A new technique has been developed to deposit carbon on iron titanate with gas compositions form 2.7%
to 21% carbon monoxide in nitrogen and at temperatures from 350 to 500°C.
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Section 1

Synthesis of lunar Ilmenite almulant

A possible activity on the Moon could be the production of oxygen from ilmenite, which is

abundant on the lunar surface. An important aspect of investigating the reduction of lunar

ilrnenite is to prepare a simulant that has the same physical and chemical properties as the lunar

ilmenite. Because first of all, the terrestrial mineral ilmenite is very different in composition from

lunar ilmenite and far more reactive than its lunar namesake, and secondly, the lunar samples are

very valuable and scarce.

Typical lunar ilmenite deViateS from ideal FeTiO3 mainly because of the incorporation of a

significant amount of MgTiO3 in the FeTiO 3 lattice. Substitutions other than Mg include Cr and

Mn; rarer metals like, AI, Zr, and V could also be present, but in quantities less than 0.1%. The

metals Mg, Cr, and Mn are the most abundant substitutes in ilmenites of the high-Ti mare basalts,

which are the lunar rocks rich in ilmenite and are the likeliest target for ilmenite mining. Literature

data on the compositions of 133 ilmenites from high-Ti mare basalts give the distribution of

compositions listed in Table 1.1.

In this present study, both synthetic ilmenite and the synthetic ilmenite containing

Mg'1303 are used as lunar ilmenite simulants. Only one impurity is added to the synthetic ilmenite

at each time; this allows us to have a better understanding of the fate of impurities such as

Mg'l'iO3 in the reduction of lunar itmente. Since both lunar ilmenite and terrestrial ilmenite contain

at least three or four impurities, it is often difficult to interpret the mechanism of reduction of such

samples. 1he results of present study are also applicable to the reduction of terrestrial ilmenite

because of the presence of MgTiO3 it. In this section, the detailed procedures for the synthesis

of ilmenite with MgTiO3 are described. This is followed by the results for the characterization of

the samples.

Synthesis Procedures

FeTiO3 and MgTiO3 were used as reactants for the synthesis of the FeTiO3-MgTiO3

solid-solid solution. The reason for the use of FeTiO3 and MgTiO3 as starting materials is that the

use of Fe, TiO2, FeO, and MgO results in some unreacted Fe203 and Fe in the final

sample(Briggs and Sacco 1991). The FeTiO3 (99.9%, -325 mesh) and MgTiO3 (99.9%, -325

IA-IO

B

I

i

m

m

I=

B

m

i

m
w

I .,=
I °

l

|

m!

B _

m _
|
|
|

Z



L.:

E

H

W

=,-j
w

M
W

F_

LJ

m

W

mesh) were heated in a drying oven at 100°C for a minimum of 24 hours and then cooled under

vacuum.

Appropriate proportion of these two components were weighed to produce about four

grams of a synthetic ilmenite and geikilite mixture. The mixture was ground under 'spec-pure'

acetone for approximately two hours and then dried under vacuum. Pellets, 12 mm in diameter

and weighing 200-300 mg, were made and loaded into an alumina crucible with 15 mm I.D. and 23

mm height. Direct contact was avoided between the crucible and the pellets by putting a layer of

FeTiO3 - Mg'l'iO3 mixture on the bottom and along the wall of crucible. This layer of FeTiO3 -

MgTiO3 is discarded at the end of each experiment. No significant reaction was observed

between the alumina crucible and the mixture.

Table 1.1 Compositions for 133 Ilmenites* from High-Ti Mare
Basalts

mmlmml mmmmlll .... Immmml mlmmmllmmmlllm mlllmmlll Imllil/

Average mole Average Std.dev. Range in
fraction weight % weight % weight %

TiO2 0.50 52.70 1.10 49.90-55.50
F e O 0.45 43.30 2.40 35.00-47.70

M g O 0.045 2.23 1.75 0.0-9.50
Cr203 0.0060 0.64 0.29 0.05-2.12

MnO 0.0040 0.42 0.14 0.00-0.95

*Compiled from the proceeding of the Lunar Science Conferences, 1970-1977.

Figure 1 shows the schematic diagram of the furnace used for the synthesis of the

sample. It is a Deltech furnace (ModelDt-31-8) with eight molybdenum dislicide heating elements.

Zirconia and high purity alumina insulation is employed to achieve a high operating temperature.

The maximum operating temperature is 1750 °C. Silicone O-ring seals are used between a high

purity alumina tube and sealing head parts which are water cooled in order to prevent the silicone

O-rings from being overheated during the experiment. The ultra high purity argon with less than 2

ppm maximum oxygen content was used. In order to eliminate traces of oxygen, thin iron wire and

titanium screen were placed above the alumina crucible. The furnace system was flushed for six

hours with 1.2 std.I/min of UHP Argon to remove any remaining air before the furnace was heated
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to the desired temperature. Temperature was measured with a Pt-6%Rh/Pt-30%Rh

therrnocouple installed near the heating elements and varied within _+5°C during a typitcal

experiment. The crucible loaded with the pellets was kept at 1300°C for 16 hours. This time was

sufficient for complete reaction as judged by microscopic examination of polished samples and X-

ray diffraction study. During the baking period, the flow rate of UHP argon was kept at 250

std.cc/min.

Several techniques were used for chemical analysis and characterization of the starting

materials and the synthesized samples. Mossbauer spectroscopy was employed to determine

the oxidation state of iron in the ilmenite. X-ray diffraction (XRD) with a Cu Kc¢ source, high-

resolution scanning electron microscopy (SEM), energy-dispersive X-ray (EDX) and wavelength-

dispersive X-ray (WDX) analyses were employed to determine the chemical composition and

elemental distribution in the samples.
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Results and discussion

Since lunar ilmenite does not contain any Fe3+, it is important to make sure that the iron

in the synthetic sample is only Fe2+. To confirm this, Mossbauer spectroscopy was performed on

the synthetic ilmenite used in the studies. The amount of ilmenite used in a typical experiments is

about 300rag. A typical Mossbauer spectrum of the synthetic ilmenite is shown in Figure 2b. The

results indicate that the amount of impurities including Fe3+ was less than 0.8% on metal basis.

The figure 3 shows that 2% of hematite (on a metal basis) in an Imenite sample can be easily

resolved with the Mossbauer spectrometer used in this study.

The polished cross-section of the pellets of the solid-solid solution was examined using

both optical microscopy and SEM. An SEM secondary electron micrograph of the polished cross-

section of the solid-solid flake after being heated for 16 hours at 1300°C is shown in Figure 4. The

micrograph reveal only one phase. It also indicates the presence of small craters formed during

the baking of samples.

To determine_ the homogeneity of the synthesized sample, both quantitative WDX and

EDX were performed at randomly selected spots and lines. The results in Figure 5 and 6 show

that the MgTiO3 dissolved uniformly in the FeTiO3 phase and the atomic ratio of iron and

magnesium is the same as that of starting mixture. The WDX results are in good agreement with

those obtained from EDX. These results confirm the SEM revealing.

The syntl_es_zeosample was also analyzed using XRD. The typical XRD pattern is shown

in Figure 7. The peaks in Figure 7 are very sharp, which indicates that the synthesized sample is

IA-12

i

i

m

m

i
IB

l

i

m
m

IB

B_

h_

I

R

B



|J
w

U
homogeneous. As expected, there is some shill in each peak of the XRD pattem of the solid-

solid solution as compared to those of pure ilmenite and geikielite, which are shown in Figure 3.7.

This well characterized sample with desirable properties has been substantially investigated and

the results are presented in section three.
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Section 2

REDUCTION OF ILMENITE BY A MIXTURE OF HYDROGEN AND CARBON

MONOXIDE

The purpose of this study is to understand the fundamental kinetics and mechanism of

ilmenite reduction by mixtures of CO/H2. Both CO and H2 would be present in an ilmenite

reduction process shown in Figure 20, which is based on the use of carbonaceous waste.

Hydrogen reduction of ilmenite is much faster than CO reduction of ilmenite. The carbothermal

reduction is more favored thermodynamically than that by hydrogen. Both gases should be used

to advantage in any process. The emphasis is on ilmenite with no ferric impurities present, since

the Mossbauer study of Apollo 11 ilmenite found no detectable ferric iron ( Mason and Melson,

1970). This is important in applying the results to the reduction of lunar ilmenite.I The first part of

this section deals with the literature on the reduction of ilmenite by a mixture of CO/H2. Then the

experimental method and material used are described. This is followed by the results from the

present study. Shomate (1946) concluded from his thermodynamic examination that carbon is

better reducer of ilmenite than either hydrogen or carbon monoxide. EI-Guindy and Davenport

(1970) studied the reduction of synthetic ilmenite with graphite in the solid state by

thermogravimetric analysis. They observed that the reduction initiated near 860 °C at the contact

points between the reactants. Up to 1020°C, solid state reduction appeared to be the main

reduction mechanism, while above this temperature a rate increase was observed and was

attributed to a Change of mechanism to gaseous reduction of ilmenite by CO regenerated through

the Boudouard reaction. Similarly, the mechanism of reduction of iron oxide by carbon ts

considered by Baldwin to be gaseous by the intermediary action of carbon monoxide which

passes from the coke to iron oxide to form carbon dioxide which then returns to the coke to reform

more carbon monoxide. This recycle continues until the completion of reduction.

Donnelly (1970) showed that cokes and chars containing hydrogen are even more active

than carbon monoxide in establishing a cyclic gaseous reduction process. It is therefore of value

to investigate the reduction of ilmenite by the mixture of H2 and CO.

The only study on the reduction of ilmenite with mixtures of CO/H2 was conducted by

Donnelly (1970). The ilmenite beach sand concentrates used in the study was first oxidized with

air and then reduced by a mixture of H2/CO. The following four reactions were involved in the

reduction process: (1) hydrogen reduction of ilmenite, (2) carbon monoxide reduction of ilmenite,
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(3) water gas shift reaction, (4) CO disproportionation reaction. The reduction with the mixture was

found to be slower at temperatures below 850 °C than with hydrogen alone. This is because

carbon monoxide formed carbon and carbon dioxide. The carbon dioxide then reacted with

hydrogen to form water via the water gas shift reaction. The water formed from this secondary

reaction would set back the amount of water which could be generated by hydrogen reduction of

ilmenite.

Above 850 °(3, the reduction rate was much higher. At 900 °C and 1000 °C, the rate of

reduction by 50/50 mixture of H2/CO was as high as that with hydrogen alone, despite the dilution

of the hydrogen by carbon monoxide. This was attributed to the fact that CO disproportionation

reaction does not proceed to a significant extent at temperature above 900°C.

EL-Greassy et al. (1977) examined the reduction mechanism of pure Fe203 briquettes

with CO/H2 mixtures and found that the reaction mechanism depended on the original structure

(porosity and grain size) as well as the reducing gas composition. These factors significantly

affected the structure of the phases formed during reduction. They also reported that the

reduction of dense briquettes with H2 is chemically controlled at the initial stages, and then

becomes controlled by both the chemical reaction and gaseous diffusion for reduction with either

CO or CO/H2 mixtures, with more contribution of the gaseous diffusion part as the CO fraction of

the gas increases. The rate of reduction with CO was found to be much lower than those with H2,

and was intermediate for gas mixtures. Chemical rates predominate for reduction with H2, but the

formation of a porous iron carbide layer during reduction with CO causes diffusional resistance for

gases which affects to the overall rate.

Experimental Approach

A schematic of the experimental apparatus is shown in Figure 8. The main components of this

system are an electronic microbalance (Cahn Instruments, Inc., Model 1000), a quartz flow

through reactor with inlet and outlet shown in figure 9, and a movable furnace with a PID controller.

The composition of gaseous reactants was prepared using both a gas chromatograph and an

infrared analyzer. The infrared analyzer also was employed to determine the concentration profile

of carbon monoxide and carbon dioxide in the gaseous products of the reduction. Ilmenite was

used in the form of thin flakes pressed from powder. Samples were suspended from the

microbalance, which monitored weight changes during the course of an experiment. A

thermocouple was used to monitor the temperature of the reactor around the flake. All

experiments were performed under isothermal conditions at temperatures between 900 and
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1100°C.The reducing gas entedng the reactor contained CO, CO2, H2, and N2. The ratio of CO

to CO2 was maintained at 99 to prevent carbon deposition due to the CO disproportionation

reaction (Jones, 1975; Shomate, 1946). The gas flow rate was 660 std.cc/min, except in the

experiments conducted to determine the effect of interphase mass transfer on the reduction

rate.

Samples of starting material were prepared by cold pressing approximately 0.270 g of FeTiO3

powder (with panicles size less than 45 pro) in a die at 14,500 psi for 5 minutes to form disks. The

disks were then cut into flakes approximately 10 mm by 8 mm. The thickness of the disks was

0.60 mm except for experiments conducted to determine the effect of intergranular diffusion

resistance (transport through void space among grain particles).

Each experiment was started by first purging the reactor system at room temperature to reduce

the concentration of oxygen to levels below 10 ppm. A mixture of CO/CO2/H2/N 2 was then

introduced into the reactor. To initiate the reduction, the furnace was raised rapidly. Within

three minutes the temperature in the reactor was within 1% of the set point temperature. The

expodments were terminated at a desired conversion by rapidly lowering the furnace.

Similar analytical techniques mentioned before were used for chemical analysis and

characterization of the reduced samples. X-ray diffraction (XRD) with a cobalt Ka source was used

to identify the different crystalline phases in the products. High-resolution scanning electron

microscopy (SEM) and energy-dispersive X-ray (EDX) analyses were employed to examine the

polished cross section of both partially and completely reduced samples and to determine the

elements present in each phase. For SEM and EDX analyses, the samples were mounted in an

epoxy resin and polished to expose the cross-section of the grains.

Results and dlscusslon

The reduction of ilmenite by a mixture of H2 and CO consists of the following four

reactions:

(1) The reduction of ilmenite by H2.

(2) The reduction of ilmenite by CO.

(3) Water gas shift reaction.

(4) CO disproportion reaction.

However, the CO disproportion reaction can be supressed by adding a small amount of

CO2 in the mixture of H2 and CO. Two sets of experiments were conducted to determine the

experimental conditions under which CO disproportion reaction does not occur. The results
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indicate that CO disproportion does not take place if the ratio CO to CO2 is at least 124 at

temperature above 850°C with H2% varying from 0 to 14.7%. All experiments were pedormed

under this condition so that CO disproportion does not participate in the overall reduction of

ilmenite.

The results of reduction of ilmenite with hydrogen indicates that the interphase resistance

was not important if the gas flow rate was at least 660 std. cc/min at temperature of 1014°C,

whereas the flowrate of 260 std. cclmin was high enough to eliminate the interphase resistance at

temperature of 1100°C in the reduction of Umenite by CO. The flowrate of 700 std. cc/min was

used in the reduction of ilmenite by H2/CO.

The effect of temperature on the initial rate of reaction is shown in Figure 10. The

apparent activation energy calculated based on initial rates with 6.4% H2 and 11.6% CO is 22.2

kcal/rnole.

To understand the effect of hydrogen concentration in the gaseous mixture on the

reaction rate of ilmenite by a mixture of CO/H2, two sets of experiments were conducted at 945°C

and 1000°C at 6.4% and 14.7% H2 concentration and approximately 11% CO in the mixture. The

results shown in Figures 11 and 12 suggest that the reduction rate of ilmenite by H2/CO at 945°(3

and 1005°C and 1000°C with 6.4% hydrogen is almost equal to that by hydrogen and carbon

monoxide combined. However, the reduction rate of ilmenite at 945°C and at 10050C with 14.7%

H2 is nearly equal to that of hydrogen alone. The explanation of this is that the reaction rate

between H2 and CO2 generated from the reduction of ilmenite by CO increases as hydrogen

concentration in the gaseous mixture increases. The water formed from this secondary reaction

would set back the amount of water which could be generated by hydrogen reduction of ilmenite.

These results suggest that the ratio of hydrogen to carbon monoxide is an important

factor in the reduction of ilmenite by H2/CO. Also as shown in Figure 13, 14 and 15, an increase

in the hydrogen concentration results in an increase in the reduction rate and a decrease in the

time required to attain any given conversion. For example, with 6.4% H2 and 11.6% CO, the time

to reach 95% conversion was 28 minutes at 945°C and 21 minutes at 1045°C. With 14.7% H2 and

10.5% CO, the time to reach 95% conversion was 17 minutes at 945°C and 12 minutes at 10450C.

The effect of CO concentration in the gaseous mixture was also examined. The results,

shown in Figure 16 and 17, show that the effect of CO concentration on the reduction of ilmenite

by H2/CO becomes more significant at higher temperature as the CO concentration was

increased from 10.5% to 18% at 14.7% H2 concentration. An increase in CO concentration from

0 to 10.5% at 945°C and 1005°C does not increase the overall reduction rate with 14.7%

hydrogen. This is because the CO2 (from the CO reduction of ilmenite) reacts with H2 to form
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H20. Thiswouldreducetheamountofwaterwhichcouldbegeneratedbyhydrogenreductionof
iimenite.

AstheCOconcentration in gaseous mixture is increased from 10.5% to 18% with 14.7%

hydrogen, the overall reduction rate increases at 945°C and 1005°C. This is probably due to the

fact that the water gas shift reaction forms more H2 and CO2 as CO concentration increases from

10.5% to 18%. This increases the concentration of H2 which reacts with ilmenite more faster than

CO.

An SEM secondary electron micrograph of the polished cross-section of an ilrnenite flake

after partial reduction at 1,000°C is shown in Figure 18. The micrograph reveals three distinct

regions which appear as bright, light gray and dark gray phases. To identify the phases present,

quantitative EDX was performed at spots marked in Figure 18. The results and XRD observations

(to be discussed later) show that the bright phase is primarily iron, the dark gray phase is made up

of titanium dioxide and the light gray phase is unreacted FeTiO3. These results suggest that

there is a strong tendency toward the segregation of the products iron and titanium dioxide and

that iron diffuses to the grain boundaries through the TiO2 layer during the reduction.

The sample completely reduced at 1000°C, as shown in Figure 19, was also polished and

analysed using SEM and EDX. The observed phases are Fe and TiO2.

The XRD spectra of both completely and partially reduced samples were also obtained.

The phases present after complete reduction at 874°C, 945°C, and 1048°C are iron and titanium

dioxide; those present after partial reduction at 1049°C were iron, titanium dioxide, and unreacted

ilmenite. These findings are in good agreement with the data obtained from EDX analysis.

The various observations described here suggest a mechanism consisting of the

following main steps for the reaction in each grain:

Step 1. Diffusion of both CO and H2 through the porous product layer of TiO2 toward the

unreacted core of the grain particles.

Step 2. Reactions of both H2 and CO with the ilmenite core to produce T]O2 and Fe.

Step 3. Water gas shift reaction involving H2, CO, H20 and CO2.

Step 4. Migration of Fe through the TiO2 layer away from the unreacted core toward the

grain boundary.

Step 5. Formation of iron nuclei and their subsequent growth outside and around the

reacted grain particles.

Step 4 and step 5 result in almost complete segregation of the two solid products, iron

and titanium dioxide, in the scale of grains.
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The SEM and XRD results suggest that the solid reduction mechanism of ilmenite is very

similar to that by either H2 or CO alone. However, the overall reduction of ilmenite by H2/CO is

more complex than by H2 or CO alone because of the reaction between H2 and CO2 generated

from the CO reduction of ilmenite.

The temporal profiles of conversion as shown in Figure 13, 14, and 15 indicate the

presence of three different stages during the reduction of ilmenite by H2/CO: induction,

acceleration, and deceleration. In principle, the mechanism involved in this phenomena is the

same as that in the reduction of ilmenite by either H 2 or CO alone. However, the overall process

of ilmenite reduction by H2/CO is more complicated than that by either H2 or CO alone because of

the involvement of water gas shift reaction.
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Section 3

CARBOTHERMAL REDUCTION OF ILMENITE

Because the equilibrium conversion of carbon monoxide in the reaction CO + FeTi03 ,* COz

+ Fe + TtO2 is low, a large gas recycle stream must be used to extract oxygen from Umenite This

large gas flow causes a large heating and coding load, and thus high energy use. Reducing the

ilmenite with carbon is one way to avoid this thermodynamic constraint. The carbon monoxide

dlsproportionatlon reaction, 2CO -_ C + CO=, has a high equilibdum converslonat reasonable

temperatures, allows the deposition of carbon on llmenite, and produces carbon dioxide for

electrolysis. Also, iron, available as a reduction product, is an excellent catalyst for this reaction.

A proposed flow sheet for the process Is shown tn Figure 20.

Experiments were performed to deposit carbon on irontitanate with gas compositions from

2.7% to 21% carbon monoxide in nitrogen and at temperatures from 350 to 500 °C. The Iron

titanate used was -44/_m powder. The sample was placed in a quartz pan on the TGA. Gas of

the desired composition was prepared, using a nondispersive infrared detector and a gas

chromatograph to measure the gas composition. The furnace was preheated to the desired

temperature. The reaction was quickly initiated by raising the furnace. Mass changes were

continuously monitored with the Cahn 1000 mlcrobalance, and the carbon dioxide and carbon

monoxide in the outlet were continuously monitored with the infrared analyser. See Figure 8 for a

schematic of the reactor system.

Iron titanate was a poor catalyst for the reaction. Throughout the range of temperatures

and gas compositions investigated, no measurable amount of carbon was deposited, and no carbon

dioxide was observed in the outlet gas.

Since iron is available as a product on the outside of the reduced ilmenite grains (see

sections 1 and 2), its role as a possible catalyst was investigated. The experimental procedure used

was the same as for Ilmenite, with -44/Jm iron powder. Iron did not catalyze the reaction for a gas

mixture of carbon monoxide in nitrogen. Thermodynamic calculations (Audier et al.) show that the

temperatures and gas compositions where it would be a good catalyst are very limited due to the

formation of cementite, Fe3C, which deactivates the iron.

However, even low amounts of hydrogen on the gas stream causes iron to retain its

catalytic activity (Walker et al. 'Turkd0gan and Vinters). Walker et al. proposed that this is because

the presence of hydrogen prevents the formation of cementite. They also found that hydrogen will

convert cementite to iron, and regenerate the catalytic activity. Turkdogan and Vinters proposed

that adsorbed hydrogen catalyses the disproportionation reaction, and also that the reaction H2 +
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CO -, C + H=O takes place. The carbon produced then dissolved in the iron, and migrated to a

center of nucleation, where it left solution and formed carbon filaments.

Experiments were done to confirm the actMty of hydrogen in this reaction. Powdered iron

( -43/Jm ) was placed in the pan of the balance, and the gas was a mixture of 8.8% hydrogen, and

28.3% carbon monoxide in nitrogen. The product was a uniform, low density, black powder. No

iron powder was visible, and all the powder was attracted to a magnet, Indicating that the iron was

distributed throughout the product. At 402 °C, the rate of deposition dropped from the Initial value,

and then became constant. At 452 °C and 502 °(3,the rate Initially dropped, and then Increased for

the rest of the experiment. The increasing rate is probably due to fragmentation of the Iron, which

is reported for this reaction (Audler et al., Turkdogan and Vinters). The reaction rate was fairly

sensitive to temperature (see Figures 21 and 22).

These results show that the carbon monoxide disproportlonation reaction could be used

to deposit carbon on the ilmenite feedstock. The feedstock could be partially reduced to form Iron

on the outside of the ilmenite. The carbon deposited in this way would be evenly distributed on the

Umenite. Alternatively, some of the completely reduced ilmenite could be returned to the carbon

deposition reactor, where the iron in it would act as a catalyst. Carbonaceous waste at the oxygen

production plant could be used to make up the carbon lost in the exhausted feedstock. This waste

would also contain hydrogen, which aids in both the deposition of carbon on iron and the reduction

of ilmenite. This use of carbonaceous waste would solve the problem of resupplylng the reagents

which will be lost, and give value to the carbonaceous waste.
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Section 4

EFFECT OFF IMPURITIES THE REDUCTION OF LUNAR ILMENITE

This section deals with the reduction of ilmenite containing MgTiO3, which is a major

impurity present in lunar ilmenite. This approach allows us to have a better understanding of the

fate of the impurities such as MgTiO3 in the process of lunar ilrnenite reduction. Since terrestrial

ilmenite contains MgTiO3, the results presented in this chapter is also applicable to the reduction

of terrestrial ilmenite. The detailed procedures for the synthesis of ilmenite with MgTiO3 is

described in section 1. In this section, the literature is reviewed and the results of the reduction of

the solid solution (FeTiO3- MgTiO3) by H2 is considered and:compared to that of synthetic

ilmenite.

While a number of papers have dealt with the solid state reduction of synthetic ilmenite

using various reducing agents, as mentioned in section one, very little is available on the solid

state reduction of synthetic ilmenite containing MgTiO3. The only study on the effect of MgTiO3

on the reduction of synthetic ilmenite is conducted by D. Poggi, et al. They prepared their sample

by melting a mixture of Fe203, MgO, TiO2, Fe in molybdenum crucibles at 1450°C under an

atmosphere of argon. The sample was maintained molten for about one minute before fast

cooling. Analysis showed that sample contained approximately 1% molybdenum evenly

distributed throughout the sample.

Microscopic examination of their samples reduced by CO shows that in pure synthetic

ilmenite the tnetallic iron precipitates out on preferential planes and along the grain boundaries.

However, in the MgO doped ilmenite, the metallic iron precipitates as very fine particles and is well

disseminated in the reduced phase. Also, near the reduction interface a metallic iron barrier

seems to have formed. Between this metallic iron barrier and the interface there is a strip of

reduced ilmenite depleted of metallic iron. They also observed that the MgO doped ilmenite does

not contain as much metallic iron at the grain boundaries as does pure ilmenite.

Experimental Approach

A schematic of the experimental apparatus is shown in Figure 8. This system has been

discussed in section 2. The main components of this system are an electronic microbalance

(Cahn Instruments, Inc., Model i000), a quartz flow through reactor with inlet and outlet, as shown
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in Figure 9, and a movable furnace with a PID controller. The composition of gaseous reactants

and products was determined using an infrared analyzer and a gas chromatograph. Ilmenite

containing MgTiO3 was used in the form of thin flakes pressed from powder. Samples were

suspended from the mlcrobalance, which monitored weight changes during the course of an

experiment. A thermocouple was used to monitor the temperature of the reactor around the

flake. All experiments were performed under isothermal conditions at temperatures between 800

and 1045°C. The reducing gas entering the reactor contained H2 and N2. The gas flow rate was

700 std.cc/min, except in the experiments conducted to determine the effect of interphase

mass transfer on the reduction rate.

Samples of starting material were prepared by cold pressing approximately 0.270 g of

Fe1303-Mg'i'iO3 powder (with particles size less than 45 IJ_n)in a die at 14,500 psl for 5 minutes to

form disks. The disks were then cut into flakes approximately 7 mm by 4 mm. The thickness of the

disks was 0.60 mm except for experiments conducted to determine the effect of intergranular

diffusion resistance (transport through void space among grain particles).

Each experiment was started by first purging the reactor system at room temperature to

reduce the concentration of oxygen to levels below 25 ppm. A mixture of CO/CO2/N 2 was then

introduced into the reactor. To initiate the reduction, the furnace was raised rapidly. Within

three minutes the temperature in the reactor was within 1% of the set point temperature. The

experiments were terminated at a desired conversion by rapidly lowering the furnace.

Several techniques were used for chemical analysis and characterization of the starting

and reduced samples. Mossbauer spectroscopy was employed to determine the oxidation state

of iron in our synthetic ilmenite. X-ray diffraction (XRD) with a cobalt Ka source was used to identify

the different crystalline phases in the starting material and products. High-resolution scanning

electron microscopy (SEM) and energy-dispersive X-ray (EDX) analyses were employed to

examine the polished cross section of both partially and completely reduced samples and to

determine the elements present in each phase. For SEM and EDX analyses, the samples were

mounted in an epoxy resin and polished to expose the cross-section of the grains.

Results and Discussion

The effect of temperature on the initial reaction rate is shown in Figure 23. The apparent

activation energy is 20.9 kcal/mole. This suggests that the addition of MgTiO3 to synthetic

ilmenite, up to 28.6 %, doesn't affect the sensitivity of the reduction process of ilmenite to

temperature significantly.
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It seems that the addition of MgTiO3 to synthetic ilmenite didn't affect the rate of

reduction significantly at the initial stage in the temperature range of 915 °C to 1014°C as shown in

Figure 24 and 25. Retardation of redcution rate increase as the conversion increases. The

retardation is more significant at lower temperature and at higher cconversion. This is probably

due to the fact that the diffusion of MgTiO3 into the unreduced core of ilmenite (to be discussed

below) affect the diffusional rate of Fe out of TiO2 phase, which affect in turn the draining rate of

pores in TiO2 phase. This diffusionai effect is more significant at lower temperature and is not

important in the early stage of reduction. As conversion increases, the diffusion of MgTiO3 into

the center core affects the diffusion of Fe out of the TiO2 phase to a greater extent because of

the increase in diffusional length. The diffusion of MgTiO3 into the unreacted core of ilmenite

lowers the concentration of ilmenite. This probably also contributes to the decrease in the

reduction rate of ilmenite.

Figure 26 indicates that the reaction order with respect to hydrogen in unity and Figure 24

shows that the effect of temperature on the reduction rate of ilmenite containing MgTiO3.

An SEM backscatterred electron micrograph of the polished cross-section of an ilmenite

flake containing 28.6 wt% of MgTiO3 after partial reduction at 1000°C is shown in Figure 28. The

micrograph reveals four distinct regions which appear as bright, light gray, dark gray phases. To

find out what these phases are, quantitative EDX was performed at spots marked in Figure 29.

The results and XRD observations (to be discussed later) show that the bright phase is primarily

iron, the dark gray phase is made up of titanium dioxide, the dark phase is primarily Mg_20 5.

The light gray phase is unreacted ilmenite but it is richer in MgTiO3 than starting sample.

To confirm this result, another grain reduced to a larger extent is analysed. The EDX was

performed on the marked spot located in the unreduced ilmenite core. The result show that this

spot contained more magnesium, Both EDX and XRD results suggest that some of the geikielite

generated from the reduction of ilmenite-geikielite reacts with TiO2, forming MgTi20 5 around the

unreduced core, and some of the geikielite diffuses through the "1"iO2layer and dissolves into the

unreduced core, making the core richer in k4gTiC)3than the starting saamples. Segregation of Fe

from the other products and nucleation of Fe around each grain are similar to what was observed

in the reduction of synthetic ilmenite by either CO or H2.

The polished cross-section of synthetic ilmenite flakes after partial reduction at 915°C was

also examined by SEM and EDX. The results obtained, as shown in Figure 30 indicate that a

similar mechanism of reduction is involved.

Similarly, the SEM photo of a partially reduced sample at 807°C was analyzed and is

shown in Figure 31. It shows that the reduction of ilmenite containing MgTiO3 at 807°C foltows
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U the same mechanism as at 915°C and 1000oC. The only difference is that at 807"C the H2

penetrates more into the core of ilmenite and causes the phases of TiO2 and unreduced ilmenite

to be mixed.

i i

Table 3.1 XRD results of the lunar ilmenite reduction by hydrogen

L_

U

Reduction Extent Reduction Temperature (°C) Phases Observed

Ld

I7

U

|1
LJ
m

id

W

partial 1000

complete 1015

partial 915

complete 915

partial 807

ccomplete 807

Fe, TiO2, FeTiO3-

MgTiO3, MgTi205

Fe,TiO2, Mg2TiO5

Fe, TiO2, FeTiO3-

MgTiO3

Fe, TiO2,MgTiO3,

MgTi205

Fe, TiO2,FeTiO3-

MgTiO3

Fe, TiO2, MgTiO3

The XRD results are listed in Table 3.1. It is interesting to note that the Mg'ri205 Is not

detected in the partially reduced sample at 915°C. However, it is found in the completely reduced

sample. The X-ray pattern of partially reduced FelqO3-Mg1303 sample is shown in Figure 32.
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Figure 1

11

4 5

11

l. Thermocouple
(Pt-6Rtv'Pt-30Rh)

2. Crucible

3. High Purity Alumina Tube

4. Zirconia Insulation

5. Alumina Insulation

6. Heating Elements

7. Water-Cooled Sealing Head

8. Argon Gas Inlet

9. Argon Gas Oufle_

10. Cooling Waler Inlet

11. Cooling \_,'a_er Oudet

• O-Ring

Schematic diagram of the furnace used for the
synthesis of FelqO3-MgTi03.
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Figure 18a. Backscattered electron micrograph of the polished cross section of
ilmenite flake after partial reduction, T=IO00°C,
Mag nification=2700X.
Point concentrations in atom% are:

Point Ti Fe
1 52 48
2 52 48
3 52 48
4 52 48
5 52 48
6 3 97
7 99 1
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Figure 18b. Fe k(z_Z;_ay map of the cross se_wn in 18a.

Figure 18c. Ti k_ X-ray map of the cross section shown in 18a. i
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Figure 28a SEM backscattered electron micrograph of polished

cross section of FeTiO3-MgTiO 3 flake after partial
reduction, T=1000°C, Magnification=4000X.
MgTiO3 w't%=28.6
Point concentrations in atom% are:

Point Ti Fe Mg

1 52 23 25
2 51 22 27
3 51 22 27
4 51 22 27
5 5 95 0
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reduction, T=1000°C, Magnification=9500X.
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Figure 30a SEM backscattered electron micrograph of polished
cross section of FeTiO3'MgTiO 3 flake after partial

reduction, T=915°C, Magnification=8500X.

MgTiO3 wt%=28.6
Point concentrations in atom% are:

Point Ti Fe Mg

1 51 7 42
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Figure 31a SEM b-cksc-a_tier_ed electron micrograph of polished

cross section of FeTiO3-MgTiO3 flake after partial

reduction, T=807°C, Magnification=5000X.

MgTiO3 wt%=28.6
Point concentrations in atom% are:
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Abstract
Anatase has been reacted with hydrogen In a microwave induced plasma. A D. C. voltage regula-
for was used to provide an applied field within the plasma by which to accelerate electrons and
ions for reaction with the solid specimen. The TIO2 specimens were reacted at pressures ranging

from 6 to 26 Torr, absorbed power levels of 0.4 to 1.4 KW, and applied field strengths of 0 to + 65.6

V per cm. The anatase can be converted to TI203 according to the reactions:

2TiO2(s) + 2XH2(g) = > 2TiO2.x(s) + 2XH20(g) (1)

2TiO2.x(s) * (1-2X)H2(g) = > TI203(s) + (1-2X)H20(g) (2)

The applied field has a significant Impact on the ability to promote the reaction. Without the ap-
plied field only reaction 1 occurs to any appreciable extent. With the applied field over 60 % of the

TiO 2 can be convened to TI203 with In 11 minutes.
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Cold Plasma Processing of Local Planetary Ores
for

Oxygen and Metallurgical Important Metals

D. Bullard and D. C. Lynch
Department of Materials Science and Engineering

The University of Arizona

Anatase has been reacted with hydrogen in a microwave induced plasma. A D. C. voltage regula-
tor was used to provide an applied field within the plasma by which to accelerate electrons and
ions for reaction with the solid specimen. The TiO2 specimens were reacted at pressures ranging

from 6 to 26 Torr, absorbed power levels of 0.4 to 1.4 KW, and applied field strengths of 0 to---+ 65.6

V per cm. The anatase can be converted to Ti20 3 according to the reactions:

2TiO2(s ) + 2XH2(g) = > 2TiO2.x(s) + 2XH20(g) (1)

2TiO2.x(S) * (1-2X)H2(g) = > Ti203(s) * (1-2X)H20(g) (2)

The applied field has a significant impact on the ability to promote the reaction. Without the ap-
plied field only reaction I occurs to any appreciable extent. With the applied field over 60 % of the

TiO2 can be converted to Ti20 3 with in 11 minutes.

Introduction

This research program was initially funded by the Space Engineering Research Center (SERC),

however during this past year the program has been funded entirely by the U.S. Bureau of Mines'

Pyrometallurgy Center at the University of Missouri at Rolla (contract numbers MU-USDI-G1175129

and MU-USDI-G1 '105129). We wish to gratefully acknowledge their support.

Support from the Bureau of Mines has not altered our basic perspective, namely, to investigate the

feasibility of using a "cold" or non-equilibrium plasma in the enhancement of reaction rates and in

the biasing of the thermodynamics of reactions that would not proceed if conventional means were

employed. There are many reasons to explore the potential of this new technology for both terres-

trial and extraterrestrial applications. From an extraterrestrial view point the reduction of TiO2 (or

any oxide) with hydrogen will yield H20, which with electrolysis can be converted to 0 2 and hy-

drogen for recycle.

Approach

In Conventional processing reactants are heated until the chemical potential of the desired reaction

is negative, and the temperature is high enough to ensure rapid reaction rates. In a cold plasma

energy is used to produce radicals and heat. Radicals are produced by reducing the pressure,
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such that electrons, responding to electromagnetic radiation, are accelerated until they have suffi-

cient energy to liberate bound electrons, break bonds and excite both ions and neutral species

upon impact. Radicals formed in this manner are available for reaction, provided they can get to

the surface of the solid.

in a plasma, the specimen is bombarded by electrons, and as a result the specimen develops a

negative charge. The charge builds up with time, eventually inhibiting further electron bombard-

ment, but attracting positively charged ions. The positively charged ions form the Debye Sheath

which surrounds the specimen. In order to promote reactions between ions produced in the

plasma and a solid specimen, it is necessary to get the ion through the sheath so that it can con-

tact the specimen. An applied field can be used to both draw ions and electrons to a solid speci-

men and accelerate those ions or electrons so that upon impact they may have sufficient energy to

break bonds and thereby initiate reactions or enhance reaction rates.

Experimental

Energy Efficiency - The efficiency of energy utilization is an Important Issue in the development and

design of a process for recovery of oxygen. Data have been collected to help evaluate the energy

efficiency of a plasma. There are three Issues which must be examined in order to evaluate the

efficiency of a plasma reactor. Those issues are:

1. efficiency of converting electrical energy to microwaves at 2.45 GHz,

2. efficiency of absorption of microwaves by a plasma, and

3. effective utilization of the plasma in plasma- solid reactions.

The last item has been, and remains, the primary focuss of this investigation. While advances are

being made in understanding the fundamental problems involved in promoting plasma - solid re-

actions, measurements have also been made regarding the first two Issues.

The efficiency of converting single phase electrical energy at 240 V and 60 Hz to microwaves can

be estimated from the plot shown in Figure 1. In that figure the transmitted microwave power is

plotted versus input power. The efficiency varies from 20% at lower transmitted power settings to

31% at 1.4 KW. Those efficlencles are well below the maximum of 65 to 70% reported by John

Geding of Geding Brothers, a major manufacturer of microwave generators.
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FromFigure 1 it appears the efficiency is a

function of scale. The absorbed power level is,

as will be shown later, the output power level

of the microwave unit. If Y in the equation in

Figure 1 is assumed to be 3 KW (the maximum

value for the unit) then the equation predicts

an input power of 7.2 KW or an efficiency of

approximately 42%.

Other issues which impact the efficiency of

converting electrical energy to microwaves

Involves the choice of frequency. The fre-

quency of 2.45 GHz is the standard choice for

Input Power 'we. ]lLlcrowsve Output Power

1.6

"'1.2

I.0
o

0.8

0.6

,_0.4

0.2

0.0

i i

Y == O.56°X - 0.53

i I ,I l , J
1 3

Input Power (KN)

Fig. 1 - Indication of the power consumed to

generate microwaves.
laboratory use. The efficiency of formlng

microwaves at that frequency Is not as great as that which occurs with industrial equipment oper-

ated at a lower frequency. The choice of frequency is often dictated by the size of equipment, and

the size of equipment is dependent on the wavelength of the radiation. At 2.45 GHz the wave.

length is approximately 12 cm., small enough to produce bench scale equipment. A 900 MHz

generator produces radiation with a wavelength of approximately 62 cm. A magnetron at that fre-

quency is about 5 times as large (62/12-- 5) as that for a 2.45 GHz system.

A plasma is an efficient absorber of microwaves. The microwave system being used in the experi-

mental program Is equipped with meters to detect both the forward and reflected power in the

wave guide. From that information it is possible to determine the efficiency of power absorption by

a plasma. The data in Figure 2 reveal that almost 100% of the microwave power is absorbed by

the plasma at variable power settings, pressures, and gas flow rates. Additional data reveal that

the effective absorption of microwaves by the plasma remains unchanged even at an applied

power setting of 1.4 KW.

Chlorination Studies - In the last progress report we described our efforts to chlorinate TiO 2. In

that report we elaborated on problems we had in evaluating the data, the main problem being that

a number of the intense peaks obtained with the mass spectrometer did not coincide with antici-

pated peaks for the Ti-O-CI-Si system. In further evaluation of that data it was determined that a

substantial portion of the mass spectrometer signal was due to Fe in addition to the other ele-

ments.
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In those experiments in which TiCI4 were

formed a carbon steel rod was used to support

the silica platform on which the TiO2 specimen

sat while being reacted in the plasma. The

steel rod replaced an alumina rod. Both rods,

when in use, are spun by a motorized chuck to

ensure even heating of the specimen in the

plasma. The alumina rod was replaced with

the steel rod to see if the life expectancy of the

O-rings used in the seal could be extended.

The chuck, and the steel rod were grounded.

The position of the sampling tube for the mass Fig. 2 - A plasma is an efficient absorber of

spectrometer and the gas flow pattern should microwave energy.

preclude any reaction between iron chlorides

and the TiO2 specimen. The position of the sampling tube and the gas flow pattern would, how-

ever, allow for reaction between titanlum chlorides and iron chlorides in the gas phase and woutd

not prevent their detection by the mass spectrometer.

The influence of the steel rod does not appear to be chemical. A plasma consists of ions, neutral

species, and free electrons. The energy of the electrons follows a Maxwellian distribution. In that

distribution there are a few electrons with very high kinetic energy levels, while the vast majority of

electrons have a moderate or modest energy level. The steel rod, since it is grounded, provides a

potential difference through which free electrons can be accelerated. An electron allowed to ac-

celerate through a 2.5 voltage potential has enough kinetic energy to break a diatomic chlorine

bond.

In reality, the electron will need additional energy to break a diatomic chlorine bond at the plasma-

TiO2 surface. The negative potential associated with the Debye Sheath is partially satisfied by the

presence of positively charged ions. An electron impacting the surface of a non-conductor will

have to overcome the residual potential that exists In the sheath.

Measurable chlorination of TiO2 in a plasma without the aid of a reducing agent has been achieved

only in the presence of the steel rod. The drop In potential with the grounded rod accelerates

electrons toward the specimen with the resulting electron-specimen impact either breaking the
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diatomic chlorine bond of adsorbed (312or damaging the TiO2 structure. Both conditions raise the

chemical potential of the reactants and thereby promotes an otherwise unfavorable reaction.

Hydrogen Reduction of Ti02 - The use of hydrogen has several distinct advantages. Monatomic

hydrogen, like monatomlc chlorine, is highly reactive. Hydrogen, however, unlike chlorine, when

reacted with a refractory oxide yields both solid and gaseous reaction products. The water vapor

produced by the reaction can be continually flushed from the reactor with fresh gaseous reactant,

thereby minimizing any back reaction.

upper
electrode _-_

plasma_

speclme_

louer /
electrode

m

i!Ti:_;:i
.rFT.__.'E"

IIt_CrOW&UeS

_waue gu|de

Fig. 3 - Apparatus

Powdered specimens of TiO2 have

been reacted in a microwave in-

duced hydrogen plasma as shown

in Figure 3. The specimen sits in a

copper cup which also serves as

an electrode. Above the specimen,

15.2 cm, is a second electrode

which can be biased both positive

or negative with respect to the

electrode which contains the

specimen. Specimens have been

reacted at various pressures and

power levels, plus at applied field

strengths from 0 to--+65.6 volts per

cm.

During all experiments water vapor was evolved. The result of a typical experiment, as followed

with the mass spectrometer, is shown in Figure 4. Initially we were concerned that the peak of

water vapor detected at the beginning of an experiment may be due to adsorbed water. Differen-

tial thermal analysis (DTA) of an as stored specimen did yield one exothermlc reaction peak. X-ray

diffraction (XRD) analysis of the material revealed that the peak was due to transformation of the

specimen from anatase to rutile. No peaks associated with water were detected with DTA. How-

ever, before beginning an experiment the powdered specimen was heated in dry air for 1 hour at a

temperature of 550 °C to ensure that any adsorbed water was removed.

Even after preheating each specimen, mass spectrometric analysis revealed the same results as

that shown in Figure 4. During the first minute of reaction, the amount of water vapor evolved
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peaked and then declined. After approxi-

mately 11 minutes a steady state rate was es-

tablished for the evolution of water vapor. Vi-

sual analysis of the specimens revealed that a

layer of the powdered specimen approximately

1/16 th to 1/8 th of an inch thick was con-

verted from white to gray-black in color.

The plasma only contacts the surface of the

specimen, it does not exist within the voids of

the compact. While the microwave field can

excite and accelerate electrons within voids,

the mean free path of the electrons are re-

stricted by the solid particles. That restriction

• ,,,i .... i,,,.=,,,,

!

o_

_ [OOj-.

O= p g e'ww4 i

pleep_

0 6 10 15 20
- Time (min)

Fig. 4 - Water Vpor Eolved Fom TiO2 Racted in

H2 Pasma

leads to more electron-solid collisions than electron-gas molecule Impacts. Gas-electron Impacts

are necessary to release additional electrons. Without those electrons the plasma can not be

maintained. Because we are interested in what reactions can be achieved with a plasma, we have

focused our attention on the surface where the plasma contacts the specimen. XRD analysis has

been used to identify species and evaluate the extent to which they were formed.

In XRD analysis the X-rays penetrate the solid compact to a depth of approximately 25p m. Since

visual appearance indicates that the plasma reacts with the powdered specimen to a minimum

depth of 1/16 th of an inch, the reacted portion of a specimen appears to be infinitelythick to XRD

analysis. The external standards method has been used to provide quantitative XRD analysis.1

This method requires X-ray analysis of the pure phases, which in this study are TiO2 and Ti203.

The equation which is used to relate the volume fraction of a phase to the linear absorption coeffi-

cient of both phases _ and/_) is presented below:

K1C=
I= = (3)

where 1=is the integrated intensity, C,. is the volume of alpha phase and/_= is linear absorption

coefficient for the i th phase. K1 is a constant. Now, if the intensity of a diffraction line of a mixture

is compared to the same line of a pure sample equation 3 becomes:
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where wi and p i are the weight percent and density respectively of the i th phase. I=p is the inten- U

sity of the diffraction peak for the pure specimen. This equation permits quantitative analysis of a

two-phase mixture, provided that the mass absorption coefficients of each phase are known. If the

absorption coefficients are not known a calibration curve must be made by using mixtures of

known composition. Until such activities are completed a ball park analysis can be conducted by II

assuming that the absorption coefficients are equal, then equation 4 becomes: . i_
II

- w= (5)

I

, ob! dn a fi st appa imatior_ to the ext.=ntof Ti203 formation
II

_eo press ires an )ower _ettings using only a grounded s II

pro :luct v as a n stoicheiometric _Lndamorphous phase

,ras "nenticled eai '. XRD analysis of the specimen reacted at 26 I

f 0.1_KW r( vealed so .......

The noted condi- _ i

where "_ s°__P= _ n

Equation 5 has been used to obtain a first approximation to the extent of Ti203 formation. Speci-

mens were reacted at a range of pressures and power settings using only a grounded specimen

cup. The primary reaction product was a non stoicheiometric and amorphous phase,Ti02. X.

which is gray to black in color as mentioned eadier.

Torr and at a power level of 0.8 KW revealed

formation of some Ti203.

tions, as a result of the formation Ti203,

chosen for further study with an applied elec-

tric field. _,
4O

Powdered specimens of TiO2 were reacted in

an electric field at strengths up to -+ 65.6 V per

cm. Field strengths of -+ 6.56 V per cm pro-

duced the greatest extent of reaction. An en-

tire series of experiments were conducted at

that strength, the results of which are pre-

sented in Figure 5. Each point in the figure

0
k

i_ =0

40 50

Time (rain)

Fig. 5 - Experimental Results

represents a separate specimen reacted for the time Indicated. The sign on the voltage indicates

the polarity of the upper electrode with respect to the specimen cup. The greatest extent of Ti203

formation was observed at -100 V. At that condition, and after only 11 minutes, the resulting

specimens were over 60 wt% Ti203. Further formation of Ti203 increased only gradually with

i

i

II

i

i
m

II
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additional reaction time. The experimental results presented in Figure 4 indicate that most of the

reaction occurs within the first 11 minutes. That phenomena is most likely associated with the fact

that the plasma reacts quickly with only a thin layer of the specimen. XRD results presented in the

figure also indicate that the TiO2 content of that layer was reduced to less than 20 wt% for all

specimens reacted.

The percentages In Figure 5 do not add up to 100%. This is believed due to the simplifying as-

sumption associated with equation 5 and the formation of Ti02. X. Ti02. X is amorphous and thus

does not show up in XRD analysis as distinct peaks, accordingly, it could not be included in the

analysis.

Student Participation

The experimental work presented in this report was conducted by Mr. Dan Bullard, a Ph. D. candi-

date in the Department of Materials Science and Engineering. Mr. Bullard has been supported

during the past year by a grant from the U.S. Bureau of Mines' Pyrometallurgy Center at the UnI-

versity of Missouri at Rolla. Dan was initiallyrecruited through funding provided by SERC.

Also assisting us in our work is Mr. Robert Ortega and Mr. Gary Thomas. Mr. Ortega has nearly

completed his MS degree program. He has examined problems associated with using an optical

pyrometer in obtaining temperature readings from a specimen in a plasma. Mr. Gary Thomas Is a

new MS candidate in the Department. Gary is designing both fluidized bed and spouted bed reac-

tors for use with a non-equilibrium plasma.

Future Work

Our basic goal remains unchanged, namely, to Investigate the feasibility of using a "cold" or non-

equilibrium plasma in the enhancement of reaction rates and in the biasing of the thermodynamics

of reactions that would not proceed if conventional means were employed. We will continue to

look at both hydrogen reduction and chlorination of TiO2 and ilmenite.

A new area under development involves the design of a fluidized and/or spouted bed reactor to

utilize with the cold plasma. The experimental results presented above indicate that to recover

oxygen from refractory oxides it will be necessary to achieve intimate contact between the refrac-

tory ore and the plasma.
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Abstract

The solar spectrum is a significant resource which Is not yet fully appreciated. The spectrum, often

viewed strictly as an energy source for heating of extraterrestrial ores, contains significant ultraviolet

(UV) radiation that can be used to enhance reactions, and thereby reduce reactor mass and

temperature of operation. In order to test the basic hypothesis that UV light can be used to

enhance chemical reactions, iron has been chlorinated at 260 to 360 °C with and without UV

radiation. The results confirm that the light significantly increases reaction rates.
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The solar spectrum is a significant resource which is not yet fully appreciated. The spectrum, often

viewed strictly as an energy source for heating of extraterrestrial ores, contains significant ultravio-

let (UV) radiation that can be used to enhance reactions, and thereby reduce reactor mass and

temperature of operation. In order to test the basic hypothesis that UV light can be used to en-

hance chemical reactions, iron has been chlorinated at 260 to 360 °C with and without UV radia-

tion. The results confirm that the light significantly increases reaction rates.

Introduction

The reduction of inorganic oxides ts an energy intensive process whether accomplished terrestri-

ally or extraterrestrially. From an extraterrestrial point of view the solar spectrum represents a po-

tentially significant energy source. That claim does not involve the energy flux of the solar spec-

trum as much as it involves the makeup of that spectrum. The ultraviolet light of the solar spec-

trum can be used to break chemical bonds and thereby catalyze reactions. Catalyzing reactions

can significantly reduce the size and mass of a reactor and allow for reactions to be conducted at

lower temperatures. Ultraviolet light may be used to or as:

1. General Catalysis

The extraterrestrial solar spectrum begins at a wave length of less than 200 nm.

and extends beyond 3000 nm. The UV portion of the spectrum can break a wide

variety of bonds as indicated in Table I. UV light, with the ability to break chemical

bonds, can serve as a catalyst. In subsequent sections of this report the effect of

UV light on the chlorination of iron Is discussed. Chlorination, however, is not the

only area where the solar spectrum may be used to enhance reactions.
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In another research project involving

SERC carbon monoxide is being

disproportionated on a catalyst

to solid carbon and carbon dioxide.

The effort is part of the program to

build a pilot plant for the production

of oxygen from the Martian atmo-

sphere. To recycle the catalyst the

carbon must be reacted with CO2 at

elevated temperatures. Experimen-

tally it has been easy to dispropor-

tionate the carbon dioxide, but very

difficult to oxidize the solid carbon

with CO 2.

Oxidation of carbon by CO 2 involves

a number of physical processes.

The CO 2 must either contact the

solid carbon or be adsorbed on to

Table I Dissociation Energies1 For

Chemical Bonds And Maximum

Wavelen_h Which Can Break Bond

Bond

pt 2_)8K maximum

I-I 36.1 792

F-F 37.7 758

Br-Br 46.1 620

CI-CI 58.0 493

C-CI 81 353

C-C 83 346

C-O 86 334

C-H 99 290

H-CI 103 279

H-H 104 274

O-H 118 243

O-O 119 240

N-N 226 127

the surface of the catalyst. For the reaction

C02(g) + C(s) = 2CO(g)

to occur both a C-O bond in the CO2 molecule and a C-C bond in the solid car-

bon must ;.,_;broken. Both bonds can be broken with the aid of UV light. If

breaking of either the C-O or C-C is rate limiting then the solar spectrum can be

used to enhance the rate of reaction.

H

W

, Separate and Purify Metals from Complex Metal By-Products

In situ electrolysis of lunar regolith yields a complex residue consisting of alloyed

metal and intermetalic compounds. 2 The material represents a significant invest-

ment of energy and a potential source of metals for construction. In order to uti-

lize the material it is necessary to separate and purify metallic elements.
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The task of separation and purification can be accomplished through chlorination.

Most metal chlorides are volatile at relatively low temperatures, and as such, can

be purified through distillation. The metals can be recovered either through hy-

drogen reduction or electroiysls. With the former electrolysis of the resulting HCI

must be accomplished in order to recover both the hydrogen and the chlorine.

The chlorination of complex residues can be enhanced through utilization of UV

light. The UV radiation can crack the CI2 molecule slgnificantiy raising the con-

centration of monatomic chlorine. Since the rate of chlorination of many metals Is

limited by the concentration of monatomic chlorine the UV light speeds the reac-

tion.3&4

Recovery of Iron from Reduced Ilmenite

In a similar manner as that mentioned in the previous example, iron can be recov-

ered as a chloride from reduced ilmenite. Again, UV light can be used to speed

the reaction and reduce reactor size. Chlorination can be achieved at tempera-

tures below 300 °C. Subsequent processing of the chloride is necessary, as de-

scribed previously, to reduce the iron and recover the chlorine.

While subsequent processing Is undesirable in terms of mass and energy, it is not

unusual. Recovery of iron by carbonyl processing suffers from similar problems.

While carbonyl can be used to recover iron, it is known that there is extensive car-

bon carry-over in the process and that subsequent processing must be conducted

to produce a pure iron.5 The secondary processing, given current technology,

precludes using carbonyl as a means to both purify and provide for direct, final

shape deposition of iron.

Carbo-Chlorination of TiO2

The mining, beneficiation, and reduction of ilmenite ore represents a significant in-

vestment in energy and mass. Reduction of ilmenite with either carbon or hydro-

gen yields rutile, TiO 2, as a waste material. Rutile has several potential uses; in

aerobrakes, as a nucleating agent for glass ceramics, and as a potential source for

oxygen and construction materials. Titanium is a light weight metal not subject to

brittle failure as is high purity iron.
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The energy expenditure required to recover oxygen from rutile must be balanced

against both the need for construction materials and the energy required to mine,

beneficiate, and reduce ilmenite for additional recovery of oxygen from the iron

oxide portion of the mineral. From a purely thermodynamic view point TiO2 can

be readily chlorinated at temperatures below 500 °C. Industrial practice, has de-

termined that the rate of chlorination is not significant at temperatures below 1000

oc. Barin and Schuler have shown that the rate of chlorination is dependent on

the concentration of monatomic chlorine.6 At 500 oc only an Insignificant fraction

of CI2 is thermally cracked. With UV light that situation is reversed, in which case

it may be possible to chlorinate rutHe in the presence of CO at significantly re-

duced temperatures. Oxygen can be recovered from the CO 2 produced and the

chlorine recovered by electrolysis of the metal chloride.

U

__=

L_

ui=l

Our ultimate objective is to determine how the solar spectrum can be used to enhance the rate of

chemical reactions, with specific reference to production of oxygen and in the recovery of metal

by-products from extraterrestrial resources.

Experimental Results

In our last report results of two experiments were presented which demonstrate the influence UV

and near UV light can have on the chlorination of iron. The validity of those results depended on

the actual specimen temperature and that recorded with a thermocouple. The experiments con-

ducted since the last report have centered on continued chlorination studies of iron and verification

that the specimen and thermocouple temperatures are approximately the same.

Temperature Experiments. An energy balance was conducted in order to estimate the influence of

the UV radiation on the specimen temperature. A grey body approximation was assumed yielding

the following equation,

h.(T-Tg) + _.('r 4-Tw 4) = _.q

where h is the heat transfer coefficient, _ is the emissivity of the metal strip and the surroundings

(the grey body approximation), a Is a constant, and ,_ is the absorptivity of the metal specimen of

the energy flux, ql Incident upon the specimen. The temperatures T, Tg and Tw are the specimen,

gas and wall temperatures respectively. Standard equations are available to calculate the heat

transfer coefficient and q can be determined from knowledge of the intensity of the lamp source•
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The wall temperature was mea-

sured. The heat balance is, thus,

highly dependent on the values

chosen for the emissivity and the

absorptivity. The absorptivity

was selected to have a value of

one, the worst case condition.

Several values of the emissivity

were chosen and the equation

solved for T assuming a spe-

Fig. 1 - Apparatus For Evaluating Specimen Temperature cific value for Tg. The calcu-

lated value of T was found to

vary by a few degrees to 15 degrees depending on the choice of the emissivity. When the as-

sumption of the grey body is removed the temperature variations become significantly larger.

Since there is no reason to believe that the grey body assumption is valid and since without it small

variations in the emissivities of the specimen and the surrounding wall have a significant impact

(lOs of degrees) on the calculated specimen temperature, a series of experiments were conducted

to measure the specimen temperature with and without UV radiation.

In the first series of experiments a thermocouple was placed in contact with the specimen and then

moved 1 to 2 mm away from the specimen. The specimen temperature and the gas temperature

as measured with the thermocouple were found to vary by 2 to 4 oc (both positive and negative)

with and with out the light source. The variation in the temperature between the specimen and the

gas was found to be associated with the radial thermal variation associated with heat loss through

the wall of the silica tube.

Another set of experiments were conducted whereby simultaneous measurement of the specimen

and gas temperatures could be recorded. The reaction vessel was modified so that four thermo-

couples can be inserted into the reactor near the specimen as shown In Figure 1. The alumina

rods shown in the figure were used to ensure that the distance between the specimen and the

thermocouples used to measure the gas temperature is approximately constant. The alumina

rods also allowed for permanent placement of the thermocouples for gas temperature measure-
=

merit. During an experiment to measure the difference in the specimen and gas temperatures two

thermocouples were placed along the alumina rods in front and back of the specimen as shown in

Figure 1. A third thermocouple was placed above the specimen and the last thermocouple was

crimped between a metal fold in the specimen. The temperature variation between the specimen
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w and gas was found to decrease with increasing gas flow. At the gas flow rates employed (in the

previous experiments and in all subsequent experiments) the variation in the temperatures, as

measured by the thermocouples, was found to be approximately 4 to 5 °C, with the specimen

temperature being the higher. While turning the light source on raised the temperatures recorded

by all the thermocouples, it did not alter the 4 to 5 °C variation between the thermocouples in

contact with the specimen and those attached to the alumina rods.
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These experimental results reveal that the light source, while it does raise the temperature of the

specimen when on, does not alter the difference in the temperature between the specimen and

that recorded with a thermocouple for the gas temperature. The results also reveal that the varia-

tion in the specimen and gas temperatures is due to radial heat loss.

Thermogravimetric Results. As a demonstration of the potential of photo enhanced reactions we

have chlorinated iron metal with and without UV and near UV light. Our choice of iron is based on

the fact that impure iron is a likely metal by-product associated with oxygen production as noted

above.

During an experiment a metal specimen was positioned between the two alumina rods as shown in

Figure 1. Only the thermocouple along the alumina rod between the specimen and the light

source was used to monitor the gas temperature during an experiment. Numerous experiments

have shown that the thermocouple Is within 5 °C of the specimen temperature when no reaction is

occurring. The actual temperature of

the specimen can vary significantly as a

result of the exothermic reaction.

Figure 2 and 3 constitute a summary of

experiments conducted with Fe speci-

mens. The temperatures reported with

a bar over the value is an average tem-

perature. During an experiment the

temperature of the furnace was held

constant, accordingly, the temperature

variation recorded with the thermocou-

pie (1 to 2 mm from the specimen) is

6.0g-4_ , , , , , = ;

_ +.oz-, I- L =@2"c

/ ?" . s-'_"c """_,

0"01_+00. 5.0 10.0 15.0 20.0 25.0 30.0

lime (mi,_.)

Fig. 2 - Experimental Results With Iron
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associated with the heat of reaction. The

chlorination of iron liberates 650 KJ per

mole of Fe2CI 6 vapor produced. While

during reaction the difference in the speci-

men temperature and the temperature indi-

cated by the thermocouple is unknown, the

combined knowledge of rate of weight

change and the recorded temperature does

give an indication as to the influence of heat

transfer.

Those temperatures reported in Figure 2

without a bar over the top were, according

to the thermocouple, conducted within --+2

°C of the reported value. It is assumed that

the specimen temperature and that

recorded by the thermocouple during these

experiments were always within the 5 °C

noted when no reaction occurs.

Fig. 3 - Thermogravimetric and Temperature Data

for Iron Specimens The specimens identified as occurring at

350 and 327 °C in Figure 2 actually oc-

curred over a broad temperature range as shown in Figure 3. The experiment identified as occur-

ring at 350 °C with no UV in Figure 2 was initiated at 330 °C as shown In Figure 3. During this ex-

periment the temperature of the furnace was maintained at a constant value. The experimental

results presented in Figure 3 indicate that for the first minute little if any reaction occurred. During

that period the temperature of the specimen (as indicated by the thermocouple) climbed by a few

degrees. A near constant reaction rate was achieved during the second minute of the experiment,

but the temperature of the specimen continued to rise. That rise in temperature initiates a thermal

instability which, in turn, leads to a rapid rise in both reaction rate and specimen temperature.

The experimental run identified in Figure 2 as 327 oc with UV actually was begun at a temperature

of 300 °C. The UV light reduced the induction period and increased reaction rates from the very

beginning of the experiment. Again a thermocatalytic effect Is observed.
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A similar experiment Involving the chlori-

nation of iron was conducted at 260 oc.

The results of that work are presented in

Figure 4. The specimens were cut from

the same sheet of material and were

identical in size and weight. The Induc-

tion period for the experiment conducted

with UV radiation was substantially

shorter than that which occurred with no

UV. It is interesting to note, however,

that the steady state rate for the reactions

shown in Figure 4 are approximately the

same. The steady state reaction rate for

loo

90

80
"1o

-,-, ?0
o
E_

80
or"

l,
4o

3o

20

lo

i ! I T ! i

• No UV or Near UV

• _ and Near UV

_o =0 so ,0 50 6o
time (min.)

Fig. 4 - Experimental Results At 260 oc

the experiments conducted at 292 oc with UV was about twice as fast as the experiment

conducted at 325 °C without UV radiation (see Figure 2).

-2
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m
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_ I I

_ .- -"
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J I/. -- " I I I

e.s ,.e 1.s 2.e 2.s _.e
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Fig. 5 - Fe-CI Stability Diagram

The difference in the experimental results

appears to be associated with formation of

a protective chloride layer. The tempera-

tures associated with each experiment are

marked on the Fe-CI stability diagram pre-

sented in Figure 5. At low temperatures,

such as that used in this work, the primary

iron chloride vapor species is Fe2Cl 6. At

260 oC the vapor pressure of Fe2Cl6 Is

less than 0.1 atm, while at 292 and 325 °C

the vapor pressure of the chloride is

greater than 0.1 atm. The specimens re-

acted at 292 and 325 °C always had ap-

proximately 50% of their surface area bare metal clear of any FeCI3 which is dark brown in color.

The specimens reacted at 260 oc were entirely covered in a brown coating of FeCl3.

Given the above results we have postulated that at 260 oc the UV and near UV light played an

Important role in forming nucleation sites for FeCl3 formation. Since the equilibrium vapor pres-

sure of Fe2CI6 was less than 0.1 atm, the solid chloride did not readily vaporize, thereby leading to
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complete coverage of the specimen by FeCI3. When the Fe specimen becomes completely cov-

ered by the solid chloride the rate limiting process can shift from chemical control to diffusion con-

trol. Transport control can negate the effect of the UV light.

All of these results reveal that UV radiation in the solar spectrum can be used as a unique resource

to enhance chemical reactions. We will continue to explore how thls resource can be utilized in

the processing of extraterrestrial resources.
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Student Participation

Don Osborn, a Ph D candidate in the Department of Materials Science and Engineering and also

an employee of the Solar Energy Research Facility (SERF), has conducted the experimental work

presented in this report. Together Don and Professor Lynch developed the concept that the UV

portion of the solar spectrum could be used to enhance reactions. Support from SERC has al-

lowed Don to devote 25% of his time to demonstrate the concept. State budget cuts have forced

the termination of SERF effective December 31, 1991. Don is now allowed to devote 100% of his

time to the project. Unfortunately, Don's financial constraints force him to seek new employment.

It is unlikely Don will be able to complete his Ph D program.

Professor Lynch will use the funds requested for continued support of the project to recruit and

support a new graduate student to continue the work.

Future Work

A time line for expected progress is presented in Figure 6. Our objectives are to complete our ex-

perimental work with the chlorination of iron by the end of the year and complete modeling of

those results by June or July 1992. Much of the experimental work will be conducted at chlori.ne

concentrations approximately one tenth that employed in the results presented in this report. The

reduction in the chlorine concentration is to ensure that the effects of the UV radiation can be sep-

arated from the thermal instability experienced with the earlier results. After completing the exper-

imental work, modeling of the results will commence. As the modeling progresses it is expected

that some additional experimentation will be required.

By July we anticipate being in a position to explore the effects UV and near UV radiation have on

the oxidation of solid carbon In the presence of CO 2 to form CO. That effort will be In support of

Peter Nolan's work to explore ways to remove CO from the gas evolved from the electrochemical

cell being used to produce oxygen from the Martian atmosphere. That experimental work is ex-

pected to continue through the remainder of the funding period.
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Abstract

Our work of the past 8 months can be divided into 5 categories. These are I) Continuation of
theoretical calculations of stead-state electrolysis cell compositions, 2) Continuation of studies of
metal solubilities in silicate melts, 3) Continuation of studies to Identify the character and
consequences of gas derived at the cathode during electrolysis, 4) General considerations of
mineralizing processes on the Moon and the potential for existence of specialized lunar ores, 5)
Reconnaissance experiments in preparation for a larger scale (30-90g) demonstration of the
electrolysis process.
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Oxygen and Iron Production by Electrolytic Smelting of Lunar Soil

R. O. Colson and L. A. Haskin

Dept of Earth and Planetary Science and McDonnell Center for the Space Sciences

Washington University

Our work of the past 8 months can be divided into 5 categories. These are 1)

Continuation of theoretical calculations of steady-state electrolysis cell compositions, 2)

Continuation of studies of metal solubilities in silicate melts, 3) Continuation of studies

to identify the character and consequences of gas derived at the cathode during

electrolysis, 4) General considerations of mineralizing processes on the Moon and the

potential for existence of specialized lunar ores, 5) Reconnaissance experiments in

preparation for a larger scale (30-90g) demonstration of the electrolysis process.

Theoretical calculations of steady state:

We have used information derived experimentally in our laboratory, published

phase equilibria data, published melt viscosity data, and published compositions of lunar

soils to model theoretically the progress of electrolysis. We have paid particular attention

to the dependence of the energy required on the steady-state composition (related to

viscosity, resistivity, and current efficiency of steady-state) and whether the refractory

phase spinel (MgA1204) can be maintained in equilibrium with the steady-state melt. We

have considered the relationships among feedstock composition, cell potential, and

steady-state composition and whether known lunar soils are viable feedstocks. Two

manuscripts included with this report (Colson and Haskin, 1992; Haskin and Colson,

1992) review and summarize our results.

We have also calculated expected energy loss in bus bars and electrodes as

support for the calculations of energy required by the electrolysis itself. We find that

energy loss due to resistive heating and electrodes be more important than resistive

heating in the melt and of about the same magnitude as the total energy required by the

electrolysis process (Haskin and Colson, 1992 and Fig. 1). In Fig. 1 acceptable ranges of

Pt anode screen size (diameter of screen rods) are offered as rough guidelines. Actual

dimensions will of course depend on how much energy loss to resistive heating is

acceptable, composition of the anode (our calculations are for Pt), and details of the
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Fig. 1 Power loss in a Pt anode as a function of radius of the rods making up the Pt
screen presuming that the screen is made up of a series of separate Pt rods each one
meter long and attached independently to the power source. Given for reference at
selected values of the rod radius are values of the total length of rods needed to achieve
an electrode surface area of 30m =, the mass of Pt needed, the IR drop in the Pt rods (in
volts), and the approximate monetary value of the Pt (at the current rate) in millions of
dollars.We offer a re_onable range of Pt rod radii.This range isselectedsuch thatthe

energy loss to resistiveheating in the anode is less than the energy used by the

electrolysisin the cell(includingresistiveheatingof the melt). The power losscompares

to a power required for the electrolysisitself(includingresistiveheating in the melt) of
about 0.25MW.
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actual cell design, which we don't know yet, but these constraints give us an idea of the

mass and design that will be necessary,

Metal solubilities in silicate melts:

We have demonstrated that nickel is soluble in silicate melts in the uncharged

state (Colson, 1990 and Fig. 2). Nickel was used as an analog for iron because the

oxygen fugacity required to do a similar measurement for iron could not be achieved in

our experiments (an upper limit for Fe ° solubility was determined and reported

previously as < about 0.2wt%). The solubility of Ni" obtained from Fig. 2 is about

0.1wt%. In commercial AI electrolysis, competing species at this concentration can

substantially decrease current efficiency. However, because of the much higher

concentration of the desired species (oxygen in silicate polymer) in silicate melt

electrolysis than of AI in the commercial process, we suspect that solubility of Fe will

not substantially affect current efficiency. We have determined that solubilities for Co

are similar to those for Ni (Steele et al., 1991), suggesting that the transition metals may

have similar solubilities and nickel may act as a good analog for iron.

We have also measured solubilities for pro and Ir ° in silicate melts. These are

shown in Fig. 3. These measurements may be important if Pt-group elements are used

as anode materials. It is seen that Pt is substantially less soluble in the uncharged state

than is Ir. As pointed out in Colson and Haskin (1992), these concentrations are

sufficiently high that if equilibrium with slag is maintained, substantial loss of Pt or Ir

will occur. Therefore, we need to determine how closely equilibrium is achieved in an

actual electrolysis cell before we know whether this solubility is too high to permit use

of Pt anodes. In our experiments of relatively short duration (30 minutes to 2 hrs), we

have not observed any significant loss of Pt from the anode. We note that at the

electron-poor anode, substantial Pt or Ir may be oxidized to a state that is even more

soluble (Capobianco and Drake, 1990) and in fact we have reported Pt concentrations in

the vicinity of the Pt anode to be as high as 100's of ppm (Colson and Haskin progress

report 1990 to UA/NASA SERC), probably due to combined solubility in oxidized and

reduced states.

Gas derivation at cathode:

In an attempt to determine the nature of the gas observed to form at the cathode

during electrolysis, we did an electrochemical study to try to see if a reaction such as
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Fig. 2 Variation of total nickel in silicate melt as a function of fO2. Filled circles are
from Colson (1992 in prep) and filled squares are from Colson et al. (1991). The
straight line indicates the trend expected if nearly all nickel were present as Ni 2+, the
curve is a fit to the lower equation which expresses the relationship between fO and
total nickel (Ni z+ + Ni°), (We measure total n_ckel in our experiments). At fO2_alues
below the iron-wustite buffer (labeled IW), nickel concentrations in the melt _oecome

independent of fO 2, demonstrating that Ni" becomes the dominant nickel species in the
melt at these values of fO 2.
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SiO 2 = SiO (gas) + 1/202

is occurring. We added a small amount of SiO_ to A12Os=CaO or A12Os-CaO=MgO melts

and did experiments of the type described in Semkow et al. (1982). Results were

ambiguous. Although no evidence of the reaction above was found, any reduction of

SiO 2 to produce SiO may have been masked by reduction of the Al2Os-CaO-MgO

electrolyte (Fig. 4). No reduction of AI20 s (or less likely, CaO or MgO) was expecte d at

these potentials, so our results suggest that the reaction dynamics at the cathode may be

more complicated than we have previously realized. It is likely that during electrolysis,

reduction of AI_O s and perhaps other species, as well as Fe and Si, occurs. Species other

than Fe and Si have not been observed in the metal phase in substantial quantities,

possibly because the AI in the metal back=reacts with the melt to reduce Fe or Si in the

melt. We have reported previously that Si in the metal backreacts with iron in the melt.

The nature of the reduction in a CaO-MgO-Al2Os-rich melt remains a subject of

investigation.

Lunar ores and Lunar mineralization:

We have used the large database of published compositions of lunar rocks and

soils to evaluate the compositional variations in known lunar materials and assess the

potential for unsampled lunar ores. Concentrations of major elements (Si, AI, Mg, Fe,

Ca, O) in the lunar rocks and soils vary substantially. These elements are common on

the Moon and provide material for use there. Concentrations of rare or trace elements

in lunar samples vary by several orders of magnitude, suggesting that geochemical

processes operating on the Moon may have produced substantial concentrations that may

be of use on the Moon. A copy of this manuscript (Haskin et al, 1992, submitted) is

included with this report.

We have also done theoretical studies of the kind of mineralizing process that

may have occurred on the Moon (Colson, 1992, submitted, and included with this

report). We have considered the evidence for mobilization of metals (Fe, Ni, Zn) by

chloride or carbonyl species and the conditions for precipitation and concentration as

chlorides, sulfides, and metals. These theoretical studies provide the foundation for

speculation concerning the existence of lunar ores that have not been sampled.
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Fig. 4 Results of stationary electrode polarography experiments illustrating that any

SiOz reduction peak is masked by reduction of the Al2Os-CaO'MgO electrolyte.
Compositions are as follows: AC15505 = (50wt%A120 s, 50%CaO); ACSIilSA =

(47%A12Os, 47%CAO, 6%SIO2); MACSiI,I= (49.5%A120 s, 4-2.2%CAO, 5.3%MGO, 3%SiO_);
B2498513 = (25.9%CAO, 18.5%MGO, 55.6%SIO2). Temperatures are 1550 C except tor
B2498513 which is at 1498"C. Scan rate is 1200mV/sec, Current at potentials more

negative than about -I.1 volts is probably affected by non-diffusional mass transport,

however the fact that current is higher in the more $iO2-poor compositions might be due
to the decrease in viscosity and increase in conductivity of low-SiO 2 melts.
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Fig. 5 Schematic illustration of experiments to demonstrate electrolysis. Spinel crucible
sizes range from about I cm high to over 5 era. Crucial parameters of these experiments
such as cathode-anode distance, current density, melt composition, and cell potential are
set in accordance with values determined from experimental work in smaller systems.
We expect to be able to measure the amount and composition of metal produced, the
energy used in resistive heating of the melt, and the amount of oxygen produced.
Because theseexperiments are large enough such that the surface tension between the

spinel crucible walls and the melt becomes a small part of the total system energy, we
believe that these experiments are sufficiently scaled up to permit testing of many
parameters of an actual working cell. (The constraint that the electrodes be on the order

of I cm apart for the process to be energy efficient means that em sized experiments are
of nearly the dimensions of the ultimate working electrolysis cell.)
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Electrolysis demonstration experiments:

We have begun a series of experiments to emulate more closely the workings of

an electrolysis cell. These experiments use about I gram of silicate feedstock contained

in a spinel (MgAI204) crucible, and a Pt wire coil used as the anode is placed 0.5cm

from a pool of molten metal used as the cathode (Fig. 5). In these experiments, we

measure continuously the current and cell resistance. We intend to scale up these

experiments as we gain better understanding of them. We will use an oxygen getter to

monitor continuously the production of oxygen from the experiments so that these

experiments will constitute a better demonstration of the process than has been done to

date.

So far, we have demonstrated that we can produce the desired configuration of

melt plus anode above a metal pool in a spinel crucible. The crucible, placed within a

metal jacket, has withstood the stress of heating and the corrosiveness of the melt. We

have not yet succeeded in maintaining electrical connection with the cathode long

enough for electrolysis.
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EXPERIMENTAL STUDY OF THE ELECTROLYSIS OF

SILICATE MELTS

(MAGMAELECTROLYSIS OF INDIGENOUS SPACE RESOURCES)
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ABSTRACT

Electrolysis experiments with molten silicates were conducted at about 1425 °C. Currents of 2 A

were applied to platinum anodes for periods up to 5 hours. Alumina crucibles dissolved into the

melt slowly enough to permit their use as containers.

Platinum anodes in some cases corroded severely within less than an hour and necessitated early

termination of the experiment. In other experiments, they showed no change in weight.

After carbon cathodes were found to react excessively with the iron oxide component of the melts,

liquid metal cathodes were introduced. Copper and tin showed some weight losses, but silver

seemed to be stable.

Positively identified cathode products represented only less than 10 percent of the faradaic current

equivalent. The experimental arrangement permitted neither the identification and measurement

of anodically evolved oxygen, nor the visual observation of gas evolution.

Questions regarding the conditions leading to long anode life and actual current efficiencies

achieved remain open at this time.

m

Progress Report to University of Arizona / SERC

6 September 1991



PRINCIPLES OF =MAGMA ELECTROLYSIS"

Raw materials readily available on the lunar surface are generally oxides. They contain copious

amounts of oxygen for potential use as propellant or for life support. Elemental oxygen can be

obtained by chemical oxidation or electrochemically. Melting available silicates and electrolyzing

this melt appears particularly attractive because of its conceptual simplicity, This approach has

been called "magma electrolysis'. Its fundamentals have been studied in recent years at

Washington University In St. Louis [1] [2].

Lunar raw materials for in-situ utilization include primarily silicates that contain various amounts

of other oxides such as aluminum oxide, calcium oxide, magnesium oxide, iron (Fe') oxide,

titanium oxide, etc. These silicates can be melted at temperatures of 1400 °C and higher, and

electrolyzed to reduce metal components at the cathode,

M%Oy+2ye ----> xMe+yO 2,

and to oxidize oxides to oxygen at the anode,

MexOy - 2y e ----> x Me (_/x)++ y/2 0_.

When the electrolysis is conducted to produce oxygen as the product of primary interest, the melt

can be partially electrolyzed and residual oxides discarded, possibly along with some metallic

products. Reduction potentials and mass transport conditions determine which metals will be

preferentially reduced.

The feasibility of "magma electrolysis" to produce lunar oxygen rests, we believe at this stage,

upon the following key issues:

(1) Electrolyte Conductivity. To obtain acceptable production rates at reasonable space-time

yields and energy efficiency, the specific conductance of the molten material must be high and

remain high during the electrolysis.

(2) Current Efficiency. The process must have an acceptable faradaic yield. Low current
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efficiencies may result from reoxidation of cathode products; metals often are soluble in molten

electrolytes and solid metallic products may become dispersed in them, then react upon reaching

anode products. Current efficiencles can also be affected by the oxidation of Iowervalent species

to higher valent ones, as in the case of Fe" to Fe"g.The presence of two- and three-valent iron

may lead to electronic conductance of the electrolyte.

(3) Separation of Products. Products need to be removed from the system. This applies to the

oxygen gas as well as to metals that form at the cathode.
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(4) Stability of Electrode and Containment Materials. Because high temperatures and aggressive

melts are involved, materials requirements are non-trivial.

ELECTROLYSIS EXPERIMENTS

Experimental Procedures

Electrolysis experiments were conducted ina DELTECH DT-28-6-STBL-B high-temperature furnace

equipped with silicon carbide heating elements, Silicates or oxide mixtures were heated in glassy

carbon or alumina crucibles and electrolyzed when molten. Tests of 5 to 6 hours of electrolysis

were targeted, but experiments were often terminated prematurely when electrodes failed.

The experimental procedure (for experiments with liquid cathodes) was generally as follows. The

oxide charge, 100 g or 200 g, was placed in an alumina crucible and melted under an argon

atmosphere. The melt was kept at 1425 °C for an hour for outgassing; in some cases, the oxides

were premelted in an alumina crucible, solidified, crushed and then used. Cathode host metal

was placed in the crucible along with the oxide. The anode then was lowered into the melt. It

was connected to the activated power supply to indicate the point where electrical contact was

made, whereupon the anode was lowered precisely another centimeter. Constant electrolysis

current of 2 A (1 A]cm _)was passed until the end of the experiment or until the voltage increased

excessively. When terminating the experiment, anodes were withdrawn and the cell cooled in the

shut-down furnace, The cathode metal pool was then recovered and weighed. For analysis, the

metal was remelted, a sample taken with a quartz tube, and sent to be analyzed by the Pittsburgh

Applied Research Corporation at the University of Pittsburgh Applied Research Center.

w
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Selection of Electrolytes

Three electrolyte compositions were used for the electrolysis experiments. They are given In

Table I. Lunar Simulant, MLS-1 [3], was supplied by the University of Minnesota. The second

composition represents one given by Haskin and coworkers as a representative lunar raw material

[4] and was synthesized from purchased chemicals. A third composition corresponds to a

partially electrolyzed, "steady-state" composition, with all the iron and titanium oxide as well as half

of the silicon oxides electrolyzed and 10 percent of new feed added.

i

i

!

Table I. Electrolyte Compositions (in wt%) |

MLS -1

Haskin

Example

All FeO,TiO 2

50% SiO z red.

10% feed added

SiO2 43.86 46.2 41.24

TiO2 6.32 2.8 0.25

AI203 13.68 12.6 21.35

FeO 13.4 17.4 1.58

Fe203 2.60

MgO 6.58 10.4 17.62

CaO 10.13 10.5 17.95

Na20 2.12

K_O 0.28

P20s 0.20

0.320ohm-_cm-_

at 1425 °C

0.304 0.313
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Electrolysis with Glassy Carbon Crucibles

Two experiments were completed in glassy carbon crucibles. In one case, a graphite rod was

used as cathode, in the other case, copper was placed in the crucible (while carbon walls

remained exposed to the electrolyte).

Metal balls weighing 6.9 g were obtained in the case without host metal, also some small metallic

particles dispersed in the electrolyte. After 80 minutes of electrolysis at 2 A, the amount of metal

produced exceeded the amount that could have been reduced faradaically. The metal was

analyzed to contain 91 wt% Fe, no Ti, and 0.16 wP_ AI. Silicon and carbon may have been

present, depressing the liquidus temperature enough that drops of metal formed. It appears that

the carbon of the crucible and/or cathode reacted to reduce some metal oxides. This probably

was also the case in the presence of copper which retained 6.6 wP/oFe, <0.01 wP_, Ti, and 0.01

WP/oAI at the end of the experiment (no analysis for silicon and carbon content conducted). The

electrolysis time in this case was 3 hrs 10 min.

The platinum anode was in both cases in excellent condition according to visual inspection.

Experiments with Alumina-lined Graphite Crucibles

In order to increase the amount of electrolyte (to normally 200 g), the arrangement was changed

to one used frequently in our molten salt experiments. As shown in Figure 1, a graphite crucible

lined with an alumina crucible was the container. The material facing the molten silicates was not

inert and dissolved into it, slowly increasing the alumina content of the melt in the process.

Contact between the host metal of the cathode and the graphite crucible, which acted as a current

collector, was made by a titanium diboride or carbon pin penetrating the alumina crucible through

a hole.

Some difficulties occurred during electrolysis. Localized severe dissolution of the alumina liner

and cracks in the sintered alumina led in some cases to reaction of the melt with carbon.

Titanium diboride appeared to react and possibly formed a gas which could be trapped under the

host metal and hamper electric contact.
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Figure 1 Electrolysis Arrangement with Host Metal Cathode

Electrolysis was conducted for periods of up to 5 hours. In some cases, the platinum anode was

recovered in excellent condition after the experiment: the metal remained ductile, there were no

measurable changes in dimensions or weight (estimating that weight losses exceeding 10 mg

should have been detected, the platinum loss into the electrolyte was, thus, less than 50 ppm in

reference to the electrolyte mass). In an other experiment, the width of the anode sheet

decreased by 0.1 mm within 5 hours of electrolysis. Such good results were only obtained with

high iron oxide contents in the melt.
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Anode corrosion could be severe.

minutes.

In some cases, two thirds of the anode dissolved within 30-45

= -

.. +

Copper, silver, copper-silver alloy, or tin were employed as cathode host metal. Iron has a high

solubility in copper (20 wP_ at 1400 °C), but copper cathodes were found to lose considerable

weight during the course of an experiment. Some weight loss was also observed with tin, which

has a comparably high solubility for iron (20 wP/oat 1400 °C). Iron, on the other hand, is only

slightly soluble (0.26 wP/oat 1400 °C) in silver, which was found to be reasonably stable in the

me]t.

Contents of reduced metals in the host metal, as determined by analysis after the experiment,

were disappointing. Less than a gram of iron was found, while other elements were below or near

detection limits. The iron content of the cathode metal typically represented a faradaic current

efficiency of about 5 percent. The possibility exists that more iron was deposited but formed

segregated lumps.
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The experimental arrangement does not permit one to observe the anodes during electrolysis, to

verify the evolution of anodic oxygen gas.

Titanium Diboride as Electrode or Container Material

Titanium diboride and a TiB2-AIN composite material were found to react with the molten silicates,

possibly due to oxidation by iron oxide. Such a reaction seems to rule out the use of titanium

diboride cathode elements, except perhaps if the electrolysis is carried out at potentials sufficiently

negative to reduce aluminum.

CONCLUSIONS AND RECOMMENDATIONS

Within the time frame of 5-hour experiments, excellent stability of platinum anodes was found; the

anode weight remained unchanged in one experiment and dimensional changes were minimal

in another experiment. Good stability, however, was not achieved consistently, and the reason

for the rapid deterioration of the platinum in some cases have not been identified. In all cases

showing good anode performance, the iron oxide content of the melt was relatively high.
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Currentefficienciesbasedoncollectedandidentifiedcathodeproductswerelow. Copperand

tin metalcathodes lacked stability,

Focus of the experimental effort in the near future should be on achieving high cathodic current

efficiencies, indicated by collected cathode products. If efforts prove futile, metal solubilities in

the melts should be examined and electronic conductance of the melts considered. In addition,

current efficiency may be determined by collecting the anodically produced oxygen, employing

a sealed electrolysis system.

Regarding the stability of platinum anodes, pertinent information is expected to be forthcoming

from an ongoing similar effort in molten fluorides [5]. It is recommended to await such results

and to then examine their applicability to molten silicate systems.
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There is considerable interest at the present time for in-situ propellant manufacturing on the
Moon and Mars. One of the concepts for oxygen production that is actively being pursued is the
processing of atmospheric carbon dioxide on Mars to produce oxygen, by means, of th.e,rmal
decomposition and electrochemical separation. The key component ov sucn a proouclJon xacur_y is
the electrochemical ce that separates the oxygen from the gas mixture of carbon dioxide, carbon
monoxide, and oxygen. The objective of this investigation isthe efficient design of an electrochemical
separation cell and the selection of electrolyte and electrode materials of superior performance. A
circular disk system has been developed for testing various electrolyte/electrode combinations. The
electro ytes ZrO2-Y203 8% mole and CeO2-CaO 15% mole have been chosen for the initia), inves-
tigations. The precious metals Platinum, Palladium, and Silver, as well as zne perovskite Lanznunum
Strontium Manganate (LSM), have been selected as the electrode materials. In addition to the disk
configuration, a tube geometry system has been developed and tested. Commercially available
ZrO2-Y203 8% mole tubes have been electroded in-house using precious metal electrodes and
perovskite substrates The results of these tests are presented here. The scale up capar)ility or
such a concept s also demonstrated. Electroded tubes have been purchased to scale up the tube
configuration to a four tube cluster system. Preliminary results for the four tube cell are presented
here. Further, a sixteen tube system using four clusters is currently being manifolded together and
is near completion.
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There is considerable interest at the present time for _n-situ propellant manufacturing on the

Moon and Mars. One of the concepts for oxygen production that is actively being pursued is the

processing of atmospheric carbon dioxide on Mars to produce oxygen by means of thermal

decomposition and electrochemical separation, The key component of such a production facility is

the electrochemical cell that separates the oxygen from the gas mixture of carbon_dioxide, carbon

monoxide, and oxygen. The objective of this investigation is the efficient design of an electrochemical

separation cell and the selection of electrolyte and electrode materials of superior performance. A

circular disk system has be_n developed for testing various electrolyte/electrode combinations. The

electrolytes ZrO2-YzO 38% mole and CeOz-CaO 15% mole have been chosen for the initial inves-

tigations. The precious metals Platinum, Palladium, and Silver, as well as the perovskite Lanthunum

Strontium Manganate (LSM), have been selected as the electrode materials. In addition to the disk

configuration, a tube geometry system has been developed and tested. Commercially available

ZrO2-Y203 8% mole tubes have been electroded in-house using precious metal electrodes and

perovskite substrates. The results of these tests are presented here. The scale up capability of

such a concept is also demonstrated. Electroded tubes have been purchased to scale up the tube

configuration to a four tube cluster system. Preliminary results for the four tube cell are presented

here. Further, a sixteen tube system using four clusters is currently being manifolded together and

is near completion.

INTRODUCTION

In light of the The Report of the National Commission on Space [1] and the President's Space

Exploration Initiative, it is expected that some sort of mission will be forthcoming for surface

exploration or sample return from Mars. One way to reduce the overall weight requirements of such

a mission, and hence its costs, is the use of in-situ propellant manufacturing [2]. Several concepts

have been proposed for the manufacturing of oxygen from local Martian resources [3-5]. The

production of oxygen alone would provide a tremendous advantage for sample return missions, in

which oxygen is the primary propellant mass. The Martian atmosphere, with its known composition

of 95.3% carbon dioxide, can provide an excellent source of oxygen. Since such a production plant

would be independent of landing site, it is ideally suited for such a concept.

Although the design of a complete oxygen production plant involves many different compo-
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nents, such as collection, separation, storage, and associated power systems, the main consideration

here is the oxygen separation system. Carbon dioxide is thermally decomposed into carbon

monoxide and oxygen by heating it to high temperatures. Oxygen is separated from the gas mixture

using an electrochemical separation cell. With the design of the most efficient system possible,

savings can be realized on the power requirements and weight characteristics of the overall plant.

The basic separation cell is shown schematically in Fig. 1. The oxygen separation capability

of the system is due to the oxygen ion conduction of the electrolyte material selected. Oxygen

vacancies exist in the crystal lattice of the electrolyte. These vacancies provide conduction sites for

the transport of oxygen ions through the electrolyte. The driving force for the ions is a potential

applied across the electrolyte material. CO z is heated so that it thermally dissociates into CO and

02. The gas mixture isthen passed overthe cell which consists of an electrolyte sandwiched between

electronically conductive porous electrodes. The diatomic oxygen diffuses through the porous

electrode to the electrolyte/electrode interface, and the 02 molecule decomposes into oxygen ions

with a negative charge of two. The applied potential supplies the electrons at the cathode, and

provides the potential gradient to drive the oxygen ions through the crystal lattice structure. The

oxygen ions move from vacancy to vacancy until they arrive at the electrolyte/electrode anode

interface. Here they give up the excess electrons and reform 02, which then diffuses through the

porous electrode. The pure diatomic oxygen can then be collected for use.
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Thepropertiesoftheelectrolyteandtheelectrodeareofparamountimportanceindetermining
the overall characteristics of the cell. For example, operation at a high temperature is desirable

since this improves the oxygen ion conductivity through the lattice. Also, a porous electrode is

preferred since the oxygen must be able to pass freely through it, however good electronic con-

ductivity (which requires less porosity) is also necessary. Hence the proper selection of an electrolyte

and electrode are critical to the success of the separation cell.

In order to facilitate the examination of many different electrolyte/electrode combinations, a

circular disk cell has been designed. Two sides of a manifold are separated by a 2.86 cm diameter

electrolyte/electrode sandwich. One side of the manifold represents the carbon dioxide supply side,

and the other the oxygen collection side. The entire system is raised to the required operating

temperature in order to thermally decompose the carbon dioxide and to increase the conductivity
of the electrolyte material.

Also included in this phase of the study are tests conducted on zirconia tubes supplied by

Ceramatec Inc. of Salt Lake City, Utah. These tests have been included since it is necessary to

know the performance characteristics of these tubes, which are currently being used in another

separate sequence of experiments. Some tubes have been electroded at the Space Engineering

Research Center, and others have been electroded by Ceramatec.

In addition, a concurrent investigation involves the scale-up capability of the system. To this

end, a cluster system of four tubes within a single manifold has been designed and tested. Further,

four of these clusters are being manifolded together presently to form a sixteen tube system which

would result in a higher production rate of oxygen.

ELECTROLYTE AND ELECTRODE SELECTION

The single most important element in the electrolytic separation of oxygen from carbon dioxide

is the selection of the electrolyte. A substantial amount of work has been performed inthis area by

Suitor, et. al. [6], who have identified a search process based on certain criteria. It is desirable to

select an electrolyte that has the highest possible conductivity at the lowest possible operating

temperature, so as to reduce the overall mass and power requirements of an oxygen plant.

The most important consideration inselecting an electrolyte is the overall conductivity. It must

have the maximum possible oxygen ion conduction with very little electron or secondary ion con-

duction. It must also be non-porous and have good micro-structural stability. The electrolyte must

also be stable in chemistry and in phase during prolonged exposure to high temperatures and

repeated cycling. In addition, it must resist cracking due to (a) mechanical stresses that arise due

to differing thermal expansion coefficients of the electrode and casing, and (b) thermal cycling from

periodic startup and shutdown. It must also be economical and relatively easy to fabricate.

Based on theoretical considerations [6,7] and some previous experimental evidence [8-11],

Zirconia and Ceria have been selected as the electrolytes for this research. For the present study

we investigated only ZrO2-Y203 8% mole and CeO2-CaO 15% mole to establish the fabrication
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techniques required for the electrolyte. These molar percentages represent maximum conductivities

based on past investigations [6,12].

The selection of the electrode and the technique used to apply it to the electrolyte surface is

very important. The properties of the electrode and the electrolyte/electrode interface are critical to

the overall performance of the cell. Typical electrode materials are precious metals and conducting

oxides, doped with some impurity, as well as perovskites.

The most important considerations for the selection of an electrode material are its electronic

conductivity, the thermal expansion coefficient, its porosity, oxidation resistance, and chemical and

electrical stability. The thermal expansion coefficient must match that of the electrolyte as closely

as possible, so that mechanical stresses do not arise at the interface. This could lead to cracking

of the electrolyte during prolonged exposure to high temperature and thermal cycling. Also, it is

necessary that the electrode be porous enough for the oxygen ions to move freely through it.

However, a balance exists between good conductivity and free movement of oxygen ions. Another

important consideration in selecting the electrode is the potential catalytic effect that it may have on

the oxygen kinetic reactions, both on the cathode and the anode side of the cell [13]. The electro-

lyte/electrode interface is also of significance. If the electrolyte is very thin, then a significant portion

of the ohmic losses will occur at the interfaces with the electrode [13]. Minimizing the losses at the

point of contact could significantly change the performance of the cell.

For this study precious metals such as Silver, Palladium, and Platinum have been selected,

based on past investigations [14,15]. Also considered is the perovskite Lanthanum Strontium

Manganate (LSM). This has excellent properties with relation to the electrolytes, and it reduces

thermal stresses that arise during thermal cycling.

THE DISK SYSTEM

The configuration of the disk system is shown schematically in Figure 2a and Figure 2b. There

is a CO2 supply tube and a CO + CO2 exhaust tube on the cathode side, and an O2 outlet tube on

the anode side. The entire system can be raised to the required operating temperature of 800-1000

°C using a 300 W ceramic clam-shell heating element. The electrolyte/electrode sandwich is sealed

to the alumina silicate manifold using a ceramic bonding agent, either Arernco's Ceramabond 569

or Saureisen's Product No. 8. The lead wires extend through the manifold and are connected to

the Acopian power supply, which supplies the required 0.8-3.0 V for the tests.
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F_brication of the Electrolyte

Two techniques have been used for fabricating the electrolyte. These are cold pressing and

tape casting. Cold pressing involves a dry powder consisting of the ceramic powder and binder

which is uniaxlally pressed in a die to form the disk. Tape casting involves the use of a slurry that

is prepared by mixing the ceramic powder, solvent, and binder and making a smooth paste. The

slurry is then poured onto a flat surface, and a blade is drawn over itto cast the slurry into a uniformly

thick layer. The end result is a flat, flexible layer of material from which any shape can be cut.

The Zirconia dry powder was prepared u,singTOSOH TZ-8Y, which is a commercially available

ZrO2-Y203 8% mole powder. A 15% volume slurry was made from the dry powder by adding HzO,

and then 1.5% weight inorganic binder or 3% weight organic binder. The mixture was stirred for 20

minutes, and was then pan dried at 60 °C. The dried powder was sieved through a #45 sieve to

ensure uniform particle size.

The Ceria dry powder was prepared by dry mixing appropriate quantities of Alfa Products

CeOz (IV) and CaO corresponding to 15% mole, which was then ball milled in ethanol (ETOH) for

24 hours. The ETOH was boiled off by drying at 60 °C, and the powder was calcined at 1000 °C for

12 hours. The calcined powder was then ball milled for 12 hours, at which point 0.5% weight organic

binder was added. This was then ball milled for an additional 4 hours. The wet powder was pan

dried at 60 °C and sieved through a #45 sieve for uniformity.

The slurry for the tape casting of the Zirconia was prepared by the author [Kaloupis] at the

NASA Jet Propulsion Lab usingthe TosoHTz_-8Y, and the TAM Products No. 73216 binder. Methyl

Ethyl Ketone was added to the mixture, which was ball milled for 24 hours. The final product was

33% weight binder. The slurry was then drawn by a doctor blade into several thicknesses, ranging

from 0.99 mm to 1.54 mm. There was a problem with rapid drying which resulted in cracking of the

final tape casting, however several disks could be cut from areas that did not appear affected.

Green Zirconia disks of varying thicknesses resulting from the cold pressed technique were

sintered at varying temperatures and heating rates. Many of these attempts resulted in uneven,

wavy disks that could not be used. Sintering at 2 °C/minute to 1650 °C resulted in flat disks which

were 2.86 cm in diameter. Flat disks obtained were 0.8-1.0 mm in thickness. Although many were

obtained as thin as 0.1 mm thick, they could not be used. Weighting of the disks during the sintering

process alleviated but did not remove the problem. The Ceria disks could not be fired flat within the

temperature ranges and rates tested.

Disks which were cut from the tape casting also could not be fired flat. It is believed that this

is because of possible cracks which may have been produced inthe drying process which were not

visible to the naked eye. In addition, these disks were very thin and warped readily, even at a

relatively low sintering temperature of 1350 °C.

The Zirconia disks manufactured were examined using a Scanning Electron Microscope, and

a representative image is shown in Figure 3. Small pores can clearly be seen in the sample, and

a porosity test needs to be performed. The pores are approximately 0.3-0.5 microns in diameter

E
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and do not appear to be interconnected. It is believed the disks are still sufficiently dense to perform

the required experiments.

Fig. 3 Scanning Electron Microscope Image of Cold-Pressed Zirconia Disk

Electrode Applicatiqq

The precious metal electrodes were applied directly to the surface of the disks. Commercially

available Hereaus Products Silver. Platinum, and Palladium pastes were used. These were of

varying cons=stencies, and were lhinned wrlh E'I'OH or Toluene. The electrode was applied using
a brush or swab. The electrodes were then fired to set the paste at the manufacturers recommended

temperature.
In addition, a Lanthanum Strontium Manganate (LSM) eleclrode paste was made using Trans

Tech LaosSr_2MnO3 and an organic binder. The final product was 50% volume binder. Toluene
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_ was added to this mixture, and the final product ranged from 10%-30% volume LSM as desired.

-_=,--_ This was degassed in vacuum, and then applied directly using a brush or swab. The LSM paste

was fired at various temperatures ranging from 850-1150 °C.

,_, 0'91
_ _0.8

0.7!0.6

Of '2 ' '6 '80 012 0[4 016 018 i 1. 1.4 1. 1. 2

APPLIED CELL VOLTAGE (V)

_ ii+ 800C _ 900C _ 1000C I

Fig. 4 Representative Results for a 1 cm Diameter Pt Electroded Disk

u
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Results and Discussion

The electrode was applied over a circular surface area 1.0 cm in diameter on the cold pressed

disks. Several electrodes were tested on the Zirconia disks, with current densities as high as 700

mA/cm 2, however there was some question with regards to the integrity of the seal. Figure 4 shows

some representative results for a Pt electrode. The effect of a leak is evident in the zero crossing

of the current. At this temperature range the voltage, which corresponds to the Nernst Voltage,

should be approximately 0.798 V. It is possible that some of the current could be due to oxygen in

: E

f
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theairandnotcarbondioxide.Thiswouldexplainthe shifting of the curve, since the zero crossing

for air should read 0.0 V. Since these results were obtained, new methods of sealing the disk to

the manifold have been developed. An examination of the failed seal revealed that the bonding

agent withdrew from the surface of the 7irconia disk. With proper surface preparation, such as sand

blasting the edge of the disk, a seal could most likely be obtained. The testing of these new, propedy

sealed systems is currently underway.

THE TUBE SYSTEM

The configuration of the tube system is shown schematically in Figure 5. It consists of a

ZrO2-Y=O3 8% mole electrolyte with a 9 mm outside diameter and a wall thickness of 1.0 ram. The
tube is sealed at one end and is 28 cm in length. It is isopress_ as a single unit. These tubes are

supplied by Ceramatec Inc. of Salt Lake City, Utah, The carbon dioxide is fed through an alumina

tube into the ZJrconiatube, and is then exhausted. The tube is sealed to the manifold in a cold seal,

and this seal is therefore easy to attain. Various electrodes have been tested inthe tube configuration.
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Fig. 5 Schematic of the Tube Geometry Cell and Testing Setup
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It was necessary to conduct the tube tests because of the uncertainty in sealing the disk

system. In addition, a scale up of the tube system is being concurrently performed, and the char-

acteristics of the Cerarnatec tubes are required for these alternate tests.

The exact composition of the electrolyte is proprietary to Ceramatec, but several electrodes

have been tested with these tubes. Some of these were constructed in-house at SERC and others

were supplied by Ceramatec. Typically, a given tube will have a perovskite substrate which acts as

a catalyst, with a precious metal coating to act as the electron carrier.

Electrodes

Several electrode combinations were tried in-house. The tube was first coated with an LSM

ink prepared as discussed in the preceding section, and then a Silver, Platinum, or Palladium coat

was applied directly on top of this. The electroded area was 18 cm in length. The LSM was fired

at various temperatures for varying lengths of time. It was discovered that the minimum firing

temperature was 1100 °C, and that the minimum amount of LSM in the ink required is 20% volume.

This suggests that the LSM is acting as a catalyst only when it is a current carrier. The high tem-

perature is required for the LSM to sinter, and the minimum volume percent of LSM is required so

that there is sufficient powder available for the particles to be drawn together.

Results and Discu_ign

The results of some in-house series of tests for Ag, Pt, and Pd electrodes are shown in Figure

6. It was noted that a difference in I-V characteristics could be measured depending on the thickness

of the applied metal, particularly for the Ag electrode. It was also observed that for the Ag electrode

the current measured was initially substantially higher than the steady-state current, by a factor of

four or more sometimes. The current would drop off very quickly, almost exponentially. The current

presented in Figure 6 for Ag is the current measured one minute after the voltage is applied. It is

believed that these Ag coated cells are particularly good conductors of oxygen, but as the region

next to the electrode is depleted of oxygen it becomes more and more difficultto pass more oxygen.

The results for the Pt and Pd electroded tubes appeared to be steady. It can be seen that at lower

temperatures the Ag coated tubes perform better. The actual flow rate of oxygen versus the

theoretical flow rate expected corresponding to the measured current agreed very well, almost
one-to-one.
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In-House Tubes, 65cc/min
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Fig.6 Performance CharacteristicsofTubes Electro<ledIn-House

The results of the electroded tubes supplied by Ceramatec Inc. are presented in Figure 7.

These tubes all have Ag coatings, but the perovskite substrates are LSCo, LSMnCo, LSM, and

LSCoFe. Ceramatec would not make available information as to which perovskite was applied to

which tube. It should be noted that a steady current was obtained from the onset. Several of these

tubes were supplied with potentials as high as 3.8 V in some cases. Except for Tube _1, the results

for the other tubes are very similar, and do not deviate from each other except at very high applied

potentials. This may be above the breakdown voltage of the tubes, Above a certain potential, even

though the current continues to increase, it is observed that the actual oxygen flow rate assymptotes

to some limit. If the applied potential is increased beyond this the actual flow rate slowly increases.

One representative curve is shown in Figure 8a, which shows the actual oxygen flow rate. Compare

this to Figure 8b which shows the current vs. voltage. It is believed that this corresponds to the
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"knee" of the I-V curve discussed by Richter [8], and that this may be the breakdown voltage of the

Zirconia. It should be noted that there are differences inthe performance characteristics of similarly

electroded tubes that are made in the same batch. This is believed to be caused by the inherent

uncertainties in the way the electrode is applied by brush. Variation in the thickness of the electrode

could possibly affect the current distribution, and hence the production. Because of this a direct

comparison cannot be made between different electrodes, since there is such a difference between

similarly electroded tubes. It should be noted that in some cases a significant portion of the total

current through these tubes is electronic, and that the actual oxygen production corresponding to

the theoretical production based on the current can range from 65% to 95%, even below the 'knee"

of the curve. Ceramatec's preliminary results for their materials, tested using a disk system, are

presented inthe Appendix. These correspond to an electrode area of 3.2 cm2. The results presented

in the Appendix have not been independently verified at the University of Arizona, and the actual

oxygen flow rates as compared to the corresponding current flow has not been measured.
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Additional investigations on the tubes include complex impedence tests performed by the

author [Kaloupis] at the Jet Propulsion Lab. These results can provide information on the resistance

of the electrolyte and the contact resistance of the electrode [16,17]. Because of their preliminary

nature they are not included here. Since those tests were conducted, the Space Engineering

Research Center has acquired a Hewlett Packard Frequency Analyzer and future tests will be

performed using this equipment to gather further necessary data. This will result in valuable infor-

mation which can be used to develop better electroding techniques, thereby increasing the per-

formance characteristics of the cell.

MULTIPLE TUBE SYSTEM*

In order to demonstrate the ability to scale up the electrochemical separation cell, a multiple

tube system has been designed and built. This is shown schematically in Figure 9, and a photograph

of the current system is shown in Figure 10. The unit consists of four tubes manifolded together as

shown. Carbon dioxide is individually fed to each cell through an Alumina tube, but the oxygen is

collected from all four through a single outlet. All four tubes are at the same temperature, and the

applied voltage across each tube is the same. However, the current flow through each tube, and

hence the oxygen production of each tube, can be individually monitored. It should be noted that

for the multiple tube system the recorded temperature is the temperature of the oxygen gas, and

not of the casing. Presently, this unit includes an active cooling system utilizing cold water so that

the temperature of the cold seals can be maintained within the operating limits.

These four tube units can further be manifolded together into a single system consisting of

sixteen tubes. Each cluster of four tubes may be individually monitored and controlled if desired,

however all clusters are connected and operate as a single system. The construction of the sixteen

tube system is currently nearing completion, and testing isexpected to begin in the immediate future.

Results and Discussion

Some representative results of a single four tube cluster are presented in Figure 11. This

figure shows the actual oxygen production flow rate. The tubes used in the four tube cluster are the

best performing Ceramatec electroded tubes. The oxygen production of the four tubes manifolded

together corresponds well to the sum of the oxygen production for the single tubes.

*Aerospace and Mechanical Engineering seniors Scott Miller, DougHandley, and Brian Vaniman
have designed, constructed, and tested the multiple tube system. The authors gratefully
acknowledge their efforts.
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REMARKS AND SUMMARY

Selection of the electrolyte and electrode materials have been made, based on previous

investigations and concerns over reliabilityand ease of manufacturing. It is evident that the selection

of the electrode is critical to the succesful operation of the cell, and that an electrocatalytic electrode

is necessary. More important than the precious metal coating which acts as the electron carder is

the perovskite substrate which acts as the catalyst.

A disk system has been built which can be used to readily test different electrolyte/electrode

combinations, however a secure seal is stillforthcoming. It is expected that a seal can be developed

inthe immediate future, and that the investigation of materials can begin inearnest. The disk system

is preferred since it will be easier to operate. In addition, there is also some evidence to suggest

that the disk geometry performs better than the tube geometry for the same electrolyte/electrode

combination [18], possibly because of the electrode application technique.

Testing on the tube systems has continued while a seal is being developed, but it is apparent

from the results that the application of the electrode is very important, and that the reaction kinetics

at the surface of the cell still need to be better understood.

Successful testing of the multiple tube systems have demonstrated the scale-up capability of

the concept. This permits the investigations on single cell units to continue with the confidence that

any gains in production based on materials considerations can be applied to the larger system.

It is obvious that the most critical investigations that need to be performed in the future are

with regards to the electrodes. It is believed that the application technique is very important. Also,

the reaction kinetics need to be better understood so that a systematic search can be conducted

for electrocatalytic materials, perovskites or otherwise.
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This appendix contains data supplied by Ceramatec Inc. It has not]been independently verified

by t he University of Arizona. Figure A- 1 shows the results for a Silver electrode with various perovskite

substrates at 700 °C and 800 °C. These tests were performed on a disk geometry system with an

etectroded area of 3.2 cmz. There is a noticeable difference in the performance of the perovskites,

which was not obvious with the tube geometry experiments of Figure 7. The corresponding oxygen

production rates were not measured, and hence the ionic and electronic contributions to the total

current are not known. Of the perovskites tested, LSMn_ appeamt0 be the best performer.

In addition to these experiments, Cerametec Inc. has investigated Ceria (CeO2-CaO 15%

mole) tubes with very limited success. The results of these tests are proprietary to Cerarnateo, and

are not presented here.
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DESIGN AND OPTIMIZATION OF SUB-SYSTEMS IN THE MARTIAN OXYGEN PRODUCTION
PLANT

K.R. Sridhar* and Venkatesh lyer'*
Department of Aerospace and Mechanical Engineering

University of Arizona, Tucson, AZ 85721

The objective of this research is to design the thermal components of the Mars Oxygen Production
Plant. The design of the overall system and the selection and design of individual components is
made withthe objective of keeping the mass of the system, includingthe power supl_lv,to a minimum.
Based on analysis it was found that in spite of the added complexity, it is more emcient to recycte
the unspent carbon dioxide back to the electrochemical cell for oxygen extract.ion rather than exhaust
it. Though carbon dioxide is available inabundance on Mars, the cleaning ano pressurizing ovcamon
dioxide m the system is energy intensive and requires bulky components. Hence a large saving in
mass was obtained when the unspent C02 was recycled. A detailed look at the means of compressing
the low pressure Martian carbon dioxide to higher pressures that exist inthe production plat revealed
that the optimal components for this process were a Roots pump with a dry (oil-free) backing pump.
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DESIGN AND OPTIMIZATION OF SUB-SYSTEMS IN THE MARTIAN OXYGEN PRODUCTION
PLANT

K.R. Sridhar and Venkatesh lyer
Department of Aerospace and Mechanical Engineering

University of Arizona, Tucson, AZ 85721

The objective of this research is to design the thermal components of the Mars Oxygen Production

Plant. The design of the overall system and the selection and design of individual components is

made with the objective of keeping the mass of the system, includingthe power supply, to a minimum.

Based on analysis it was found that in spite of the added complexity, it is more efficient to recycle

the unspent carbon dioxide back to the electrochemical cell for oxygen extraction rather than exhaust

it. Though carbon dioxide is available in abundance on Mars, the cleaning and pressurizing of carbon

dioxide in the system is energy intensive and requires bulky components. Hence a large saving in

mass was obtained when the unspent CO2 was recycled. A detailed look at the means of compressing

the low pressure Martian carbon dioxide to higher pressures that exist inthe production plat revealed

that the optimal components for this process were a Roots pump with a dry (oil-free) backing pump.

Introduction:

Considerable progress has been made in the utilization of extraterrestrial resources since Ash,

Dowler and Varsi [1] introduced the idea in 1978. Propellant production at locations remote from the

Earth is vital for frequent, extended space exploration. In this report we focus on the manufacture

of oxygen from the predominantly carbon dioxide atmosphere of Mars. Oxygen is produced by

heating carbon dioxide to temperatures in the range of 800-1000°C and using an electrochemical

cell to separate the oxygen. A schematic of the test bed is shown in Fig 1.

The test bed consists of the simulation sub-system for the Martian atmosphere, the carbon dioxide

compression sub-system, the heating and separation sub-system, and the sub-system for recycling

the spent gas. A brief description of each sub-system follows.

• The Martian atmosphere consists predominantly of carbon dioxide gas at 640 Pa and 200K. The

simulation sub-system, consists of carbon dioxide supply and a cryo-vacuum chamber cooled by

a cryo-cooler. It provides a supply of CO2 at Martian ambient pressure and temperature. The minor

atmospheric constituents, such as nitrogenand argon are notconsidered here. The issue of filtration

of the dust in the Martian atmosphere will be the subject of a future study.

• The compression sub-system has the heaviest components in the test bed. It is necessary to

pressurize the gas inorder forthe overall systemto be of a reasonable size. At present, the operational

characteristics of the electrochemical cell at subatmospheric pressures (< 0.1 MPa) are not known.

This is a topic of future investigation at the UA/NASA Space Engineering Research Center. For this
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reason and also for operational convenience in the laboratory, this study assumes that CO2 will be

compressed to 0.1 MPa (1 bar). The issue of the optimal compression pressure will be revisited

when data is available on the operation of the electrochemical cell at subatmospheric pressures.

• The exhaust gases from the electrochemical cell are used to preheat the inlet CO2 to the cell in

a waste heat recovery heat exchanger. The CO2 is further heated to the operating temperature of

the electrochemical cell in a heater prior to entering the cell. Isothermality of the gases and the cell

ensure that the cell is not subjected to sudden thermal loading. The separation of the oxygen from

the gas mixture of CO2, CO and 02 takes place in the electrochemical cell. The heat exchanger,

heater and the electrochemical cell from the heating and separation sub-system.

• The recycling sub-system consists of the radiator, the membrane separator and the back-up

compressor. The radiator is required because the polymeric membrane separator, which separates

CO= from a mixture of CO2 and CO, cannot withstand the hightemperatures of the gases exhausting

from the heat exchanger. At the present time, the temperature of the exhaust gases is kept above

700K in the heat exchanger because it is feared that in the range of 600-700K, carbon monoxide

will oxidize to form carbon dioxide and deposit solid carbon in the heat exchanger tubes. The carbon

dioxide separated by the membrane separator is compressed by the back-up compressor and

merges with the intake gases upstream of the heat exchanger.

Fig 2 is a simplified schematic of the test bed that is similar to the one discussed above except for

the recycling sub-system. In this once-through system, the unspent CO2 from the electrochemical

cell is exhausted to the atmosphere.

All the calculations in this report, unless stated otherwise, are based on an oxygen production rate

of 10 kg/day, which corresponds to the production rate required for an unmanned Mars sample

return mission [1]. The variation of the specific heats of the various gases over the temperature

range is considerable, and therefore, has been taken into account in the calculations. The efficiency

of the electrochemical cell, defined as the fraction of the theoretical maximum of the oxygen that is

actually produced, has been taken to be 20% - the current level of performance of the cells in our

laboratories.

L_

_U

Need for Recycling the Unreacted Carbon Dioxide:

The need for recycling the unreacted CO 2 has been discussed in detail an earlier report [2]. The

salient points are recapitulated here for completeness. Based on an electrochemical cell efficiency

of 20%, and an oxygen production rate of 10 kg/day, the size of the pumps required to compress

CC)2from 640 Pa to 0.1 MPa for the cases with and without recycling was examined. For the case

with recycling the inlet volumetric flow rate to the pump was 0.04682 m3/s. It was found that Leybold's

Model $160C [3], an oil-sealed mechanical rotary vane vacuum pump weighing 141 kg, with a power

consumption of 5.5 kW, and a Leybold TRIVAC Rotary Vane Pump Model D2A as the back-up

pump, weighing 19 kg, with a 0.25 kW power consumption, could handle the requirements with a

minimum mass penalty. Fig 3 is a plot of the pump mass for various inlet volumetric flow rates at

640 Pa. The data points correspond to the mass of industrial pumps. Interpolating from this plot, the
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mass of a pump for the 0.04682 mZ/s flow rate is 130 kg. For the case without recycling, the inlet

volumetric flow rate to the pump would be 0.1261 m_'/s, corresponding to a pump mass of 330 kg

and a power consumption of about 11.4 kW.
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Figure 3: Variation of Industrial Vacuum PumD Mass with Flow Intake at
640 Pa

This simple exercise clearly demonstrated that the case with CO_ recycling would be a better choice

from the perspective of mass and power consumption, in spite of the added complexity due to the

recycling equipment. It also emphasizes the usefulness of graphs generated from industrial data.

The Compression Sub-system:

The function of the compression sub-system is to increase the pressure of cleaned (filtered) Martian

gases from 640 Pa to 0.1 MPa. Preliminary examination of the components, as seen in the previous

discussion on recycling, suggested that the components of this sub-system would be massive and

would consume more power in comparison with other sub-systems. Various means of compressing

the CO2 were considered in detail to identify the least mass and power penalty. This search was

restricted to mechanical devices and did not include adsorption devices. Research on the adsorption

compressors is being conducted independently at UA/NASA SERC by Prof D.C. Lynch and his

students
/
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The vanous devices considered here were compared on the basis o a CO 2 flow rate of 1 =¢fm

(stanctard cubic feet per minute), The mass anti power consumption for the clevices were obtained

from industrial catalogs. Clearly, light-weight super-alloy materials would be used for the components

_n the actual mission. It is not necessary to account for this in this comparative study since the

correction for the lower density of the materials applies across the board for all devices, it will.

however, be considered when accounting tor the mass of the devce selected in the overall oxygen

production plant system analysis.

Fig 3 shows the variation of vacuum pump mass w_lh pump capacity at 640 Pa. The data points in

this plot are from industrial catalogs [3,4,5,6.7,8]. Inte_olating the data it can be seen that the mass

of a pump with a ca_crty of 1 scfm (104 cfm (0.04682 m31s) at 640 Pa anti 200K) is 136 kg.
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Figure 4: Variation of the Static Pressure Increase w_th Power Consump-
t=on for Various Inaustnal Blowers

An exerc=se was performed to determine lhe mass and power re<3u_rements for Plowers to be use_

_n ser_es wrth back-up pumps. Fig 4 shows the static pressure increase plotted with the Dower

consumption. It is to be noted that the blower data is valid only for an inlet pressure of 0.1 MPa (1

Darl. The corrections for lower inlet pressures have been made using the Fan Laws [9],
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These graphs are useful in determining the performance of a given combination of blowers and

vacuum pumps, and in ascertaining whether it would be better to connect the devices in series, or

in parallel, the overall objective being to minimize the mass and _wer requirements. There is a lit

of flexibility in the choice of equipment used to compress C02 gas from 640 Pa at 200K to 0.1 MPa.

Th e final temperature is not of great concern since the gases finalty have to be heated to a temperature

around 800-1000=C. Flexibility also exists in the choice of the thermodynamic compression cycle

used. but since the gas temperature has to be increased, it is better to select a cycle as clise to

adiabatic compression as possible. This lat=tude m the selection of the devce (or devices) used

meant that various scenarios would have to be explored to show conclusively that a particular

combination was best for the application at hand.

The use of a fan backed up by a compressor meant that the fan would have to operate at the low

intake pressure of 640 Pa. Industnal data is ava,lable only for an intake pressure of about 0.1 MPa

(atmospheric pressure). It was necessary to predict the performance characteristics and size of a

fan operating at 640 Pa using the available information. The applicability of the Fan Laws [9], which

express the relationships among the performance vanaDtes for any two fans that have similar flow

conditions, is suspect when the variation in inlet pressures is so large. A perturbation analysis of

the variables was carried out, yielding some very interesting information. The basis for the com-

parison, as mentione<_learlier inthis report, was a COz flow rate of 1 scfm (0.0004502 m=ts at standard

conditions of 0.1 MPa and 3001<).
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At the intake conditions of 640 Pa and 200K, it corresponds to a flow rate of 104 cfm (0.04682 m3/s).

The pertinent graph for this comparison is Fig 5, which has been developed from industrial data.Two

cases were examined:

1. A fan capable of delivering a flow rate of 104 cfm at standard conditions has been found to weigh

37 kg and produces a total pressure rise of27.6 kPa at 5500 rpm. This fan, the DR505 R, manufactu red

by EG&G Rotron, has a diameter of 0.36 m. For a fixed static pressure increase, a decrease of 20%

inthe intake pressure and 10% inthe intake temperature results ina diameter decrease of 3%, while

the fan speed rise is 9%. This means that with a much lower intake pressure of 640 Pa, the speed

will increase much more rapidly than the decrease in diameter, making the sub-system unviable. If

the speed of the fan were kept constant at 5500 rpm, the diameter would increase considerably,

thereby increasing the mass penalty.

2. Another fan which delivers 1 cfm (0.0004502 m3/s) at standard conditions weighs 6.8 kg and

produced a 5.7 kPa total pressure rise at 3000 rpm. This is the DR083 manufactured by EG&G

Rotron. It has a diameter of 0.19 m. A decrease of 20% inthe intake pressure and 10% inthe intake

temperature resulted in a diameter increase of 5%, along with an increase in speed of 18%, the total

pressure rise being kept constant.

From the two cases considered, it is clear that for a significantstatic pressure increase:

a. If the fan size at intake conditions of 640 Pa and 200K lies in between the sizes of the DR083

and DR505R fans, then the speed of the fan would be orders of magnitude higher than the rated

speed at 0.1 MPa. This configuration is not technically viable.

b. If the speed of the fan were fixed at nominal levels, the fan required is so large that the mass and

power penalties are unacceptable.

Hence the choice of a fan to pressurize CO2from the Martian intake conditions is not a viable option.

The Roots Pump and Backing Pump Combination:

Roots pumps have found wide application in the field of vacuum technology. They are used in pump

combinations with backing pumps (sliding vane pumps, rotary piston pumps, trochoid pumps and

others).

A Roots pump is a positive displacement rotary pump that can run at very high rotational speeds

without mechanical wear. Since these pumps are not oil-sealed, they have an inherent internal

leakage, resulting in comparatively low compression ratios. The compression ratio reaches a

maximum at an intake pressure of about 100 Pa (1 mbar).

The selection of a Roots pump and backing pump combination was made with the aid of industrial

catalogs and design curves. The procedure involvesthe use of a few terms which are defined below:

IB-31



Pv - fore-pressure for the backing pump, Pa

Sv- pumping speed of the backing pump, m3/s

STh"theoretical maximum pumping speed of Roots pump, which is the product of the swept volume

and the number of revolutions per unit time

kTh"the gradation, or the ratio of SThto Sv

I%(pJ - maximum compression ratio of the Roots pump

_1- volumetric efficiency of the Roots pump, [ko/(ko+k_)], also [S,_/S_]

S,_ - effective pumping speed of Roots pump, the product of TIand S_

p, - intake pressure of the Roots pump, [(pvSv)/S,_],Pa

In the design, a Roots pump and backing pump combination which can handle the intake flow rate

of 0.04682 m3/sat 640 Pa and 200K isselected. The combination isthen verified. A sample calculation

is shown below.

The selected combination is a WS/WSU 251/D25D/BCS pumping system manufactured by Leybold

Inc. The Roots pump, which is a WS/WSU 251, has a theoretical pumping speed (S_) of 0.07 m3/s.

The backing pump, D25B/BCS, has an S_ of 0.00694 m_/s. The effective pumping speed (So,)

required is 0.04682 rnJs. The intake pressure p= is 640 Pa. The gradation k_ is calculated, knowing

SThand Sv, to be 10.04. Volumetric efficiency of the Roots pump isdetermined as the ratio of So, to

S_ and is 0.67. The maximum compression ratio kois then found to be 20.53, from rl and k_. The

fore-vacuum pressure p_is calculated usingp°, S, and S,_to be 4334 Pa. The backing pump selected

can handle this intake pressure and delivers the gas at the system pressure of 0.1 MPa (1 bar). The

mass of the Roots pump and backing pump combination is 123 kg and it consumes about 2.2 kW.

Power-mass penalty represents the mass of the power supply unit required to provide a certain

requirement. In this report, a penalty of 30 kg/kW has been used. This figure is reasonable when

compared with the power-mass penalties of the SP-1 O0nuclear power (26.9 kg/kW) and photovoltaic

power (30.3 kg/kW) supplies [10]. Using this figure, the mass of the compression sub-system is

found to be about 190 kg.

The above discussion clearly indicates that the Roots pump and backing pump combination is best

for the application inconsideration, and that the use of other devices would be more massive, bulkier

and consume more power.
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FULL SYSTEM ENGINEERING DESIGN AND OPERATION OF AN OXYGEN PLANT

w

James Colvin, Paul Schallhorn and Kumar Ramohslli

UA/NASA Space Engineering Research Center

Aerospace and Mechanical Engineering

University of Arizona, Tucson, Arizona 85712

k_d
w

F

D

IL--]_

Z_:."

L_

LJ
iF-q,
T W

ABSTRACT

This section describes the SERC centerpiece project whose general aim is to produce oxygen from
carbon dioxide. After discussing briefly the project's background, the case for Indigenous material
utilization, and the benefits in terms of lower overall cost (through the reduction in launch mass),
specific experimental details of the electrolytic cells are presented. At the heart of the oxygen
production system is a bank of solid zirconia electrolytic cells that will electrochemically separate
oxygen from a high temperature stream of carbon dioxide. Experimental results are discussed. The
parameters varied include: the cell operating temperature, the carbon dioxideflow rate, and the
voltage applied across the cell. The results confirm our theoretical expectations. At the time of this
report (September 1991) two one-hundred hour runs have been completed and the extensive data
are being carefully analyzed.



I. INTRODUCTION

BACKGROUND

A primary concern for any venture Into space must be how much energy will the misston require.

As we plan to visit local extraterrestrial bodies more frequently, or as we plan to venture further into

space, an Important consideration has to be, should we continue to bring all propellants with us

from earth, or should we take advantage of the many resources that are available to us once we

reach our destination? With this idea in mind and wishing to expand on the success of the Martian

Viking program, Ash, Dowler, and Varsl1 in the late seventies envisioned an in-situ propellant plant

which would make use of the Martian atmosphere to produce an oxygen and methane propellant.

At the heart of this system would be an array of zirconia solid electrolyte cells. These cells have

the ability to selectively transport oxygen ions thus allowing the production of pure oxygen. The

oxygen plant has undergone many changes since it was first envisioned by Ash et al. Lawton and

Frisbee, at the Jet Propulsion Laboratory (JPL), have done extensive work on improving the overall

system TM, reducing the total system mass and increasing the total system reliability.

Their improved system would have the Martian atmosphere drawn in through an electrostatic dust

filter which is necessary as there are numerous long term dust storms on the Martian surface. The

atmosphere, which consists of approximately 95% carbon dioxide, will be drawn into the system by

a CO2 adsorption compressor. Present plans 3 require the atmosphere to be compressed from the

ambient pressure of 6.8 mb to a pressure of 1 bar for delivery to the cathode side of the electrolyte.

Before entering the zirconia array, the flow will pass through a heat exchanger which will raise the

temperature from the CO2 compressor's exit of 600 K to approximately 1000 K. The source of the

heat for the heat exchanger is the exhaust flow from the array. Once the flow has entered the

zirconia array, it will be further heated to a temperature of 1273 K. This temperature is sufficient to

partially dissociate the carbon dioxide into carbon monoxide and diatomic oxygen.

It is the 02 that the cell will selectively transport to the anode side of the cell where the pressure of

the 02 will be increased to 4 bar. The cell's exhaust will consist of mostly CO 2with some CO also

present. The O_ at the anode will now pass through a radiator where it will be cooled from 1270

K to 250 K at 3.8 bar. The O2flow will next pass through an 02 adsorption compressor where the
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pressure will be increased to 28 bar and its temperature to 400 K. After passing through one more

radiator, where the flow will be cooled to 230 K, the O2will be finally cooled to 100 K by a molecular

adsorption cryo-cooler refrigerator and stored for its final use. This use could initially be the oxidizer

for the propellant necessary to return a Martian sample to earth, and then eventually, life support

for a manned Martian mission.

YTTRIA STABILIZED ZIRCONIA SOLID ELECTROLYTE

In Lawton's work3, he lists development risk factors for components. In his option III, the oxygen

cell is the only component still listed as risk factor 4 meaning "there are still serious problems that

must be addressed as well as some Intensive development required." This is an area of current

research being conducted at the NASA sponsored University of Arizona Space Engineering

Research Center (NASA/UA $ERC). Further details were worked out in reference 5.

Since the Martian atmosphere is predominantly CO 2, the remainder of this report will consider the

atmosphere as CO2. The CO 2, when it enters the cell array, will be heated to 1273 K. At this

temperature, the CO 2 will begin to partially dissociate into CO and O2. The zirconia electrolyte is

sandwiched between two porous platinum electrodes. This dissociation will occur on the cathode

side with the O2 entering the electrode and moving towards the electrode-electrolyte interface.

The driving potential for this movement isthe partial pressure gradient developed by the electrolyte

removing oxygen from the interface area. Once the 02 reaches the interface, it is further reduced

to monatomic oxygen. This oxygen receives two electrons from the negative electrode and

becomes an oxygen ion and begins to migrate through the electrolyte towards the anode. Upon

reaching the anode, the ion will release its two electrons to the positive electrode and then

recombine with another oxygen atom to form the 02 molecule. Qualitatively, this is how the oxygen

separation process occurs. Figure 1 shows this process schematically.
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FiQure 1: Oxyclen Mi.ciration ThroU.Clhthe ZrO2 Cell4

Richter, at JPL, performed the initial intensive testing of this electrochemical process with the aim

of quantifying this physical procedure e. His work was performed using a tubular zirconia cell. He

developed the basic thermodynamic and electrochemical models for the reduction of CO 2and the

subsequent production of 0 2. A few years later at JPL, Suitor continued the investigation. 7 In his

experiments, he used the disk geometry for his cells. Additionally, he investigated the use of

different electrode materials.

In the work being conducted at $ERC, we are using cells of the tubular geometry. Our aim is to

investigate various cell efficiencies by varying several of the controlling parameters. These

parameters are: a) the potential applied across the electrolyte; b) the electrolyte operating

temperature; and c)the incoming CO2 flow rate. We would like to know the 0 2 production rate as

a function of these parameters. The various efficiencies include: a) the cell's over potential (Nernst

efficiency), and b) the system efficiency. The definitions of these efficiencies will be developed in

this report.
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II. SINGLE ZIRC:ONIA CELL TEST BED

The single zirconla cell test bed is currently in place at the NASA/UA Space Engineering Center.

The test bed consists of the following:

1) One tubular zirconia cell
2) One low voltage DC power supply
3) Two digital multimeters
4) Two clam shell type heaters surrounding the cell
5) One Watlow heater controller
6) Kaowool type ceramic insulation
7) One oxygen pressure transducer

(measuring In absolute pressure, 0-500 psla)
8) One carbon dioxide pressure transducer

(measuring in absolute pressure, 0-500 psla)
9) One oxygen flow meter (0-50 ISCCM)
10) One carbon dioxide flow meter (0-5000 ISCCM)
11) Three K-type thermocouples
12) Anaerobic carbon dioxide
13) One 386 based PC for data acquisition
14) Gas Chromatograph

To simulate the Martian atmosphere, which contains approximately 95% CO2 and only 0.13% 02,

Coleman grade CO2 was used to feed the test bed. This grade contains less than 20 ppm 02. The

flow was maintained at slightly above local atmospheric pressure (13.7 psia) at a temperature of 75

degrees F. The flow rates were varied between 37.5 sccm and 1475 sccm. Flow would enter the

zirconia tube through a 1/8 inch alumina tube and then pass to the far end of the zirconia chamber

(see figure 2).

_._) i, J povE'l 5UrPL_' 5fuLp 19.scT_,_tt" c_.
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H

Figure 2. Zirconia Tubular Device
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Theclamshellheatersarecenteredaboutthemiddle7 inchesofthezirconiadevice.Thismeans

flowheatingwillbegininthealuminatube. Exitingthealuminatube,the flow reverses direction,

continues to be heated, and flows across the cathode of the electrolyte. The CO 2 begins

dissociating at the cathode. The stream is now a mixture of CO2, CO, and 02. O2 is then

electrochemically passed through the zirconla to the anode while the CO2 and CO exhaust pass out

through the exit. The CO 2flow rate is controlled by a metering valve In this exhaust flow. 02 flow

passes through a volumetric flow meter and then can be directed to a water bubbling device, a

sample cylinder, or directed to the gas chromatograph for analyzing. The exhaust flow can also be

directed to the gas chromatograph for analyzing. The zlrconla, and its electrode, have an upper

temperature limit of 1200°C. A critical voltage limit of 2.23 VDC was assumed in accordance with

Frisbee4. With these material limits in mind, a self Imposed limit of 1100°C, and 2.0 VDC was used

during all testing.
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III. SINGLE CELL TEST RESULTS
lib
i

FUNDAMENTAL RESULTS

A series of tests were conducted to attempt to characterize the effects of temperature, cell potential,

and carbon dioxide flow rate on the production rate of oxygen. During the testing temperature was

varied from 800°C to 1100°C in increments of 25 degrees. Cell potential varied from the zero 02

production voltage to 2.0 Volts in increments of 0.1 VDC. The CO2 flow rate varied from 37.5 cc/min

to 1475 cc/min. The following figures show the results of this testing. Figure 5 is a characteristic

curve of the production rate of 02 vs the applied cell potential for a variety of CO2 flow rates at a

temperature of 1000°C, while figure 6 displays the production for four temperatures at a CO2 flow

rate of 137.5 cc/min. Note, on both figures 5 and 6, the second order dependence of oxygen

production on the applied cell voltage.
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Figure 4: Oxygen Production vs Cell Voltage

Figure 5 demonstrates the dependence the oxygen production has on temperature of the cell, for

an applied cell potential of 2.0 VDC. Notice the weak dependence the oxygen production has on

the carbon dioxide flow rate. Figure 6 presents the oxygen production vs cell temperature at a

carbon dioxide flow rate of 137.5 cc/min for various flow rates. Figure 6 clearly depicts the

IB-40



I

dependence of voltage on the oxygen production !

800 I O2 PRODUCTION vs TEMPERATURE i

,_, _ _, ,_,_. _, =:. []__
im

rLOw RATE" 1 $CCu
C_200 t _IUULt CO, rLOw RxT[ 1341 $CCu

CO_ FLOe' I_1[ 175 $CCM

1

000 t
800

COp FLOW _I[ . 2tl SCCu
CO_ _LOW l_lE 1000 5CC_

fLOW Rxlr SCCMCOrn 1475

CELL VOLTAGE POTENTIAL - 2.0 v

9609_5ggo_is_obo_o'2_,0'5o_o_s1_bo
TEMPERATURE (°C)

i
,,m

I

Figure 5: Oxygen Production vs Temperature

I

8.o _ O= PRODUCTION vs TEI_IPERATURE
"4

7.0

a=oo= C]rLL VOLTAGE = 01_ YOC w •

_ 1 ..... CELL ¥OLTACE I E VDC
o=ooo CELL VOLTAGE -= *I.II VDC

6.0 ,--,• CELL VOL'rAGL" 2.0 VOC • w
r.,j

"-50 -I , •
Z
0 _ o o o

_----'40 _ • o e

-4 • O 0

,",___3.0 -_ . o . .

IZ. _ o •

_,2.0 -t ° "
0 "_ •

o 6

:1
1.0 --I

• • • • e
e II a

• e l=
o0 I ?

;_o _o _o _o ' _o 'to_o',o_o',_o
CELL TEMPF..RATURE (C)

i
1150

Figure 6: Oxygen Production vs Temperature

Figure 7 presents the O_ production dependence on CO= flow rate for an applied cell potential of

20 VDC This Is the most graphic illustration of the lack of dependence of the carbon dioxide flow
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!1 rate on the oxygen production, especially for CO 2 flow rates greater than 200 SCCM.

previous graphs, shows the temperature dependence on the 02 production.
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Figure 7: Oxygen Production vs CO2 Flow Rate

INTERPRETATION OF THE RESULTS

The four important results are: flow rate effects, cell voltage effects, cell temperature effects, and

chemical effects. The latter refers to phenomena such as carbon formation, zirconia cell

breakdown, local "hot-spot" effects, etc.

Lj

w

The flow rate effects are the easiest to interpret. The basic schematic Is shown in figure 8. It was

initially found that the oxygen yield rate (production rate) increased as the CO2 flow rate increased,

but only up to a certain point, after which increased flow rate actually resulted in the decrease of

the yield of oxygen. This was observed while other parameters such as cell voltage and cell

temperature was held constant. It was suspected that the carbon dioxide may not have had

sufficient residence time within the heated cell to achieve the required temperature at the high flow

rates. To verify this hypothesis, a simple thermal diffusivityanalysis was performed, after confirming

= =
w
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characteristic time for heat transfer within the tube is given by (d/2)2/c=, where d is the cell inside

diameter and (z is the thermal diffusivity (k/o%) of the carbon dioxide at high temperatures. As can

be seen in figure 8, the peak occurs almost precisely where the two times become equal. It is thus

clear that up to the point where the residence time Is sufficient to bring the carbon dioxide to the

requisite temperature, the production rate of the oxygen Increases with the flow rate, but beyond

this point the production rate falls off. It would be instructive to measure the actual gas

temperature, and not merely the cell wall temperature as ls done in the experiments reported here.

i
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EXPLANATION OF FLOW-RATE EFFECT

A
C
o

¢j
:3

e

v

e-
._o
L.
o
>

o
o

J_

- --\ / d

Input CO z Flow Rate

[,, is the thermal diffusivity of COz at lO00"CJ

Fiaure 8: Thermal Diffusivitv vs Residence Time

The mass flow ratio (the rate of mass of 02 produced divided by the CO2 mass flow rate) would

probably be of much interest. This is due to other constraints within scaled-up systems such as the

primary carbon dioxide compressor, the heat exchanger, and the radiators. For these reasons

figures 9 and 10 plot the mass flow ratio vs C02 flow rate (figure 9) and temperature (figure 10).
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Inprevious studies of the propellant production plant, the emphasis was placed on sizing of the

system z3'4. For these studies, oxygen conversion efficiencies of 25%-30% was used when
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considering the estimated surface area needed to produce a required amount of oxygen per day.

The use of these efficiencles were necessary to minimize the oxygen plant mass. However, when

considering the operation of the zirconia cell alone, figure 11 shows the complete range of oxygen

conversion efficiencies.
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Figure 11: Oxygen Conversion Rate

As the concern of this report is the complete characterization of the zirconia electrolytic cell, all

conversion efficiencies must be investigated. Richter, in his early work s on the reduction of CO2,

began with the basic Nernst relation:

EN- RTln [P2/Xo_?z]zF

Here, E N iS the nernst voltage, T is the temperature (K), z is charge/mole (z=4), R is the universal

gas constant, and F is the Faraday constant. Additionally, P2 is the pressure at the anode of the

cell while Xo2 P1 is the partial pressure of the oxygen in the incoming CO 2 flow stream at the

cathode. Richter then continued with his model and developed an instantaneous Nernst potential:
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In this equation, K is the normal equilibrium constant and n is the mole fraction of CO 2 reduced to

CO. The value n can be calculated from this equation:
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The value C is a constant from Richter's work (C=6.969), I is the current produced across the cell,

and Vco2 Is the volumetric flow rate of the Incoming CO2 stream. The current (A) was measured

experimentally, as well as the volumetric flow rate of the CO2 (SCCM). The cell temperature was

measured by a k-type thermocouple positioned at the outside of the cell wall (K), and the pressure

of the 02 collection side of the cell was assumed to be one atmosphere. Using the proper values

for the equilibrium constant K8, there is now enough information available to calculate the

instantaneous Nernst voltage. Richter cautions the use of this equation by stating it Is valid only if

the critical voltage over the cell is not reached. This can be defined as the potential which will be

just sufficient to begin driving oxygen from the lattice of the zirconia. This process will be apparent

from an "elbow" being observed in the 02 production vs potential plot. Figure 3 shows this potential

has not been reached in this work. It is evident that this potential Is now a function of the operating

temperature and the actual amount of 02 removed and not the partial pressure of the 02 at the

cathode. 6 The Nernst potential is used in defining the Nernst efficiency.

This equation shows the Nernst efficiency is the ratio of the theoretical potential divided by the

actual potential (E,ct). What this indicates is the instantaneous amount of cell overpotential. Figure

12 shows the results of this analysis.
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It is apparent from this figure that the amount of cell overpotential rises as the actual cell potential

rises. One source of this overpotential could be the pressure drop through the porous electrode.

It is important to remember that from figure 3, the rise in 02 production is almost directly

proportional to the potential applied to the cell. Ashs et al, point out that experiments have shown

that as the O_ production rate rises, there is an increase in the pressure drop across the negative

electrode which can approach the partial pressure of the oxygen in the CO2 stream resulting in an

ever increasing pumping power requirement. Another possible source of the overpotential is slow

diffusion, adsorption, or dissociation processes near the electrode-electrolyte interface of the cell

resulting in concentration overpotentiaP°. They also state the possibility of a transition overpotential

due to slow electrochemical reaction. The sources of overpotential can not be experimentally

determined with this system as currently constructed, but any future characterization of the zirconia

electrolyte should definitely keep in mind these processes.

With the Nernst efficiency established, it was next desired to arrive at a system efficiency. The

control volume Is taken around the entire cell system. The useful work Inside the control volume

is divided into two pans. The first being the rate of thermodynamic energy being used to dissociate

the CO 2. The second being the work required to electrochemically conduct the oxygen Ions

through the zirconia. The power passing into the control volume Is also divided Int two

components. The first being the power delivered to the ceramic heaters and the second being the
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power delivered to the electrolyte. The energy required to thermally dissociate the CO2 is given by

the equation:

(_m-ZpNj (Ah;*hT-h=, ,) _-r,,.Wj(Ah_*hT-h_, ,) j.

Here, QTH is the thermodynamic power input with the calculation showing the normal enthalpy of

reaction equation with the enthalpy of formation and sensible enthalples. The subscripts I and j

represent the products and reactants respectively. The coefficient N represents the molar flow rate

of each respective constituent. This value and the other power values give the following definition

for the system efficiency:

sys m

E_Icel i+Q_

Ec,lIIc,li+En,atIn,a

In this equation, the subscript heat refers to observed conditions on the ceramic heater and the

subscript cell refers to observed conditions with the electrolyte, E being the potential (V) and I belng

the current (I). Figure 13 displays the results of this analysis.
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HUNDRED-HOUR RUNS i
Two tests were run in the completely automated mode (see the section by Schooley & Celier in this

report for automation details). The plant was started with helium flow at room temperature. The

cell was next brought to operational temperature (while still under helium flow). Next, the gas flow

was changed to an authentically procured Martian atmosphere slmulant (anaerobic CO2 Including

nitrogen). Finally, the cell voltage was applied. The shut down procedure was exactly in the

reverse order. The helium purge during shut down ensured that no contaminates would occur from

atmospheric air in the laboratory while the cell was still at a high temperature. Very detailed

diagnostic tests were conducted including SEM, EDAX and BET measurements of the post-test cell

surface (cut and exposed) and contrasted with an unused cell. Two typical plates are shown here

in figures 14 and 15. More data will be published soon.
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V. SUMMARY

This paper has presented results from the first phase of a well planned multi-phase research

program aimed at significantly reducing costs of future space missions; terrestrial applications are

always kept in mind. This proof of concept study has realistically used full system hardware,

realistic solid electrolytic cell material, realistic operating temperatures, full cell voltages, full scale

flow rates, and most important, realistic long-duration operation. These features distinguish our

experiments from the usually understood test-tube demonstrations, where the conditions are

substantially different from the real life counterpart. The only feature that is not duplicated here is

,aBe,
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the overall energy Input. The carbon dioxide flow rate, cell voltage, cell temperature and the

duration of operation are all varied parametrically. A simple heat transfer theory explains the flow

rate effects. The voltage effects are ingood agreement with the manufacturer's specifications. The

one hundred-hour runs were made with a cell made in-house. The extensive data from these runs

are currently being analyzed. These thorough characterizations of the component performance

parameters naturally lead us to the next step of scale-up and full system demonstration with active

controls. Creative solutionsto these engineering designs Indicate that future space missions could

realize substantial cost savings through the use of local (in-space) resources.
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Abstract

Design specifications for an electrochemical cell for recovery of oxygen call for a production rate
of 10 kg of 0 2 per day and for compression of 50 times that mass of CO2 from the Martian atmo-

sphere. Those specifications require a compression rate of over 770 cfm at standard Martian tem-
perature and pressure (SMTP). Much of the CO2 being compressed represents waste =unless it

can be recycled. Recycle can reduce the volume of gas that must be compressed to 40 cfm at
SMTP. That volume reduction represents significant mass savings in the compressor, heating
equipment, filters and energy source. Successful recycle of the gas requires separation of CO
(produced in the electrochemical cell) from CO 2, N2 and Ar found in the Martian atmosphere. CO

separation has been the focus of our work during the past year.

A number of materials, ceramic and metal, have been tested as a catalyst for the disproportiona-
tion of CO to produce solid carbon and CO2. Attention has been primarily focussed on ruthenium.

The disproportionation reaction with ruthenium catalyst has been examined at temperatures be-

tween 200 to 600 oc utilizing a CO2 - 10% CO gas mixture. At 260 oc and above the dispropor-

tionation reaction on ruthenium catalyst Is fast, with 100% of the CO reacted at a gas flow rate of
28.6 cc per rain. After approximately 20 minutes the ruthenium is saturated at 0.15 grams of car-
bon per gram of ruthenium and the rate of disproportionation decreases significantly. The carbon
monoxide continues to disproportionate for an extended period but at a much reduced rate. Tem-
perature appears to affect the reduced rate, it is faster at lower temperatures. This phenomenon
may be due to thermodynamic equilibrium conditions which favor disproportionation at lower tem-
peratures.

A critical aspect associated with the removal of CO from the gas evolved from the electrochemical
cell involves burnout of the solid carbon from the catalyst after it has been disproportionated.
Burnout of carbon from ruthenium, a metal which is not only known to catalyze the disproportiona-
tion reaction but also the oxidation of carbon when it is oxidized in the presence of oxygen, has
been tested. On Mars, unfortunately, the luxury of using oxygen to burn carbon will not be avail-
able. Instead CO 2 must be used to accomplish the task. To date several experiments have been

conducted in order to burn off carbon deposited on ruthenium catalyst with CO 2, very little suc-

cess has been achieved, Regeneration of the catalyst by removal of the solid carbon with CO2

appears to be major problem, one we will continue to examine.



Introduction

The Space Engineering Research Center (SERC) at the University of Arizona is in the progress of

designing and building a prototype system for production of 0 2 from CO2. While SERC is cur-

rently addressing conditions typical of the Martian atmosphere, the technology being developed is

applicable wherever CO2 is produced and can be used as a raw material.

Recycle of the gas leaving the electrochemical cell has a distinct advantage of reducing the volume

of the Martian atmosphere that must be compressed. Successful recycle, however, requires sepa-

ration of the CO produced in the cell from the remainder of the compressed atmosphere. Carbon

dioxide and carbon monoxtde are not easily separated as both have the same approximate kinetic

diameters since both molecules are linear. That fact precludes the use of zeolites for the separa-

tion of CO from CO 2. Polymeric membranes are used to separate CO 2 from CO. Since the gas

stream under consideration consists primarily of CO 2 an extensive membrane surface area would

be required. In addition the membranes are susceptible to failure at elevated temperatures. Cool-

Ing the gas leaving the electrochemical cell to a temperature where polymeric membranes could

be used to separate CO2 from CO could result in carbon deposition. That deposition, if not con-

trolled, could lead to failure of the entire system.

Thermodynamic analysis of the exit gas, as proposed, has revealed that carbon deposition is

possible at temperatures below 600 oc. the reaction involved,

2CO(g) = C(s) + CO2(g ) (1)

is referred to as the disproportionation reaction. At temperatures below 600 °C the reaction is

sluggish, but is known to be catalyzed by ruthenium and ferrous metals.1-5

At temperatures above 600 oc the gas evolved from the electrochemical cell or CO 2 compressed

from the Martian atmosphere can be used to burn off the deposited carbon. The chemical reaction

involved is the reverse of that presented in reaction 1. A useable catalyst must not only promote

the diproportionation reaction, it must also be easily regenerated by burning off the carbon with

CO 2, This second issue does appear to be a significant problem.

Ar_

The basic approach to the experimental program involves:
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i. testing the effectiveness materials to catalyze the disproportionation reaction in a

weak CO stream,

2. regeneration of the catalyst by burning Offthe deposited carbon with CO 2, and

. repeating steps 1 and 2 to evaluate both the Impact repeated use of the catalyst

has on its abilityto promote the disproportlonation reaction and to evaluate any

structural changes in the catalyst.

Through a search of the literature a number of to potential catalyst were identified. Since most

previous work in the area has Involved gas streams with CO concentrations well in excess of that

used in the present work, some of the materials were tested. However, before reviewing the re-

sults, it is beneficial to understand what constitutes an effective catalyst.

Choosing A Catalyst

A potential catalyst comes in contact with a gas stream super saturated with CO. The extent of the

saturation can be represented by plotting th,r.=_equilibrium condition for reaction 1 as has been done

in Figure 1. All the conditions to the left =oo

of the equilibrium line for the reaction

constitute the super saturated condition. , r_

A line drawn horizontally at 90% CO2 rep- = 6o

resents the composition of the gas =-

evolved from the electrochemical cell. _"

20 ¸

°6O0

Many elements react in a CO2 -. CO at-

mosphere, forming oxides, carbides, car-

bonates, and carbonyls. Iron on its own,

Is not an effective catalyst. One can be-

gin to understand why Fe does not act as

c-_- carbon 'nturaUon_line

600 1000

Temperature K

Fig. 1 - Carbon saturation line for CO-CO 2 Gases

a catalyst (except under strict constraints) by plotting the equilibrium conditions for iron and its ox-

ides and carbide as has been done in Figure 2. For iron to catalyze the diproportionation reaction

it is necessary for bare metal surface to exist.2 Examination of Figure 2 reveals only a narrow

range of temperatures and gas composition can be utilized and still have metallic iron on the CO

super saturated side of the equilibrium for reaction 1. this condition can be altered by alloying the

metal or by including H2 In the gas stream.6 While it is uncertain what effect H2 has on the stability

IB-54



regions in Figure 2, hydrogen has a signif-

icant impact on the ability of iron to cat-

alyze the disproportlonation reaction.

Since H2 has a detrimental Impact on

metal at elevated temperatures, tempera-

tures such as that employed in the elec-

trochemical cell, it is unlikely that hydro-

gen can be used to assist in the dispro-

portionation reaction. Examination of

Figure 2 reveals that an ideal metal for

catalysis of the disproportionation reac-

tio-tion must be one that does not form

carbides or oxides. Such a metal would

be able to maintain its metallic state over

a range of temperatures at both highly

oxidizing and carbiding conditions.

Ruthenium meets nearly all of the above

requirements. Ruthenium does not form

carbides and only under extreme oxidiz-

ing conditions does it form a solid oxide.

If Ru is substituted for Fe In Figure 2 the

resulting diagram appears as shown in

8O

$0

E_

_0

2¢

(Felt)

bOO 800 1000
TIK!

Fig. 2 - Fe - C - O Stability Diagram2
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L)

8e

4,o

2o
Rillzbot_ IIIItUrllUO ]_D_
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Temperature K

Fig. 3 - Ru - C - O Stability Diagram

Figure 3. Ruthenium appears to be an ideal candidate for disproportionation of CO.
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In selecting a material to act as a catalyst there are two other significant considerations. The cata-

lyst must not hinder the oxidation of the deposited carbon when regenerating the catalyst. Ruthe-

nium is known to also catalyze the oxidation of solid carbon in the presence of oxygen.

The second issue Involves the structural integrity of the catalyst after repeated usage. Carbon

when deposited on a metal catalyst usually forms filaments. A filament grows by separating a

small piece of the metal from the catalyst, and that material becomes the active center for the

growth of the fiber. Carbon super saturates the exposed surface of metal piece as shown in Fig.

ure 4. The dissolved carbon then diffuses through the small piece of metal and precipitates as
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indicated in the figure. The result

is a carbon filament, which at its

tip is a small piece of the metal

catalyst. This process renders the

catalyst friable and degrades its

continued use.

Growth of filaments on ruthenium

does not always follow the proce-

dure described above. The fila-

ment growth is as described

2CO(g) -) C(s) * C02(g)

Iw..tal_ . super saturated

plece.._._ _ \ _ condition

II_ Vj r r equllibrluR

_.tal_ _I ondltlon

Fig. 4 - Filament Growth Mechanism

above, but when the deposited carbon is oxidized, the growth mechanism is reversed. The metal

piece at the tip of the filament is returned to its original position and is again available for reac-

tion.7&8 This phenomenon has not been observed with Fe, Co, or Ni.

.Experimental Results

Disproportionation of CO On Ruthenium - Several experiments were conducted at temperatures

between 200 and 600 °C. Some of those results are presented in Figures 5 and 6. All the experi-

ments were conducted with a gas mixture consisting of CO 2 with 10 % CO and at gas f_ow rates

_{}e_ of 28.6 cc per rain. At temperatures of

260 °C and above the initial dispropor-

ee tionation reaction is fast with all the CO

600 *C

reacting during the first 20 minutes as
6;}

40

20

0 10 20 50 40 50

Time (rain)

Fig. 5 - Experimental Results

6G

shown in Figure 5. In that figure it can

be observed that after 20 minutes the

fraction of CO reacted in the gas drops

to 20% at 400 °C to 10% at 500 and 600

oc. The experimental results in Figure 5

indicate that at least two physical mech-

anism are involved. It has been postu-

lated that the initial fast rate is assocl-

ated with filament growth. That rate

mechanism is slowed when either the

active metal particles become covered by carbon or the compact of filaments physically prevents

further growth. Once filament growth ceases, further deposition of carbon must occur on the all
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readydepositedcarbon. Thelatteris

knownto beslow.1-5Visualandoptical

microscopyhasnot provided evidence

as to how the carbon is deposited.

Additional evaluation with scanning

electron microscopy is required before

a final conclusion can be reached. The

area under the curves in Figures 5 and 6

correspond to the amount of carbon

deposited during an experiment.. The

amount of carbon deposited during the

initial fast rate mechanism was the same

for all specimens reacted at 260 oc and

100

4) gO

0
8O

7O

o 6o
5O

0 30

2O

I0

0 o

u i i ! i t

250 "C

I i I l l i I l l l

I0 50 gO 40 50 00

Time (min)

Fig. 6 - Experimental Results

above. Approximately 0.15 g of carbon deposited per gram of ruthenium. Based on that value, 25

Kg of ruthenium catalyst (this does not Include the mass of catalytic carrier) would be required to

meet the design specification for 10 Kg of 0 2 produced per day. That mass can be reduced if the

catalyst can regenerated more than once per day.

The results from the experimental runs presented in Figure 6 were conducted in order to gain in-

sight into the initial rate associated with filament growth. While we are still analyzing this data, the

preliminary results indicate that the initial mechanism may itself involve two processes. It is antici-

pated that those results will yield a rate constant or constants that can be used in design specifica-

tions.

Regeneration of Catalyst - Catalyst regeneration must be achieved for continuous removal of CO.

Carbon dioxide is readily available in the Martian atmosphere and has been proposed for burning

off the carbon from the catalyst. The extent of reaction which can be achieved can be estimated

by examining Figure 1. Carbon dioxide reacted with solid carbon at 700 oc should yield a product

gas consisting of CO2 and CO, the latter at a concentration of 62% if thermodynamic equilibrium

Is approached. Attempts to burn the carbon off with CO 2 at temperatures of 500 to 800 °C have

not worked. Only on one occasion has any CO been detected with the gas chromatography, and

then only in very minute quantities.

Carbon monoxide was disproportionated on several specimen at 500 °C. Those specimens were

in turn reacted with CO2 in an effort to regenerate the catalyst. After attempting to regenerate the

catalyst the specimens were again exposed to the CO2 - CO gas mixture and the amount of CO
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disproportionated followed by anal-

ysis of the exit gas with the gas

chromatography. The results of

those experiments are presented in

Figure 7. Experiment 1 in the figure

corresponds to a specimen not pre-

viously treated and then reacted

with the CO 2 - CO gas mixture. That

curve is identical to the results pre-

sented in Figure 5 and is a basis for

comparison.

100

00

6O

?0

8O

80

4O

SO

I_0

l0

0

I _ \ o ¢-=p4_-__.e.. .
\ \ \ - .t, 7= "C .

/ \ \ - :

tO 80 :10 40 5O 8t

Time (min)

The second experiment in Figure 7

involves a specimen reacted with the

Fig. 7 - Comparison of Reactivity of Regenerated

Catalyst to Virgin Catalyst

CO2 - CO gas for 9 minutes, approximately half the time required to achieve saturation in the first

experiment. The specimen was then exposed to a CO 2 atmosphere at 500 oc for two hours and

then at 700 °C for 30 minutes. No CO was detected during the regeneration process. Again the

specimen was exposed to the CO 2 - CO atmosphere at 500 oc. The extent of disproportionation

during the second cycle was approximately that which would be expected if the specimen had

been allowed to react to completion during the first cycle.

Experiment 3 in Figure 7 refers to a specimen completely saturated with carbon and the regener-

ated at 500 °C in CO 2 for 14 hours. Again there was no indication that CO was evolved during the

regeneration process. Exposing the regenerated catalyst to the CO 2 - CO results in very little fur-

ther disproportionation of CO. Similar results were achieved with specimens regenerated in CO 2

at 700 and g00 oc as shown In the figure.

The only experiment which suggests that some regeneration of the catalyst occurred was that re-

generated in CO2 at 500 °C for 24 hours. Again no CO was detected in the off gas during regen-

eration. The contradiction appears to be due to a change in the structure of the catalyst. X - ray

analysis of the unreacted catalyst suggests an amorphous structure for the ruthenium. While X -

ray analysis of the reacted and regenerated specimen reveals a strong crystal pattern for the

ruthenium.
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In order to evaluate the effect of

crystal structure on the

disproportlonation reaction, two

specimen fully saturated with

carbon at 500 oc, were soaked in

ultra high purity N2 at 500 °C for 4

hours and at 250 °C for 4 days. X -

ray diffraction of the specimen

soaked for 4 days revealed that the

ruthenium had crystallized. Again

the crystallized specimen resulted

in further disproportionation of CO

as shown in Figure 8.

O
r=)

==
¢J

701_80- re= Lr, I©e Le i yet .'

60

4.O

" |Se,n.t. =,t, fy,t. '_

=10- /_ °C 4 d=y= \

g.'o ...........10.0 20.0 _0.0 40.0 60.0

Time (rain)

60,0

Fig. 8 - Spent catalyst heated in N2 is reactivated as a

result of crystallization of the Ru.

These results reveal that the regeneration process with CO 2 may be more difficult than catalyzing

the disproportionation reaction. The experimental results also reveal that crystal structure can play

a significant role in the amount of carbon that can be deposited on the catalyst.

Student Participation

Peter Nolan, a M. S. candidate in the Department of Materials Science and Engineering, has con-

ducted the experimental work reported in this document. Support from SERC was essential in al-

lowing the Department to recruit Peter.

Future Work

A time line for expected progress is presented in Figure 9. Our objectives are to continue analysis

of the physlco-chemlcal processes involved in the burn out of deposited carbon from the catalyst.

The extent of time required to achieve this goal is uncertain but we anticipate devoting six months

to the project. At the same time we will test other catalyst to see if they suffer from the same re-

generation problem. When we are able to regenerate the catalyst, several experiments will be

conducted to test long term effects of recycling the catalyst on is power to promote the dispropor-

tionation reaction as well as the catalyst ability to retain its structural integrity. After completing

those experiments we will complete our final design calculations.

Another area we hope to evaluate this year involves pressure swing adsorption (PSA) of CO on

copper chlorides. We are in the process of recruiting an undergraduate to begin these experi-
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w merits. If the eady results warrant additional effort, and we have continued problems with the re-

generation of the catalyst, additional efforts will be taken to develop PSA as a means for CO re-

moval. Adsorption of CO on copper chlorides has been used in ORSAT analyses and recently by

the Japanese to recover CO from iron blast furnace off gas. 9

r

w

eualuation oF
the eFFect oF design

recycle on calculations
structure oF

the catalyst
regeneration _ ,

experiments 1

III I
II I I

Nov Dec Jan Feb March Apcil May June July Aug Sept Oct

W

w

rhJ

w
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"-i

Fig. 9 - Time Line For proposed Work
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MODAL ABUNDANCE AND DEHYDRATION KINETICS OF VOLATILE BEARING PHASES

IN CARBONACEOUS CHONDR_ES

Kunal Bose and J. Ganguly

Department of Geosciences

The University of Arizona
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Abstract

We present results of calculations, which have been carded out in collaboration with

Professor S. K. Saxena, on the modal abundance of volatile beadng phases in C2 carbonaceous

chondrites, and experimental data on the dehydration kinetics of talc. Also experimental studies

are currently in progress in our laboratory to determine the dehydration boundary of talc over a

large pressure range, which would provide a very important set of phase equilibrium data to refine

the equation of state of water.

The results on the dehydration kinetics of talc (grain size 0.7-1 micron) in the temperature

range 875-975°C at 1 bar can be treated in terms of a second order rate equation with an

activation energy of 376 kJ. Work is currently in progress to study the effect of finer grain size on

the dehydration kinetics.
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Introduction

Carbonaceous chondrites are usually believed to be the primary constituents of near-Earth

asteroids and Phobos and Deimos, and are potential resources of fuels that may be exploited for

future planetary missions. The most volatile-rich members of this class of meteorite are known as

C1 (or CI) and C2 (or CM) classes. Our group has been involved in an integrated study on the

thermodynamics and kinetics of reactions of the volatile-bearing phases that are likely to be present

in carbonaceous chondrites. The results will provide important constraints on the fundamental

aspects concerning nature, abundance, and time scale of formation of volatile-bearing phases in

the solar nebula, and the closely related practical problem of the feasibility of extraction of volatiles

for fuels from carbonaceous chondrites. Some insight into the latter problem can be gained from

the results of step-wise heating experiments of meteorite samples, and analyzing the released gas

in an on-line mass spectrometer (e.g. Hashimoto et al., 1979). Our objective Is to develop a more

general and operationally much simpler approach in which the pattern of volatile release during

controlled heating of a meteorite can be depicted into a computer terminal through numerical

experiments if one feeds in the data on heating rate, range of temperature of interest and bulk

composition of the sample. A preliminary report of this numerical experiment at 1 bar in the

temperature range 400 -800°C has been published earlier (Ganguly and Saxena, 1989), in which

it is assumed that the ecluilibrium volatile release is obtained at each heating step. The bulk

composition chosen are those corresponding to the average compositions of Orgueil (C1) and

Murchison (C2) meteorites. The results of volatile release pattern for Murchison are found to be

broadly similar to those of step-wise heating experiments by Hashimoto et al. (1979).

Our on-going project involves determination of thermochemical properties and

devolatilization kinetics of minerals which are potential components of carbonaceous chondrites,

refinement of the numerical experiments by incorporatingthese data. The latter part of the project

has been carried out in collaboration with Professor Surendra Saxena (Brooklyn College, New York

and University of Uppsala, Sweden). The results obtained during the current funding period (March

1, 1991-Oct 31,1991) are reported below.

Modal Abundance of Minerals in C2 Chondrites

We have expanded on our earlier work (Ganguly and Saxena, 1989) on the calculation of

modal abundance of minerals in the C2 bulk composition by incorporating the then'nochemical

properties of minerals that have become available recently. The results of calculation at in the

temperature range 200 -800 K at 200 bars are illustrated in Fig. 1. The major volatile bearing

mineral phases predicted by these calculations are epsomite, talc, antigorite, brucite, magnesite,
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pyrite and pyrrhotite. These predictions are in very good agreement with the known mlneraiogy of

C2 chondrifes.

Dehydration Kinetics of Talc and Anthophyllite

We have reported earlier (Ganguly and Bose, 1990) the results of dehydration kinetics of

talc in the temperature range 775-985°C. The results were based on thermogravimetdc record of

dehydration of crushed samples from a natural talc at 1 bar. The composition of the material was

(Mg.oeFeo_)3Si40_o(OH)=,which had been crushed to a grain size of 1-0.7 micron. It was reported

that the data up to 50-60% dehydration can be fitted by a rate expression of the form (x = exp(-

kt_), where (x is the weight fraction of talc remaining, k is a rate constant and n is a nurnedcal

constant for a given temperature. For a set of isothermal data, we reported a major change in the

value of n for larger dehydration.

We have recently modified our apparatus to Improve its stability, and repeated the

experiments on dehydration kinetics of talc. The results show that the reported change in'the value

of n is an artifact of small but significant instrumental noise in the initial stage of the earlier

experiments following the introduction of the sample into the hot spot of a preheated furnace. The

revised data can be fitted nicely over the entire range of dehydration by a second order rate

expression, viz.

-dodclt = k(x2 (1),

or the equivalent integrated form

1/(z = 1/O.o+ kt. (2)

The results at 950°C are illustrated in Fig. 2. The Arrhenian plot of the rate constant in the range

of 875-975°C is shown in Fig. 3. The least square regression of the data yields

k = 3.23(10_')exp(-OJRT) min"_ (3)

where the activation energy Q = 376 (2. 20 kJ), the error bar representing lo uncertainty.

We have also begun a study of the effect of grain size on the dehydration kinetics of talc.

The typical grain size reported from carbonaceous chondrites is around 100 angstrom. Earlier study

by Gregg and Razuk (1949) on the dehydration kinetics of brucite showed a maximum in the

dependence of reaction rate on grain size. The typical grain size of phyliosilicates reported from

carbonaceous chondrites is around 100 angstrom (i.e. 0.01 micron). Although it is practically

impossible to crush a sample of mineral and separate such a small grain size, it is hoped that one

should be able to determine a trend on the dependence of dehydration kinetics on grain size and

extrapolate the kinetics to this range. We have developed the technique of grain size separation

up to 0.1 micron by repeated ultracentrifuging of particles suspended in a liquid medium. This is

a very tedious process with a small yield of very fine separates. It may be necessary to perform

the thermogravimetric experiments with the sub-micron samples in a more sensitive instrument

(e.g. a model marketed by Du Pont) than ours requiring much smaller amount of sample than is

_:t IC-3



neededin our apparatus.

Equilibrium Dehydration of Talc at H',_h Pressure

Professor S. K. Saxena, who is our collaborator in this project, has recently calculated the

equilibrium dehydration boundary of talc (Talc = Enstatite + SiOz + HzO) in the range of 1 to 60 kb

on the basis of available intemally consistent _rmochemlcal data (Fig. 4). The equih'bdum

dehydration boundary shows a strong curvature changing from a positive to negative P-T slope due

to the transformation of (x-quartzto coesite, and the compression of HzO with increasing pressure.

Precise experimental determination of this dehydration boundary affords a means of refining the

the equation of state of water. Work is currently tn progress in this direction. We have synthesized

the required starting materials, which will be used to make high pressure runs in the piston-cylinder

apparatus to determine the P-T stability field of talc over a large range of pressure.
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Calculated modal abundances of minerals in the C2 _ik composition. The total amount of
a Fe-Mg phase is the summation of Fe and Mg end-member components.

(a) Plot of isothermal dehydration of talc at 950°C, 1 Bar. Alpha is the weight fraction of talc
remaining. (b) Illustrationof the data in (a) in terms 1/c¢vs time. The linear dependence 1/c¢versus
time indicates that the dehydration of talc follows a second order rate law (see text).
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Arrheniun relation of dehydration rate constant between 875 and 975°C at 1 bar. The
activation energy is 376 kJ/mol.

Calculated equilibrium dehydration boundary of talc (Talc = Enstatite + SiOz + HzO) in the
range of 1 to 60 kb on the basis of available internally consistent therrnochemical data.
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(a) Plot o! isothermal dehydration of talc at 950°C, 1 Bar. Alpha is the weight fraction of talc

remaining. (b) Illustration of the data in (a) in terms l/(z vs time. The linear dependence 1/_ versus
time indicates that _e dehydration of talc follows a second order rate law (see text).
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Processing of Glass-Ceramics from Lunar Resources

B. D. Fabes, W. H. Poisl,and D. Allen

Department of Materials Science and Engineering

The University of Arizona

Abstract

The goal of this project is to fabricate strong ceramic materials, suitable for structural and
thermal applications, using the by-products of lunar oxygen production processes. Previously,
glass-ceramics, which are polycrystalline ceramics made from the controlled crystallization of
homogeneous glasses, were selected as the material to study for these applications. In the past
year we continued our studies of the thermodynamics and kinetics of crystallization of simulated
lunar glasses. We also formed large glass monoliths, subjected these to a variety of heat
treatments to produce polycrystalline, fine-grained ceramics, and examined the mechanical
properties of these materials. Strengths were found to vary with the inverse square root of the
crystal grain size, as expected if the strength-limitingflaws originate at the crystal grain boundaries.
For materials with the smallest grains tensile strengths greater than 300 MPa were obtained.

i Ji
N

t,_

_U
L._

_H
LJ

¢=,.a

L]
U

, [j

! w



BII

Introduction

In evaluating the attractiveness of the different process which have been proposed for

producing oxygen from lunar resources it is imporlant to consider what can be done with the by-

products. By-products which can be used for structural (e.g., in shelters, buildings, roadways,

tubes, pipes, etc.) or thermal (e.g., in building insulation, furnace bricks, and heat shields)

applications are clearly desirable. The goal of this research program is to apply basic concepts of

materials science to developing such materials from lunar resources. Since it is likely that

production of oxygen will provide the main impetus for in-situ materials use on the moon, a further

goal of this research is to develop processes which use the by-products of oxygen production

schemes as starting materials.

Our initial investigation showed that ilmenite-extracted regolith - a by-product of lunar

oxygen production via reduction of ilmenite - is a promising candidate for a starting material from

which glass-ceramics could be made. Glass-ceramics are not only strong, but also are abrasion

resistant, are extremely stable (both chemically and thermally), are resistant to thermal shock, and

possess a variety of other attractive properties. In addition, it is relatively easy to make glass-

ceramics in complicated shapes, since their shape is formed using standard glass-forming

processes. Thus, glass-ceramics made from ilmenite-extracted regolith were selected for study.

As described in our previous reports, the key to fabricating glass-ceramics with desirable

properties is 1o control the sequence of crystal nucleation and growth. Such control is obtained

by understanding the effect of composition and heat treatment on the physical properties (most

importantly viscosity) of the homogeneous glass. This program therefore has two foci. The first

emphasis is on understanding the effects of composition, especially iron oxide, titania, and alkali

impurities, on the crystallization and, hence, properties of glass-ceramics made from lunar

resources. The second focus is on developing a set of heat treatment schedules which result in

optimized microstructures and, hence, properties for a limited number of compositions. Thus, we

are developing both the "science and engineering" of producing glass-ceramics from lunar

resources. By optimizing the processing of a few, selected compositions we will develop a

knowledge base for processing glass-ceramics, and by understanding the underlying scientific

issues we will be able to expand our processing skills to develop processes which are robust, with

respect especially to variations in the composition of the starting materials.
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Progress

In the first year of this program we set up facilities lot melting and casting small samples of

simulated lunar glasses and began to examine the effects of Fe203, TiO2, and alkali impurity

content on the viscosity of the simulated lunar glasses listed in Table I. The effects of most of

these constituents were as expected. For example, alkali impurities tended to decrease the

viscosity of a glass and enhance crystallization at low temperatures. Such impurities need to be

minimized, therefore, since they make glass-formation of large samples extremely difficult.

Progress over the past year and plans for the future are summarized in the following sections.

1. Thermodynamics and Kinetics of Crystallization

This past year the we began to study the effects on composition on the thermodynamics

of crystallization of the glasses in Table I. Differential thermal analysis (DTA) was used to

determine the temperature at which crystallization occurred for each composition. Small changes

in composition were found to produce large changes in crystallization behavior. For example,

some compositions, such as sample B12 (Figure 1) exhibited only one crystallization peak, while

other compositions, such as A12 (Figure 2) showed two distinct crystallization peaks. The effects

of these variations on the microstructure and properties of the final glass-ceramics remain

unexplored. Clearly, samples which exhibit different cJTstallization peaks will require different heat

treatments to optimize their mechanical or thermal properties. Exactly how sensitive the final

properties are to the variations in composition will depend on the phases which are crystallizing

and the different microstructure which are produced. We are in the process of determining the

crystallization products using x-ray diffraction, and are characterizing the microstructures using

electron microscopy.

Table I: Composition (in wt%) of lunar simulants studied in the past year

A12 A17 B12 B17 MLS-2* MLS-4

SiO 2 46.7 46.8 50.2 49.4 54.0 51.8
AI203 13.6 14.7 14.6 15.5 14.6 14.0
CaO 10.5 12.6 11.4 12.3 13.4 12.9
MgO 9.8 11.0 10.5 11.6 7.6 7.3
TiO2 5.0 5.0 5.4 5.3 0.9 5.0
Fe203 14.4 9.9 8.0 5.0 9.3 8.9

i

*MLS-2 also contained a small amount (,=2 we=/,)of alkali and other impurities.
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Figure 1: DTA Trace of Sample B12, a
simulated lunar glass which exhibits only one
distinct crystallization peak.

Figure 2: DTA Trace of Sample A12, a
simulated lunar glass which exhibits two
distinctcrystallization peaks.
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2. Mechanical Properties of Simulated Lunar Glass-Ceramios i
Having established in qualitative terms the impact of compositional variations on the

viscosity of the glass, our main focus on the engineering side during the past year has been to

examine the mechanical properties of some compositions with higher viscosity (i.e., those for

which large glass monoliths can be made and for which crystallization should be most easily

controlled.) In addition, a new, larger copper mold for casting glass monolithswas fabricated. This

mold, and a solidified glass "puck" produced in it, are shown in Figure 3. Pucks weighing up to

300 g and measuring approximately 7 cm in diameter and 3 cm in thickness have been fabricated

with no indication of Undesirable crystallization. Up to this point, the sizes of the glass monoliths

which we can produce are limited by amount of melted glass which our P1crucible can hold, and

not by parasitic crystallizationof the glass.

To examine the mechanical properties of our glass-ceramics the DTA trace of sample B12

(Figure 1) was used to develop a =semi-controlled" crystallization schedule. After casting a large,

homogeneous glass puck, the amorphous sample was heated to 720 °C (well below the

crystallization temperature) for nucleation. After one hour at 720 °C, crystal growth was carried out

by heating the sample to 940 °C and holding at that temperature for three hours.
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Figure 3: New, large copper clamshell mold
and simulated lunar glass "puck" produced in
the mold.

Figure 4: SEM micrograph of polished and
etched glass-ceramic formed by crystallization
of Sample B12.
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The resulting glass-cera_c microstructure, after polishing and HF etching, is shown in the

SEM micrograph in Figure 4. The material is pore-free and homogeneous. The crystal grains

range in size from roughly 50 to 100 I.tmand are separated from one another by a thin (- 300 nm)

glass phase. (The glass phase appears black in the micrograph as a result of the HF etching.)

There is no evidence of columnar, spherulitic, or incomplete grain growth, in this sample.

Four samples of the uncrystallized glass and four samples of the crystallized glass-ceramic

were polished to a 15 p.m finish and broken using a ball-on-ring band test jig to measure their

tensile strengths. The results are shown in Table II. The strength of the glass-ceramic is almost

twice that of the uncrystallized glass.

These procedures were repeated for two other glass compositions, resulting In samples

with different crystal phases and microstructures. For all samples the strength of the glass was

relatively insensitive to changes in composition. This was not surprising, since the strength of

inorganic glasses is controlled almost entirely by the state of the surface (i.e., amount and size of

flaws) and not by composition. The strength of the crystallized samples, on the other hand, was

quite variable. As shown in Figure 5, the strength of the glass ceramics varied roughly linearly with

the inverse square root of the grain size, which indicates that the strength limiting flaws for the

glass-ceramics originate at the crystal grain boundaries, and not on the surface. The sample with

the smallest grain size exhibited the largest tensile strength, greater than 300 MPa. As far as we

are aware this is the highest value reported for the strength of simulated lunar ceramics.
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TableI1: MechanicalProperties(inMPa)
of _lass B12 and crystallized _lass-ceramlc

Parent Glass-
Glass Ceramic

Tensile
Strength 125 215

Standard
Deviation 1.8 40.2
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Figure 5: Variation in tensile strength
with grain size for simulated lunar glass-
ceramics.

Future Work

In the coming year we plan to continue our "two tier" (science and engineering) approach.

We will continue to study the effect of composition on the crystallization sequence of simulated

lunar glasses, using x-ray diffraction and scanning electron microscopy to characterize the

crystallization products. Our goal will be to determine ranges of compositions which are removed

from line compounds, which promote crystallization. By developing compositions which are

removed from such compounds, the crystallization should be controlled by bulk diffusion, which

will enhance our ability to control microstructure development.

In this work we will pay special attention to the effects of the oxidation state of iron (Fe203,

as found on Earth) vs. FeO, which is the predominant species on the Moon. Cukierman et al have

shown that the oxidation state of iron has a significant effect on the viscosity (and, by implication,

on the crystallization kinetics) of lunar glasses with high iron contents. For this work we have

already purchased and set up a controlled atmosphere furnace and viscometer, and

arrangements have been made with NASA Johnson Space Center to use their Raman

spectroscopy facilities to characterize the oxidation state and coordination of iron in various

glasses.

We will also pay special attention to the effects TiO2 on crystallization. TiO2 is commonly

added to glasses as a nucleating agent for terrestrial-produced glass-ceramics. While the

mechanism of nucleation remains an issue of debate, it is an effective nucleating agent, and is

likely to be abundant on the moon as the by-product of oxygen production from ilmenite

reduction. Hence, we will use TiO2 as a nucleating agent for our simulated lunar glass-ceramics,
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and we will examine the effects of additions of TiO 2 to the crystallization, microstructure, and

properties of simulated lunar glass-ceramics..

On the engineering side we will measure the effects of water (or, more precisely, the lack

of water) on the strength of simulated lunar glasses. The literature contains many references to

the increase in strength of glasses which should result from lack of water in the lunar environment.

While it is true that the strength should be somewhat higher, for everyday use we have calculated

that this increase should be no more than a factor of two. We will make measurements to test

these calculations.

We will also continue to optimize the heat treatment schedules for a limited number of

(high viscosity) samples to probe the limits of strength which we can obtain. And finally, for the

materials with the highest strengths, we will use the glass-ceramics as a matrix material for ceramic

matrix composite. By adding silicon carbide fibers to the glass melt, we will try to make a material

that is not only strong (a result of the strength of the glass-ceramic matrix) but also is tough (a

result of the fiber reinforcements).
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DESIGN OF HIGH TEMPERATURE SEALS
K. R. Sridhar" M. Yalcintas*" and G. Honea*"

Department of Aerospace and Mechanical Engineering
University of Arizona

ABSTRACT

Design and fabrication of high temperature seals between ceramics and metals in
oxidizing environments is one of the key technologies that has to be developed for the Mars
Oxygen Production Plant. In order to design a compact, efficient and reliable electrochemical cell
it is necessary to seal the ceramic electrolyte (Partilally Stabilized Zirconia) to a metal or ceramic
manifold. A computational model is being developed to analyse the stresses in the seal due to
thermal loading and gas pressure. This effort will help Identify the optimal shape of the seal for a
given application. The progress is summarized. Equipment has been designed, fabricated and
tested for the testing of high temperature seals. Direct brazing with stress mitigation bellows and
adhesives have been used to form seals. The procedure used for these processes are reported.
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DESIGN OF HIGH TEMPERATURE SEALS

K. R, Sridhar

Department of Aerospace and Mechanical Engineering

University of Arizona

Design and fabrication of high temperature seals between ceramics and metals in oxidizing

environments is one of the key technologies that has to be developed for the Mars Oxygen Production

Plant. In order to design a compact, efficient and reliable electrochemical cell it is necessary to seal the

ceramic electrolyte (Partilally Stabilized Zirconia) to a metal or ceramic manifold. A computational model is

being developed to analyse the stresses in the seal due to thermal loading and gas pressure, This effort

will help to identify the optimal shape of the seal for a given application. The progress is summarized.

Equipment has been designed, fa_bricated and tested for the testing of high temperature seals. Direct

brazing with stress mitigating bellows and adhesives have been used to form seals. The procedure used

for these processes are reported.

INTRODUCTION

The key component of the Mars oxygen production production plant is the electrochemical cell

unit that separates oxygen from a gas mixture of carbon dioxide, carbon monoxide, and oxygen. Before a

Mars mission can be committed to in-situ resource utilization involving the oxygen production plant it is

necessary to ensure that an extremely efficient and reliable electrochemical cell can be designed and

developed.Research on the optimal performance of the electrochemical cell has shown that the design of

a seal between the Zirconia electrolyte and the manifold (made of metal or ceramics ) that can withstand

(1) the high operating temperatures of the cell ( 800 -900 C) (2) the oxidizing environment in the cell

and (3) the thermal cycling from start-up and shutdown, is essential. The design of such a seal is

necessary for both the tubular and flat disk configurations of the electrochemical cell currently under

consideration. This report summarizes the theoretical and experimental programs that are currently

underway to develop effective seals for such high temperature applications.

PROBLEM DEFINITION

A simplified model of the tubular configuration of the electrochemical cell consists of two

concentric cylinders of finite length with the annulus closed by seals at both ends. The inner tube is the

electrochemical ceil made of partially stabilized Zirconia and the outer tube is made of Haynes 214 alloy

(nickel based _superalloy)i During operation , the two tubes, seals and the gases inside would be at

temperatures ranging from 800 - 900 C. The annular region contained by seals would be filled with

11-9

IB

J

m

II

m

B

I

II

_z

i

b

BB

M

m
m

i

i

|
l!l
m

II

i

i

|
i

!

|

i

|



i :

_-=_

H

U

U

w

= =

w

D

H
i

[]
[]

[]

oxygen. The pressure of oxygen in this chamber would depend on the oxygen bleed pressure and the

voltage applied across the cell. While current experiments are conducted with oxygen pressure at 0.11

MPa, future tests will explore the possibilityof operating the cell at oxygen pressures of upto 2 MPa.

The disk configuration of the electrochemical cell has been described in detail in another paper

by the author and Kaloupis in this report. For such a configuration it is essential to develop a seal between

the electrochemical disk and the manifolds. Since ceramic disks have low tensile strength, the oxygen

side will not be presudzed. For this reason the stresses due to gas pressure will not be significant for the

seals in the disk configuration.

Research is in progress to computationally analyze the stresses in the seals using the Finite

Element Method and to develop procedures to make the seals, and test them in the laboratory. The

current status of the work is described in the following sections.

1. COMPUTATIONAL STRESS ANALYSIS

Graduate Student: Melek Yalcintas°

The stresses induced in a seal due to variable thermal expansion coefficients and gas pressures

have to be analyzed to arrive at an optimal shape for a seal between two surfaces. The ultimate objective

of the code being developed will be to compute the stresses at joints and seals between any two surfaces

due to thermal and other loads. Presently, the code is being developed for seals between concentric

tubes, since the tubular configuration is being adopted currently for the scale up of the oxygen

production plant. It will be adopted for the disk configuration in the near future.

The approach taken for the stress analysis is to consider the tube set up as a simply supported

beam. Stresses on the tubes and seals are caused by both gas pressures and variable thermal

expansion coefficients. This approach permits us to predict the stresses on the whole device although

our main interest lies in the prediction of the stresses on the seals. To arrive at an optimal seal geometry

stresses on the seals can be calculated for various geometries (and materials) until the minimum stress

case is found. The approach taken here is to start with a very simple model and add on the complexities as

we proceed. The FEM analyses are verified against theoretical values for the simple cases.

* Professor E. Madenci, AME Department, is a co-advisor of M. Yalcintas and contributes to the FEM

analysis of the seal.
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1. 1 Theoretical Itresa calculation

Theoreticalcalculationsof the stressesfor the simplifiedmodelof the tube configuration

describedearlierareperformedusingthemethodologygivenin [111Thepropertiesanddimensionsused

in theanalysisarelistedinTable 1.1, the tubulardeviceis showninFig.l.1. Thecalculationsare

performedintheradialcoordinatesystem.

_a Tube
Seal Haynes 2 14

Fig. 1.1 Ceramic tubular device

Ou_Ib _ Unit Oe_ tube Met_tube

u

I

l

m

i

i

i

I

I

i

i
i

m

[]
Poisson's ratio Pr - 0.2 0.3 0.3

Young's modulus E Pa 152e9 193e9 193e9

Integral gas pressure Pi Pa 5000 5000 5000

Inner diameter Di Pa 8 18 12

Outer diameter Do mm 12 22 18

Thickness t mm 2 2 2

Length I mm 250 250 --

n

Iil

m

m

|

|

|

Table 1.1 Parameters for the tubular configuration.

I1-11

i
==

i

i



= ,

;..,;

;....,

Ira

m4

IL_]

w

L_
ru_

U

f,J

-j

w

[]

U

_1[_=_

W

Zirconia

%

>_ Grr

Metal

Fig.1.2 Tubular device crosssection.

The stresses on ceramic and metal tubes due to applied pressure shown in Fig.1.2 are:

and

a(2) k3 -
r-

respectively where

(1)

£.

= +
r- (2)

k 1, k 2, k 3, and k 4 will be determined by applying boundary conditions. The

boundary conditions are:

_> = -Pi a _z) = 0
rr (r=b) rr (r:a)and ( 3 )

for the ceramic tube and

g(2_ = -Pi -(=_ = 0
= ¢_=_) and Vrr (r=d) (4)

for the metal tube.

Applying the boundary conditions (3) and (4) in (1) and (2), and writing the parameters listed

in Table 1, the resulrant stresses are:

o_ = -920.29 x 10 a +--
_r

14.73

r 2 (5)

o_ _ =-920.29 x 103 14.73
r 2 (6)

W

m
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¢_c=_ ].0354 x 106
I'T "--

125.27 i

r 2 (7)

v_ = ].0354 x 106 +
r 2 (8)

The numerical values of the theoretical calculations are compared to the corresponding values

obtained using the FEM in section 1.3.

BB

125.27 II

1.2. FEM Codes

The four FEM codes used in this research are Ingrid, Nike3d, Taurus and Topaz which were all

developed at Lawrence Livermore National Laboratory. A bdef description of the codes are as follows:

1.2.1 INGRID

It is a three dimensional mesh generator for modelling nonlinear systems. Ingrid generates a

complete input file for Nike3d. Geometries are described primarily using index space concepts.

Complicated meshes can be generated, exact surface equations and surface intersections can be

introduced and, 30 000 element meshes can be generated. Boundary conditions, loads, material

properties required by nonlinear mechanics problems can be applied.

1.2.2 NIKE3D

It is a fully implicit three-dimensional finite element code for analyzing the finite strain, static and

dynamic response of inelastic solids, shells and beams. A contact-impact algorithm permits gaps and

sliding along material interface. By customizing this algorithm, those interfaces can be made to admit

variable zoning without the need for a transition region.

i

i

i

i

i

i

i

i

i
1.2.3 TAURUS

It is a post processor program that reads the binary plo{ flies generated by Nike3d. It plots

contours, time histories and deformed shapes. Contours of a large number of quantities may be plotted

on meshes consisting of plate, shell and solid type elements. It can compute a variety of strain measured

reaction forces along constrained boundaries.

i

i

i
1.2.4 TOPAZ3D

It is a three dimensional implicit finite element heat transfer analysis code. Topaz3d can be used

to solve for the steady state and transient temperature field on three dimensional geometries. Material

properties may be temperature dependent and either isotropic or orthotropic. A variety of time and

i

|
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temperature dependent boundary conditions can be specified including temperature, flux, convection

and radiation. By implementing the user subroutine feature, users can model chemical reaction kinetics

and allow for any type of functional representation of boundary conditions and heat generation. Topaz3d

can solve problems of diffuse and specular band radiation in an enclosure coupled with conduction in the

material surrounding the enclosures. Additional features Include thermal contact resistance across an

interface, bulk fluids, phase change and energy balances. Thermal stresses can be calculated using the

solid mechanics code Nike3d which reads the temperature state data calculated by Topaz3d.

i u

T IE_1

; --_ -

3_

Topaz3d has no general mesh generation capability. Rows of evenly spaced nodes and rows of

sequential elements may be generated. For complex zoning the mesh generating code and processor

Ingrid should be used. The Taurus interactive post-processor can be used to provide temperature

contour, temperature-time history and various geometry plots.

1.3. Mesh Generation and FEM Results for the Model

Meshes for the model are generated using Ingrid. Since the main interest is in the stresses on

the seal, finer meshes are generated at seals and its surroundings.

First the FEM analysis of the simplified model is carried out where only the pressure effects are

considered. Stresses on the seal in x, y, z - direction are shown In Fig. 1.3 a, b, c and stresses on metal

tube and ceramic tube in x - direction are shown in Fig. 1.4 a ,b. it is observed that, due to the symmetry

of the model, stresses in x and y directions are equal.

i |::i

|i

m

= =

A=-5.56E+05
B=-4.32E+05
C=-3.08E+05
D=-1.84E+05
E=-6.04E+04
F=6.35E+04
G=1.88E+05
H=3.11E+05

= ,

eel=

= =

Fig 3.a Stress contours of seal in x-direction (in Pa).
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Fig 3b Stress contours o! seal in y-direction (in Pa).

A=-5,56E+05
B=-4.32E+05
C=-3.08E+05
D=-1.84E+05
E=-6.04E+04
F=6.35E+04
G=1.88E+05
H=3.11E+05
1=4,35E+05
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A=-4.68E÷05
B=-4.12E+05
C=-3._6E+O5
D=-3.00E+05
E=.2.45E+05
F=-;1.89E+05
G=-1.33E+05
H=-7.70E+04
1=-2.12E+04

Fig 3.c Stress contours ot seal in z-direction (in Pa).
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Fig. 1.4 a,b Stress contours of ceramic tube and metal tube in x-direction (in Pa).
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1.4 Comparison of Theoretical and FEM results:

The theoretical stresses on ceramic and metal tubes are calculated as described in section 1.1. Stress

resultants in radial coordinates are transferred into cartesian coordinates and the maximum stresses are

compared with corresponding stresses calculated by FEM codes. The results are:

Metal tube

Ceramic tube

THEORETICAl_

a===.= = a.,,,.. = -2.582 x 10ePa

o==,= = o.,,== = -1 840x 106Pa

RM

a=.,.= = a...= = -2.67 x 106Pa

a,==,= = ¢_.=.= = -1-93 x 10ePa

The orders are close each other in both results.

acting on seal is not considered. The slight difference

consideration.

In theoretical analysis the effects of pressure

at maximum stress values are due to this

1.5 Temperature Analysis

The temperature distribution in the metal tube, the annulus, ceramic tube and inside the ceramic

tube need to be calculated. The temperature analysis can be done either theoretically or by using the

FEM code Topaz3d. In order to check the accuracy both methods are pursued. Later these

temperature distributions will be used to calculate thermal stresses in the seals.

!

Heat is transferred from the outer wall of metal tube to the inside of ceramic tube by conduction,

convection and radiation. The transfer through the wall of the metal tube is by conduction, in the annulus

between the metal tube and ceramic tube by radiation and convection, through the wall of the ceramic

tube by conduction and inside the ceramic tube by convection and radiation. Temperature

distribution in all these regions are calculated by formulating them separately and applying the thermal

boundary conditions. Fig. 1.5 illustrates the heat transfer through the media.

!
Fig. 1.5 Heat transfer through ceramic tube and metal tube

11-17



1.5.1 HEAT TRANSFER BY CONDUCTION ON THE METAL TUBE WALL

For steady state condition, with no heat generation the differential equation is:

1 d (krdT)= 0
rdr dr (9)

Fl

=

• ==

1:4

w

where boundary conditions are:

T(ro) = Ts,,

T(r l) = T 1

solving the differential equation by applying the boundary conditions, temperature distribution

through metal tube wall becomes:

T(r) = Ts'l -T1 lnr/r I +T 1
lnro/rl

and heat transferred through the metal tube wall is:

q_ = -k(2ztl) Ts'_= _
lnro/ r_

(lO)

(11)

(12)

(13)

=.._

w

w

H
w

w
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1.5.2 RADIATION HEAT TRANSFER ON THE ANNULUS

The formulation for this case is derived In reference[2]. For infinite long cylindeis:

W_
Xl/= [(D 1/D2)E 2 + El]Wb + 1

¢(r)= Cb(r)+E_(D1/D_)w_
[(D l/D2)E 2 +El]_b + 1

where

D_ and D= are inside and outside diameters of the annulus.

E N = (1- e._) / e_

v=Q_/A_o(T_ -T¢)
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Wb =Q,b I A,a(T,4-T_)

_'b, (_b are given in reference [4,5].

I

IJ

with the boundary conditions" j

T(rI)= T, (I6) i

T(r_)= T= (I7)

the temperature distribution:

T'(r)= ¢(r)(T_- T=_)+T_

and the radiative heat transfer:

(18)

III

|

q_.=va(Tt-T:) (19)

1.5.3 CONDUCTION HEAT TRANSFER OVER THE CERAMIC TUBE WALL

For steady state condition, with no heat generation the differential equation is given in eqn. (9).

The boundary conditions for this case are:

Ii

II

T(r2) = T2 (20)

T(ri) = Ts.2 (21) i.

Solving the differential equation by applying the boundary conditions, temperature distribution

through ceramic tube wall becomes:

T(r)= T2 -Ts" lnr / r2 + T2
lnr=/r i (22)

and heat transferred through the ceramic tube wall is:

(23)

q, = -k(2rd) T2 - Ts-"
lnr 2/ri

B

|

i

|

1.5.4 HEAT TRANSFER TO CARBONDIOXIDE INSIDE THE CERAMIC TUBE

Heat transfer inside the ceramic tube is analyzed using the method developed by Thomas H.

Enstein [3]. A two-dimensional analysis is presented for determining the heat transfer to a gray uniformly
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absorbing gas enclosed in a black circular pipe under the combined influence of radiation, gas flow

through the pipe, and thermal distribution in the gas. The analysis also takes into account the presence

of distributed energy source in gas.

In this analysis, the axial component of conduction is neglected.

The heat balance on an infinitesimal volume of gas dv located at position r in the interior of thepipe

is:

4ko.r, ,o)+ac _-:--.r1
I,., p pLP,p j,.,_x

= kj'j'j" o-_ (r)f(r - ro)dv + kj'j'o'T_ (r)g(r- ro)dA + q"(ro)

where

(23)

q'"(ro)
heat generation in the gas per unit volume at r 0

4kdT'_r o)

Gc
radiant energy emitted per unit volume at r=r 0

rate of enthalpy increase of the flowing gas at r=r 0

net conduction heat transfer per unit volume at r=r o

k]]_ dr' (r)f(r - ro)dv

by

kj'] o_4 (r)g(r - ro)dA

radiation absorbed per unit volume r 0 from emission given off

the rest of the gas in the cylinder.

radiation absorbed per unit volume at r 0 from emission of

pipe wall and end surfaces.

To solve above equation for cylindrical geometry, the interior of cylinder is divided into finite

number of zones. The resulting two-dimensional integro-differential equation is approximated by a

system of algebraic equations. Computations are being performed and the results will be reported in the

near future.
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1.6 Future Work

The calculation of the FEM analysis will be verified against theoretical values for the simplified

cases. The next step is to use the FEM analysis to consider thermal stresses. Then the geometry for the

seal in tubular device will be optimized. Later the code being developed will be applied to compute the

thermal stresses at joints and seals between any two surfaces due to thermal and pressure loads and to

optimize seal shapes.
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2. LABORATORY TESTING

Graduate Student:Gary Honea

The design of both the tubular and disk configurations of the electrochemical cells revealed the

need for the design of high temperature seals between the ceramic cell and the metal manifolds. A

modest program has been started to develop the seals. Presently seals are being developed between

Haynes 214 alloy and Zirconia that can withstand upto 900 C in an oxidizing atmosphere. The choice of

Haynes 214 for the manifold is due to its excellent oxidation resistance at elevated temperatures. Haynes

241 is a nickel based super alloy with chromium, iron and aluminum. It has an Young's modulus of 1.37e6

Pa and a coefficient of thermal expansion of 7e-6 K"1 . The yttria stabilized Zirconla has a Young's

modulus of 1.52el 1 Pa and a coefficient of thermal expansion of 20e-6 K"1.

The techniques being investigated for the seals are: direct brazing, indirect brazing and adhesive

cements.
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2.1 Direct Brazing:

In this joining process, a filler material that has a lower melting point than the base materials

melts, flows and fills the gap between the base materials. The success of the brazing depends on the

ability of the filler material to wet the base materials. The wettability as given by the contact angle is

dependent on the intedacial tension between the solid, liquid and vapor. The relationship is given by the

well known Young's equation. The surface tension value depends on the cleanliness, porosity and

surface smoothness of the base material and these values are not readily available. It was found that one

had to essentially depend on the expertise of the specialists in the field to suggest from prior experience,

the possible filler materials.

The initial seal was for the tube-in-tube configuration. After several considerations it wasdecided

hat some type of stress-mitigating-bellow (SMB) was needed due to the wide difference in the Coefficient

of Thermal Expansion (CTE). The SMB was machined out of 316 stainless steel as shown in fig.2.1.

The vacuum brazing sequence that followed was to first braze the SMB to the Haynes with AMS

4776 filler material at 1175 C. The next braze was at the SMB to PSZ interface using a copper ABA filler

material. The secondary braze did not hold on the first run, but on the second run it held pressure. Braze

temperature on the second run was between 1040 and 1065 C. The choice of these braze FMs was

made due to the known al_lity to wet and the parent materials. These FMs are also available commercially.

The braze will be tested in the 750-850 C range.

0.229

0.01

T i

0.08

Fig. 2.1 Stress Mitigating Bellow

"- I-" 0.12 r

2.2 Adhesives

After an exhaustive search of adhesive products for high temperature applications two products

were selected for testing. Aremco paste # 569 was used to form a seal between a Zirconia disk and a

Haynes tube. The Haynes tubes was cleaned with acetone and the Zirccnia disk roughened with a silica
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abrasivepriorto bonding. A thin layer of the paste was applied and allowed to cure for 24 hours at room

temperature. m

Based on discussions with Dr Akbar All at Hughes Aircraft company Sauereisen # 8 adhesive

was used to obtain a seal for the disk system. The _re for bonding is I_ed inthe appendix Seals

were also made at the university using a layedng of different adhesive (that has different CTEs). The

layering was made out to Sauereisen # 360,31,29 from the Haynes tube to the Zimonia disk, in that order

as shown in figure 2.2 and 2.3.

m

1

"1

Saureisen #360, 3, 29

Fk of the adhesive seal for the

Fig. 2.3 High-temperature seal for a disk configuration.
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2.3 Testing Procedure

A simplified schematic of the setup used to test the seals is shown in Figure 2.4. Oxygen gas can

be filled into the test chamber at a predetermined pressure and the seal and the test chamber can be

ramped to a desired temperature and maintained at that temperature. The present will permit the

temperatures up to 1200 C.
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A very sensitive differential pressure transducer is used to detect even minute leaks in the seal.

The temperature of the test chamber is ramped at a specified rate during start up, shutdown and thermal

cycling. The test setup has been constructed and has been leak tested and calibrated. The next step is

to test the seals. This effort is forthcoming.

Shu'_ooff
valve Differential Shut off

Pressure valve
Transducer

Seperation
valveFIOw regulator

lye

sO2urce

Absolute
Pressure
Transducer (:_Temperature

, :. ..........._;..: .., / Controller

=..:.... :. :. ...,..:,-j - _l-_l-es t
Section

High temperature
Oven

Pressure Relief
Valve

Fig. 2.4 Schematic of the apparatus for high-temperature seal testing.

2.4Appendix

SEALING PROCEDURE

These are the procedures followed in the seal preparation. They were recommended by Dr. M. All at

Hughes: Aircraft Company.

1. Vacuum degrease the Zirconia disk and the steel tube.

2. Alumina grit blast the bonding areas of the disk and the tube.

3. Ultrasonically clean both parts followed by a second vacuum degreasing.

4. Mix 5.0 grams of Sauereisen cement #8 in 0,5 grams of deionized water

5. Apply the paste to the sand blasted surfaces of the tube and the disk using a spatula.

6. Gently press the disk to squeeze out the excess paste, avoid smearing the cement paste on the steel.
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7.Letthecementedpartssetovernightforairdrying,makesurethediskis faceup.

8.Oven dry the parts in air at 70 C for 72 hours in an oven.

9. Sinter the parts in an electric furnace.

10. To prevent possible damage to the steel curing at a temp of 900 C (controlling the heating/cooling rate

to 3 C) will help attain the necessary bond.

11 The preferred sealing schedule is as follows:

11.1 Room temperature to 500 C at 3 C/min.

11.2 Holdfor 1/2hour atS00Cforbindertol_mup.

11.3 500 C to about 50 C above usage temperature hold here for 15 rains.

11.4 Cool the sealed unit at 3 C/min.

advice:
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ABSTRACT

Our major overall objective in this project is to develop efficient and economical
large scale separation and recovery methods for the metals of the platinum group and other
precious metals that are suitable for use in space. Our analysis of the problem has led us
to the use of multistage separation processes involving two liquid phases as the optimun
direction to pursue. The relatively novel separation technique known as Centrifugal Partition
Chromatography(CPC), has been selected as the most promising of the vadous types of
chromatography, particularly from the point of view of scale up, as well as the strong
scientific support provided by analogies ot solvent extraction, an area of great strength in
our group.

In work to date, we have focussed our efforts on finding optimal solution to
problems of reagent systems affording great selectivity and sufficiently rapid kinetics to
eliminate threats to separation efficiency. First, we developed a CPC procedure which
sewed to separate Pd(ll) from the rest of the platinum group metals(PGM). We used our
experience here to uncover the chemical factors limiting selectivity and efficiency of
separation because we learned that, for many metal separation systems, these outweighed
the mass transfer factors governing most multistage separations. This study led us to an
investigation of the chemical kinetics of extractable complex formation and dissociation
reactions and the testing and evaluation of appropriate new systems. This past project
period, we have been successful in separating Pd(ll) and Pt(ll) from each other and from
the remaining PGM Our current research is directed towards applying the principles we
have discovered to the separation and recovery of all of the Individual members of PGM
and scaling up the best of the systems we find. Finally, we will address the problems of
adapting our processes to conditions in space. Before the end of this project ypedod, we
expect to apply the separation and recovery schemes to the production of fractions of the
individual PGM from the CO- treated residue of iron meteorite sample(s) to be made

available to us by Dr. John Lewis.
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INTRODUCTION

Centrifugal Partition Chromatography (CPC), a recently introduced countercurrent liquid-

liquid distribution technique, has been used mainly for the separation of a broad spectrum

of organic compounds, has now begun only to be applied to the separations of metal ions

(1,2). We were the first to demonstrate the efficient separation by CPC of adjacent

lanthanldes including the separation of both light and heavy lanthanldes in a single run

using gradient pH elutlon (3). With NASA support, we were the first to achieve the

separation of palladium(ll) from the other PGM with CPC using a mixed complex,

Pd(TOPO)z CIz (4).

These studies revealed that, under comparable conditions, CPC effficiencles for

metal ions separations were significantly lower, by a factor of 4-5, than those regularly seen

for organic compounds. Another anomaly that occurs with metal ion separations Is the

dependence of column efficiency on the distribution ratio of a given metal species, unlike

experience with organic compounds. Although not commented on in the literature, similarly

low effictencles and their dependence on the distribution ratios of the extracted metal

species can also be observed in the separation of metals by derivattzed solid supports.

Generally, in chromatography the column efficiency is constant for a given set of

operating conditions, exhibiting no dependence on the distribution ratios of the species

being separated. Possibly, because separations of metal Ions by CPC Involve formation

and dissociation of extractable complexes using suitable Iigands, chemical factors may be

responsible for the differences. During the last project period we undertook systematic

investigation to determine whether, and in what manner, chemical factors, In contrast to

simple solvation and desolvation as well as mass transfer factors, were responsible for the

differences in CPC efficlencies for metals and organic separations. CPC studies coupled

with solution kinetic studies using stopped flow has allowed us to cleady establish the

influence of chemical kinetics on CPC column efflciencies and correlate them to the half-

lives of the chemical reaction responsible for the lowered chromatographic efficiencies.

EXPERIMENTAL SECTION

Apparatus. We have already described the CPC used in our eadler work(3,4).

The Schoeffel UV-VIS detector (0.1 mL cell volume and 8 mm pathlength) was set at 238

nm and 255 nm for Pd(ll) and 3-picoline experiments, respectively. Data was acquired

every 10 seconds using an IBM/PC interfaced to the detector and a DASH-8 program
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(Metrabyte Co., USA).

A HI-TECH Scientific Stopped Flow SHU spectrophotometer was used for the kinetic

study of the formation and dissociation of Pd(ll) and TOPO complex. Data acquisition and

treatment were accomplished with the associated Hi.Tech software. Pd(ll) and TOPO as

well as chloride (NaCI) were dissolved in aqueous solutions of various concentrations of

surfactant (0.7-4% Triton X-100). The kinetics experiments were monitored at 420 nm.

The viscosities of heptane solutions of TOPO were measured using an Ostwald

viscometer.

Reagents. Trioctylphosphine oxide, TOP0, was recrystallized from acetone (MP. = 53-54

° C). All other reagents were of analytical grade. Metal-free heptane and water solutions

were equilibrated overnight before use. Palladium stock solutlons (10"z M) were prepared

by dissolving a weighed quantity of palladium(ll) chloride (59.9% Pd, Alfa Products) in 0.10

M HCI solution. 3-Picoline (Eastman Kodak Co.) was purified by distillation before use. The

stock solution of 10"2 M 3-picoline was prepared in water. Succinic acid buffer of pH =

6.10 (3.88X10"3 M succinic acid and 6.94X10"z NaOH) was prepared using Perdn's method

(6). Deionized-distilled water was used throughout this study.

Procedure. All CPC, kinetic and viscosity measurements were performed at 25_C. CPC

experiments were conducted with 0.1-0.5 M TOPO in heptane as the stationary phase and

an aqueous phase at pH 3 and appropriate chloride concentration (using NaCI) as the

mobile phasP, pumped in the descending mode. Equilibration of the two phases at 800

rpm resulted in 20 mL of heptane and 100 mL of water. One mL of palladium stock solution

(10-3 M) was injected into the CPC for each run. Flow rates between 0.5 and 4.0 mL/min.

were used in these experiments.

The experimental configuration for 3-picoline experiment wa._ identical to that for

palladium except that the detection wavelength was set at 255 nm. The mobile pha.,3 :" _s

adjusted to pH 6.10 using succinic acid buffer before injecting 1 mL of 10"3 M 3-p_,_,'_"_,?.

RESULTS AND DISCUSSION

CPC Studies. We have completely characterized the extraction equilibria of Pd(ll) by

TOPO by batch extraction and CPC. It was established that Pd(ll) was extracted as the

PdCL_(TOPO)z complex. In accordance with prediction from eQuilibdum considerations,the

distribution ratio increased with [TOPOI and decreased with [cr ].

To characterize the separation efficiency of CPC, we define the term CETP, channel

11-26



equivalentof a theoretical plate (2400/N). The dependence of CETP on flow rates for

Pd(ll) and 3.picoline were compared in the heptane:water system. The peak widths are

significantly greater for palladium than for 3-picoline under comparable conditions, which

reveals an abnormally lower efficiency for Pd(ll). Not only is the CETP for Pd is higher

than that for 3-picoline, but it exhibits a far greater sensitivityto flow rate.

Chromatographic efficiency is typically limited by various types of diffusion processes

which are operating for both 3-picoline and Pd(li). Simple diffusion alone can not account

for the significantly lower efficiency for Pd(ll), however, even when the effect of TOPO on

increasing the viscosity, _, of heptane solution is taken into account. The CETP values of

3-picoline at the viscosities of TOPO solutions in heptane were calculated from the CETP

value in pure heptane assuming a linear relationship between CETP and _0.s given the

narrow range of viscosities, as indicated by Knox equation (7). As seen from Table I. the

viscosity of TOPO solution in heptane and the CETP values for 3-plcollne and Pd(ll)

Increase with the concentration of TOPO. The CETP values for Pd remain distinctly higher

indicating that viscosity alone does not account for the increase In CETP for Pd with

increasing TOPO concentration. It is also evident from this table that the CETP values for

Pd(ll) are dependent on its distribution ratio. The CETP values are larger at higher

distribution ratios indicating poorer column efficiencies at higher D values. The additional

peak broadening in the case of Pd(ll) compared to 3-picoline under identical conditions and

at the higher distribution ratios of Pd(ll) must arise from chemical kinetic factors.

Approximately 50% of the 3-picoline molecules are protonated at pH = 6.1 (pK, = 6) at

which its CPC chromatograms were obtained. The deprotonatlon reaction will not cause

CPC band broadening in the case of 3-picoline as it is very rapid and indeed is termed

diffusion controlled. In the manner of the Van Deemter and Knox equations in which the

reduced plate height is seen as a sum of contributions from various factors we can express

the observed CETP for Pd (CETPo=,) as a sum of contributions from diffusion (CETP=t_) and

chemicaJ kinetics (CETP¢_):

CETPo,, = CETP=,, + CETPcK (1)

We can isolate the contribution due to the chemical kinetics to the observed CETP for

Pd(ll) by subtracting the CETP values fnr 3.nicoline at the appropriate TOPO
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concentrations. We shall show that the CETPcK is related to the half-life for the kinetics of

back extraction of the PdCIz(TOPO)z complex.

A further examination of the involvement of chemical kinetic factors In the CPC efficiency

for Pd(ll) was obtained by studying the dependence of CETP on the concentration of

chloride in the aqueous phase and the concentration of TOPO in the heptane stationary

phase. It is evident from equation 2 that the distribution ratio of Pd(ll) should depend on the

chloride and TOPO concentrations, with D being directly proportional to [TOPOI z and

inversely proportional to [cr ]2. It is not obvious, however, that CETP should depend on

these concentrations as well. It was found that increasing [CT] and decreasing [TOPOI

provided better CPC efficiencies for Pd(ll) (Figures 3 and 4). As may be seen, CETP Is

directly proportional to [TOPO] and inversely proportional to [cr ]. These observations are

consistent with the hypothesis that the kinetics of the back extraction reaction, equation 2,

is the major factor in affecting the CPC efficiency for Pd(ll).

PdCI.z ('roPO)_ + 2CI- ,., PdCI,,2- + 2TOPO (2)

Study of the Back Extraction of PdCIz(TOPO) z Complex using Stopped Flow.

Since the CPC results indicated the involvement of slow chemical kinetics, a systematic

study of the kinetics of the process of extraction and back extraction of Pd(ll) seemed in

order We learned from preliminary experiments of extraction and back extraction of Pd(ll)

by TOPO in heptane-water system using the mlcroporous teflon phase separator

(MTPS)(II), that these kinetics were too fast to be measured by this system which can

measure half-lives 5 s and longer.

Stopped Flow Kineticx Studies. In order to understand the influence of the kinetics of

formation and dissociation of PdCIz(TOPO)z on CETP, we resorted to stopped-flow and

examined the kinetics in the presence of mlcelles, which we have demonstrated eadier,

provide excellent models for extraction systems (12). The mlcellar system containing up to

4% Triton X-IO0, a neutral surfactant, to solubilize TOPO was chosen to compare the

formation and dissociation rates of PdCIz ('l'OPO)z. The formation of PdCIz(TOPO)z under

a variety of conditions was too fast even for the stopped flow apparatus (limit of t_/z = 0.4

ms). The dissociation kinetics of PdCIz(TOPO)z could be followed by stopped flow.

The PdCIz (TOPO)z complex was formed in the Triton X-lO0 system using 10"3 M Pd(ll).
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The dissociation of this complex under pseudo first order conditions in [cr ], was monitored

as a function of [Triton X-lO0], [cr] and [TOPO]. The observed pseudo first order rate

constant was independent of the Triton X-IO0 concentration (Table II), indicating that the

dissociation of PdCI2 ('roPo)_ occurred essentially In the bulk aqueous phase. This also

indicated that no appreciable dissociation occurred in the micellar phase and that mass

transfer of PdCI_ (TOPO)2 between the bulk aqueous and the bulk micellar phases was

raptd

The value of k_, increased with increasing [cr ] at constant rroPo] and decreased with

increasing [TOPO] at constant [cr ]. These observations can be rationalized based on the

mechanism in equations (3)-(5) for the decomposition of PdCI2 ('T'OPO)z.

K

PdCI z(TOPO)2 .. PdCI 2(TOPO) + TOPO (3)
Fast

PdCI 2(TOPO) + Cl- ....... > PdCl 3 + TOPO (4)
Slow

PdCI 3- + cr ....... > PdCI4 2- (5)
Fast

The rapid preequilibrium step, equation 3 and the rate limiting step, equation 4, yield the

following expression, equation 6, for I%. under pseudo first order condition in [CI-],

k_,, = ___L.[Cr] (6)

K + [TOPO]

Equation 6 can be rewritten as:

[cr] = __1 + ..j_l .{TOPO] (7)

k==, k= Kk.z

The plot of [Or ]/k_b, as a function of [TOPO] yielded a straight line. The kz and K values

derived from the intercept and slope of this plot are 168+8 M'_s z and 0.004_.+0.0002 M,

respectively. Equation 6 indicates two limiting cases, K> >[TOPO] and K< <[TOPO]

(Equations 8 and 9). Equation 8 is encountered In stopped flow experiments at 10"4 M

TOPO where ko=, is linear in [CF ], Table II.

k,, = k,[cr ]. (8)

These observed rate constants yield a kz value of 158_.+4 M'ls "z which is In excellent
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agreement with the value from equation 7.

k,. = __._K__.[cr ] (9)

[TOPO]

Equation 9 indicates that t_/_ a rroPo]/[cr] (tt/z = In 2/k==,}. It is evident from Table i

and Figures 3 and 4 that CETP has a similar relationship to rroPo] and [CF ].

Plotting the difference in the CErP for Pd and 3-picoline to eliminate the contribution

from viscosity changes (equation 1), at constant [cr ] as a function of t_/z yielded a straight

line with sJope 6.4_+0.2. A similar plot at constant [TOPO] yielded a straight line with slope

5.9+0.3. The CETP determined chrornatographtcally, is thus a measure of the half-life for

the kinetics of back extraction of PdCIz('FOPO)2. It is also evident that the dependence of

CEFP on []'OPO] and [cr] is different from the dependence of the D value of Pd(ll) on

these concentrations (equation 2). Interestingly, we find that CETP is directly proportional

to El5, Table I. Such a relation is not obvious from the basic chromatographic equations

used to calculate the D value from retention volume and the efficiency from the retention

volume and the peak width. The relationship between CETP and t_/z and CETP and D have

become evident through the independent elucidation of the mechanism of the kinetics of

back extraction of PdCIz (TOPO)2 using the stopped flow technique.

This analysis of chromatographic efficiency In separations involving the distribution of

metal complexes clearly reveals the influence of the kinetics of complex formation and

dissociation on the chromatographic efficienclesand affords a semi-quantitative description

of the relevant kinetic parameters.

CONCLUSIONS

The differences in the CETP values for the Pd(ll) and 3-plcoline systems at a given flow

rate can be explained by the slow kinetics of back extraction of the PdC1z ('r'oPO)z complex.

The CETP for the Pd(ll) system is directly proportional to the half-life,t_/z, for the kinetics

of back extraction of the PdCtz(TOPO)_ complex. Hence, the band broadening inthe Pd(ll)

system arises from the slow kinetics of dissociation of the extracted Pd complex. Thus

CPC provides not only provides useful clues as to the chemical kinetics of extraction and

back extraction but also clarifies the correlation of column efficiencles with Independently

measured chemical kinetic parameters. Further, the kinetic Information obtained from the

correlation of column efficlencies with distribution ratios, as demonstrated here, can be
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used to improve the CPC efficiency.

The customary screening of extraction reactions involving single-stage equilibrations

serve not only to determine D values, but to enable one to discard reactions which are too

slow to be chromatographically useful. Even when these experiments indicate that

extraction reactions are too fast to be measured by ordinary means, the sensitivity of CPC

and related chromatographic techniques to reaction rates are dramatically greater. Slow

reactions that have half lives of even c.a. 1 s will begin to adversely affect the observed

column efficiency. Conversely, observation of efficiencies lower than otherwise expected,

provides a qualitative index of slow reaction kinetics. Although our study is focused on

extraction reactions involving metal complexation, these will apply to any process in which

the transferring species Is formed (and dissociated) by slow kinetics.

Work Currently Under Way. On the basis of principles revealed in our work, we are now

designing procedures in which increased separation efficlences should enable us to deal

effective!y with the other members of the PGM. Preliminary experiments have been carried

which look very promising. We hope to be able to provide a demonstration of the efficacy

of our methodology by separating and recovering quantitatively all the individual PGM

contained in an iron meteorite sample following carbon monoxide treatment to remove iron

and nickel.
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Table I. CETP and D values for 3-picoline and Pd(ll) at different TOPO end chloride

concentrations at a flow rate of 2.00 mL/min.

[TOPO],M TI .cp _l-Picoline P_(II) I I I

CETP D [cr] CETP t_/2's D

0.0 0.386 3.2 09

0.2 0.485 3.6 - 0.1 10 2.2 0.4

0.3 0,556 39 - 0.1 17 3.3 0.9

0.4 0.643 4.2 0.1 25 4.4 1.4

0.5 0,738 4.4 0.1 33 5.5 2.8

0.5 0.738 4.4 0.05 68 11.0 8.3

0.5 0.738 4.4 0.20 13 2.7 0.6

05 0.738 4,4 0.30 11 1.1 0.4

Table I!. Variation of k,b , with Triton X-100, Chloride and TOPO concentrations.

[TritonX-100],M [cr ],M [TOPO]X10_,M kob,,s"1

0.011 0.1 1 15.99

0.016 0.1 1 17.05

0.032 0.1 1 17.97

0.064 0.1 1 16.49

0.016 0.05 1 7.90

0,016 0.2 1 32.18

0.016 0.3 1 46.59

0.016 0.4 1 61.36

0.016 0.5 1 80.64

0.016 0.6 1 96.54

0.016 0.5 5 75.00

0,016 0,5 10 66.72

0,016 0.5 20 56.50

0.016 0.5 30 47.52
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FIGURE CAPTIONS

Figure 1. The CPC chromatograms for Pd (10-3 M) at 0.5 M TOPO and [Cr] = 0.05-0.2 M.

o

Figure 2. The CPC chromatograms for Pd (10-3 M) at 0.05 M chloride and [TOPO] = 0.1-

0.5 M
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DEVELOPMENT AND MECHANICAL PROPERTIES OF

STUCTURAL MATERIALS FROM LUNAR SIMULANT

CharKIra S. Desai

Department of Civil Engineering and Engineering Mechanics
The University of Arizona
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Abstract

Development of versatile engineering materials from locally available materials in space
is an important step toward establishment of outposts such as on the Moon and Mars. Here
development of the technologies for manufacture of structural and construction materials on the
Moon, utilizing local lunar soil (regolith), without the use of water, is an important element for
habitats and explorations in space. It is also vital that the mechanical behavior such as strength
and flexural properties, fracture toughness, ductility, tensile properties, and deformation
characteristics are defined toward establishment of the ranges of engineering applications of the
materials developed.

The objectives here include two areas: (1) thermal "liquefaction' of lunar simulant with
different additives (fibers, powders, sulphur, iron, pyrite, etc.) and (2) development and use of a
new triaxial test device in which lunar simulants are first compacted under cycles of loading, and
then tested with different vacuums and initial confining or insitu stress. The second area has
been described in previous progress reports and publications i,s,s; since the presently available
device allows vacuum levels up to only 10-4 tort, it is recommended that newly acquired (by SERC
Center) vacuum pump that can allow higher levels of vacuum be utilized.
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DEVELOPMENT AND MECHANICAL PROPERTIES OF
STRUCTURAL MATERIALS FROM LUNAR SIMULANT

Chaodra S. Desai

Depamnerl of Civil Engklemb_ and Engk_erb_ Mechank:s
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Introduction and Results to Date

The development of new construction materials through liquefaction of lunar stmulants

with various admixtures, and determination of mechanical properties using various laboratory

testing devices to perform bending, cylindrical triaxtal, and three-dimensional multiaxial tests are

the main objectives in this progress report.

The lunar simulant used, called Arizona Lunar Simulant, has been developed locally from

a basaltic rock found near Hanford, WA. This material has a mineralogical composition similar

to that of the lunar mare soil. The rock is ground so that its grain size distribution falls well within

that of the distribution envelopes for the samples of the lunar regolith brought to earth by Apollo

missions, Fig. I.

In order to achieve various engineering properties such as flexure, compressive, tensile

and fracture strengths, deformation characteristics, and ductility, the lunar simulant is combined

with various powders and fibers. These include steel, stainless steel, aluminum, and fiberglass,

The simulant itself, and with various percentages of powders or fibers, is liquefied in a furnace

with a temperature capacity of 1700°C. The material is placed and compacted in molds made

of graphite and titanium so that appropriately sized specimens for various tests can be obtained

(see Table 1). Diagrams of three types of samples with loading conditions are shown in Figure

2.

Table 1. Various specimens

i
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SHAPE SIZE TEST STATUS

Rectangular 1.0 x 2.5 x 25 cm Bending Current

Cylindrical 5.5 cm diam. x 15 cm ht. Triaxial Future

Cubical 10 cm x 10 cm x 10 cm Multiaxial Future

Plate 7 cm x 100 cm x 1 cm Tensile Future
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In the thermal liquefaction, the simulant melts at about 1100°C and forms a matrix that

can be made into various specimen sizes and shapes. The resulting intermediate ceramic,

formed solely by the simulant, is relatively brittle. With addition of a powder or fiber, the

liquefaction may involve melting of the admixture at a lower or higher temperature than that for

the soil simulant. Thus the powder/fiber melts before the heated soil particles or vice versa,

resulting in a 'ceramic composite'. Such composites can possess a wide range of the

aforementioned mechanical properties.

An objective of the research is to perform a parametric study in which the ratio of simulant

to powder/fiber is varied, together with different levels of temperature and cycles of temperature,

the latter is expected to add "prestressing' due to residual expansion of the powder/fiber. It has

been noted that such powders and fibers can be manufactured from the lunar regolith. Table 2

shows details of samples tested.

Table 2. Beam samples prepared to date
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1. Lunar Simulant Only

.

Sample D.Qm/cc

1- 2.43

2- 2.44

Fibers % By Weight

Steel 15,0

Steel 30.0

Stainless 7.5

Stainless 15.0

AL 7.5

AL 15.0

AL shavs 10.0

% Volume Matrix p..qm]cc

4.65 2.17

10.95 2.26

2.32 2.39

4.54 2.20

"7.27 2.61

20 samples have been made so far.

W

W
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Each of these is cut into 1-3 beams for testing.

All batches were heated at the same cycle. Heat of 1100C was held
for I hour, then cooled over an eight hour period.

AL = Aluminum
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Specimensof the materialcombinationsthus developedwill be testedfor bending,

fracture, ductility, and stress-strain-strength properties using laboratory testing methods as

described previously. This is a vital step toward potential engineering applications of the materials

developed, because based on the parameters and constants determined, the ranges and type

of application of the materials developed for space construction can be established.

The current research so far has included: 1. Acquisition of the furnace, 2. development

of a beam bending device as per the ASTM standard, 3. production of a number of beam

specimens with varying admixture content (Table 2), and 4. testing of a number of beam and

compression specimens for their load-displacement and stress-strain-strength behavior. Typical

test results for bending and compression tests are shown in Figures 3 and 4. It can be seen that

the load-carrying capacity, stress-straln-strength response and ductility are influenced by different

additives.

Figure 3 shows the load vs. displacement curves for beam specimens with no fiber, with

7.5% AI, and with 15% stainless steel. As can be seen from these curves, the addition of

aluminum fibers significantly increased the ultimate strength; and the addition of stainless steel

fibers increased both the ultimate strength as well as the deflection at failure. Figure 4 shows the

stress-strain curve for a typical compression test. The specimen had 15% by weight carbon steel

fibers.

Development of cylindrical and multiaxial specimens and specimens for tension testing

will be the subjects of future research. The multiaxial specimens will be tested in unique three-

dimensional devices (Figure 5) that allow application of three independent principal stresses,

different paths of loading, and static and cyclic loading. Future work will also involve use of the

Arizona sirnulant and the simulant developed at the University of Minnesota to include

determination of the effect of agglutinates in this type of research. Agglutinate is a small glass-

welded aggregate of rock, mineral, and glass fragments formed during micrometeorite impacts

into the regolith. Also considered will be acquisition and use of a pump with higher vacuum levels

and testing of specimens under higher levels of vacuum, about 10"12torr. This will also be used

to continue the study using the new vacuum triaxial device.

Initial results have been obtained through liquefaction of the simulant with sulphur and

iron; here the liquefaction temperatures range from about 200 to 500°F. The percentage of

sulphur is intended to be as low as possible as it is not readily available on the moon. However,

it is felt that an optimum combination of iron and sulphur can be found that will lead to viable

structural materials with the use of relatively low temperatures. In the subsequent research, this

approach will be continued in which the specimens of 'concrete' with iron and sulphur will be
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tested, results compared with those obtained with fibers, and the range of application of the

resulting materials will be studied based on their mechanical properties.

The final objective of the research is to develop a methodology by which structural

materials can be produced on the Moon using locally available and derived (fibers, powders, iron,

sulphur, etc.) materials, formed into useful shapes by thermal solar energy and compaction. In

addition to the development of materials, attention must be given to the determination of the

mechanical properties necessary for structural design so that the material can be used in a wide

range of engineering applications such as roads, foundations, blocks, walls, floors, buildings,

support systems, and shields. The research results are expected to represent a significant

contribution towards construction of facilities on the Moon.
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Specimens for bending, cylindrical, and cubical tests
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Large Area Solar Cells from Lunar Materials

Paul Calvert, Brian Fabes, Jonas Hodges and Jean Corley

Arizona Materials Laboratories

University ofArizona

ABSTRACT

Large area solarcellsneed a flexibleand strong substrateand cover. The obvious choices

for thisrole are polymer filmssuch as polyester. Organic polymers cannot be made from lunar

materials because of the absence of carbon and hydrogen. This projectexplores non-carbon

polymers which might be suitablefor thisand other lunar applications.Few such polymers are

currently known because ofsensitivityto oxidation and hydrolysis. Such degradation reactions

willbe much lesssignificanton the moon. Siloxane polymers have been selected forsynthesis.

A novel chlorosiloxane polymer has been prepared and partly characterized.
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The overallgoalofthisresearchistodevelopmaterialsfortheconstructionoflargearea

photovoltaiccellsfrom lunarmaterials.While a major focusofsolarphotovoltaicresearchhas

been on thesemiconductorlayers,many oftherealproblemsassociatedwith the applicationof

cellshave been more mundane. Ithas provedtobe difficulttomake largecellsruggedenough

to withstandlongperiodsin theopen withoutusinggrosslylargeand expensivepacking.

Environmental stresseson solarcellsincludewind and hail,animalattackon insulation,

degradationofpolymerinsulationand pottingcompounds due tohightemperaturesand intense

exposuretosolarUV, thermalcyclingand insulationbreakdown under thehigh DC voltagesof

series-connectedcells.For thesereasonslargelightweightsolarpanelsare not yet feasibleon

earthand robustinstallationsare too expensiveforany but remote or exoticlocaleswhere

normal power sourcesare not feasible.

Clearlythelunarenvironmentoffersasetofnew constraintsbut many ofthestandard

problems are absent. We are assuming for the time being that our solarcellswould be

constructedfrom amorphous silicondepositedonto a flexiblesubstrate. We are likewise

assuming thatconductorswillbe lunar-derivedaluminum. Other peoplehave given careful

considerationtotheseaspectsoflunarmanufactureofsolarcells[1,2].

We have focussedon thesubstratematerial.Flexiblesubstratesforexperimentalsolar

cellshave includedpolyester(polyethyleneterephthalatesuchas DuPont Mylar)and polyimide

(eg.Kapton). The moon, unfortunately,has almostno carbonand littlehydrogen bothofwhich

are essentialtoalmostallsyntheticpolymers. This then raisesthe questionofwhether itis

possibletomake a familyofpolymers withoutC and H. Ideallythesewould have a range of

propertiesfrom rubbery through hard plasticallowingone to make gaskets,insulationand

moldings as wellassubstrates.Even beforeColumbus brought rubberto Europe,societywas

verydependenton polymersinthe form oftextiles,wood and leather.Itisdifficulttoenvisage

a settlementwithoutmany forms ofpolymer.

Non-carbon polymers

There are three significant families of polymers with non-carbon backbones that retain

the qualities of flexibility that we associate with polymers. These are the silanes, siloxanes (or

silicones) and the phosphonitriles.

The phosphonitriles have a -PR2=N- structure where there are many choices for the R

side group. They were developed by A]Icock at the University of Pennsylvania [3] and a number
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ofcompanies,currentlytheEthyl Corp.,have attemptedtocommercializethem. The two well

known non-carbonpolymers have eitherR=F or R=CI. The chlorideisquitereactiveand can

be used as a startingpointforconversiontootherpolymers.

The silanes(-SiR2-SiR2-)aremuch studiedatthemoment aspotentialphotolithographic

materials,as precursorsto siliconcarbideand as non-linearopticalmaterials.A varietyof

polymers with differentR sidegroups have been made but R is invariablya hydrocarbon.

Nonetheless,itisnot clearthatothersidegroupscouldnot be used. The Si-Sibond doeshave

considerable3zcharacterfrom overlapofthe nominallyempty d-orbitals.Thisresultsinstrong

UV absorptionand opticalsensitivitywhich isgoodforlithographybut may bea problem forour

purposes.A number ofpolysilazanes(-SiR2-NH-)have been made and may finduse as ceramic

precursors,

The siloxanes (-SiR2-O-) are well known as silicone rubber where R=CH 3. There is a

number of other commercial materials with other hydrocarbon side groups. One experimental

polymer is available with a hydrogen side group (-Si(CH3)H-O-) for use as a hydrogenation

reagent.

This probably exhausts the possible structures of flexible non-carbon polymers for

terrestrial use. Essentially there are none. The qualification "flexible" is necessary as there are

many inorganic linear chain structures such as silicates, phosphates, sulfur and selenium where

the interchain bonding is strong enough to make the material effectively 3-dimensional and glass-

like.

Siloxane polymers

Exterior lunar applications do open new possibilities because flammability and hydrolytic

instability should not be major concerns in the absence of water or oxygen. With this in mind

we have set out to investigate possible tough, flexible non-carbon polymers. We selected the

siloxane backbone as the most promising from the point of view of ease of synthesis and

availability of starting materials. The moon is short of univalent elements needed to form side

groups on the chains. The obvious choice, in light of this, is to use hydrogen since its low mass

makes it relatively cheap to transport from earth. A 1 krn 2 by 100 micron substrate of the

(hypothetical) polymer (-SiH2-O-) would contain about 100 kilos of hydrogen. If the whole

substrate was made from polyethylene it would weigh about 1000 kilos.

This polydihydrosiloxane should be preparable by hydrolysis of silicon dichloride,

SiH2C12, which is quite flammable. Hence we have decided to work towards this by easy, and

safer, stages. The following sections describe the preparation of Polydimethylsiloxane, a routine
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polymerizationand thenextensionofthistopolydichlorosiloxane.Polydichlorosiloxanehas not,

to our knowledge,been describedbefore. It is a carbon-freepolymer and itwillbe most

interestingto examine the propertiesofthisnew materialaswe characterizeit.

We would expectthesesiloxanepolymerstobe rubbery.The siloxanebackbone isknown

torotatefreely.As shown by themodel infigurei,thereisverylittlesterichindrancebetween

thechlorinesidegroups.

_P_parationofpolvdimethylsiloxane

Thisreactionhas been frequentlystudied[4]and was done heretobuildexpertise.The

polymerizationreactionis:

,,(CH )2SiCZ2• --> (-Si(CHs)2-O-),+  , VCZ

The silane(0.3mole)was mixed withdichloromethane(I00ml) and pyridine(0.6mole),totake

up the HCI, and excesswater (0.6mole) was added slowlywith vigorousstirring.Reaction

occursimmediately.A whitesolid(pyridiniumhydrochloride)forms.The productwas washed

with watertoremove thehydrochloride.The dichloromethanelayerwas separatedand allowed

todry then heatedina vacuum oven. A polymerofhoney-likeviscosityresulted.The infra-red

spectrum agreeswith polydimethylsiloxane.

.P.reparation of polydichlorosiloxane

The method here is similar but only enough water to hydrolyse half the Si-C1 bonds in

silicon tetrachloride must be added.

nSiCl4 + nil20 --> (-$iCl2-O-)n+ 2ntlCl

Silicon tetrachloride (0.5 mole) was added to 400 ml of cold dichloromethane. Water (0.5 mole)

is slowly added while dry nitrogen was bubbled through the flask to remove the HC1. After 4

hours some white powder, probably silica, formed on the flask. The solution was allowed to

evaporate to give a viscous brown liquid.

Infra-red analysis looks promising for the product to be a siloxane polymer and studies

are continuing. On exposure to air the product fumed as would be expected for a chlorosiloxane.

i

J
I

m

M
II

i

.m

=.-
m

Im

m

I

a

I

m

i

i

Future Work

The identification of polydichlorosiloxane is still provisional. We have found no record

of the previous preparation of this material. Preparation conditions must be varied to get high
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yieldsof a reproducibleand pure product. This isof necessitydifficultbecauseof the water

sensitivityofthepolymer. The polymerwillbe characterizedby IR,NM:R and viscosity.We will

then studyitspropertiesas a film.

Beyond thiswe plan tosynthesizepolydihydrosiloxaneand characterizeit,which will

requirework under an inertatmosphere. We alsoplan to lookat the compatibilityof these

polymers with conventionalsol-gelfilmsas a way ofintroducingtoughnessintotheseglassy

films.

Personnel

This work has been carried out by two undergraduate students, Jonas Hodges and Jean

Corley working through the summer. As of now we plan to continue with undergraduate

students and are also looking for a graduate to join the project.
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Feasibility of Solar Concentrator
Fabrication From Indigenous
Lunar and Martian Materials

Roger Davenport
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ABSTRACT

Dependence upon the Earth for materials and power will make any proposed space colony very vulnerable
to supply difficulties. Also, the cost and effort Involved in transport of materials out of the Earth's
gravitational potential well is very high. Finally, solar energy provides a ubiquitous and dependable long-
term source of power in space. For these reasons, production of a solar power sytem in which large
portions of the system are constructed of indigenous materials has promise for increasing the autonomy and
security and enhancing the economics of such colonies.

In the near term, lunar colonies are of particular interest due to the moon's proximity and its likelihood as
a starting point for colonization and as a debarkation point for extended excursions into space. So in 1989,
with funding from NASA through the University of Arizona's Center for Utilization of Local Planetary
Resources (CULPR), Science Applications international Corp. (SAIC) began to study using materials
produced from lunar soil to form reflector for distributed and central receiver concentrating solar power
systems. These systems may employ photovoltaic or solar thermal dynamic receivers to produce electric
power for a lunar colony, or may be used to provide photons or thermal energy for chemical and materials
processing needs.

The progress in the first year of this effort included materials identification, conceptual design, and limited
fabrication testing. Results from that investigation were reported in Reference 1. Lunar materials and
materials production processes were reviewed, and candidate materials for reflector production were
identified. At the same time, lunar environmental conditions were reviewed for possible effects on the

production of concentrators. Then conceptual designs and fabrication methods were proposed and
evaluated for production of dish concentrators and heliostats. Finally, fabrication testing was performed on
small-scale samples and models using terrestrial analogues of lunar materials.
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1.0 INTRODUCTION

I

m

Dependence upon the Earth for materials and power will make any proposed space colony very

vulnerable to supply difficulties. Also, the cost and effort involved in transport of materials out

of the Earth's gravitational potential well is very high. Finally, solar energy provides a
ubiquitous and dependable iong-term source of power in space. For these reasons, production

of a solar power system in which large portions of the system are constructed of indigenous

materials has promise for increasing the autonomy and security and enhancing the economics of
such colonies.

In the near term, lunar colonies are of particular interest due to the moon's proximity and its

likelihood as a starting point for colonization and as a debarkation point for extended excursions

into space. So in 1989, with funding from NASA through the University of Arizona's Center

for Utilization of Local Planetary Resources (CULPR), Science Applications International Corp.
(SAIC) began to study using materials produced from iunar soil to t_orm reflectors for distributed

and central receiver concentrating solar power systems. These systems may employ photovoltaic

or solar thermal dynamic receivers to produce electric power for a lunar colony, or may be used

to provide photons or thermal energy for chemical and materials processing needs.

The progress in the first y_ Of this effort included materials identification, conceptual design,
and limited fabrication testing. Results from that investigation were reported in Reference I.

Lunar materials and materials production processes were reviewed, and candidate materials for

reflector production were identified. At the same time, lunar environmen_ conditions were
reviewed for possible effects on the production of concentrators. Then conceptual designs and

fabrication methods were proposed and evaluated for production of dish concentrators and
heliostats. Finally, fabrication testing wax nerformed on small-scale samoles and models using

terrestrial analogues of lunar materials.

1.2 Summary of Results

In this, the second year of effort, efforts continued on several aspects of the production of lunar

concentrators. Development of processing approaches for lunar concentrators included

evaluation of vacuum concrete de-watering, and evaluation of spin-molding and spin-coating.

Efforts on other aspects of solar systems included further evaluation of a passive tracking system
for dish concentrators and electrostatic focussing of heliostats. In addition, an evaluation of the

Martian environment was begun in preparation for extending the feasibility studies to Mars.
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2.0 LUNAR CONCENTRATOR DEVELOPMENT

m

m

w

m

Several aspects of lunar concentrator production were left unexamined in the first year of
investigation. In the continuation of this study, several of these were further analyzed and

tested. The following sub-sections describe the results of these studies.

2.1 Electrostatic Focussing of Stretched Membrane Heliostats

Since the moon lacks an atmosphere, focussing of stretched membrane heliostats using

differential pressure is not possible unless a cover is placed over the reflective surface. Such

a design would entail additional reflection and absorption losses, however. Therefore, a

focussing system using static electric forces was proposed. In such a system, a DC voltage

applied between the two membranes of the heliostat would cause a buildup of charge which
would then lead to an attractive force between the membranes.

r _
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m
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2.1.1 Analysis

The results of earlier analyses of terrestrial stretched membrane heliostats [2] was used to

estimate the pressure required to focus the membranes of a 50 m2 heliostat. For a heliostat with

3 mil thick stainless steel membranes and with a 6 cm center displacement of the membrane, the

pressure was estimated to be 140 Pa (0.02 psi). Translating to the lunar case, this is the

electrostatic force that must be generated per unit area to focus the heliostat. The thickness of

the ring was taken to be 15 cm.

Assuming the membranes can be represented by parallel plates carrying uniform char_es, the

electric field between them is given by:

E = al_o (1)

where cr

Eo

= charge density on the plate t,coulombs/m 2)
= permittivity of free space (1/4r% = 9 x 10 9 Nt-m2/coul 2)

The force exerted on a unit area of one membrane due to the other membrane can be expressed

dF/da = E a (2)

where cr = charge density (coul/m2)

Combining these two expressions, the force per unit area on a membrane can be expressed as:

dF/da = _/eo (3)

ut==a
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The required value of dF/da is just that given above, 140 Pa, so this can be solved for a:

a - 4(eodF/da) (4)

Substituting for e, and dF/da, the resulting charge density is 3.5 x 10 s coul/m 2. In (1), this

gives an electric field strength of 3.95 x 106 V/m between the membranes. This is a relatively

strong electric field, amounting to over 100,000 V over the 3 cm gap between the membranes

at the center. For comparison, Figure 2.1-1 shows sparkgap voltages versus the diameter of a

conductor in air. From the figure, it can be seen that air has a breakdown dielectric strength

of about 30 kV/cm. This is due to conduction breakdown of the air. In a vacuum, field

emission limits the voltage gradient, and with the large flat membranes of a heliostat the 40

kV/cm predicted by the analysis should not lead to breakdown.
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Figure 2.1-1. Spark Gap Voltages in Air

Because the estimated electric field required for focussing is very high, it is desirable to consider

what could be done to reduce the required force for focussing. Two approaches come to mind

immediately. First, thinner membranes would require less force to deflect them. Since there

are no atmospheric forces such as wind or rain to deal with, the membranes of a lunar

concentrator can be made as thin as practical based on handling and manufacturing

considerations. Second, if membrane pre-tension is reduced, it decreases the force needed to

deflect the membranes. Again, the lack of wind and other atmospheric effects on the moon

make this a practical approach.
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An unstudied effect on the focussing of a heliostat is that of non-uniform distribution of charge

on the membranes. Since the membranes will be closer at their centers, charges will tend to be

drawn there, increasing the =force and displacement at the cefiter of the heliostat. In effect, this

is not necessarily a bad, since the form of a stretched membrane with uniform loading is slightly

less deep in the center compared to an ideal parabolic surface. However, the extent of the effect

has not been analyzed. The focus control approaches described in the next sub-section help to

minimize this effect by giving direct control of the charge density on the rear membrane.

2.1.2 Design Approaches for Electrostatic Focussing

A preliminary examination of electrostatic focussing of space concentrators was performed in

the early 1980's by Spectra Research Systems [2]. In their testing, they proposed two

approaches to focussing concentrators. The first involved a plate with segmented electrodes on

which the voltage could be actively controlled to adjust the shape of a stretched membrane

reflector surface placed in front of the plate. The second approach used an electron gun to place

patterns of charge on an insulating glass sheet in front of which was placed the membrane

reflector. In a limited experimental program, both of these approaches were shown to be viable.

Of the two approaches identified by Spectra Research Systems, the second approach seems

especially well suited to the lunar environment. This approach eliminates the complex electrodes

and associated high-voltage wiring of the other system. Instead, a simple insulating glass plate

and an elegant beamed-energy approach are used. If a lunar heliostat were made with a glass

sheet forming its rear membrane, that membrane itself could become the target of the electron

beam. A CRT-like electron gun would be well-suited to the vacuum of the moon's atmosphere,

and could be used to supply focus control to many heliostats. The movement of the beam would

be accomplished using existing CRT electronics, and the moon's low magnetic and electric fields

would help minimize focussing and control complications with the beam. Finally, computer

control could be used to adjust the pattern of charge laid out on the rear membrane of the

heliostat in order to fine-tune the shape of the reflector.

2.2 Spin Molding of Dish Concentrators

2.2.1 Spin Molding Theory

Spin molding of dish concentrators was identified in the first year of investigations as a possible

way in which to mold accurate parabolic surfaces. The University of Arizona has already used

this technique for molding of glass mirrors for terrestrial telescopes with excellent success. The

theory of spin molding of parabolic surfaces is as follows: At the surface of a liquid under

rotational motion, the centripetal acceleration is in equilibrium with gravity at each point such

that the liquid surface is perpendicular to the net apparent acceleration. Figure 2.2-1 shows a

sketch of the relevant configuration, in which a liquid with a free surface is shown rotating about

the y-axis at a rotational frequency of w (rad/sec).
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liquid surface 7 w/ G

; /-- rotating container

.._ (dr,dy)
I1

Figure 2.2-1. Geometry for Spin Molding Calculations

The condition that the surface is perpendicular to the apparant acceleration can be expressed as

a dot product:

n • a = 0 (5)

Inserting the expressions for the vectors _.nand a, this becomes:

(dx,dy) • (w2r,-g) = 0 (6)

Integrating the resulting expression and applying a boundary condition that y --- 0 at r = 0

results in the equation:

y = w¥/2g (7)

This function is parabolic, curving about the y-axis with a focal length (f) given by:

f - g/2w 2 (8)

Finally, for design purposes it is useful to solve for the rotational frequency w as a function of
the focal length:

w = 4"g/2f (9)
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2.2.2 Spin Molding Tests

Using the results of the preceding section, a calculation was performed for lunar conditions with

a dish 4 m in radius and with an f/d ratio of 0.6. The result was that a rotational speed of 3.92

RPM was required. For fabrication testing purposes, calculations were repeated for Earth

gravity and a dish radius of 15 cm. It was found that a rotational speed of 49.6 RPM was

required to achieve an f/d ratio of 0.6. Therefore, in order to perform fabrication testing, a

turntable was acquired which gave well-regulated rotational speeds of 45 RPM and 78 RPM.

Figure 2.2-2 shows a small plaster of Paris dish that was cast on this turntable at 45 RPM. As

shown in the photo, the free surface of the material formed a smooth parabolic curve. Next,

a larger dish (22 cm in diameter) was cast on the turntable at 78 RPM. The surface of this dish

was not as smooth as the first dish. This is believed to be attributable to roughness in the

bearings of the turntable and the fact that the plaster had lumps and did not flow smoothly.

m

_z

U

Figure 2.2-2. Spin Molded Plaster of Paris Dish

2.2.3 Spin Coating of Dish Concentrators

After the 22 cm dish was cured, its front surface was successfully coated using a spin coating

approach. In the case of a lunar dish, this would be done with a thin layer of glass in order to

form a smooth substrate for the reflective surface. For testing purposes in this investigation,

a polyester resin was used as the coating material. Figure 2.2-3 shows the dish produced from

this test. The resin flowed over the surface of the dish and coated it well, although its

smoothness was limited by the roughness of the underlying surface.
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Figure 2.2-3. Spin Molded Dish with Spin Coating of Resin
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The surface shape of the dish shown in Figure 2.2-3 was measured across a diameter, and

compared to an ideal parabola. A least-squares curve fit was used to identify the focal length

of the parabola closest in shape to the dish. Figure 2.2-4 shows the comparison of the two

curves. The variations of the dish surface from parabolic are mainly a few distinct lumps that

remained in the dish surface. Generally, the dish shape was quite close to parabolic, supporting

the viability of this method for lunar concentrator production.
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2.3 Vacuum Dewatering of Concrete Dish Concentrators

One of the major problems identified with the use of concrete-like materials was the amount of

water required to form the concrete mix. In order to get good flow properties and avoid

formation of voids in the mix, it is even desirable to have excess water. However, on the moon

water will be a very scarce and valuable commodity since it does not occur naturally, and

hydrogen needed for its production will probably need to be imported from Earth. Therefore,

it was suggested that vacuum dewatering of the concrete would be a means to recover and

recycle the excess water in concrete concentrators. Vacuum dewatering also helps compact and

strengthen the concrete by removing voids and minimizing excess water in the concrete mix.

_:i.. _ e,'_ : _,_ ,
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Figure 2.3-1. Vacuum Dewatering Test System

To test vacuum dewatering of concrete dish concentrators, a small test rig was constructed,

consisting of a 5-gallon vacuum chamber with a viewing port and a connection to a small

vacuum blower (see Figure 2.3-1). After several unsuccessful trials, a method of dewatering

was arrived at in which the dish shape was formed by the same vacuum used to dewater the
concrete. The procedure was as follows:

1. A concrete mixture was smoothed into a thin layer over a piece of thin, flat plastic sheet.
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1 The vacuum chamber was placed over the plastic sheet so the cement was on the inside,

and the plastic sheet was secured to the top of the pail.

. The vacuum blower was activated. When this occurred, the vacuum inside the pail
pulled the plastic sheet into a dish shape, forming the attached layer of concrete mix with
it.

. As the blower continued to function, the excess water was liberated from the concrete

and pulled out of the system.

The molding technique described above was unfortunately not successful in producing full

dishes. When the concrete mixture was pulled into a dish shape, cracks often formed in the

concrete which caused the dishes to break apart. However, the dewatering technique itself was

successfully demonstrated, and several fragments of dewatered concrete were successfully
produced. In a production mode, the concrete would be laid up on a hard mold or on a soft
mold that was pressurized separately from the vacuum system, so this problem would not arise.

2.4 Passive Tracking System

Evaluation of a passive drive system for dish concentrators was continued in this phase of

investigation. A design similar to terrestrial passive tracking systems was used as the starting

point. In terrestrial systems, two blackened tubes containing a condensible gas are situated

behind paxtial shades on either side of an axis of rotation, with a manifold connecting the tubes.
When the unit is off-tracked, one tube becomes shaded and the other becomes more exposed to

the sun so that liquid is boiled in the sunny tube and condensed in the shady tube. The shift in

the center of gravity causes the unit to rotate until it is on-track again and thermal balance is

achieved once more.

Terrestrial trackers rely heavily on convective cooling of the tubes due to wind and natural

circulation. This is not possible in the lunar environment, where radiation is the only heat

transfer mechanism. Therefore, in order to provide more area for radiative heat transfer, the

lunar tracking system was configured as a pair of banks of parallel tubes oriented nearly parallel

to the incident solar radiation (see Figure 2.4-1). Banks of relatively small tubes were chosen

to accommodate possible high vapor pressures in the system. The tube banks have a reflective

surface towards the outside and an absorptive surface towards the inside (the dish side). No

shades are employed in the lunar system, because in a radiative environment such components
act as radiation shields and reduce heat transfer to the environment. Instead, the arrangement

of the tube banks is such that they shade themselves progressively as the tracker is moved. The

tube banks may be aligned parallel to the incident sunlight, or they may be arranged with a slight
outward tilt from the center of the dish to provide smoother operation (i.e., so the tubes don't

go from being fully shaded to being illuminated over such a small angular motion from the

desired aimpoint).
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Figure 2.4-1.
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View "A"

Lunar Dish Tracking System Concept
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Calculations were performed to determine the behavior of such a system when exposed to

sunlight. Equilibrium temperatures of such a system when shaded and when exposed to the sun
were estimated to be in the range of 150 K to 450 K with emissivities of 0.05 and 0.95 for the

absorptive and reflective components, respectively. With proper selection of materials and

absorption properties, the operating temperature of the unit could be above or below that range.

Considering the gases available on the lunar surface, it appears that oxygen or perhaps SO2

would be available and appropriate for the fluid component in the system. Figure 2.4-2 shows

the saturation pressures of these gases are reasonable over the desired range of temperature.

.

2.5-

_

1.5-

0.5

M_elting

A

t_
ta

to
to

12.

e"

._o

"M__Sulfur Dioxide ]

0
0 50 1 O0 150 200 250 300

Temperature (K)

Figure 2.4-2. Saturation Pressures for Oxygen and Sul/'ur Dioxide

A small-scale test rig was designed and built to demonstrate the design, using copper tubes and

with water as the liquid component. Figure 2.4-3 shows the test rig as it was mounted on a

simple stand for testing. The test rig consisted of copper pipes soldered into manifolds to form
two banks of parallel tubes. The tube banks were manifolded together at the top of the unit.

Flat black paint was used on all but the outside surfaces of the tubes, which were painted white

to reflect away the solar energy. The rig was mounted on beatings and balanced so that the axis

of rotation was very near the center of gravity. Finally, the test unit was partially fdled with

water, evacuated, and sealed, leaving only water and water vapor inside the tubes. The

operating pressure of the unit was therefore the saturation pressure of water, which was about

0.003 MPa at room temperature.
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A thermal analysis of the test fig was performed. When operating off-axis, the absorbing side

of one bank of tubes and the reflective side of the other bank, are exposed to the sun. If the two

banks of tubes were separate, the absorbing bank would normally heat up relative to the

reflecting bank. However, as one bank begins to heat up, water vapor is generated which

travels to the cooler side and condenses. So, the entire unit acts like a heat pipe, and energy

is transferred from the hot side to the cold side in a manner that maintains the unit nearly

isothermal. Externally, the result of this is the heat loss from the unit is nearly evenly divided

between the two banks of tubes. Internally, the transfer of liquid from one side of the unit to

the other shifts the center of gravity of the unit and provides the driving force for the mechanical

motion of the unit. Calculations performed for the test unit indicated that it should transfer

about 1.2 g/min of water from the fully illuminated to the shaded side in full sunlight. A heat

transfer analysis indicated that the system would operate at only 1.5-2.5°C above ambient

temperature under those conditions.
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Figure 2.4-3. Passive Tracking System Test Unit
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The test rig was assembled and placed outdoors for testing. Unfortunately, several factors

limited the effectiveness of its operation under these conditions. First, the solar illumination at

the time of testing was insufficient due to haze and clouds. Second, the bearing drag on the test

stand was found to be too high to allow the unit to swing freely; a force of 0.2-0.3 N, (e.g.,
equivalent to 10-15 grams of mass transfer) was required to start the unit in motion. So, the unit

was difficult to get started, and tended to overshoot in its motion once it began to move. Also,

since by design the unit was optimized for radiative heat transfer, it was not optimal for

operation on earth where convection is dominant. Finally, because the test unit was made as

simply as possible, no wicking was provided on the inside of the tubes for enhancing the wetting

of water on the tubes. This limited the heat transfer capability of the unit and limited its
performance. The result of these limitations was the test unit was not able to track the sun

automatically by itself. However, when thermal input from a torch was used to augment solar

insolation it was possible to demonstrate functionality of the unit by causing it to rotate first one

direction and then the other through only the application of heat to the low side. The test rig

was successful in demonstrating and providing validation of the concept; of course, it would

have been more satisfying if the unit had been able to track by itself in sunlight.
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3.0 MARTIAN CONCENTRATOR DEVELOPMENT

3.1 Martian Environmental Conditions

The Martian environment offers many significant challenges to the application of solar

concentrators. Unlike the moon, Mars has an atmosphere and exhibits extensive global weather

patterns and seasonal variations. In many ways, the atmosphere of Mars is more like that of

Earth than that of the moon. A further challenge is that because of its distance from the sun,

the solar insolation on Mars is only about half of the value at Earth's orbit. Thus, collection

devices need to be either twice as efficient or twice as large in order to extract equivalent

amounts of energy as compared to the moon. The following sub-sections describe the Martian

environment and some of the concerns and conditions associated with the application of solar

concentrators to Martian energy needs. Also, Martian materials are described and their

application to production of solar concentrators is discussed.

3.1.1 Martian Environment

Mars is about 1.5 times as far from the sun as Earth, and as a result receives about half the solar

insolation that Earth and the moon receive. Because of the eccentricity of Mar's orbit, the solar

insolation also shows significant seasonal variation. The mass of Mars is about one tenth that

of Earth, leading to a gravitational force of about 40% of Earth's. Mars has two satellites,

Phobos and Diemos. It does not have a significant magnetic field, and its atmosphere is thin,

so there are high levels of cosmic radiation, solar flare protons, and UV light. The mean

temperature is 215 K, but varies considerably with latitude and season. The length of the

Martian day is nearly the same as Earth, but the year is about twice as long. Mars is not

thought to be seismically active at present. A summary of pertinent information regarding Mars
is given in Table 3.1-1.

Table 3.1-1. General Information About Mars

Mean Solar Constant

at perihelion

at aphelion

590 W/m 2 Mean Planetary Radius 3380 km
718 W/m 2

493 W/m 2 Length of Day 24.7 hrs

Surface Pressure 6-15 mbar Length of Year 687Earth-days

Mean Surface Temperature
max.

rain.

215 K (-580C) Gravity 3.74 m/s 2
15°C

-100°C Inclination of Axis 25.2*

Orbital Radius 2.278 x 108 km Orbital Eccentricity 9.34%
(1.52 AU)

Atmospheric Opacity 50% Soil Density 1500 kg/m 3
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The Martian atmosphere is composed of about 95% CO2 and small amounts of other gases.

Table 3.1-2 (with data from [3]) summarizes the main constituents of the Martian atmosphere.

The Martian atmosphere is saturated with respect to water vapor at many times and in many

places, and there is polar ice and evidence of subsurface water as well. As indicated in Table
3.1-1, the surface pressure varies by over a factor of two. This is due to the seasonal cycle of

condensation and evaporation from the polar regions. Approximately 25-30% of the Martian

atmosphere condenses at the poles each winter. This leads to strong winds in the polar regions

and large air mass motions. In the northern hemisphere, cyclonic and anti-cyclonic storm

systems axe formed due to large temperature gradients in the atmosphere. These effects lead to

significant winds and are an additional source of cloudiness. Thus the atmosphere is

characterized by both CO_ and water vapor clouds, and by dust storms. In the northern

hemisphere, the so-called polar hood cloud canopy extends down to about 50*N during the fall
and winter. In the southern hemisphere, dust storms are common during the summer, and they

sometimes become global in size. The reason for these differences between the hemispheres is

the eccentricity of the Martian orbit. Perihelion occurs about 46 days before the southern
summer solstice, which means the southern hemisphere is generally warmer and receives more

solar energy.

Table 3.1-2. Constituents of the Martian Atmosphere

Gas Concent_lion (% by volume)

CO2 95.3

N2 2.7
Ar 1.6

02 0.13
CO 0.07

H20 0.03 (variable)

Ne 2.5 ppm

Kr 0.3 ppm

Xe 0.08 ppm

O3 0.03 ppm (variable)

3.1.2 Concerns Related To Solar Concentrators

Several features of the Martian environment lead to concern about the application of solar

concentrators on the surface of Mars. These concerns have also been raised by other researchers

[4]. Some of these concerns are described in the following paragraphs.

Atmospheric Opacity: The Martian atmosphere is characterized by clouds and scattering

of sunlight due to dust. One book described Martian atmospheric

conditions as a "persistently high atmospheric opacity due to dust

haze" [5]. Obviously, solar concentrators cannot operate

effectively where the sun is obscured or where there is much

scattering of the incoming solar radiation. On the other hand,
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Weather Effects:

Available Insolation:

Sun Tracking:

much of the scattered sunligh t still reaches the surface, so that

n-on-concentrating solar collectors could still be effective.

The structural requirements for concentrators are increased by the

possibility of high winds, and solar collection of any system will
be decreased due to the existence of clouds and storm conditions.

Another serious difficulty is abrasion of reflective surfaces and

fouling of mechanical equipment exposed to dust storms.

Because of Mars' distance from the sun, the available solar flux is

only about 52 % of the Earth-normal value. This means that solar

concentrators will need to be larger and will produce less power
than on the Earth or the moon.

The Martian planetary axis of rotation is inclined even more to the

ecliptic than the Earth's, which means that solar concentrators will

need to be tracked in two axes. This increases the complexity of

the support and tracking systems. Martian solar concentrators will

have to be similar to Earth concentrators in complexity.
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3.2 Martian Construction Materials

The soil of Mars, which was analyzed by the two Viking landers, includes materials of volcanic,

sedimentary, and windblown origins. The most abundant elements are silicon and iron, both

assumed to be in their oxidized states (SiO2 and Fe_O3). Many other useful elements and

minerals were also detected. Table 3.2-1 summarizes the mineralogy of the Viking 1 lander site

as inferred from the Viking analyses (from [3]).

Table 3.2-1. Minerals at the Viking 1 Landing Site

Compound Abundance (% by mass)

SiO2 44.7

Fe203 18.2

MgO 8.3

SO3 7.7

A1203 5.7

Cad 5.6

TiO2 0.9

C1 0.7

K20 < 0.3

Chemically, the soils from the two Viking sites were virtually identical. The conclusion that has

been drawn from this fact is that global dust storms have homogenized the soil around the

planet. In addition to the fines and rock, there is a salt-cemented crusty material called

"duricrust." Salts comprise up to 15% of the fines; they are thought to be magnesium and

11-72



sodiumsulfateswith lesseramounts of NaC1 and some magnesium and calcium carbonates [6].

The Martian soil contains a large assortment of useful resources for construction of solar

concentrators. Metals, such as titanium, aluminum, and magnesium can be produced from

molten electrolysis of their oxides. Glass and ceramic can be produced from SiO_, A1203, and

other ubiquitous minerals. The silicate salts in the Martian soil may provide an important

building material in the form of concrete, and unlike the lunar situation, water is relatively easily

available for hydration of the material. Also, plaster of Paris can be produced from
gypsum/calcium sulfate present in the soil.
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4.0 SUMMARY AND CONCLUSIONS
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4.1 Lunar Solar Concentrators

The results of these investigations continue to support the concept of indigenous production of

solar concentrators from lunar materials. Analysis and investigation of electrostatic focussing

of stretched membrane heliostats continued to show promise. An approach using an electron

beam to charge a non-conducting rear membrane was identified which has promise of being an

elegant and easily controlled focussing system. Spin molding of dish concentrators was analyzed

and found to result in a reasonable rotational speed under lunar conditions. Tests of spin

molding of dish concentrators was performed successfully with plaster of Paris dishes. One of

the plaster dishes was successfully spin-coated with a thin layer of polyester resin to simulate

glass-coating of a dish made of concrete or other material.

Vacuum dewatering of a concrete dish concentrator was demonstrated at a bench sc_e. This
technique allows recycling of the excess water used in collector fabric.ation from that material

and also enhances the strength, consolidation, and toughness of the resulting concrete. The

design of a passive tracking system was further refined. The design approach of using multiple

parallel tubes to increase the radiative surface area of the tracker was analyzed and found to be

functional. A terrestrial test unit demonstrating this design was constructed, and displayed

correct operating characteristics.

Further work needs to be done on materials for lunar concentrator construction, on fabrication

techniques, and on focus and tracking systems for lunar concentrators. Although contact was

made with the University of Arizona about ceramic-glass composite materials, it was not

possible to study their applications in solar concentrator construction. Also, in the present

contract no further development of promising materials identified in the first phase was possible.

Glass-glass composites, iron-glass sintered materials, foam glass, and glass fiber reinforced lunar

concrete materials all require further development and testing. Scaling up of fabrication testing

to larger dish sizes (e.g., 1-2 meter diameter) is also recommended in order to better simulate

fabrication conditions for actual concentrators. Testing of fabrication approaches in vacuum

conditions (at a scale of 20-30 cm diameter) would also yield useful information about materials

and fabrication techniques. Another area where further study is needed is in reflective surface

production. Testing of reflective surface deposition techniques on sample concentrator materials

is needed to identify problems in this important processing step. Further testing and

development of focus control systems for heliostats, based on electron beam charging, would

allow lunar heliostat systems to be designed. Finally, design analysis could be refined and

optimization of the passive tracking system could be completed.
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4.2 Martian Solar Concentrators

Martian atmospheric conditions and the materials available for concentrator production were

reviewed. Mars offers many challenges to the application of solar concentrators, including poor

solar resources and relatively hostile atmospheric conditions. Materials for production of
concentrators are available and plentiful in the Martian soil, including metals, glass and ceramic

precursors, and cementitious materials.

In view of the difficulties in applying solar concentrator technologies on the Martian surface,

other solar approaches could be found to be more appealing. Since much of the solar insolation

scattered by the atmosphere eventually does reach the ground as diffuse radiation, fiat-plate solar

panels for both photovoltaic electricity and low temperature heat might be considered.
Photovoltaic panels might be constructed from silicon and other materials found on the surface

Mars, and fiat plate panels could be fabricated of concrete, glass, or metal. Another approach

which could be considered would be to generate power in space (on one of the moons or in orbit

around Mars) and then microwave the power to the surface (a la SSPS). This would eliminate

most of the concerns about atmospheric conditions mentioned above.
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ABSTRACT

The overall aim of this research is to provide base technology for an automated vision system for

on-board interpretation of geophysical data. During the first year's work we have demonstrated that

geophysical data can be treated as patterns mad interpreted using single neural networks. Research

underway at this time is developing an integrated vision system comprising neural networks,

a]gorithmic preprocessing and expert knowledge. This system is to be tested incrementally using

synthetic geophysical patterns, laboratory generated geophysical patterns and field geophysical

patterns.

This report presents initial results of an automated ground penetrating radar vision system which

employs multiple neural nerworks, expert knowledge and algorithmic processing in a serial
architecture. Future research is proposed which willexpand the vision system to employ multiple

neural ne_'orks in parallel and serial architectures.

w

Z_

w

J 4

{



t

SUMMARYOF PREVIOUS WORK

The initial aims of this _h were threefold. First, develop a continuous profiling EM

vision system. Second, develop a continuous profiling sonic system. Third, evaluate pattern

recognition and neural network approaches for automated interpretation of continuous profile data.

As funding for the first year effort (1989-1990) necessitated a reduction in scope, objectives one and

throe became the operative objectives for the project.

Combining 8ERC Funding with funding from several other projects, we purchased a ground

penetrating radar (GPR) system for continuous profiling using EM radiation in the 500 MHz and 300

MHz frequency ranges. Subsequent extensive experimentation with the GPR system at our

geophysical te.st site and at several sites in Arizona is reported in McGillet al., 1989, McGillet al.,
!

1990, and McGill, 1990.

Research during the first year also demonstrated that radar signatures can be represented

as patterns and the anomaly location interpreted automatically using a single neural network. Our

increasing experience in the field, however, indicated that GPR signatures can become quite

complex, with target shape and aspects of the GPR survey (such as profiling speed) strongly

influencing the radar return signatures. Hence, we believe that a single neural network could rapidly

become overwhelmed by actual field situations, as we ourselves are at times. This belief has led

to the second year's project, which began development and incremental testing of an integrated

vision system comprising neural networks, algorithmic preprocessing and expert knowledge. This

latter work appears in Glass et al. (1991).

SU_L_LLRYOF PROJECT GOALS FOR THIS REPORTLNG PERIOD

SYSTEM

During our previous research, we have demonstrated that GPR patterns are amenab]e to

adaptive pattern recognition using a single neural network. In these experiments a continuous

output simulated neural network was used to predict the horizontal and vertical location of a buried

plate given the radar signal returned from the irradiated plate.

Results from generating synthetic radar signatures over regular geometric shapes,

however, showed that, theoretically at least, far more than the target's spatial location can be

derived from the radar pattern. The target shape can be ascertained from the slope of the

signature arms, and the vertical and horizontal extent of the target can be calculated from the length
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and shape of the signature arms. Hence, neural network-based pattern recognition systems should

be able to provide more information than our previous experiments have asked of them.

In the field, though, several factors combine to complicate the GPR patterns. First,

attenuation in the surrounding soils will limit the radar penetration, thus truncating the anomaly

arms. Second, the EM wave velocity of the background softs and the speed of the GPR profile can

compress the radar pattern, making shape determination difficult. And third, heterogeneities in the

background soils can superimpose noise on the desired GPR patterns.

Because of these difficulties, we have undertaken a program to design a more complex

vision system able to incorporate the advantages of neural networks, knowledge base and

algorithmic paradigms into a single trait. Neural networks, for example, appear to work best on

simple (toy) problems. That is, the simpler the pattern, the more successful neural networks are in

recognizing it. Furthermore, the scale of the "toy" (Minsky and Papert,' 1968) problem is at a level

at which most of the functioning oft.he human visual system seems to work, i.e.,the human visual

system appears to be composed of numerous simple neural networks working, for the most part,

independently on specific aspects of a pattern.

The complexity of the human visual system seems to reside not as a single huge network,

but rather in the complex (and so far little known) way in which the component networks interact

or are coordinated. The focus, then, should not be on constructing a single large and complex

neural network, but rather on organizing several simple systems into a more effectively complex

larger one. Although we are still experimenting with some fundamental uncertainties related to the

specifics of how to go about such an organizational task, the following discussion outlines our

general approach.

Applying the concept of encapsulation found in object oriented programming, particular

domains of the pattern recognition function have been isolated from others to keep the level of

inter-model complexity down. Higher level objects are being employed to coordinate, or manage,

the interaction of simpler objects. Research on the visual system of the horseshoe crab, for

example, indicates that the information flow into the crab's visual cortex from its brain exceeds the

information flowinto its visual cortex from the system of neural networks constituting its optic nerve.

Hence, even in simple visual systems there appears to be sigtfificant management of image

information through knowledge gained from heredity or experience.

The basic idea is to use neural network paradigms and expert system paradigms as

separate objects within the object oriented programming environment. Nets for associative memory,

nets for self organization and back-propagation nets for discrimination, are guided and directed in

terms of access and activation by expert system modules. At the time of the last progress report,

H
p
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a preliminary knowledge base had been assembled, the components (expert system shell, neural

network simulation package, and small talk based object oriented programming environment) had

been implemented on a Sun Sparcstation, and software to generate synthetic data for neural

network training had been written.

Goals for the current reporting period were to:

1. c te vlslon

Coordinate the components of the vision system, embed them in the object-oriented

environment, and begin incremental testing.

2. Synthetic ]_

Test the vision system on synthetic patterns, supervising the training until it performs well.

PROGRESS DURING CURRENT REPORTING PF-RIOD

All milestones established for the current reporting period will be achieved by 30

September 1991, and progress is fmallymoving rapidly.

Cr te System

Achieving this goal involved coordinating the interaction of three computer paradigms,

algorithmic, symbolic and neural, within a distributed object-oriented environment. Conceptually,

such a coordination effort is straightforward and can be described using Figure 1.

The subsurface profile pattern is acquired on a mobile rover and preprocessed on the on-

board computer (Figure 1, left)system using object-oriented programming (small talk)and

procedural and algorithmic programming implemented using "C". The resulting patterns are then

sent to a remote computer system (Figure 1, right system), either on-board or at a nearby base

station, for pattern recognition, pattern integration and, finally, pattern interpretation, using a

combination of neural networks and expert systems. The final interpretation is then returned to the

rover for action.

We initially underestimated the difficulty in embedding the neural network and expert

system software within a controlling smalltalk program. Despite initial company claims to the

contrary, our premier neural network software (Neural Works Professional II) can not be so

implemented. Neither, for that matter, could any other neural network software. The typical

corporate response to our queries was, "My,nobody has ever tried that. Let me know if you can

do it,"
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Figure 1.

I. OBJECT ORIENTED PROGRAMMING

2. PROCEDURAL PROGRAMMING (c)

3. EXPERT SYSTEMS

4. NEURAL NE7"I41ORKS

5. DISTRIBUTED PROCESSING

(8MALLTALK-80)

Conceptual diagram of distributed vision system.
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It took an heroic effort for Richard Boyd to finally achieve the task. It has been this

breakthrough that has permitted the rapid progress in the past several weeks.

The system is now working as iliustrated in Figure 1 and shown in more detail in Figure 2.

Tests of the system during this phase of research have concentrated on the following:

1) Test the system's ability to recognize anomaly spatial location and detailed shape using

characteristics of a synthetic GPR pattern.

2) Given several possible interpretations for the anomaly, test these using:

a) image context

b) global context

c) expert knowledge.

3) Finally, arrive at an interpretation and assign a probability.

T_t _ Reco_nition

Our previous research applied single neural networks for recognizing the spatial location

of anomalies using the GPR pattern. To do this, processing was needed that removed many shape

aspects of the GPR pattern.

More recent research, funded by The University of Arizona Space Engineering Research

Center, however, has demonstrated that the very shape aspects that the preprocessing removed

carry important information on characteristics of the anomaly shape, characteristics that help to

produce the GPR pattern. We simply were not asking enough of the vision system.

Our initial strategy, the one that is running at this time, uses several neural networks and

expert knowledge in a serial implementation, such as that shown in Figure 8. This strategy has

been implemented using synthetic data. Training data for the first neural network (BP in Figure 8)

consist of the patterns derived from the 19 anomaly shapes contained

total of 8 pixels were used to describe each input pattern generated

These pixels contain the following information:

in Figures 3 through 7. A

by these anomaly shapes.

1. Anomaly arm length

2. Anomaly arm slope

3. "V'shape (If the anomaly is opaque, no return is generated from the inside edge.)

4. Intensity of "V'shape (To what degree is the anomaly opaque?)

5. "V'plateau width

6. "V'plateau intensity

7. "M'shape (If the anomaly is transparent, a signal is returned from the inside edge.)

8. Intensity of "M'shape.
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SYSTEM J

CuBer PROCE,_

I CUENT JROUTINES

, +

I CLIENTSTUB

' "iNEW_ORKROUTINES

LOCAL I_RNEL

J

i

SYSTEM CALL

NEURAL INETWORK

IT
SERVER PROCE,_

I SERVER '}ROUTINES

I' +

STUB I

i.... _--- I...... =

REMOTE
PROCEDURE P,E),_OTE KERNEL

CALL ...............................

1. S/.//4LL T/L.4" (OBJECT OAIE;C'TED LANGUAGE)

2. D_EE_S /-/D'I/BLE EXPERT SYSTE'f,,fv,'_Tr_;N rrs OBJEC';S

3. EXT-ERT SYSTEM C/.C-LSS/,/,ALLTALK CODE

4. Wr{ICH MAKES CALLS TO C (PROCEDURJ_L LANGUAGE}

5, W_ICH CALLS /VET-y',/O/'_;/f'ONON'E _U/v' S?_CSTAZ'/(_/V

6. ;','_,!C_ MAKES h'ET¢,'ORK C.,MJ,.TO SECOND S/....I/V SPAP.CSTAT/O/V

7, w_::c,_ CALLS REMOTE C CODE

8. WHICH CALLS ,._,E/_O TE .I,/EU/'?t_L ,l_/_-7"J_/Ol?,If"

9. v,'_JCN PROCESSES INPL_T VECTOR A.'4D SE_'DS RESULT E._fC/_"

Figure 2. Detailed algorithm for the current vision system.
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Figure 8. Serial strategy used in the currently operating vision system.
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Four pixels represent the desired output. Thes_ pixels represent the following aspects

the anomaly shape:

1. Width of anomaly

2. Length of anomaly

3. Depth below surfa_

4. Angle of anomaly sides.

The output patterns for each of the 19 anomalies are shown in Table I.

TABLEI Output Training Pixels

Anomaly

Shape

Anomaly
Width

Anomaly

Length

Anomaly

Depth

Ano_aaly

Angle

3.1 0.2 0.8 0.4 90

3.2 0.4 0.8 0.4 90

3.3 0.6 0.8 0.4 90

3.4 0.8 0.8 0.4 90

4.1 1.0 0.8 0.4 90

4.2 0.4 0.8 0.4 80

4.3 0.4 0.8 0.4 70

4.4 0.4 0.8 0.4 60

5.1 0.4 0.8 0.4 50

5.2 0.4 0.8 0.4 40

5.3 0.4 0.8 0.4 30

5.4 1.0 0.8 0.4 70

6•1 1.0 0.8 0.4 60

6.2 1.0 0.8 0.4 50

6.3 1.0 0.8 0.4 40

6.4 0.8 0.8 0.4 1_

7.1 0.8 0.8 0.4 110

7.2 0.8 0.8 0.4 120

7.3 0.8 0.8 0.4 130
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Resultsof trainingthe BP neural net (Figure8) are shown in Table II,and resultsusing

interpolated input patterns are shown in Table III. We are at this time generating test patterns in

order to more rigorously test the initial neural network. These tests will be completed by 30

September 1991.

The output from BP in Figure 8 is an abstract shape. For example, shape 3.1 is a

rectangular body having a width of 0.4 m and a length of 0.8 m, and buried 0.4 m deep. At this

stage we know what the anomaly looks like, but not what the anomaly is. It could be any number

of things - a wall, a boulder, a void, among others. At this point the object-oriented programming

environment calls another neural network object that assigns a probability to a number of possible

hypotheses (e.g. wall, void, boulder, etc.), based on the global context within which the rover is

operating. Armed with these probabilities, object-oriented programming pursues the most likely

interpretation, using what we shall call image context.
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__ag_ Context

Image context involves searching for ancillary patterns within the image, patterns that would

tend to support the current, or operating, hypothesis. For example, the neural net labeled ASSOC

in Figure 8 would, if it corresponds to an archaeological network within a cultural global context,

look for other image patterns that would support the hypothesis that the GPR patterns constitute

patterns from a buried house. Other walls, plaster floors, hearths and postholes are but some of

the ancillary patterns ASSOC look for. There is naturally some uncertainty involved in this, and not

all of these patterns can be found in all houses. Should none of the ancillary patterns be found, the

assigned probability for a house is low. This is the first stage in which expert knowledge is used

with the neural nets. In our current implementation, control is then passed from ASSOC back to

the object-oriented programming environment and another hypothesis is tested using another

AS5OC network.

Our current strategy calls for this iteration to continue until all possibilities are exhausted,

at which time the interpretations are ranked, and the one having the highest likelihood is passed

back to the rover.

At the time of this report all but the last phase, the image context phase, has been

completed and tested. The image context phase willbe completed and tested by 30 September

1991.

_H

111-15



i

TABLEH TrainingResults.

NETWORK CONFIGURATION

8 Input, 7 Hidden, 4 Output

The firstlineofeach corresponds to the inputpixelvalues.

Statistics: 0.003932 0.079356

Iter, cPat, Iterations: 1001 100 100100

m

m

J

FIGURE 3

0.5330 0.7860 0.6000

Output: 0.2238 0.8039

0.5560 0.7860 0.5000

Output: 0.4498 0.8036

0.5560 0.7860 0.4000

Output: 0.6219 0.7938

0.5560 0.7860 0.3000

Output: 0.8802 0.8179

FIGURE 4

0.5440 0.6070 0.2000

Output: 0.9576 0.8134

0.5000 0.8570 0.5500

Output: 0.3624 0.7983

0.4560 0.9290 0.5500

output: 0.3793 0.7970

0.4110 1.0000 0.5500

Output: 0.3976 0.7956

FIGURE 5

0.3670 1.0000 0.6000

Output: 0.3622 0,8168

0.3110 0.9640 0.5500

Output: 0.4002 0.7941

0.2560 1,0000 0.5500

Output: 0.4241 0.7900

0.4560 0.5360 0.2000

Output: 0.9639 0.7976

FIGURE 6

0.4110 0.5000 0.2000

Output: 0.9596 0.7857

0,3670 0.5000 0.2000

Output: 0.9695 0.7933

0.3220 0.5710 0.2000

Output: 0.9536 0.8023

0.6220 0.7140 0.3000

Output: 0.8137 0.8040

1.0000 0.3680 1.0000 0.0000 0.0000

0.4030 89.0776

1.0000 0.5260 1.0000 0.1000 1.0000

0.4072 90.8096

1.0000 0.6320 1.0000 0.5000 1.0000

0.3781 89.5417

1.0000 0.8420 1.0000 0.8000 1.0000

0.4288 90.1920

!

1.0000 1.0000 1.0000 1.0000 1.0000

0.4245 88.8857

1.0000 0.4470 1.0000 0.1000 1.0000

0.4006 79.9764

1.0000 0.4470 1.0000 0.1000 1.0000

0.3985 69.9889

1.0000 0.4470 1.0000 0.1000 1.0000

0.3969 59.6641

1.0000 0.4210 1.0000 0.0000 0.0000

0.4351 52.1432

1.0000 0.4470 1.0000 0.0000 0.0000

0.3855 39.1103

1.0000 0.4470 1.0000 0.0000 0.0000

0,3793 29.3596

1.0000 1.0000 1.0000 1.0000 1.0000

0.3995 70.1151

1.0000 0.9740 1.0000 1.0000 0.8000

0.3751 59.8533

1.0000 1.0000 1.0000 1.0000 0.7000

0.3927 50.7770

1.0000 1.0000 1.0000 0.0000 0.0000

0.4002 40.0512

1.0000 0.7890 1.0000 0.8000 1.0000

0.3941 101.4100

B

i

i

i

m

I

m

i

i

m
g

U :

FIGURE 7

0.6890 0.6790 0.3000

Output: 0.7888 0.8106

0.7890 0.6070 0.2000

Output: 0.7895 0.7938

0.9220 0.5710 0.1000

Output: 0.7864 0.7929

1.0000 0.7890 1.0000 0.7000 1.0000

0.4051 110.6656

0.9000 0.8160 1.0000 0.7000 0.9000

0.3754 120.1961

0.7000 0.8160 1.0000 0.7000 0.7000

0.3929 126.7778
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TABLEIII Test Pattern Results. The first line of each corresponds to the input pixel values.
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FIGURE 3 INTERPOLATED

0.5450 0.7860 0.5500 1.0000 0.4470 1.0000 0.0500 0.5000

Output: 0.3252 0.8069 0.4100 90.2459

0.5560 0.7860 0.4500 1.0000 0.5790 1.0000 0.3000 1.0000

Output: 0.5359 0.7995 0.3939 90.2728

0.5560 0.7860 0.3500 1.0000 0.7370 1.0000 0.6500 1.0000

Output: 0.7755 0.8057 0.4023 89.8405

FIGURE 4 INTERPOLATED

0.5220 0.7320 0.3750 1.0000 0.7240 1.0000 0.5500 1.0000

Output: 0.7731 0.8046 0.4084 84.1993

0.4780 0.8930 0.5500 1.0000 0.4470 1.0000 0.1000 1.0000

Output: 0.3708 0.7976 0.3995 75.0279

0.4340 0.9640 0.5500 1.0000 0.4470 1.0000 0.1000 1.0000

Output: 0.3880 0.7964 0.3978 64.9207

FIGURE 5 INTERPOLATED

0.3390 0.9820 0.5750 1.0000 0.4340 1.0000 0.0000 0.0000

Output: 0.3809 0.8057 0.4100 45.4248

0.2840 0.9820 0.5500 1.0000 0.4470 1.0000 0.0000 0.0000

Output: 0.4117 0.7921 0.3825 34.0834

0.3560 0.7860 0.5500 1.0000 0.4470 1.0000 0.0000 0.0000

Output: 0.3843 0.7878 0.3783 49.8434

FIGURE 6 INTERPOLATED

0.3890 0.5000 0.2000 1.0000 0.9870 1.0000 1.0000 0.7500

Output: 0.9649 0.7896 0.3839 55.2821

0.3440 0.5360 0.2000 1.0000 1.0000 1.0000 0.5000 0.3500

Output: 0.9622 0.7978 0.3957 45.0504

0.4720 0.7920 0.2500 1.0000 0.8940 1.0000 0.4000 0,5000

Output: 0.9004 0.8134 0.4105 71.1546

FZGURE 7 |_TERPOLATED

0.7390 0.6430 0.2500 0.9500 0.8020 1.0000 0.7000

Output: 0.7882 0.8022 0.3894 116.0878

0.8560 0.5890 0.1500 0.8000 0.8160 1.0000 0.7000

Output: 0.7877 0.7933 0.3641 124.3598

Statistics: 0.004476 0.080128

lter, cPat, Iterations: 0 100 0

0.9500

0.8000

r

U
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Global Cont_t

Global context oversees the design and implementation of the entire vision system in terms

of probability assignments. We have, for instance, ample examples of prehistoric and historical

cultural patterns within driving distance of the University; hence, rooms, hearths and other cultural

activity present viable hypotheses for GPR patterns, and arc important for testing the vision system.

The global context for a lunar rover, though, would prossess a different global context which would

emphasize its own sets of hypotheses.

STRATEGYFOR PROJECT CONTINUATION

Parallel Neural Networks

At the present time, the vision system is implemented serially. _ The vision systems of the

higher life forms, however, are massively parallel. Continuation funding willbe used to model this

paraltel processing using Neural Windows. This strategy willpermit the implementation of up to 128

neural networks running simultaneously in parallel. This research willhave the following milestones:

1. Implement the image context phase of the vision system using parallel neural networks.

2. Test the parallel system on the same synthetic GPR data used to test the serial system.

3. Implement parallel neural networks throughout the vision system.

Continue Incremental

Incremental testing using our laboratory test tank will follow synthetic data testing. The final

milestones for project continuation willbe to:

I. Laboratory T_t Tank

This phase willtest the system in a more natural environment, but stillin a well controlled,

laboratory situation.

The modeling scheme will be chosen to provide an attenuation per wavelength similar to

that found in the field. In this way, the same conditions encountered in the field can be modeled

in a controlled environment. Using this unique facility, the influence of EM wave velocity, profiling

speed and background attenuation on GPR patterns can be assessed while still maintaining

homogeneous background conditions. The research during this phase willevaluate the ability of

the GPR vision system to extrapolate from synthetic patterns to real, but stillideal, patterns. This

phase willalso be interactive as the system is adjusted to improve performance.
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As a f-real test, the GPR system willbe applied using the GPR test facility at the San Xavier

Geophysical Test Site. Details of this site are provided in McGill(1990).
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DE['ERMINATION OF LUNAR ILMENITE ABUNDANCES FROM
REMOTELY SENSED DATA : 3/91-9/91 REPORT

Robert B. Singer, Stephen M. Larson, Jeffrey R. Johnson, and David E. Melendrez
Department of Geosciences/Lunar and Planetary laboratory

University of Arizona

ABSll=_CT
Quantitative large area survey mapping of the TiO2 abundance on the lunar nearside

mare at 5.3 km resolution has been completed, identifying the areas of highest concentrations
(>10 wt %) in Mare Tranquillatitis and Oceanus Procellarum. Complementary 330-1000 nm
spectroscopy of a variety of compositional units confirms the abundance values at higher spatial
and spectral resolution. We have identified a more sensitive spectral ratio for TiO2 mapping and

applied it to high spatial resolution Imaging with an experimental 20482 CCD giving a scale of
240 m/pixel on the moon. These high resolution maps provide far more detail on the spatial
distribution of the high TiO2 deposits. Tests of the response properties of the CCDs in the near-
ir show that they are far superior to the vidicons used in the past for remote sensing
applications.
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DETERMINATION OF LUNAR ILMENITE ABUNDANCES FROM
REMOTELY _;ENSED DATA • 3/91-9/91 REPORT

Robert B. S;nger, Stephen M. I.arson, Jeffrey R. Johnson and David E. Melendrez
Department of Geosciences/Lunar and Planetary Laboratory

Planetary Image Research Laboratory
University of Arizona

BACKC_:_3UND

The mineral ilmenite (FeTiO3) was found in abundance in lunar mare soils returned
during the Apollo project. Lunar ilmenite often contains greater than 50 weight-percent
titanium dioxide (TiQ2), and is a primary potential resource for oxygen and other raw
materials to Supply future lunar bases. Chemical and spectroscopic analysis of the returned
lunar soils produced an emperical function that relates the spectral reflectance ratio at 400 and
560 nm to the weight percent abundance of TiO2 (Charette et al., 1974). This allowed mapping
of the lunar TiO2 distribution using telescopic vidicon multispectral imaging from the ground

(eg. Johnson et al., 1977). However, the time variant photometric response of the vidicon
detectors produced abundance uncertainties of at least 2-5%. Since that time, solid-state
charge-coupled device (CCD) detector technology capable of much improved photometric
response has become available.

We have been continuing an investigation of the lunar TiO2 distribution utilizing
groundbased telescopic CCD multispectral imagery and spectroscopy. The work has been
approached in phases to optimize the results based upon initial experiences. The goal is to
achieve the best possible TiO2 abundance maps from the ground as a precursor to lunar orbiter
and robotic sample return missions, and to produce a better idea of the peak abundances of TiO2
for benefaction studies. These phases and the results thus far are summarized below.

A. Low spatial resolution global survey producing a photometrically homogeneous TiO2
map of the entire lunar near-side using the traditional 400/560 nm ratio. This
involved constructing a Newtonian focus on the Tumamoc Hill 0.5 m telescope to produce
an appropriate scale on the CCD, and a filter wheel to facilitate rapid cycling between
filters. With this arrangement, the visible lunar disc could be covered with a mosaic of
5 CCD fields with 5.3 km pixels on the moon. The resulting map shows that the highest
TiO2 regions are in Mare Tranquillitatis and Oceanus Procellarum. Where they overlap,
most of this map is consistent with the Apollo Gamma Ray Spectrometer data, but with
much better spatial resolution.

Maps based on 950/560 nm ratios were also made to define the location of locally
mature mare soil for which the spectral TiO2 abundance relation is considered valid. In

this ratio, fresh craters appear dark because of abundant pyroxene grains which produce
strong absorption near 950 nm due to Fe 2+ crystal field transitions. Micrometeoroid
impacts over time increases the agglutinate content and a weakening of the 950 nm
pyroxene absorption band. We obtained substantial differences from previous 950/560
nm ratio maps which seem to result from Inexact correction of scattered light in the
silicon vidicon tubes. The silicon substrate becomes transparent at wavelengths
Iongward of 800 nm, and because of the high index of refraction causes "light piping"
within the CCD. This scattering can substantially alter the effective modulation transfer
function of the detector preferentially for the longer wavelengths. Previous
investigators attempted to correct for this by subtracting a constant "DC level" from the
950 nm image. Studies of the lunar limb profiles and laboratory testing of our CCD
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shows that the thinned silicon substrate does not exhibit significant scattering. Because
of this, we feel that we can better identify regions of various relative soil maturity.

B. Medium resolution (1 nm) 330-870 nm spectrophotometry of high TiO2 regions to
investigate a broader spectral range and identify spectral signatures which might alter
the interpretation of the image ratio values. Using the all-reflecting Larson IHW CCD
spectrograph on the Tumamoc Hill 0.5 m telescope, we adopted a technique of dividing the
spectrum of the region of interest by a spectrum of the standard area MS-2 taken within
10 - 30 seconds to correct for terrestrial atmospheric extinction, instrumental
response, solar Fraunhofer absorption lines and the general red spectral slope of the
moon. With relative photometric uncertainties of only 0.1%, the resulting spectra can
be readily compared and show may new spectral features, especially in the near-
ultraviolet region. Follow-up spectrophotometry was obtained with better spatial
resolution on the Catalina 1.5 m telescope of all of the Apollo sites (for *ground truth"
checks with returned samples), the high TiO2 areas and other relevant locations on the
mo_n,

C. Absolute spectral calibration of the standard area MS-2 with respect to flux
calibrated solar analog stars Is underway with data obtained with the Catalina 1.5 m
telescope to convert the ratio spectra to absolute refectivity for more direct comparison
with the laboratory spectra of Apollo samples. The long slit spectra also permitted
determination of the spatial extent of the spectrally uniform MS-2 standard area, and
what errors are introduced by imprecise pointing of the spectrograph slit aperture.

D. Investigation of laboratory spectra of lunar samples in the Brown University RELAB
database to clarify apparent inconsistencies and uncertainties in the empirical
abundance relationship. High spatial resolution groundbased spectra of the Apollo landing
sites are needed to test the consistency between spectra of returned spectra and
groundbased data.

E. As a result of B and D, we have found that the use of 400/'730 nm image ratios appear
to show the same feature distribution as the 400/560 nm ratios but at higher spectral
contrast. The 400/730 nm image ratios may thus yield better TiO2 abundance accuracy

due to higher spectral contrast.

F. To make the best possible TiO2 abundance maps from the ground, we have applied an

experimental 2048 by 2048 pixel CCD built by Photometrics Ltd. of Tucson. A
successful observing run on the Catalina 1.5 m telescope on 1990 Dec. 1-2 yielded good
images with 240m pixel size of 7 areas on the moon at .36, .40, _6, .73 and .95 rim.
These selected areas include all of the Apollo landing sites, MS-?.., and the high TiO2

regions in Mare Tranquillitatis and Oceanus Procellarum. The resulting ratio images
will help determine the sharpness of composition boundaries and compositional
variations in the Apollo landing sites. The smaller sample size shows more localized
areas of higher TiO2 abundance.

PROGRESS IN THE 3/91 - 9/91 REPORTING PERIOD

This reporting period is shorter than the usual 12 months due to an adjustment in anniversary
date.

A. The results of the global mapping phase is now in press after substantial refinement
of the lengthy paper (Johnson et ai., 1991a). and a paper on the scattering properties
and suitability of CCDs for multispectral imaglng in the near-IR was also submitted

U
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(Larson et al., 1991b). Papers and abstracts relating to this work have already been
extensively referenced by other groups. The global digital data are now in the public
domain, and have been requested and supplied to a number of other research groups.

B. The Tumamoc spectrophotometry has been confirmed with the additional observations
with the Catalina 1.5m telescope. Reductions have progressed to combining red and blue
sections giving 320-1000 nm spectra relative to the standard area MS-2. We placed the
UV part of the spectrum closer to the center of the CCD as a precaution against
instrumental effects on the important spectral slope changes in that region. These
spectra, besides giving quantitative ratio values for the Apollo ground truth sites and
high TiC2 locations, contain interesting new spectral features possibly caused by Fe-
bearing minerals. The long slit data permit a quantitative determination of the spatial
extent of coml:;ositional homogeneity, which we have done for all of the targets. We find,
for example, that the spectra of the standard MS-2 area is consistent to the 0.1% level
over an area of 40kin.

C. With the Catalina 1.5m telescope spectra reduced, we are now able to determine the
absolute bidirectional reflectance of MS-2 over the 320-1000nm range. This will
enable the other areas to be directly compared to laboratory spectra of the returned
Apollo samples.

D. The Brown University RELAB spectra were analyzed to better understand the basis for
the Charette et al. TiO2 relation and to help derive a more sensitive relation using the
400/730 nm ratio (see E).

E. The 400/730 nm image ratio provides an improvement in sensitivity resulting from
a 37% increase in spectral contrast. These results have been presented (Johnson et al.,
199ib) and are in press (Johnson, et al, 1991c).

F. All of the high resolution 20482 CCD images have now been reduced, registered, and
ratieed. Conversion to weight percent TiO2 is currently underway. Some of the fields

appear to be as good as the best full moon photographic images yet obtained from the
ground. Preliminary results have been given (Melendrez et al., 1991), and a paper on
these results is currently in preparation.

Partly in response to our results, C. Pieters at Brown University has undertaken a
program to remeasure spectra of Apollo soil samples for a range of phase angles. The phase
function variation with wavelength is one outstanding problem which may aJter the Charette et
al. TiO2 abundance relation. Pieters' preliminary results indicate a measurable phase effect,
but the laboratory samples do not mimic the mechanical configuration of soil grains on the lunar
surface. To help minimize any phase effect in the data obtained so far, we have made all of our
observations within a day or two of full moon. Measurements of a few selected lunar sites over a
range of phase angles are needed to ensure that there is not a significant phase effect on ratio
values. The Tumamoc Observatory 0.5m telescope now has a new, dedicated CCD permanently
mounted that can be used whenever the sky Is clear. It will be possible to obtain the phase
function data with a minimum of effort this fall.

Charette, M.P., McCord, T.B., Pieters, C and Adams, J.B. (1974). Application of remote
spectral reflectance measurements to lunar geology classification and determination of
titanium content of lunar soils. J. Geoohvs. Res.. 79, 1605.
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Compositions of Near Earth Asteroids

Larry A. Lebofsky and Marcia L. Nelson
Lunar and Planetary Laboratory

University of Arizona
Tucson, AZ 85721

ABSTRACT

The goal of this study is to determine whether any of the near-Earlh asteroids contain hydrosilicate
minerals. If these minerals are present, they would provide a ready source of water for propellant
generation and use in life support systems. Some of the dark asteroids in the main asteroid belt
have been shown to contain hydrated phyllosilicate minerals. Some of the near-Earth asteroids
are also dark, but telescopic detection of water on the near-Earth asteroids Is complicated because
thermal emission masks the diagnostic absorption features for objects close to the sun. High
resolution telescopic spectra, and sophisticated models will be necessary to determine whether the
water adsorption features are present on any of the near-Earth asteroids. This year, we have
continued development of these models.
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Introduction

The CI1 and CM2 carbonaceous chondrite meteorites are known to contain hydrated

phyllosilicate minerals in their matrix materials, although the fine grain size has made it difficult to

determine the specific minerals present. Some of the C11 meteorites even contain evaporite

minerals which are believed to have been deposited when a heating event allowed liquid water to

migrate through the parent body, eventually depositing evaporates. Asteroidal size bodies with

these compositions would prove rich source of water and oxygen, and the resources might be

easier to extract from phyllosilicates than other oxides.

Reflectance spectra of the hydrated carbonaceous chondrite meteorites are similar to

telescopic spectra of some of the dark asteroids in the main asteroid belt, implying similar

mineralogy. Unfortunately, it is difficultto obtain_accurate telescopic spectra of dark asteroids, and

the dark components in their surface mask the diagnostic, near-infrared absorption features of the

silicate minerals presumed to be present. The major water-of-hydration absorption feature at

approximately 3 micrometers is sufficiently strong that it is not masked by the dark components of

the surface, which makes it possible to determine whether hydrated phases are present, even if

it is not possible to determine the exact mineral species. Detection of water on Ceres by Lebofsky

confirmed both the presence of water in the asteroid belt, and the feasibility of detecting it

telescopically. It also led to the general idea that all dark asteroids were primitive and volatile rich.

Telescopic surveys by Lebofsky and coworkers have shown that some of the dark

asteroids do contain hydrated minerals, but not all, which has forced a re-evaluation of the simple

idea that dark necessarily means volatile rich. They have proposed that the dark asteroids in the

main asteroid belt accreted from water ice and anhydrous silicates, and heating events later melted

the water in some of them, producing hydrated silicates. If this explanation is correct, then at least

the dark asteroids in the outer asteroid belt probably do contain volatiles, even if they are no longer

present at the surface. An additional complication for the inner asteroid belt has been proposed

by Dan Britt who has shown that black chondrites, which are shock darkened ordinary chondrites

(which are totally anhydrous) are spectrally indistinguishable from some of the dark asteroids in

the visible and near-infrared. Both ideas together explain many problems in interpreting the history

of the asteroid belt, but they complicate the determination of the composition of individual asteroids

tremendously.

The near-Earth asteroids are dynamically much easier to reach than the main belt

asteroids, which would make them more feasible resource targets. Most of the taxonomic types

known in the main asteroid belt have been found in the near-Earth asteroid population, as well as
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one which has not yet been detected in the main belt. Unfortunately, as the previous paragraph

mentioned, asteroids which are the same taxonomic type may well be compositionally different

because the taxonomy was defined using only visible and extremely-near-infrared wavelengths,

which do not include the wavelengths which are sensitive to hydrated minerals. This makes it

Impossible to predict which dark near-Earth asteroids will contain water without more extensive

telescopic spectra. In addition, the near-Earth asteroids are nearer to the sun than the main belt,

which makes them warmer, which in turn moves the peak of their thermal emission to shorter

wavelengths. This is particularly true of the dark asteroids. For the dark near-Earth asteroids, the

thermal emission is large enough to mask the absorption feature caused by hydrated minerals.

Simple thermal models can be used for the main belt asteroids because they are much cooler, but

these models are insufficientto correct the near-Earth asteroids for thermal emission.

Bruce Hapke has proposed the first theory that models the reflected light and emitted

radiation simultaneously, which offers the best opportunity for modeling the spectra of the

near-Earth asteroids. The model is an application of radiative transfer theory to particulate

surfaces. It includes terms for the absorption and scattering properties of the component minerals,

the photometric geometry, and the physical properties of the surface. Reflectance spectra can be

calculated from the model and compared to measured spectra, or the model can be fit to

observational data, making appropriate assumptions for the unknown parameters. Parts of this

theory have been, and are being tested extensively, but the thermal terms are new and relatively

untested. We have proposed to investigate this theory to determine its validity and applicability to

the problem of analysis of near-Earth asteroid spectra.

Results for this Year

This year, Marcia Nelson has continued to explore the applications of Hapke theory. She

has continued to build on her work with the grain size that she began last year. In most of the

applications of interest to this project, the grain size of the components is unknown. She is

investigating the effects of this uncertainty on the model results starting with the mineraiogically

simple asteroid Vesta. (Vesta is much simpler than the dark asteroids because it is essentially

basalt, which doesn't include the dark components which make working with the dark asteroids so

difficult.) The modeling has been complicated because laboratory spectra of well characterized and

chemically appropriate minerals are not available In the literature and the University of Arizona has

not yet been able to obtain funding to purchase a laboratory spectrophotometer. She is varying

the grain sizes of the components through reasonable ranges to determine the range of plausible
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compositions and trying to determine ways to decide which of these are most probable. This will

be more difficult for the dark asteroids because the matrix material is so fine-grained that it will

have to be treated as a single, composite component. The Vesta work will help determine how

to deal with this problem.

We have also prepared a review paper on asteroid oomposition for the Resources of Near-

Earth Space book, in conjunction with Dan Britt. The paper will update the existing review papers

on asteroid compositions, and provide comprehensive spectral figures of all the asteroid and

meteorite types in one place for the first time.
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Publications

Nelson, ML., D. Britt, and L.A. Lebofsky, "Overview of the Asteroids", Resources of Neor-Eaqh
Space, (submitted).

Lebofsky, L.A., E.S. Howell, and D.T. Britt, "Characterization of Low Albedo Asteroids", Presented
at the Meteoritical Society Mf.etin,q, Palo Alto, CA, (1991).
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SPACEWATCH DISCOVERY OF NEAR-EARTH ASTEROIDS

w

L

Tom Gehrels

Lunar and Planetary Laboratory

iJ
W

Abstract

Spacewatch discovered 15 near-Earth asteroids by automatic detection.

Papers were published describing the Spacewatch programs and the analysis

of the data. Many public presentations were made. In the range of

diameters I00-i0 meters, a cometary contribution comes in in a dominant

manner. The Spacewatch techniques are being developed further.
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1991 Progress Report
to the

Space Engineering Research Center

by
Tom Gehrels

Our principal accomplishment since February 1991 has been in three

areas, namely the discovery of near-Earth asteroids, the presentation of

our results to peers and public, and the development of new techniques.

m

m

|
m
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Discovery

This was the first season of automatic discovery of near-Earth

asteroids, which began in a spectacular way in September 1990 and was

carried through the month of June, 1992, after which we stopped for

refurbishment during the monsoon months. We will start observing again

on August 30, 1991. The Table below gives the complete listing of our

discoveries of near-Earth asteroids to date.

We had made two predictions before September 1990, namely by

Rabinowitz that we would find 13 and by Gehrels that we would find 17

during these I0 lunatlons. We found 15. The success of our predictions

means that we have used the proper magnitude-frequency relation which is

the one that we know for the asteroid belt from the Palomar Leiden Survey,

namely that the number increases by a factor of 2.5 for each magnitude

fainter. This is correct in first approximation and it is the magnitude-

frequency relation for fragmentation. However, we were able to derive

important effects at the smaller sizes.

publiG_on_ and Presentations

The paper by Rabinowitz "Detection of Earth-Approachlng Asteroids in

Near Real Time", Ast_on. J. I01 of April 1991 has come out, and we have

reprints for it. The review paper "Scanning with Charge-Coupled Devices"

by T. Gehrels will appear in Space Science Revlews in November 1991. A

general description of the project was also presented and will be

published by the "Asteroids, Comets and Meteors Conference" in Flagstaff

in June. Furthermore, Rabinowltz presented a paper there which will be

published in the same book, and also in more extended form in Icarus with

the title "The Flux of Small Asteroids Near the Earth."

The last paper is the most important because it comes to the
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conclusion that objects smaller than about I00 meters are increasingly

overabundant compared to the above extrapolation from larger sizes. Near

I0 meters, the most probably flux near the Earth is 2 orders of magnitude

higher. This is in agreement with the flux extrapolated from observations

of bright meteors and fireballs. It is likely that processes other than

collisional breakup of asteroidal material begin to supply the population

of small objects near the Earth at sizes near I00 meters. This

contribution is probably due to fragmentation from comets.

A science writer for the New York Times wrote an article on the

hazards of near-Earth asteroids which has drawn worldwide attention.

Subsequently we were interviewed on a few dozen radio and television

shows. The effect of this is still rippling around the world such that

we get reports from faraway places as India and Scotland. Even

distinguished people as Alistair Cooke have been talking about Spacewatchl

At the urging of the American Institute of Aeronautics and

Astronautics, the U.S. Congress has instructed NASA to hold Cwo workshops,

namely on the discovery of near-Earth asteroids in view of their hazard,

and the other one to study what to do about those hazards. The first

meeting of the first workshop was held at San Juan Capistrano in

California. The 1.8-m Spacewatch Scannerscope was adopted as the

prototype for four more such instruments which may be located in India,

Western Australia, Chile, and Hawaii.

peve!opment of New Technioues

In the first place we are refining our techniques at the 0.9-m

Spacewatch Telescope. There was an extended period this summer with the

Solbourne computer in Tucson. A series of improvements was made to the

software.

The CCD was installed in another dewar which holds vacuum better so

that the rather dangerous operation of pumping every second or third night

will no longer be necessary. Also, the dewar will hold liquid nitrogen

all night. There will no longer be delays in the observing due to

refilling of liquid nitrogen.

We expect an improved efficiency of about 20 percent such that during

the next ten lunations of observing we should be finding 18 near-Earth

asteroids.
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The ultimate discovery rate with =he 0.9-m Spacewatch Telescope is

expected to be about 36 near-Earth objects per year. The improvement of

a factor of 2 will be obtained from the usage of a new CCD of twice the

quantum efflclency. With support from other funds we plan to buy that CCD

and have it in operation by 1994.

We have considered moving the 0.9-m Spacewatch Telescope on the sky,

faster than when the drive is turned off, to speed area coverage.

However, _hls old telescope may be too deficient in quality of bearings

and gears to be able to do this without disproportional expenditure of

funds.

The ultimate gain from 36 to 200 near-Earth asteroids per year can

only be obtained by replacing the 0.9-m Spacewatch Telescope with the 1.8-

m Scannerscope. The gain will come from the combination of the larger

area of the primary mirror and from the fact that this telescope will be

designed to move on the sky at rates as high as 2 degrees per day. We are

active in fund raising for this refurbishment. Some design work has also

been accomplished. We hope to obtain NASA approval for the refurbishment

shortly.
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ABUNDANCE OF 3He AND OTHER SOLAR-WIND-DERIVED VOLATILES IN LUNAR SOIL

Timothy D. Swindle
Lunar and Planetary Laboratory

University of Arizona

Progress report, August 30, 1991

Abstract:
On the Moon, solar wind implantation isthe primary source of potentially valuable volatiles

such as 3He, H, C, and N. We have evaluated geometric effects and the effects of shielding by
the Earth's magnetosphere to determine the magnitude of systematic variations in total solar wind
fluence with location. We find that the central nearside, the location from which all of the well-
studied Apollo samples come, has probably been exposed to less than half as much solar wind
as equatorial locations near the limb and on the farside. Assuming that the variations in solar
wind fluence lead to comparable variations in volatile abundances (an assumption we plan to test
more rigorously in the coming year), we have generated maps of estimated abundances of
volatiles. For most volatiles, fluence variations are expected to be the only systemtic effect. For
3He, soil chemistry is also important, so we have combined our calculations of fluence variations
with maps of estimated Ti abundance to produce estimates of 3He abundances.
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Volatiies implanted into the lunar regolith by the solar wind are potentially important lunar

resources. Wittenberg et al. (1986) have proposed that lunar 3He could be used as a fuel for

terrestrial nuclear fusion reactors. They argue that a fusion scheme involving D and 3He would

be cleaner and more efficient than currently-proposed schemes involving D and T. However,

since the terrestrial inventory of 3He is so small, they suggest that the lunar regolith, with

concentrations of the order of parts per billion (by mass) would be an economical source of 3He.

Solar-wind implantation is also the primary source of H, C and N in lunar soil. These elements

could also be important, particularly for life support and for propellant production.

In a SERC study of the feasibility of obtaining the necessary amount of 3He, Swindle et

al. (1990) concluded that the available amount is sufficient for early reactors, at least, but that the

mining problems, while not necessarily insurmountable, are prodigious. The volatiles H, C, and

N, on the other hand, come in parts per million level abundances (Fegley and Swindle, 1992).

The differences in abundances mean that a) a comparable amount of H, C and/or N could be

extracted with orders of magnitude smaller operations than required for 3He and b) if 3He

extraction ever becomes important, huge quantities of H, C, and N will be produced as by-

products.

Some work has been done on identifying promising sites for 3He mining. Most of this

work has focussed on identifying sites where ilmenite content (and hence Ti content) is high (e.g.,

Cameron, 1991), since ilmenite retains a higher fraction of the implanted He than do other

common lunar minerals. Discussions of the abundances of H, C, and N, which are less

dependent on mineral chemistry, generally assume that these volatiles are rather uniformly

distributed in the lunar regolith, with only local variations as a result of local impact cratering

history (Haskin, 1989; see also Taylor, 1991).

However, there are geometric factors affecting the abundance of all solar-wind-derived

volatiles that have not been previously considered in discussions of resource utilization. In

particular, since the Earth's magnetosphere shields the Moon from the solar wind during the

portion of each month in which the subsolar point is at the central nearside, that region has been

exposed to considerably less solar wind than has the central farside. In addition, equatorial

regions should receive more solar wind that polar regions because the direction of the flow of the

solar wind is close to the plane of the Moon's equator. Whether this translates into a difference

in volatile content depends on how important saturation effects are: if the surfaces of samples

from the central near side (such as the well-studied Apollo samples) are saturated with solar-wind

derived volatiles, additional exposure will not lead to higher volatile contents.
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During the six months of the current grant, calculations have been made of the expected

size of variations in the solarwind fluence, and some of the implications have been considered.

In the next year, we plan to perform analyses on some crucial lunar samples to test the

importance of saturation effects.

Variations in solar wind fiuence

As a first step, we have calculated how the integrated solar wind fiuence varies with

latitude and longitude on the Moon. The latitude effect is simply proportional to the cosine of the

latitude. The longitude effect is more complicated, since it depends on the details of the Earth's

magnetotall and magnetosheath. According to Neugebauer et al. (1972), the Moon is in the

magnetotail about four days each lunar cycle, and spends about four or five more days in the

magnetosheath. In the magnetotall, the solar wind flux is essential zero, while in the

magnetosheath it varies from a few percent of the unshielded flux to values comparable to the

unshielded flux. Rather than modeling the magnetosheath in detail, we have assumed that the

Moon is completely shielded for 25% of the lunar cycle. Under those conditions, the central near

side receives less than 30% of the fiuence that the central far side receives, and only about 35%

of the fluence received by the limbs. A map of the relative fluence is given in figure 1.

Solor wind received (fraction of moximum)

(D

_m
..,I.M

©
_J

longitude.

9O

300 ........................................... .................Moxim,um":......

0 45 go 135 180

• Longitude

Figure 1: Fraction of maximum solar wind tluence as a function of lunar latitude and

The distribution is symmetric about the equator and nearly so about the 0° meridian.
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Changingthe details of the shielding (i.e., changing the amount of time shielded, or including

partial shielding for the whole duration of the magnetosheath passage, rather than total shielding

for part of the duration) will change the details of the map, but not the overall pattern. For

elements for which soil chemistry is not important (probably all the elements of interest except

He), a global abundance map should be look nearly the same (except for local variations in

impact history).

From this, we can make some simple, but important, observations about siting of mining

facilities. The most obvious observation is that equatorial sites are likely to be preferable to high-

latitude sites, and that central nearside sites are likely to be poorer in resources (by a factor of

a few) compared to the best sites on the Moon. However, it Is not necessary to go to the farside

to get to sites that have high solar wind fluences, since the fluence at the limbs is more than 80%

of the central farside fluence.

For 3He, we must include soil chemistry to estimate abundances. Jordan (1989) has

shown that the abundance of 3He in Apollo (central nearside) samples is proportional to the

product of a parameter called I=/FeO (which measures duration of surface exposure, and will be

discussed in more detail below) and "ricontent. This is reasonable, since the first factor should

be proportional to the amount of solar wind received, and the second is proportional to the

fraction retained (since ilmenite retains far more than other minerals). Generalizing to consider

fluence variations, we would expect the abundance to be proportional to the product of the

fluence and the "l'icontent. We have generated a map of estimated 3He abundance based on

that assumption, using the fluence variations calculated as described above, and maps of

estimated Ti abundance based on spectrophotometry of the Moon (Johnson et al., 1991). We

are also in the process of generating a map using the Apollo gamma-ray spectrometer Ti results

(Davis, 1980), which are also available in the Planetary Imaging Research Laboratory (PIRL)

computers.

Since the highest Ti abundances are concentrated in the central near side, where the

solar wind fluence is lowest, the two effects tend to cancel each other. It turns out that Mare

Tranquillitatis, with its very high Ti content, but low longitude, is still one of the best places to look

for 3He, but some other areas with moderate 1"icontent but higher longitudes (e.g., western

Oceanus Procellarum, Mare Fecunditatis, Mare Smythi0 are potentially as promising. With a few

exceptions (most notably in and around Mare Smythii on the eastern limb), there are few

promising sites on the far side, despite the higher solar wind fluence.
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Testin.q the importance of saturation effeqts

We have noted that we can convert solar wind fluence to estimated volatile abundance

only if saturation effects are not important. In the lunar sample literature, the question of whether

or not some grain surfaces are saturated is not settled. The best solar.wind simulation studies

were performed recently by Futugami et al. (1990), who bombarded pure mineral samples with

He ions. They concluded that saturation of a free grain in space could occur in about 10 years

of completely unshielded exposure (corresponding to a few decades of exposure on the Moon).

Under these conditions, saturation of He, at least, would be expected to be important. In a study

of actual lunar samples, Wieler et al. (1980) concluded that He saturation of grain surfaces occurs

for 'a considerable fraction' of the grains they analyzed. However, they also concluded that

saturation of Ar occurs for few samples. Since Ar abundances correlate well with abundances

of C and N (and, with poorer data, H), even at high abundances, it seems likely that these species

are not saturated either.

To test for saturation effects, we should compare volatile abundances in samples from

locations which we would predict to have a range of solar wind fluences. The Apollo samples all

come from a limited geographic range on the central near side. The location with the highest

estimated fluence (Apollo 17) would have only 50% more than the location with the lowest fluence

(Apollo 15), and only 15% more than the mean of the Apollo samples. The ideal samples would

be ones from documented locations on the central farside, but such samples are, of course, not

available. The best samples, then, are the Russian Luna samples, which come from closer to the

eastern limb of the nearside, and hence would be expected to have about twice the solar wind

fluence as the average Apollo sample, and more than 60% more than even Apollo 17.

Samples of two soils each from Luna 16 and Luna 20 soils have been allocated by NASA

(though not yet physically transferred) for ferromagnetic resonance (FMR) and noble gas

analyses. The FMR analyses, which will be performed by R. V. Morris of NASA Johnson Space

Center, are essential to determining the ratio of reduced to oxidized iron (l=/FeO), a widely-used,

probably impact-driven, measure of 'maturity' or exposure history (Morris, 1976). The I=/FeO ratio

has not been determined for any Luna 16 or Luna 20 samples. The noble gas analyses will be

performed at the University of Arizona. The He analyses are obviously relevant to the question

of 3He abundances, while the analyses of the heavier noble gases (Ar, Kr and Xe), whose

abundances are not affected by the chemistry of the soil, provide a good analog for volatiles such

as C and N. One of the four soils has not been analyzed previously for noble gases, while the

others have all had some analyses, but not all have been analyzed by any single lab.
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Even with the data available now, there are hints that the geometric factors may be

observable in the Luna samples. Luna 16 samples have average He contents that are

comparable to mature, high-'r1 Apollo 11 and Apollo 17 samples, despite having less than half the

"13content. And the Luna 24 samples, where IJFeO has been measured, have about twice the

He content that would be predicted for an Apollo sample with that "13content and maturity. We

hope to make these comparisons more quantitative, and to extend them to the other noble gases.
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FURTHER DEVELQPMENT OF A FIGURE-OF-MERIT IN SPACE MISSIONS

Bruce Preiss and Kumar Ramohalli

Aerospace and Mechanical Engineering
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ABSTRACT

The concept of a Figure-of-Merit (FoM) is developed to assess specific mission designs.
The variables for a mission plan are so numerous and interdependent that a single parameter
cannot accurately represent the overall design performance. The introduction of in-situ resource
utilization (ISRU) and the use of advanced modular engines further complicate the problem. For
these reasons, the FoM approach has been proposed to provide a more comprehensive look at the
overall picture. The analysis encompasses the important design parameters in addition to the less
tangible aspects such as long-term effects, reliability and reparabitity of the hardware, and the risks
that are inevitably associated with new technologies. FoM's have been examined in detail for
historical missions and for a proposed Mars Sample Return (MSR) mission. Results are presented
for a conventional MSR mission along with missions Incorporating ISRU and modular engines for
comparison. It is concluded that this quantitative FoM approach may well become a key tool in the
analysis and design of future space missions.



INTRODUCTION

The Figure-of-Merit is a quantitative number that represents a measure of success of the

mission planning. The FoM methodology Is unlque because it focuses on overall mission

architecture while still placing importance on detailed design. The philosophy behind the FoM Is

that specific spacecraft and support details will continually change throughout development. The

FoM concept concentrates on identifying promising mission architectures in the early planning

stages, but readily accommodates changes throughout the entire planning process. As the mission

becomes better defined, the FoM becomes more accurate. The FoM methodology ultimately

identifies the most efficient overall mission plan. Unlike other approaches, specific component

optimization will not be considered individually. Instead, the components are optimized within a

larger framework consisting of all mission details. Because of the high degree of component

integration within a spacecraft, optimizing the performance of one component may degrade the

performance of another. As missions become increasingly complex, there Is a greater need to

factor in all possible details to accurately define the mission and determine its relative merit. The

FoM is most effective when comparing similar missions. It fulfills a need for an improved

methodology of comparing mission strategies by providing enough detail to make the results

significant.

In order for the FoM to be meaningful, it must have a clear definition. Other than for global

comparisons, the FoM should not be limited to just one general definition that applies to all types

of missions, Instead, the definition should remain flexible so it can be tailored to a specific type of

mission. The most basic FoM definition is presented in equation 1. This FoM definition assumes

that the mission begins in low Earth orbit (LEO) and focuses on the mass of the sample to be

returned back to LEO. The definition also includes an R-factor ranging from zero to one which

assesses the relative risk, reliability, and reparability of a mission plan.

I:oM- [ II1
l ]

The R-factor is calculated as:

R-factor- Inverse Risk x Re//ab//#y x Reparabi/#y (2)

Although this number can be somewhat subjective, great care Is taken to provide accurate numbers

In a relative sense.

SOFTWARE DEVELOPMENT

A spreadsheet program has been developed to calculate the FoM for a given planetary

mission. Flexibility and convenience were the key factors for choosing a spreadsheet approach
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over a programming language. Spreadsheets provide a simple means for data Input which is then

instantly factored into a new FoM calculation. The processed numerical data inthe spreadsheet can

easily be converted to a color coded graphical format. The graphical representation can even be

generated automatically if desired. The spreadsheet also serves as an Interface for access to any

supplemental databases. A liquid propellant database has been utilized to incorporate reliable

rocket engine performance parameters.

The three-dimensional capabilities of the spreadsheet have been fully exploited by using

separate sheets as a convenient means for grouping the inputs within the separate design modules.

The input parameters have been divided into distinct categories: mission details, spacecraft design,

rocket performance, support components, and ISRU components. The spreadsheet requires

approximate_y 150 separate Inputs for each FoM calculation,_ These Inputs are combined through

strict governing equations to provide a detailed analysis. An effort was made to maintain a suitable

balance between an effective use of engineering approximations and detailed design calculations

in the spreadsheet equations. The approximations are useful and sometimes necessary when using

unknown parameters or when using rapidly changing technology.

A major feature of the spreadsheet is its incorporation of detailed coefficient dependencies

for the structural elements and the engine components. It is important to realize that changing one

design aspect may have significant effects on other components. In the spreadsheet, a given

structural element Is not assumed to be strictly a fixed percentage of the total spacecraft mass.

Instead, the component mass is calculated from the design variables where possible. Therefore,

each component must have somewhat detailed calculations of its mass based upon all of the

independent parameters which may affect it.These interdependencies need to be considered inthe

design stages to predict the projected mission capabilities as accurately as possible.

The numerous governing equations combine to form a powerful spreadsheet for analyzing

the FoM of space missions, but the underlying strength of the FoM spreadsheet approach is found

elsewhere. The real differentiation between the FoM concept and other methods of analysis is the

ability of the FoM spreadsheet to manage supplementary data. By incorporating a rocket propellant

database, detailed data on hardware for the use of ISRU, and modular engine integration

techniques, the program is more flexible and applicable to a broader range of mission types. By

integrating all of the available information, the FoM represents an accurate approximation of the

efficiency of a planned mission.

MARS SAMPLE RETURN MISSION RESULTS

In order to determine the credibility and accuracy of a given FoM definition, historical data

was gathered and analyzed for previous U.S. space missions. A distance factor (Distance of

mission/Distance to Moon) is incorporated into the FoM definition for historical lander missions to

IV-3
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Increase the merit of missions involving greater complexities and longer durations. Missions
II

required to traverse greater distances will invariably require more propellant and subsequently have "=

Ja greater Initial mass at launch. With the inclusion of the distance factor, it is shown that the FoM

Increases with time as the technology and mission planning become more sophisticated.

Curve fits were applied to the observed trends of past misslons in an effort to predict the i
FoM for future space missions. Figure 1 shows lander missions with the calculated power equation i

superimposed. The resulting trend is plotted on a normalized time line in which the relative year

is the base year minus the launch year. The base year is the year in which the first successful !

lander mission was launched. In the figure, the FoM value has been placed at the launch year of

the specific mission. Once the fit constants were calculated for the highest possible correlation, the B

function was extrapolated to span the estimated time frame for a MSR mission. The FoM values

have been separately calculated in the spreadsheet for comparison. A MSR mission was planned i

utilizing two different propellant combinations and both are shown in the figure to be consistent with II

the historical data. A power fit Is used since it is assumed that technological advances will not

Increase linearly, but will approach a certain limit over time. I

=

_w "l • Apc_mMJ,O_
-I E9ViwdnQl_=_or_

,_, J IB! Miul Sample Return (H2-O2)

0
70 75 80 85 90 95 2000

Mission Launch Date

Figum,d4duiI ° { MNldoadbl tlNatm
R-tam,.v_,N _ •RJmM_•Rms,muy
_ o Omanc= d Mb,eJm'b/ Dl_em=mIo Moon

Figure 1 - Historical Lander Figure-of-Merit
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The Figure-of-Merit spreadsheet can be used to analyze a large variety of missions because

it can accept a wide variety of propellant combinations for propulsion. While many fuel and oxidizer

combinations have been tested interms of rocket performance, the comparisons usually stop there.

Comparisons must be made in an overall system approach, like the FoM, in order to adequately

weigh the advantages and disadvantages of each specific combination. Consequently, a propellant

database has been utilized so the spreadsheet can be used to analyze a large variety of possible

IV-4

U

m

m

U

i

B



L_

U
L

L

w

IE3

U

!

propellant combinations for a given space mission.

The main premise behind in-situ resource utilization is to use local resources wherever

possible to help fulfill the mission needs. Mission planning has thus far been unduly restricted in

that everything used in the mission must be initially carded from the Earth. ISRU may lead to

numerous benefits in mission planning with the pdmary advantage being the substantial reduction

of the Initial launch mass of the spacecraft. In general, reductions would be realized for cases in

which the total plant mass is less than the mass of the propellant it will produce. Because of the

exponential decreases in mass Involved inorbital mechanics, ISRU may reduce the initialspacecraft

mass for a typical mission to Mars by thousands of kilograms. Although the processed propellant

may not always yield optimum performance, the benefits of ISRU may outweigh any disadvantages

in terms of overall mission planning. Accurate comparison studies have been completed to

determine which strategies will be most influenced by ISRU. The argument in favor of certain

propellants using ISRU is convincing, but the actual implementation of this strategy must prove to

be both practical and reliable. The complexity of the production plant depends on the available

resources, their initial state, and the type of processing required to obtain a useful product. It is

important to consider both the complexity and the necessary conditions for the driving chemical

reaction. A simple reaction which only proceeds at a high temperature and pressure may be less

favorable than a more complicated reaction which occurs under ambient conditions. The driving

design factors will be the total system mass and the reliability of the components. The hardware

should be kept as simple and light-weight as possible. Figure 2 details the relative benefits of

decreasing the plant mass. The FoM values for the ISRU configuration assumes that oxygen is

being processed from atmospheric carbon dioxide on the surface of Mars through an

electrochemical conversion process. The mass estimates for a plant of this type are taken directly

from the oxygen plant design project being conducted at SERC. Previously, the total plant mass

was projected to be 197 kg, but the technological advances that have occurred since the inception

of the oxygen plant project have lowered the predicted mass to approximately tO0 kg. The

necessary production rate will dictate the total system mass, and as a general rule, the system mass

will be a function of the production rate raised to the two-thirds power.2 The power source will

ultimately account for a large percentage of the total production plant mass. Consequently, further

effort should be focused on the reduction of both the plant power requirements and the specific

weight of the power source.

The term "modular"refers to physical components which are Interchangeable. In the case

of rocket engines, it implies that one engine used for a particular stage could be replaced with an

identical engine from another stage without any measurable loss in performance. The modular

engine concept focuses on both the engine design and the engine integration between successive

stages in order to optimize the overall performance of the vehicle. The optimum engine design

IV-5
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Figure 2 - Plant Mass Variations

achieves a maximum specific Impulse while maintaining a minimum engine mass. The modular

engine concept simplifies the engineering to one basic design which can supply all of the specified

thrust requirements. Larger thrusts are obtained by linking several modular engines in a parallel

arrangement so that the thrust is additive. Engine clusters of decreasing number can provide the

necessary thrust for each subsequent stage of the spacecraft.

The benefits realized through the utilization of modular engines are Increased reliability,

reduced risks, simpler reparabiiity, and reduced design and production costs. The total mass of the

propulsion system will be somewhat greater for a modular engine design than for one using a

conventional design, but the multitude of benefits far outweigh this one liability. If desired, an

additional engine could be Included in the modular design to account for a possible failure. The

increased mass would be minimal, and the greater reliability for the mission could make the

inclusion worthwhile. Including an extra engine In the traditional design case would substantially

increase the Initial mass and would not be practical. The redundancy avallable from the modular

strategy is highly desired and should be included in the early planning stages for any mission.

The ability to use modular engines has been included in the spreadsheet. The spreadsheet

has been designed so modular engines can only be used for the Inbound return flight. This Is a

realistic limitation since modular engines typically do not provide enough thrust for the outbound

legs of a mission. The thrust capabilities and mass of the modular engines are sized according to
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the final thrust requirement upon returnto LEO. If the engines are fueled from the same propellant

tanks, the complexity of the rocket design would be Increased because of the multiple number of

feed lines and duplicity throughout the feed system. The complexity is Instead reduced by

integrating the engines as discrete packages. Each engine will function Independently of the others

although the electronic controls will be linked. The modular engine scheme will have an Increased

mass in terms of the propellant tanks over a conventional design, but this mass will be partially

offset by the savings In nozzle weight. A pressure feed type liquid propulsion design is used for the

modular engines because it provides the least amount of complexity and Is very efficient In terms

of small thrust requirements. The spreadsheet fully summarizes the design details for the modular

engine to be utilized in the mission.

Figure 3 shows the increase in the FoM that results from the use of modular engines. A

methane and liquid oxygen propellant combination is presented for comparison and the mass of

the soil sample returned is 2 kg. The conventional mission with all Earth carried propellants is

shown along with the ISRU case. Superimposed on the plot are the FoM's if the R-factor is set to

unity. In an absolute sense, the FoM values for the missions using modular engines decrease

Propellant Combination = CH4 + 02

Mars sample mass returned • 2 kg
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Figure 3 - Technology Benefits

because the initial mass will increase. Although the resulting masses are greater, the FoM has a

relative increase after the appropriate R-factors are included. The risk has decreased as a result an

increase in the reliability and reparability. For missions utilizing modular engines, the R-factor is

w_
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Incremented by O.1. Conversely, the plot shows that the inclusion of ISRU will decrease the R-factor

by 0.1. The initial mass savings are so great, however, that even the added dsks will not reduce

the favorability of the mission.

Table I summarizes the relatives changes for the mission variations using the conventional

mission as a basis. Both the changes in the initial mass at LEO and the FoM values are presented.

The results show that the most effective mission plan is to use a methane and liquid oxygen

propellant combination utilizing both ISRU and modular engines. A 2 kg sample could be returned

back to LEO for an Initialspacecraft mass in LEO of approximately 45,000 kg. The payload Includes

an oxygen production plant for the surface of Mars which weighs 100 kg and produces 10 kg of

oxygen per day. The separate use of modular engines will increase the FoM by 9%, while the

separate use of ISRU will increase the FoM by 13%. Combining both technologies, the FoM can

be increased by a full 29%. This translates Into an initial spacecraft mass savings of 21%.

FUTURE WORK

Using a modular engine architecture has been shown to Increase the FoM for a given

mission plan. The total initial mass of the spacecraft could be reduced even further through the use

of an advanced modular engine scheme which would reuse engines in successive staging

maneuvers whenever possible. The secondary propellant tanks would be jettisoned along with the

extraneous engines after each ignition. Further work is necessary to quantitatively estimate the

mass savings that could be achteved through an advanced modular staging technique. Currently,

only the conventional modular staging approach is supported in the FoM spreadsheet.

The refrigeration calculations contained within the spreadsheet are based upon a simple

heat transfer model. This basic model provides worst case estimates for the mass of the

refrigeration units that must maintain low enough temperatures to ensure that the working

propellants remain In a liquid state. A more sophisticated model could be used which would include

either multiple insulation layers for the tanks or the use of special cryogenic storage tanks wtth an

evacuated lining. A more refined model would decrease the mass of the refrigeration masses and

Mi_i0n Variation & M (LEO) &FoM
All Earth Carried - -

Modular Engines + 6.4% + 8.9%
ISRU -25.3% + 12.7%

ISRU/Modular Engines -21.2% +28.8%

Table I - Mission Variation Summary
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provide more realistic comparisons between the all-Earth carried propellant missions and ISRU

missions.

The oxygen plant mass figures must be continually updated as work progresses on

breadboard unit. The production rate must still be scaled upward and additional components are

in the process of being Integrated. As additional hardware becomes more well defined, the values

used in the spreadsheet must be continually updated to reflect these changes. The oxygen plant

built in the laboratory will not address the power source issue directly, and more analytical work

must be accomplished to estimate changing power requirements and keep pace with technological

advances in the energy field.
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AUTOMATION AND CONTROL OF AN OXYGEN EXTRACTION PLANT

L. Schooley, F. Cellier, A. Doser, G Farrankopf, J. Kim, Y. Pan, and B, Williams

The University of Arizona
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Abstract

This report documents progress on the continuation of a previous project
for the development and implemention of automation and remote supervisory
control of process plants used to produce oxygen from local planetary
resources. A distributed architecture is being developed and implemented
so that an oxygen production plant can be reliably controlled over an
extended time period in a high-autonomy mode with high-level task-oriented
teleoperstion from a remote location.

The main effort during this reporting period was the automation of a
prototype oxygen production plant This section describes the details of
the instrumentation and control system design, relates it to the overall
architecture planned for the future, and discusses performance during a
particular incident which occured during a 100 ho_r test of continuous
oxygen production without human intervention. Progress in the areas of
communications system protocol development and modeling and simulation
is also reported.
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INTRODUCTION

This is the continuation of a previous project for the development and implementation of

automation and remote 'supervisory control of process plants used to produce oxygen from local

planetary resources. A distributed architecture is being developed and implemented so that an

oxygen production plant can be reliably controlled over an extended time period in a high-autonomy

mode with high-level task-oriented teleoperation from a remote location. The components of this

architecture include computer communication, smart sensors, sensor fusion techniques, and

distributed intelligent real-time algorithms for task planning, plant operation, fault detection, fault

diagnosis, and fault recovery.

The ultimate result of this research will provide the capability forteleoperation of such process

plants that may be located on Mars, Lurm, an asteroid, or other objects in space. Communication

protocols previously developed for NASA'sTelescience Testbed Pilot Project (Schooley and Cellier,

1988) are being adapted to teleoperating the prototype plants located at the Space Engineering

Research Center from remote commanding computers located at the University of Arizona main

campus. Key assignment protocols are being implemented that will enable multiple remote

commanders/observers to simultaneously interact with the teleoperated plant.

Various static and dynamic computer simulations of the process plant are also being

developed. These will eventually be used as the world model for the artificial intelligence

applications used in the hierarchical control scheme. In the interim, they also provide a

modeling/simulation tool that can be used to analyze the dynamics of the plant and to design or

test control algorithms or alternate plant designs.

A report of previous work on this project may be found in Schooley

CONTROL ARCHITECTUREFOR HIGH-AUTONOMYOPERATION

The main effort during this reporting period was the automation

and Cellier (1991).

of a prototype oxygen

production plant. This section describes the details of the instrumentation and control system

design, relates it to the overall architecture planned for the future, and describes performance during

a particular incident which occurred during a 100 hour test of continuous oxygen production without

human intervention.

According to NASA(1985), 'automation' is defined as "the ability to carry out a pre-designated

function or series of actions after being initiated by an external stimulus without the necessity of

further human intervention." In contrast, 'autonomy' is defined as "the ability to function as an

independent unit or element over an extended period of time performing a variety of actions

necessary to achieve pre-designated objectives while responding to stimuli produced by integrally

contained sensors."
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Automation of a process is usually viewed as designing a (feedback) controller that reduces

the plant sensitivity to parameter variations and/or the influence of disturbances. Parameter

variations may be due to minor variations in the manufacturing process that is used to generate the

plant, to thermal effects, or to the influence of external environmental variations. Mostly, these

variations are minor (a few percent). Feedback control architectures have helped to make plant

operation more robust (less sensitive) to such types of vs_iations in comparison with open-loop

command architectures.

Traditional control engineers hardly ever concern themselves with abnormal situations such

as failures that occur within a subsystem of the plant to be controlled or -even worse-- within the

controller itself. Reliability of a controlled system over long periods of time is rarely mentioned

among the items on the desired performance parameter list of a control engineer. The engineer is

concerned with such properties as stability, steady-state accuracy, percent overshoot, and settling

time, not failure rate, down time, or repair activities.

Such factors must be''considered, however, for high-autonomy system operation. They add

a new dimension of complexity to the overall system design. Ahigh-autonomy system contains an

additional hierarchy layer around the control architecture. It usually contains several alternative

control architectures. It knows which of them to choose at any particular moment, and it knows

when to switch between different controllers. Itcontains a task planning module that computes the

set points for active controllers, and sequences the tasks to be executed. It reasons about both

plant and controller integrity, it detects faults (symptoms) as they occur, localizes the faults within

the system (discovers failures), and thinks about means ofrecovery from such faults (initiates repair

activities). It furthermore collects statistics on symptoms, failures, and successful (as well as

unsuccessful) repair activities (learns from past experience).

An architecture forhigh-autonomy systems was recently proposed by Zeigler (1991)and Chi

(1991). Our oxygen production plant prototype, while still fairly primitive, contains all elements of

a high-autonomy system. In the sequel, these elements willbe described, and it willbe shown how

they cooperated during a recent incident which occured during a long test. The plant itself is

described elsewhere in this report, but the primary elements are supplies of carbon dioxide and

helium gas (for purging), a heater, one or more zirconia cells, and associated instrumentation

sensors and control actuators. Figure 1. shows the physical configuration of the single-cell

prototype used during the 100 hour experiment.

Task Planning: Task planning refers to the activity of sequencing commands issued at task

level to the control architecture. The task planner does not concern itself with the details of task

r
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Figure I: Configuration of single-cell Breadboard.
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execution. Allit does is to determine which tasks should be executed (and in what sequence) and

with resource management. That is, the planner knows what resources are required by each task,

and makes sure that those resources are available during task execution. Finally, it concerns itself

with time management; it knows how much time each task is supposed to consume and makes

sure that real-time constraints are satisfie._l.

In our testbed, the task planner was fairly rudimentary. Since only one type of experiment

was planned (the 100 hour test of continuous oxygen production without human intervention) an

elaborate task planner was not required. Figure 2. shows how the task planner manages the

resource and time umbrellas for four different control loops during the start-up sequence, the

steady-state operation, and the shut-down procedure. The four control loops are concerned with

voltage control, temperature control, flow rate control, and control of a gas chromatograph.

The first control loop is concerned with the voltage applied across the wall of the zirconia cell.

During the separation of oxygen and carbon monoxide, a voltage of approximately 2 VDCmust be

applied to the zirconia cell fdr.the electrocatalytic reaction to lake place. In the presence ofzirconia

the hot oxygen gas is ionized by borrowing four electrons from the cathode located at the inside

wall. The oxygen ions are sufficiently small to migrate through the porous zirconia wall. Upon

arrival at the other side, they shed the electrons to the anode, and the free oxygen is released.

The oxygen production rate is very sensitive to the applied voltage. Below 0.6 V (Nernst

voltage), no oxygen is produced at all. For higher voltages, the oxygen produced is linear in the

applied voltage. However, at 2.3 V, the zirconia cell is permanently destroyed. However, there is

also a relation between voltage and temperature. No voltage should be applied to the cell before

steady-state temperature and gas fiow rate have been reached, and the voltage should be switched

off at the beginning of the shut-down sequence.

Temperature control is also essential. A temperature of at least 850 K is necessary for thermal

disassociation of the carbon dioxide to take place. However, at temperatures between 1000 Kand

1200 K, the zirconia cell is permanently damaged (the critical temperature depends on the material

used for electrodes and seals). There also exists a relation between temperature control and gas

flow. Obviously, the proper gas flow rate must be established before heating can take place.

However, around 600 K, there is a risk of carbon deposition along the walls of the zirconia cell. For

that reason, the cell is being purged with helium gas during start-up and shut.down. The helium

gas is only replaced by carbon dioxide gas after the zirconia cell has reached its operational

temperature of approximately 900 K.

The third control loop is concerned with maintaining the appropriate gas flow rate and with
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operating the electronically controlled valve that switches between the helium and carbon dioxide

gas.

The fourth control loop operates the gas chromatograph that is used to analyze the various

gases during the experiment. During start-up, the gas chromatograph needs to be calibrate, d, and

during steazty-state, various gas samples _ be routed through the gas chromatograph by

appropriately setting several valves.

While our task planner is currently still very simple, this part of the program will need to be

drastically expanded before the full scale plant can be launched. Task planning is not only

responsible for setting the pace for normal operation, but also for recovering the plant after a fault

has occurred. The Martian task planner must be able to deal with sand storms, contaminated

membranes and tubes, leakage of seals, and tripped circuit breakers, to mention just a few of the

types of failures that are expected to occur during long-term operation of this high-autonomy

control system. Chi (1990 and 1991) has proposed an intricate hierarchical task planning

architecture that should suffiCe for controlling such an expedition.

Command Execution: The command executor is an independent agent that resides in the

local controlling computer. It accepts the next command to be executed from the task planner and

prepares the control architecture for its execution. The task executor selects the appropriate

low-level control algorithm from a set ofprecoded algorithms, downloads the selected controller into

the smart sensor that physically houses the low-level control loop, and initiates the control activity.

The command executor is also responsible for receiving and processing sensory events that

signal task completion. It is responsible for maintaining the appropriate time-window information

that allows it to judge success or failure of task execution. Consequently, the co_d executor

is responsible for fault detection during transient operational phases, such as the start-up and

shut-down phases that were previously discussed. In case of a failure (the sensory event has

arrived too early or too late), it starts the fault diagnoser to reason about the nature of the observed

fault so as to relate the observed symptom to the failure that caused it.

Time windows are intimately linked to our event-based control logic. They ensure early

detection of faults during transient operational phases, and thereby provide the high-autonomy

system with sufficient reliability to allow the system to operate adequately over an extended period

of time. Figure 3 explains the time=window mechanism.

Each command issued by the command executor is accompanied by an expectation as to

how much time the commanded task will require for its completion, i.e. before the goal state is

reached. Due to plant parameter uncertainties and external disturbances, the time cannot be
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estimated precisely. Instead, the uncertainty is captured in a so-called time window. A sensor

should record the fact that the next goal state has been reached, and should report the time of task

completion to the task executor. If the sensory event arrives too early or too late, a fault diagnoser

is activated. The objective of the diagnoser is to relate the observed symptom back to its cause,

the failure. It then calls upon the failure recovery agent to come up with a new command sequence

that willput the high-autonomy system back on track. Once the failure recovery agent has decided

what to do, it calls upon the task planner to work out a new command sequence that implements

the suggested recovery action. The time-window mechanism has been described in detail in Wang

and Cellier (1991). The time windows associated with the 100 hour run are shown on Fig.2.

Plant Operation: The actual low-level control is implemented in a microcontroller called a

smart sensor. Once the command executor has downloaded a control program to the smart

sensor, the low-level controller is activated. This can be a classical controller of any vintage. Figure

4 shows the two-level lock] fontrol architecture employed in this example. The smart sensor

accepts sensory information from the plant. Sensory signals are then time-multiplexed before they

are forwarded to the local controlling computer, which is a PC/AT in this implementation. The smart

sensor also receives multiplexed control signals from the PC, unpacks them, and sends them out

through its actuator channels to the plant. In this mode, the smart sensor does not perform any

control at all, but only serves as an interface between the plant and the local controller. However,

the smart sensor can be programmed to either preprocess the sensory signals before sending them

to the PC (sensor fusion), or postprocess the actuator signals before sending them to the plant

(actuator expansion), or compute actuator signals directly from the sensory information received.

In the latter case, the smart sensor acts as a microcontroller, and that is the mode in which

we operate. The memory of the smart sensor used here is very limited. Therefore, the mJcrocontrol

programs must be short. For that reason, different control programs are downloaded into the smart

sensor from the PC during various operational phases. However, using the smart sensor as a

microcontroller (progranm_ble logic controller), we can ensure high-speed control, relieve the PC

from low-level control activities, and reserve its computing cycles for the hlgher-level intelligent

control decisions.

In our case, all control activity was event-based, but there is nothing in our methodology that

would force such a solution upon us. Notice that the control programs are indeed different during

different phases. For example, the voltage is carefully ramped up in the start-up phase by one

control program (to avoid overshoot), whereas the voltage control program operates quite differently

during steady-state operation.
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For purposes of describing the incident which occured during the test, it is useful to discuss

temperature control in a littlemore detail. During start-up, the heater is simply switched on. When

the temperature reaches a value of 890 K, a threshold sensor detects this fact, and sends a sensory

event back to the smart sensor that is then forwarded to the PC. The PC compares the time of

arrival with the time window specified for (electrically) heating the system. If the completion event

arrives too early, something bad must have happened. Since the electrical heater is operating at

its maximum power, the completion event should never arrive too early. If this is nevertheless the

case, the fault diagnoser concludes that there must be something drastically wrong in the system,

the recovery unit decides that this fault is not repairable and instructs the task planner to design a

graceful shut-down sequence starting from the current state. If the completion event arrives too late

(or rather, it doesn't arrive in time), the fault diagnoser concludes that either the power supply or

the heater is not functioning properly. In this case, the recovery agent switches both the power

supply and the heater off and back on, sends another command to the power supply to set its

voltage, and instructs the 't_'k. planner to try again with a new time window. If the second attempt

fails also with a too late indication, the recovery unit concludes that the situation is hopeless and

shut-down. During steady-state operation,

Rule 2:

instructs the task planner to design a graceful

temperature control is governed by three rules:

Rule 1: Heating.

Rule 3.

Cooling.

Rule 3.

If the current temperature is below 890 K, turn the heater on and enable

If the current temperature is above 915 K, turn the heater off and disable

Rule 3: Approach. If the current temperature is between 890 K and 898 K, turn the heater

on, estimate the expected remaining heating time tau, which is proportional to the

difference of the goal temperature, 900 K, and the current temperature and

schedule a turn-heater.off event to occur tau time units into the future.

The rationale behind this event-based control logic is simple: since the temperature sensor

is not directly attached to the heat source, a certain overshoot behavior is possible. To prevent the

temperature from overshooting, we use Rule 3. This rule functions similarly to a corrective

maneuver of a spacecraft: we compute the amount of necessary correction beforehand and then

fire the vernier engine for a precomputed period of time. To avoid problems with local heat storage,

we always approach the goal temperature from below, i.e. we disable Rule 3 during cooling periods

until the temperature has fallen safely below tiae goal temperature everywhere.

W
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Watchdog Monitors: Notice that there are no time windows shown on Figure 2 during

steady-state operation of the oxygen production plant. This is understandable since, during normal

steady-state operation, the same control algorithms are constantly active, sad neither the task

planner nor the command executor have anything to do.

Watchdog monitors are independent intelligent agents that monitor the high-autonomy system

during steady-state operation. They have knowledge of some components of nominal system

behavior during steady-state, sad compare their expectations with the actually observed behavior.

Ifa significant discrepancy is found, the "disquieted" watchdog alerts a fault diagnoser to come up

with an explanation for the observed anomaly.

The watchdog monitor philosophy has been advocated in Kury (1990). In our case, it was

one of the watchdogs that got aroused and triggered off the event chain that ultimately led to the

restoration of the "distressed" temperature controller.

Fault Diagnosis: Cont/,_r 3' to the watchdog monitors that are active demons throughout the

steady-state operational phase, fault diagnosers are dormant sequential routines. They are activated

only after an anomaly has bean detected. The purpose of a fault diagnoser is to relate an observed

symptom back to the failure most likely to have caused it.

In our testbed, we employ only a global rule-based fault diagnoser that is extremely simple.

Those failures from which the high-autonomy architecture can recover are indicated by clear

symptoms, and therefore, no complex fault diagnosers are needed. However, before an actual plant

can be launched, we must make sure that the high-autonomy system can recover from all

foresea.abl¢ sorts of mishap. Itwillthen become essential that the precise nature of any observed

failure is well understood before an automated repair activity is initiated. For that purpose, we shall

need a multi-level hierarchical model-based diagnoser. Such an architecture was first proposed by

Sarjoughian (1990). It has me.anwhil¢ been elaborated upon by Chi (1991).

Fault Recovery: The findings of the fault diagnoser are forwarded to a fault recovery agent.

It is the task of that agent to decide whether something can be done about the failure or not.

If recovery is possible, it is the job of the recovery agent to compute a new goal state. It then

provides the task planner with the current state and the desired goal state, and requests that a new

command sequence be computed that moves the high-autonomy system from the current state to

the desired goal state.

If no recovery is possible, the recovery agent will provide the task planner with the current

state only and request computation of a command sequence for graceful shut-down.
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The Chain of Events: The following section uses actual data from a portion of the 100 hour

test to illustrate the operation of the agents described above.

Figure 6 shows the zirconia cell temperature between 58,000 seconds and 102,000 seconds

from start of the test. This is a portion of the steacly-state operation. It is imm_iately visible that

around 71,000 seconds, something strange happened. The system recovered from the anomaly

roughly 2,000 seconds later.

What happened? The anomaly started while a heavy thunderstorm took place. This was

during the evening, and no human observer was at the plant site. From other curves, we know that

at that time, there was a short power failure (less than 2 seconds). The backup power supply took

over, but there are signs of a temporary power surge. Somehow, this transient upset the

smart-sensor-based temperature controller.

It is still not clear exactly what happened. Our best guess is that the power transient stopped

the real-time clock of the smart sensor. Thus, when Rule 3 was fired, it computed the remaining

heating time, but the turn-h_.a_er..off event never arrived since the real-time clock wasn't working.

Thus, the heater stayed on until Rule 2 fired, which disabled Rule 3. Consequently, the system

cooled down until Rule 1 fired, which reenabled Rule 3, which computed a new remaining heating

time, etc.

It should have been easy to detect this anomaly immediately. However, the software being

used did not require that the value of the real-time clock of the smart sensor be reported back to

the PC, and thus the watchdog monitor did not suspect any trouble. In normal operation, Rule 2

should never be fired. Thus, the first firingofRule 2 should have sufficed to alert the fault diagnoser

--- but this case had not been foreseen, and the occurrence of Rule 2 during steady state operation

had not been declared as an anomalous event. Finally, one of the watchdogs got suspicious ---

unnecessarily late. Since temperature change is normally such a slow phenomenon, that particular

watchdog was executed only once in a while to save computing cycles on the PC. This is a serious

problem with the watchdog monitor philosophy: since watchdogs are demons, they must be

executed repetitively even ifnothing is wrong. If they are executed rarely, they aren't very effective,

but if they are executed frequently, they consume lots of computing power. Fortunately, since they

are demons, they run a synchronously and could be installed on separate CPUs, even though that

was not done in this case.

Fault diagnosers are harmless. They are sequential routines and don't consume any

computing cycles unless an anomaly has been observed. In our case, the fault diagnoser, once

invoked, worked beautifully. It concluded that the failure had to be in the smart-sensor program.

It did not conclude that the bug was in the real-time clock, but this wasn't necessary. As an
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analogy: ifa computer is down, the repair person willidentify the fault only up to the board level and

exchange the entire board. The faulty board can then be taken back to the lab where it can be

further analyzed down to the chip level. There is no need to perform the second type of fault

diagnosis on-line and in real time.

The recovery agent then decided to reload the control program once more into the smart

sensor memory. If our assumption about the true cause is correct, it would probably have sufficed

to restart the smart sensor without replacing any programs, but the additional action performed was

harmless and didn't consume much time anyway.

Lessons Learned: What are the lessons learned from this incident? I.at us enumerate them:

I. Proper functioning of the real-time clock is crucial to any event-ba_d controller.

Consequently, we should report the value of the real-time clock of the smart sensor back

to the PC, and install an additional watchdog that compares the two real-time clocks with

each other and gets aroused when they start to diverge.
r

2. Some of the even_ that do not normally occur during steady-state operation, such as Rule

2 above, can be declared as anomalous events. While no separate immediate recovery

action is needed (it is inherent in the event handler itself), anomalous events should

nevertheless start a fault diagnoser.

3. While either of the two previous lessons could have improved results in the given situation,

the watchdog that finally caught on should have been executed a little more frequently.

4. Event-based control is well suited for post-fault analysis. However, to this end it is

necessary to remember which rules were fired when, why, and by whom. This was

omitted in order to save computing cycles. Due to this oversight, it wasn't possible to

conclude without a grain of a doubt what really had happened during the incident.

5. Similarly, while the smart sensor is equipped with means to download into it programs on

the fly,nobody ever thought of the need to upload a program from the smart sensor back

into the PC to save it for post-fault analysis.

6. We are confident that the lessons learned from this incident will ensure that the same

incident will never happen again. These sorts of experiments will help us increase the

reliability of the high-autonomy system until we have a system that is reliable enough for

long-term operation on planet Mars. However, we are still far from reaching that ultimate

goal.

Future Work: During the next phase, we shall replace the single-tube prototype by a 16-cell

prototype. Also, several more electronic valves must be added to the system, and the gas

chromatograph needs to be replaced by more modern equipment. This willincrease the complexity
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of the control task, and consequently, also the fault diagnoser willhave to be made more complex

than was necessary so far. We shall also add several more watchdogs to improve the reliability of

the system.

COMMUNICATION

Until now, the system was operated under local control. However, the system was designed

such that it can be easily interfaced to a remote commander for teleoperation. The necessary

technology was developed during another NASA funded research activity: the Telescience Testbed

Pilot Program (Schooley and Cellier, 1988). At least conceptually, it has already been adapted to

the task at hand (Mamer, 1990). Figure 7 shows the proposed overall command and control

architecture.

Notice our usage of the terms "remote" and "local." We call 'qocal"the plant site, whereas

"remote" is used to denote the human commander. This nomenclature comes naturally to control

engineers who view their plant as central. Psychologists have a tendency to view the human

commander as central, and' therefore call that location "local"and the plant site "remote."

At the local (plant) site, the command and control architecture is enhanced by It local

"command and communication center" (CCC). The CCC is responsible for communicating with

one or several remote controllers and/or observers, receiving their requests, and passing them on

to the local controlling computer (LCC) for further processing. It is also responsible for packing

telemetry data received from the plant into packages, and mailing them to the remote sites. The

CCC can be used to manage several LCCs simultaneously controlling several different pieces of

equipment. At the remote end, only one commander is allowed to issue intrusive corrmumds to the

plant at any one time. This workstation is called the remote commanding computer (RCC).

However, one or several other remote sites can obtain telemetry packages from the plant. They

are also allowed to send non-intrusive commands to the plant. These sites ate referred to as

remote observing computers (ROCs). A key assignment mechanism is used to determine who,

among the remote participants, is the commander. The rationale behind this decision is the

following: several human experts may be located at several different sites on Earth. Ira particular

type of expert knowledge is required during a particular phase of the operation the most

knowledgeable person willbe given the command key, while all other participants become passive

observers. They can communicate with the momentary commander through "open microphones."

If, during a later phase of the experiment, another participant becomes more knowledgeable, the

command key can be passed on to that individual, and the former commander becomes now one

of the observers.

Work on this part of the architecture was deferred in order that the automation described
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above could be installed and tested prior to the 100 hour test. Nevertheless, some progre._ was

made during this reporting period.

The software modifications required to support alternate commanders and multiple observers

have been completed. This entailed developing a scheme to assign a key. A key is a pass lent to

a user that enables the ability to issue intrusive commands. The other RCK2s remain observers.

When the current commander is finished with the key, it cam be given to another, on a first-come,

first-served basis. In this application, mailboxes are used to handle key holder and non-key holder

commands. Currently, the only command that can be issued by a non-key holder is a key request,

but this will be extended to include requests for data display changes and other non-intrusive

commands.

The TCP/IP software is found at the transport layer in the OSI protocol set. The modifications

required here involve the actual connections. The previous routines allowed for only one telemetry

channel, so another had to be added. The routines also had to be able to associate Channel

numbers with the key holde'r and non-key holders. This required interfacing with higher tasks to

obtain current key holder information. When presented with an outgoing packet, the scheme had

to be able to choose the appropriate channel. These additions have also been completed.

The entire system is currently being tested with a subset of the architecture shown in Figure

6. The MicroVax and SUN workstations located on the main campus serve as alternat RCC and

ROC. A VaxStation 2000 located at the Space Engineering Research Center serves as the CCC,

and also houses the static simulations of the oxygen plant. As soon as this communication system

is demonstrated, the LCC, smart sensor, and prototype oxygen plant will be connected and

remotely controlled.

SIMULATIONAND MODELING

Three simulation models of the oxygen production system are of particular interest: a static

mass flow model, a flow-equilibrium energy balance model, and a complete dynamic model. The

static mass flow model is based on conservation of mass principles. The production rate of 02 and

CO depends on the input flow rate of CO2, and on the efficiency parameters associated with the

Zirconia cell and the C02/C0 separator. From this simulation we can estimate what the production

rate of oxygen willbe in steady-state, and what various system pressures and temperatures can be

expected to be. This model has been completed and tested.

Of course, thermodynamic properties which can greatly affect system operation cannot be

determined by this model. For example, we have found that as the Zirconia cell temperature rises,

the cell efficiency increases, but if the cell temperature becomes too high (above about 1000C), the

cell begins to degrade, thus decreasing system efficiency. In the mass flow model, these effects
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can only be included by manually entering new data values for the efficiency parameters.

The flow-equilibrium energy balance model is based on thermodynamic and conservation of

energy principles. This simulation shows how different pressures, temperatures, and flowrates vary

with the input CO2 flow rate and with system efficiency parameters. This model has also been

completed and tested, but for reasons similar to the above example, it is useful for simulating

performance only for small variations from a given set of steady-state conditions.

The third simulation model describes the dynamics of the system, and is based on a modeling

and design methodology involving the use of Bond graphs. The use of the Bond graph modeling

method is advantageous because the power that moves throughout the system is topologically as

well as mathematically represented in the model. This will permit the simulation of startup and

shutdown scenarios, as well as large excursions from steady-state operating conditions that might

be caused by system anomalies or control system malfunctions.

Work on the dynamic model was deferred in order to concentrate on the timely completion

of the automation of the single cell testbed described in the previous section. Some progress has

been made, however.

Complete models have been developed for the heater, heat exchanger, and compressor. The

models of these components are generally comprised of cell-like elements with similar

thermodynamic properties. For example, the physical realization of the heater model consists of

a series-connected group of heating elements, which pass heat to gas that flows in a

series-connected group of pipe sections. Similarly, the heat exchanger model consists of two

groups of connected pipe sections, and the pipe that carries the hotter gas passes heat to the other

pipe. Using this "construction-by-cells" modeling approach allows for a high degree of modularity,

and the size and thermodynamic properties of the model can be freely and easily varied.

A partial model of the Zirconia cell has been developed. When this model is finished, the

different modular components will be connected to form the first dynamic simulation model of the

entire oxygen production plant. Simulations will then be run to ensure model validity, and

refinements to the model components willbe made as necessary. Valuable information can then

be learned about system startup and shutdown, and the performance of the system can be easily

evaluated for different configurations.

In the next period, the dynamic simulation model willbe completed, model validation willbe

carried out, and the simulation predictions will be used to give insight into which system

configuration will result in optimum performance. This dynamic model will also be used as the

"world model" in the next generation of artificial intelligence applications for high-autonomy remote

supervisory control.
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Abstract

This is a multicomponent, multidisciplinary project whose overall objective is to build an integrated

database, simulation, visualization and optimlzatlon package for the proposed oxygen manufacturing

plant on Mars. Specifically, the system allows users to enter physical description, engineering and

connectivity data through a uniform, graphical interface and stores the data in formats compatible

with other software also developed as part of this project. These latter components include

programs to simulate the behavior of various parts of the plant in Martian conditions; an animation

program which, in different modes, provides visual feedback to designers and researchers about

the location of and temperature distribution among components as well as heat, mass and data flow

through the plant as It operates In different scenarios; a control program to investigate the stability

and response of the system under different disturbance conditions; and an optimization program

to maximize or minimize various criteria as the system evolves into its final design. All components

of the system are interconnected so that changes entered through one component are reflected in

the others.
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Quantitative Slmulatlon of Extraterrestrlal Englneerlng Devlces

A. Arabyan, P. E. Nikravesh and T. L. Vincent
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(Progressreportfor3/I/91-8/31/91)

This is a multicomponent, multidisciplinary project whose overall objective is to build an integrated
database, simulation, visualization and optimization package for the proposed oxygen

manufacturing plant on Mars. Specifically, the system allows users to enter physical description,

engineering and connectivity data through a uniform, graphical interface and stores the data In

formats compatible with other software also developed as part of this project. These latter

components include programs to simulate the behavior of various parts of the plant in Martian

conditions; an animation program which, in different modes, provides visual feedback to designers
and researchers about the location of and temperature distribution among components as well as

heat, mass and data flow through the plant as it operates in different scenarios; a control program

to investigate the stability and response of the system under different disturbance conditions; and
an optimization program to maximize or minimize various criteria as the system evolves into its

final design. All components of the system are interconnected so that changes entered through

one component are reflected in the others.

Introduction

The design of complex mechanical systems which are required to operate reliably and
autonomously in alien environments is an intricate and iterative process which requires extensive

testing in a wide range of hypothetical scenarios. Given the impossibility or the high cost of
recreating alien environments on earth, such scenarios have to be generated by computers and

applied to simulated versions of the actual mechanical systems. As a result, computer simulation

has become an essential and integral part of designing and building mechanical systems to be

used in space or extraterrestrial environments.

This specific project was initiated with the aim of providing the essential simulation capability for

the oxygen manufacturing plant that the Space Engineering Research Center at the University of
Arizona has undertaken to build on Mars. Because of the multidisciplinary nature of the plant's

design process, this integrated software project was designed to provide data storage,

classification, access and visualization services for all the different groups working on the design

and testing of the plant. This project consists of the following principal components

i) A relational bill of components database;

ii) A visualization system for animation of the plant's dynamics;

iii) A control design system associated with data collection equipment connected to an
experimental setup;

iv) An optimization system to maximize specified performance criteria while meeting
weight, thermal, cost and other constraints.
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The technical features and current status of these pdncipal components are briefly outlined below.

Current Project Status
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Relational Bill of Components Database

The design and implementation of the database entry, organization and storage program has been

completed. A brief description of the program and its objectives and design philosophy were

provided in an earlier progress report [1]. In essence, components of the plant are abstracted into
simple functional databases which are then connected in a compatible manner to produce

necessary connectivity data to other programs. The program, implemented in the FoxPro 1.02

environment on 80386-based personal computer, now features five different types of components

and four different typos of connections which can be combined to model virtually any type of

physical connection between any two components. The databases for components and

connections are being continually improved and updated to include component and connectivity

properties that are being encountered in more novel devices (e. g. zirconia-based reduction cells).

In addition the database system is now capable of exporting spocially-formatted files for an

optimization package (see next section).

A complete report about the design and use of the database program has been written and is

available at the Computer-Aided Engineering Laboratory [2].

Optimization Software

A new customized software system has been produced to optimize the packaging of the oxygen

manufacturing plant. The principal purpose of this system Is to ensure that the components of the

plant are located relative to each other in such a way that user-defined cost functions are
minimized. The system reads all the information it needs about the properties and connections of

the components in the plant from the relational database and then relocates the components
iteratively until the cost or objective function that has been defined is minimized. At the present

time, the objective function consists of a weighted sum of all heat and pressure losses that occur

within the plant through radiation between components and from connecting pipes, convection

through fluid flow, conduction along pipes and fluid friction within pipes. Because of the different

types of losses included inthe function, system parameters (e.g. temperatures at desired points or

surfaces or pressures at certain inlet or outlet positions) occur in nonlinear form in the function.
This function will be modified in the future to include component weights, pipe lengths and costs.

The optimization program currently works with nine components which are connected to each

other in an arbitrary manner.

Because of the relatively large number of components that the oxygen plant is expected to feature,

the probable complex connectivity among them and the unknown nature of constraints or
desirable characteristics, a novel method has been used to abstract the state of the system in the

space of the variables that are included in the objective function. The optimization program initially

constructs a connected graph on the basis of the connectivity and physical property data it obtains

from the relational database. This graph consists of nodes that define the state of the system for

any configuration and arcs which define paths to other nodes. Each arc emanating from each node
is marked as "desirable" or "undesirable" depending on whether it leads to a state that is desirable

or undesirable in terms of the objective function. Quantitatively the desirability or undesirability of

any given path is represented by a "resistance" value for each arc. The program then tries to
traverse the tree in such a way that the "resistance" from the top to the end of the graph is
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minimum. This type of abstraction was necessary because it allows the inclusion of system
parameters other than physical ones in the procedure.

The program can currently implement various optimization schemes (e.g. bisection or fastest

descent methods) to relocate components to their optimal locations while maintaining their

connectivity properties. The program's output can be viewed interactively as it searches for the

optimal configuration or graphically whereby the program displays the initial (nonoptimal) and final

(optimal) configuration of the plant, together with figures for total heat and pressure losses. As of

now, the heat and pressure losses in the optimal configuration are guaranteed to be the minimum

possible because the program does a brute force search of all possible configurations, but that will

not necessarily be the case when the program operates on a full-blown system with many more

components than the current nine that are being used as a test bed,

The system is currently being enhanced to export data about the optimal configuration it finds to
the relational database program so that it can update its appropriate databases and export them to

other programs that make up the integrated system.

A complete report about the design, operation and current status of the optimization program has

been written and is available at the Computer-Aided Engineering Laboratory [3].

Visualization/Animation System

The status of this component of this project remains as it was described in the previous progress

report [1]. At present the system is being connected by hardware and software links to the

relational database. This is being done by reprogramming the relational database program so that

it can produce the files that the animation system uses.

Control�Data Collection System

The purpose of this component of the project is to construct a control design and data collection

system to investigate the stability, sensitivity and response of the plant system to external

disturbances and changes in operating parameters. Progress on this component of the project
was limited due to unexpected cuts in funding and subsequent departure of personnel assigned to
this task.

Over the next year, this component will be developed to perform data collection and basic control
functions and to interact with the relational database and animation and visualization software.
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In Situ Materials Processing Systems and Bioregenerative Life Support Systems

Interrelationships

Progress Report

August 30, 1991

By

Robert Frye and George V. Mignon
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Abstract

This project is to investigate the synergy and linkages between bloregenerative life support sys-

tems and the materials produced by in-situ materials processing systems. Such systems produce

a broad spectrum of byproducts such as hydrogen and other volatiles, metals, ceramics, refrac-

tories and cements (materials for making shielding, piping and building blocks) and direct

products such as 02. Certain of the processes are capable of generating the chemical com-

ponents of fertilizers and the base stocks of arable soils. Many of these substances are required

by a bioregenerative life support system.
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Two phases of work were proposed: an Initial bibliographic literature search and an analysis of

the requirements of life support and the availability of in sltu resources for satisfying these require-

ments, As this is still early in the development of this project we are currently concentrating on

the bibliographic literature search. This is being conducted In several ways. The first is the or-

ganization of the extensive literature compiled by Environmental Research Laboratory during its

Involvement of in the Biosphere 2 project, This material is both of domestic and foreign (primari-

ly translated documents from the U.S.S.R.) odgln. It Includes both published material and un-

published reports developed for the Biosphere 2 project and other projects associated with con-

trolled environment agriculture by Environmental Research Laboratory staff and consultants.

These bibliographies compiled by researchers at Environmental Research Laboratory are being

merged and organized, Second, computer based searches of NT.I.S. documents available have

been made and a bibliography compiled. Third, computer based literature searches are being

made of the general scientific literature of for any new work on bioregenerative life support sys-

tem requirements and a bibliography is being compiled. The bibliographies completed will be an-

notated for the relevance and importance of each document for the project. This first phase of the

project is in progress and should be completed by early September.

In addition to the biological system requirements literature search a literature search has been in-

itiated into the types and forms of raw materials available on the Moon and Mars. A detailed as-

sesment of these materials will be conducted in September. We will also be seeking Information

from the scientific and engineering researchers working on materials processing projects at the

UAJNASA SERC/culpr during this time period.

=-

The first phase of this project is basically a literature search and review of new and/or ongoing re-

search in the area of Biregenerative systems and CELLS type systems. Once the Information Is
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reviewed and collated fro both the biological and materials perespectlve a detailed analysis will

follow.

The second phase of the project which Includes analysis of the bibliographic materials isJust begin-

ning through annotation and collation of the bibliographic material. We have begun to define lists

of the bioregenerative life support needs (elements, compounds, life system attributes, quantities

of these materials needed, and potential sources for these materials). We anticipate completion

of this work in late September.
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THE STEWARD OBSERVATORY ASTEROID RELATIONAL DATABASE

Mark V. Sykes and Elizabeth M. Alvarez del Castillo

Steward Observatory

The University of Arizona

ABSTRACT

The Steward Observatory Asteroid Relational Database (SOARD) has been created

as a flexible tool for undertaking studies of asteroid populations and sub-populations, to

probe the biases intrinsic to asteroid databases, to ascertain the completeness of data

pertaining to specific problems, to aid in the development of observational programs,

and to develop pedagogical materials. To date SOARD has compiled an extensive list of

data available on asteroids and made it accessible through a single menu-driven database

program. Users may obtain tailored lists of asteroid properties for any subset of asteroids

or output files which are suitable for plotting spectral data on individual asteroids. A

browse capability has been added allowing the user to explore the contents of any data

file. In addition an asteroid bibliography containing about 12,000 references has been

incorporated into SOARD. The program has online help as well as user and programmer

documentation manuals. Already SOARD has provided data to fulfill requests by members

of the astronomical community. SOARD continues to grow as data is added to the

database and new features are added to the program.
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INTRODUCTION

Asteroids are characterized by their diversity. We study them using a wide variety of

remote sensing techniques in an attempt to determine their composition and physical prop-

erties, and relate this information to processes et't'ecting asteroids and other solar system

bodies over the age of the solar system. Observations are obtained through groundbased

telescopes and radar, and spacecraft such as the Infrared Astronomical Satellite (IRAS).

These observations are focussed on individual objects of particular interest or dedicated

surveys. SOARD incorporates the data obtained from these various observations into a

single database.

In order to evaluate and exert some quality control over the data, it is critical to be

able to trace each datum to its origin, In addressing scientific issues it is important also

to have a knowledge of and access to the ex[st-lng literature on the Subject. Towards this

end, SOARD now contains an asteroid bibliography containing about 12,000 references,

from the 19th century to the present.

In addition to being objects of scientific investigation, asteroids are potential re-
sources to be utilized in support of the expansion of humans into the solar system. The

most accessible of these are the Near Earth Asteroids (NEA's) whose motions around the

Sun bring them within reach of low-energy transfer orbits from the Earth. Until recently,

the information available on the NEA's has been relatively limited, but with increased

rates of discovery and greater numbers of observational pros;rams focussing on these

objects, this information is expected to 8;row rapidly. Since NEA's derive from the main

asteroid belt (though some may be extinct comets), knowledge of their source populations

provides additional insight into the nature and physical properties of NEA's.

SOARD's 8;oal is to incorporate ALL published asteroid data into one generally acces-

sible database for use in research and in expanding our 8;eneral and specific understandins;

of asteroid populations.

SOARD is a menu-driven asteroid database management system which utilizes dBase

IV software in a fashion transparent to the user. It allows four basic system outputs at

this time: (!) files of designations of asteroids satisfyins; rans;e criteria for parameters or

functions of parameters, (2) subsets of database parameters for subsets of asteroids, (3)

files of multiband photometry or spectroscopy for individual asteroids (for plotting), and
(4) files of bibliographic references satisfying users' search criteria. Any data file now may

be examined using a SOARD browse capability.

SOARD DATA

Table 1- lists the individual data sets which are currently online and accessible through

SOARD. It combines ground based observations which were published in ASTEROIDS II,
radiometric data collected by IRAS, ancillary IRAS data sets of groundbased polarimetry,

lightcurve, and spectroscopic observations, Jeff Bell's 52-color near-IR survey, osculating
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TABLE 1. SOARD DATA SETS

ASTEROIDS II

• Proper Orbital Elements

• Taxonomic Classifications

• Family Designations

• Pole Orientations

• Magnitudes, UBV Colors, AIbedos, and Diameters

IRAS

• Radiometric Diameters and Albedos

• Individual IRAS Observations

• Polarimetry file

• Lightcurve file

• UBV Observations

• 8-Color Spectroscopy

• 24 Color Spectroscopy

MISCELLANEOUS

• 52-Color Spectroscopy (J. Bell)

• Osculating Orbital Elements (E. Bowell)

• Preliminary Designations and Discovery Circumstances (MPC)

• Photometric Parameters (MPC)

• Proper Elements (Milani and Knezevic)

• Radar Observations (S. Ostro et. al.)

ASTEROID BIBLIOGRAPHY (C. Cunningham)

= =

L.

TABLE 2. DATA SETS IN THE PROCESS OF BEING ADDED

• CCD Spectroscopy (L. McFadden, F. Vilas)

• Near-IR Spectra (Lebofsky, Bus, et. al.)

• Families (Zappala, et. al.)
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orbital elements for 17,415 asteroids, discovery information and photometric parameters

published through the Minor Planet Circulars (MPC), ground based radar observations,

and 11,961 literature references. As data is incorporated into SOARD, it receives a

reference to its source in the literature which is listed in the bibliography file. This

provides onllne information on the origin of the data and allows maximum understanding

of data quality. Data evaluation is critical to its use in an engineering context.

SOARD REFERENCE CAPABILITY

i

ill

i

|
SOARD has acquired and incorporated Clifford Cunningham's asteroid bibliographic

reference file. Cooperation over the last eight months has led to suggestions for expansion

of his original file. Fields which have been added include a keyword field and a field
which lists the asteroids to Which the reference pertains. This expansion which has been

implemented already for the major journals and for recent publications is currently a part

of SOARD. Full implementation for all citations is expected to take a longer time. Cliff

Cunningham has been very helpful in agreeing to alter his file format so that it is more

compatible with SOARD requirements. Although he is marketing his database as a salable

product, he has generously given permission to distribute it as part of SOARD to the test
sites. In its impJementatlon_in SOARDI:a User can search the reference file by author,

title, date, publication, keyword, asteroid numbered designation, some subset of authors

or words in a title, or any combination of these parameters. We regard this utility as

a powerful addition to SOARD and will seek to contract with Clifford Cunningham in

developing a licensing agreement.

UPDATING THE DATABASE

SOARD is expanding to include the data sets listed in Table 2. Some of the data such

as CCD spectroscopy of certain asteroids has been published.. Some data is collected and

needs to be reduced and published. Monthly updates to SOARD include data available

through literature searches, data sent by individual observers, and data obtained from the

Minor Planet Circulars (MPC). Ongoing observations and research promise a continually

growing body of data which will be added to SOARD.

EXPANDING SOARD

Additional programming will expand the features available through SQARD. A fourth

main menu item will allow the user to concatenate functions of asteroid parameters. If

a file contains orbital elements such as semi-major axis and eccentricity, the user may

calculate the perihelion distance as an output parameter of specific interest. This feature
will minimize data which must be distributed with the system while allowing the user

maximum choice for customized output of asteroid parameters.
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Another main menu item being investigated is the ability to run external code. Spe-

cific programs such as code to generate ephemerides, to run standard thermal models, or

to calculate magnitudes would be accessible without leaving the main SOARD program.

Files generated through SOARD would be available for direct input into the external code

and the output of the external code would be in a form accessable to SOARD.

TESTBED ACTIVITIES

The program has online help as well as user and programmer documentation manuals.

SOARD has greatly expanded its testbed activities to include the following sites: the Cal-

ifornia Space Institue in La Jolla, California (Dr. Lucy-Ann MacFadden); the Institute for

Astronomy in Honolulu, Hawaii (Dr. David Tholen); the Lunar and Planetary Laboratory

at the University of Arizona in Tucson, Arizona (Dr. Larry Lebofsky and Ellen Howell),

and the Park School in Brookline, Massachusetts (Dr. Linda French). A transportable
execution version of the relational database has been distributed to these sites to test

without the assistance of prior tutoring but with the help of online documentation only.

Already they have provided substantial input into the overall user friendliness of the sys-

tem and made suggestions for improving the SOARD environment. With the addition of

a test site at the Park School the educational applications of SOARD at the pre-collegiate

level are being explored.

COMMUNITY SUPPORT

We respond to all moderate requests from the community and have provided data

in support of observing, research, and teaching programs. For instance, this past April

SOARD supplied pedagogical materials for the University of Arizona's Steward Observa-

tory run Adult Space Camp and was subsequently asked to provide similar materials for

the Beginning and Advanced Teen Space Camps in June.
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Near-Earth Asteroids:

Qb_rver Alert Network and Physical Observations

Donald R. Davis and Clark R. Chapman

Planetary Science Institute
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The Planetary Science Institute (PSI) developed a communication network to alert observers
of newly discovered near-Earth asteroids (NEAs). This network is intended to encourage observers
to obtain physical observations of NEAs, which are needed in order to characterize and assess the
resource potential of these bodies. This network was declared operational in October, 19g0 via an
announcement to the asteroid observing community. Unfortunately, funding was discontinued by
SERCuplr after February, 1991, due to bureaucratic problems, and we have barely been able to
keep the network functioning since then. We propose to fully re-establish our network which we
have expanded in recent months to include European observers. We also propose to capitalize on
recent upgrades to the Tumamoc Hill Observatory and establish an observing program to acquire
spectrophotometric colors on newly discovered near-Earth asteroids that require a rapid response
time.
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Task 1: Observer Alert Network

Near-Earth asteroids are being discovered at an increasing rate; however, usually only a

preliminary orbit and an estimate of the brightness of the asteroid is obtained during the discovery

apparition. This is due to the brief interval (typically days to weeks) that the asteroid is bright

enough to be observed by workers at 1-2 meter class telescopes. Unfortunately, it is usually several

years before a newly discovered NEA makes another close approach to Earth; thus little is known

about the physical properties of NEAs until long after their discovery and no physical data at all exist

for most NEAs. However, as NASA is becoming increasingly interested in NEAs as potential mission

targets and as a source of resources for expanded space activities, it is essential to learn more

about these bodies as early as possible in order to meet the needs of the space program.

The importance of timely observations during the discovery apparition was recently

emphasized by Wlsniewski of the Lunar and Planetary Laboratory, who found that over the next few

years, roughly twice as many newly discovered NEAs will be bright enough for physical observation

as there will be "old" NEAs this bright. The Planetary Science Institute established an Observer Alert

Network in October, 1990; Appendix A contains the announcement letter that was sent to 111

observatories and individual observers. We have twenty observers on our active list that we

communicate with whenever an appropriate NEA is discovered. We also assist in alerting observers

of the need to obtain positions of high priority newly discovered fast moving objects, both prior to

and following the release of an IAU circular. In the ten months following establishment of our

network, we have responded to eight requests to alert observers via the network.

The number of active observers continues to increase, although not as fast as the number

of newly discovered NEAs is increasing. This past summer, for example, we Interested Dr. Alan

Fitzsimmons of the Dublin Observatory in the problem of acquiring physical observations of NEAs.

He carried out a test run, following alert by our Observer Alert Network in August 1991, to acquire

a spectrum of the newly discovered asteroid 199tOA using the 2.5m telescope at La Palma. We

were just informed that the spectrum was acquired and that our test was successful. Buoyed by

this success, Dr. Fitzsimmons will propose to establish a target-of-opportunity program to acquire

spectra of as many newly discovered NEAs as possible in the future. His program is the only major

European participation in the observer network at this time, but we hope that other individuals and

institutions will become interested as they learn more about near-Earth asteroids.

We propose to continue operation of the Near-Earth Asteroid Observer Alert Network and

to further expand efforts to add international observers In order to enhance the acquisition of

physical observations during the discovery apparition.
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Task 2: Physi¢Bl Observations of Newly O!._coveredNear-Earth Asteroids

The resource potential of Near-Earth Asteroids ls well recognized, but what is lacking for

most of these objects are physical observations that will aid in Identifying ihe possible compositions

of these bodies. This problem has been widely recognized and was discussed at the recent

conference on NEAs held in San Juan Capistrano this past summer; however, the question of how

to actually Increase the physical observation rate was not resolved. The major problem with

obtaining observations is that newly discovered NEAs are usually observable for at most a few

weeks following their discovery and unlessan asteroid observer just happens to have telescope time

with an appropriate instrument and is willing to divert time from his/her officially approved program

to try to obtain physical observations of the newly discovered body, then it will not be observable

until its next close approach, which often does not occur for many years.

Because of these factors, good physical data exist for very few NEAs. At this time, there

are no observational programs devoted to acquiring physical observations of NEAs during their

discovery apparition on a regular basis. Ostro attempts to obtain radar observation of NEAs that

come close to Earth; however, this is only a small fraction of the total number discovered in any

given year and is only one of the several complementary techniques necessary for inferring NEA

mineralogy.

We propose to capitalize on recent developments in the past year that have made the

Tumamoc Hill Observatory a potentially usable site for obtaining physical observations for many

NEAs. This 20" telescope has been used only sporadically in the past, due to the lack of

instrumentation, the poor state of the tracking and acquisition system, and the bright sky at the

observatory which is located at the western edge of the city of Tucson. However, many of the

difficulties have been corrected in the past year: 1) Photometric Corporation, Ltd., has loaned a

CCD camera and controller to the Observatory and this instrument is now permanently mounted

on the telescope. 2) The University of Arizona (S. Larson) provided a computer for data acquisition

and storage. 3) Encoders are being added to the drive to aid in pointing the telescope and in

acquiring faint objects. 4) The Planetary Science Institute provided a rack and pinion dome drive.

All of these Improvements are either in place or will be in place in the next few weeks. Tests by

S. Larson have already established that a 19th magnitude(V) star can be detected with this

CCD/telescope using a 2 minute integration time.

We propose to test this telescope and CCD camera to see if it is suitable for acquiring

spectrophotometric colors( in the 8-color system of Tholen) for newly discovered NEAs. Not all of

the 8 colors will be observed, as studies by Britt have shown that 5 or 6 of the 8 colors are

adequate to reliably classify most of the asteroids. Taxonomic classification will indicate if an object
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is unusual or particularly Interesting and should be pursued with further high resolution infrared

spectra which is needed to obtain band information required for detailed compositional information.

We will test the system to determine the quality of colors that can be measured using known

asteroids whose colors have been measured. We will also take data on newly discovered NEAs

which are sufficiently bright to be observed with this system. We will also develop procedures for

obtaining colors using a CCD system to observe rapidly moving objects.

During the year 1991/2 we will develop procedures to determine what the real capabilities

of this telescope/CCD system are for observing NEAs. If it proves to be as useful, then Tumamoc

Hill will be a major asset for NEA studies since it is conveniently located for rapid response to newly

discovered objects. Telescope time will be available since there are few observers using this

telescope and priority will be given to time critical observations. Thus we expect that this project

could provide a major new source of physical objections on newly discovered NEAs that will enable

us to better assess the resources available In this population of solar system objects.

REFERENCE

Lagerkvist, C.-I., et al. (1988). Asteroid Photometric Catalogue: First update. Consiglio Nazionale
Delle Richerie: Rome.
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APPENDIX A

Announcement: Notification Network for Physical Observations of Near-Earth Asteroids
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Announcing...

Notification Network for Physical Observations
of Near-Earth Asteroids

The Planetary Science Institute wishes to announce that, effective 29 October 1990,

we will be operating a network designed to alert observers concerning especially interesting
near-Earth asteroids for which physka/observations are desired. The service is supported

by the NASA/University of Arizona Space Engineering Research Center for the Utilization

of Local Planetary Materials. The effort is headed by Dr. Donald R. Davis, with

participation by Dr. Clark R. Chapman and Mr. David H. Levy.

We solicit the names and communications channels for all observers interested in

being notified about important near-Earth asteroids. We will be asking them, and major

observatories, to provide us with advanced observing schedules so that we will know who
to contact when an important object is discovered. We will also ask the individuals who

work on discovering Earth-approaching objects to notify us when particularly important

objects are discovered, and we will also be regularly checking the IA U Circulars.

We will notify observers concerning unusually important objects for which physical

observations are desired. We will give priority to those objects that (a) are likely radar
targets, (b) have B brighter than 15, (c) will be well-placed for a short but adequate duration

to make physical observations possible but timely notification desirable, (d) have sufficiently

good orbits/ephemerides to make acquisition fairly reliable, and (e) have other unusual
traits of particular interest. We anticipate, based on unofficial, partial operation of this

service during the past year, that an object might meet our criteria every month or so.

The service will be an active supplement to the normal IAU announcements of

discoveries. We encourage observers to subscribe directly to the IA U Circulars and to check

them regularly. If you hear from us, you will know that the object is deemed to be

particularly important and that an "observing campaign" is underway. We thereby hope to

enhance the quantity of physical data available for these important objects that often fade

so rapidly. We will be coordinating with Dr. Brian Marsden of the IAU Central Bureau to
ensure that our alerts are based on sound orbits, in order to minimize wasted time at the

telescope. We will be evaluating the effectiveness of the network after seven months of

operation.
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Our goal is to alert observers within twelve hours of when we receive notice of an

important discovery (usually morning, Mountain Standard Time) but cenairdy within

48 hours; our response may be slower on weekends and holiday s than'on normal workdays.

We will check IAU Circulars and our phone messaging service once a day, including

weekends. We will send announcements out by electronic mail and telephone. While our

primary goal is to alert physical observers, we will also assist when needed to alert

astrometric observers about critical needs for positions.

If you have questions or suggestions about the service, or if you wish to sign up,

please contact:

Dr. Donald R. Davis

Planetary Science Institute
2421 East Sixth Street

Tucson AZ 85719 USA

Telephone: 602/881-0332 (Logistical details can be handed by Ms. Elaine Owens at this

number; during off-hours, a 24-hour message service is in operation for this telephone

number.)

E-mail: PSIKEY::PSIKEY (on SPAN)

Fax: 602/881-0335

19 Oct 1990
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